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901 WEST ESPLANADE AVENUE  
P.O. BOX 907 

SAN JACINTO, CA 92582  
PHONE (951) 654-1505 · FAX (951) 654-5279  

 

FRENCH VALLEY RECYCLED WATER RETROFIT PROJECT 
PHASE THREE 

 
NOTICE INVITING BIDS  

 
RECEIPT AND OPENING OF PROPOSALS:  Sealed bids will be received in the main office of 
the Valley-Wide Recreation & Park District (“District”), 901 West Esplanade Avenue, San Jacinto, 
CA 92582 until Wednesday, April 5th, 2023 at 2:00 p.m., at which time or soon thereafter said 
bids will be opened and publicly read aloud. 
 
Bids received after this time will be returned unopened.  Bids shall be valid for sixty (60) calendar 
days after the bid opening date.  Bids shall be submitted on the District’s Bid Forms.  No 
electronic bids or email bids will be accepted.  
 
SCOPE OF WORK  
Work will primarily consist of furnishing all labor, equipment and materials necessary for recycled 
water on-site retrofits to convert irrigation systems currently using potable water to recycled water 
as shown in the drawings and specifications. 

 
MANDATORY PRE-BID WALK-THROUGH 
Date:  Friday, March 24th, 2023 at 10:00 a.m. 
 
Location: Brookfield Park  

35088 Pourroy Road, Winchester, CA 92596  

  
QUESTIONS: All questions must be submitted in writing by 5:00 p.m. on Tuesday, March 28th, 
2023, to Justin Schweitzer at Justin@GoRecreation.org or FAX: 951-654-5279.  Questions 
received after this time may not be responded to.  

 
EMWD ENGINEERS ESTIMATE: $1,870,000  

 
COMPLETION OF WORK:  All work shall be complete within one hundred eighty (180) 
calendar days after receipt of Notice-of-Acceptance-of-Proposal/Notice to Proceed.  Liquidated 
damages of $250.00 per calendar day will be assessed for exceeding any of the time completion 
requirements.  Additional days will be given for days classified as “rain days” by the District 
Inspector. 
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PLANS AND SPECIFICATIONS:  Copies of the Plans and Specifications are available for 
inspection at no cost at www.GoRecreation.org/bids-and-documents. No bid sets will be available 

for purchase. Plans and Specifications are also available at the following planrooms: Bid America 
at www.BidAmerica.com and AGC San Diego at www.agcsd.org/Departments/PlanRoom/. 
 
GUARANTEE:  Bids must be accompanied by cash, a certified or cashier’s check or a Bid Bond 
in favor of the Valley-Wide  Recreation and Park District in an amount not less than ten percent 
(10%) of the submitted Total Bid Price, as a guarantee that the bidder will enter into the contract 
for the work, the full amount of such guarantee to be forfeited to the District should successful 
bidder fail to enter into said contract as set forth in Section 20160 et seq. of the Public Contract 
Code of the State of California. 
 

SECURITY:  Each bid shall be accompanied by the security referred to in the Contract 
Documents, the non-collusion affidavit, the list of proposed subcontractor, and all additional 
documentation required by the Instructions to Bidders.  The successful bidder will be required to 
furnish the District with a Performance Bond equal to 100% of the successful bid, and Payment 
Bond equal to 100% of the successful bid, prior to execution of the Contract.  All bonds are to be 
obtained from a surety that meets all the State of California bonding requirements, as defined in 
Code of Civil Procedure Section 995.120, and is admitted by the State of California.  Pursuant of 
Public Contract Code Section 22300, the successful bidder may substitute certain securities for 

funds withheld by District to ensure his performance under the Contract. 
 
INSURANCE:  The successful bidder will also be required to furnish the District with an 
insurance policy as specified in the Specifications. 

 
PREVAILING WAGE RATES:   The Director of Industrial Relations (DIR) has determined the 
general prevailing rate per diem wages in the locality in which this work is to be performed for 
each craft or type of worker needed to execute the Contract which will be awarded to the 
successful bidder, copies of which are on file and will be made available to any interested party 
upon request at the main office or online at http://www.dir.ca.gov/dlsr.  A copy of these rates 
shall be posted by the successful bidder at the job site.  The successful bidder, and all 
subcontractor(s) under him, shall comply with all applicable Labor Code provisions, which 
include, but are not limited to the payment of not less than the required prevailing rates to all 
hours of labor and the debarment of contractors and subcontractors.  
 
Pursuant to Labor Code sections 1725.5 and 1771.1, all contractors and subcontractors that wish 
to bid on, be listed in a bid proposal, or enter into a contract to perform public work must be 
registered with the Department of Industrial Relations.  No Bid will be accepted nor any contract 
entered into without proof of the contractor’s and subcontractors’ current registration with the 
Department of Industrial Relations to perform public work.  If awarded a contract, the Bidder and 
its subcontractors, of any tier, shall maintain active registration with the Department of Industrial 
Relations for the duration of the Project. 
 

CONTRACT TIME:   No bid or bid security may be withdrawn for seventy-five (75) calendar days 
after the date bids are received.  The successful bidder shall within ten (10) calendar days after 
the District mails a Notice of Acceptance of bid, return the signed contract and bonds, and attend 
the pre-construction conference at the District’s Administration office.  The contract period shall 
commence twenty (20) calendar days from the date of the Notice to Proceed. The Contractor 

http://www.gorecreation.org/bids-and-documents
http://www.bidamerica.com/
http://www.agcsd.org/Departments/PlanRoom/
http://www.dir.ca.gov/dlsr
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shall complete all work including testing, within one hundred eighty (180) Calendar days.   

 
REQUIRED CONTRACTOR LICENSE: Bidders on this work will be required to be licensed 
by the State of California as Class A General Contractor or Class C-27 Landscaping 
Contractor at the time of the bid and at the time of award as such license is defined in Section 
7056 and/or Section 7058 of the Business and Professional Code and Section 732 of the 
California Administrative Code.   

 
AWARD OF CONTRACT:  The District shall award the Contract for the Project to the lowest 
responsible bidder as determined form the base bid alone by the district.  The District reserves 
the right to reject any or all bids or to waive an irregularities or information in any bids or in the 
bidding process. 

 
CERTIFIED PAYROLL:  The winning bid contractor will be required to concurrently submit 
weekly certified payroll to the Department of Industrial Relations when submitting their monthly 
invoice payment request to Valley-Wide Recreation and Park District. The District’s invoice 
payment policy is thirty (30) days.  

 
ADDITIONAL INFORMATION:  All inquiries shall be directed to Justin Schweitzer at 
Justin@GoRecreation.org or at (951) 654-1505.  
 
Dated this 25th day of February, 2023 
 
 
 
-------------------------------------------------------------------- 
Justin Schweitzer, Special Projects Supervisor 
Valley-Wide Recreation & Park District 
         
 

 
 

Posted date: February 25th, 2023 

Justin Schweitzer

mailto:Justin@GoRecreation.org
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INSTRUCTIONS TO BIDDERS 

B-01. SECURING DOCUMENTS   
Bids must be submitted to the District on the Bid Forms which are a part of the Bid Package for 
the Project. Bid and Contract Documents may be obtained from the Administration Office at: 
901 W. Esplanade Avenue, San Jacinto California, 92582 or www.GoRecreation.org/bids-and-
documents, any time after February 25, 2023.  Prospective bidders are encouraged to 
telephone in advance to determine the availability of Contract Documents. Any charge for the 
Contract Documents is stated in the Notice Inviting Bids. 

The District may also make the Contract Documents available for review at one or more plan 
rooms, as indicated in the Notice Inviting Bids. Please Note: Prospective Bidders who choose to 
review the Contract Documents at a plan room must contact the District to obtain the required 
Contract Documents if they decide to submit a bid for the Project. 

Any Addenda will be posted on www.GoRecreation.org/bids-and-documents.  Failure to 
acknowledge addenda may make a bid nonresponsive and not eligible for award of the contract. 

B-02. EXAMINATION OF SITE AND CONTRACT DOCUMENTS 
At its own expense and prior to submitting its Bid, each Bidder shall visit the site of the proposed 
work and fully acquaint itself with the conditions relating to the construction and labor required 
so that the Bidder may fully understand the work, including but not limited to difficulties and 
restrictions attending the execution of the work under the contract.  Each Bidder shall carefully 
examine the Drawings, and shall read the Specifications, Contract, and all other documents 
referenced herein.  Each Bidder shall also determine the local conditions which may in any way 
affect the performance of the work, including local tax structure, contractors’ licensing 
requirements,  availability of required insurance, the prevailing wages and other relevant cost 
factors, shall familiarize itself with all federal, state and local laws, ordinances, rules, regulations 
and codes affecting the performance of the work, including the cost of permits and licenses 
required for the work, and shall make such surveys and investigations, including investigations 
of subsurface or latent physical conditions at the site or where work is to be performed as may 
be required.  Bidders are responsible for consulting the standards referenced in the Contract.  
The failure or omission of any Bidder to receive or examine any contract documents, forms, 
instruments, addenda, or other documents, or to visit the site and acquaint itself with conditions 
there existing shall in no way relieve any Bidder from any obligation with respect to its Bid or to 
the contract and no relief for error or omission will be given except as required under State law.  
The submission of a Bid shall be taken as conclusive evidence of compliance with this Article. 

B-03. INTERPRETATION OF DRAWINGS AND DOCUMENTS 

Prospective Bidders unclear as to the true meaning of any part of the Drawings, 
Specifications or other proposed contract documents may submit to the Engineer of the 
District a written request for interpretation.  The prospective Bidder submitting the 
request is responsible for prompt delivery.  Interpretation of the Drawings, Specifications 
or other proposed contract documents will be made only by a written addendum duly 
issued and a copy of such addenda will be mailed or delivered to each prospective 
Bidder who has purchased a set of Drawings and Specifications.  The District will not be 
responsible for any other explanation or interpretations of the proposed documents.  If a 
Prospective Bidders becomes aware of any errors or omissions in any part of the Contract 
Documents, it is the obligation of the Prospective Bidder to promptly bring it to the attention of 
the District. 

http://www.gorecreation.org/bids-and-documents
http://www.gorecreation.org/bids-and-documents
http://www.gorecreation.org/
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B-04. PRE-BID WALK-THROUGH 
A Mandatory Pre-Bid Walk-Through is scheduled for Friday, March 24, 2023 @ 10:00 a.m. to 
review the Project's existing conditions at Brookfield Park, 35088 Pourroy Road, Winchester, 
CA 92596.  Representatives of the District and consulting engineers, if any, will be present.  
Questions asked by Bidders at the Pre-Bid Walk-Through not specifically addressed within the 
Contract Documents shall be answered in writing, and shall be sent to all Bidders present at the 
Pre-Bid Walk-Through.  Bids will not be accepted from any bidder who did not attend the 
Mandatory Pre-Bid Walk-Through. 

B-05. ADDENDA 
The District reserves the right to revise the Contract Documents prior to the Bid opening date.  
Revisions, if any, shall be made by written Addenda.  All Addenda issued by the District shall be 
included in the Bid and made part of the Contract Documents.  Pursuant to Public Contract 
Code Section 4104.5, if the District issues an Addendum which includes material changes to the 
Project less than 72 hours prior to the deadline for submission of Bids, the District will extend 
the deadline for submission of Bids.  The District may determine, in its sole discretion, whether 
an Addendum warrants postponement of the Bid submission date.  Each prospective Bidder 
shall provide District a name, address, email address, and facsimile number to which Addenda 
may be sent, as well as a telephone number by which the District can contact the Bidder.  
Copies of Addenda will be furnished by email, facsimile, first class mail, express mail or other 
proper means of delivery without charge to all parties who have obtained a copy of the Contract 
Documents and provided such current information.  Please Note: Bidders are responsible for 
ensuring that they have received any and all Addenda.  To this end, each Bidder should contact 
the Valley-Wide Administration office at (951) 654-1505, or at www.GoRecreation.org/bids-and-
documents, to verify that it has received all Addenda issued, if any, prior to the Bid opening.  
The Bidder shall indicate the Addenda received prior to bidding in the space provided in the Bid 
Form.  Failure to indicate all Addenda may be sufficient cause for rejecting the Bid. 

B-06. ALTERNATE BIDS 
If alternate bid items are called for in the Contract Documents, the time required for completion 
of the alternate bid items has already been factored into the Contract duration and no additional 
Contract time will be awarded for any of the alternate bid items.  The District may elect to 
include one or more of the alternate bid items, or to otherwise remove certain work from the 
Project scope of work.  Accordingly, each bidder must ensure that each bid item contains a 
proportionate share of profit, overhead, and other costs or expenses which will be incurred by 
the bidder. 

B-07. COMPLETION OF BID FORMS 
Bids shall only be prepared using copies of the Bid Forms which are included in the Contract 
Documents.  The use of substitute Bid Forms other than clear and correct photocopies of those 
provided by the District will not be permitted.  Bids shall be executed by an authorized signatory 
as described in these Instructions to Bidders.  In addition, Bidders shall fill in all blank spaces 
(including inserting “N/A” where applicable), and initial all interlineations, alterations, or erasures 
to the Bid Forms.  Bidders shall neither delete, modify, nor supplement the printed matter on the 
Bid Forms nor make substitutions thereon.  USE OF BLACK OR BLUE INK, INDELIBLE 
PENCIL, OR A TYPEWRITER IS REQUIRED.  Deviations in the Bid Forms may result in the 
Bid being deemed non-responsive. 

 
 
 

http://www.gorecreation.org/bids-and-documents
http://www.gorecreation.org/bids-and-documents


                                                                   B-3                                 Instructions to Bidders                                        
 

B-08. MODIFICATIONS OF BIDS 
Each Bidder shall submit its Bid in strict conformity with the requirements of the Contract 
Documents.  Unauthorized additions, modifications, revisions, conditions, limitations, exclusions 
or provisions attached to a Bid may render it non-responsive and may cause its rejection.  
Bidders shall not delete, modify, or supplement the printed matter on the Bid Forms, or make 
substitutions thereon.  Oral, telephonic and electronic modifications will not be considered. 

B-09. SUBCONTRACTORS 
Bidder shall set forth the name, address of the place of business, and contractor license number 
of each subcontractor who will perform work, labor, furnish materials or render services to the 
bidder on said contract and each subcontractor licensed by the State of California who, under 
subcontract to bidder, specially fabricates and installs a portion of the Work described in the 
Drawings and Specifications in an amount in excess of one half of one percent (0.5%) of the 
total bid price, and shall indicate the portion of the work to be done by such subcontractor in 
accordance with Public Contract Code Section 4104. 

B-10. LICENSING REQUIREMENTS 
Pursuant to Business and Professions Code Section 7028.15 and Public Contract Code Section 
3300, all bidders must possess proper licenses for performance of this Contract.  
Subcontractors must possess the appropriate licenses for each specialty subcontracted. 
Pursuant to Business and Professions Code Section 7028.5, the District shall consider any bid 
submitted by a contractor not currently licensed in accordance with state law and pursuant to 
the requirements found in the Contract Documents to be nonresponsive, and the District shall 
reject the Bid. The District shall have the right to request, and Bidders shall provide within ten 
(10) calendar days, evidence satisfactory to the District of all valid license(s) currently held by 
that Bidder and each of the Bidder’s subcontractors, before awarding the Contract. 

Notwithstanding anything contained herein, if the Work involves federal funds, the Contractor 
shall be properly licensed by the time the Contract is awarded, pursuant to the provisions of 
Public Contract Code section 20103.5. 

B-11. BID GUARANTEE (BOND) 
Each bid shall be accompanied by:  (a) cash; (b) a certified or cashier’s check made payable to 
Valley-Wide Recreation and Park District; or (c) a Bid Bond secured from a surety company 
satisfactory to the District, the amount of which shall not be less than ten percent (10%) of the 
Total Bid Price, made payable to Valley-Wide Recreation and Park District as bid security.  
Personal sureties and unregistered surety companies are unacceptable.  The surety insurer 
shall be California admitted surety insurer, as defined in Code of Civil Procedure Section 
995.120.  The bid security shall be provided as a guarantee that within ten (10) working days 
after the District provides the successful bidder the Notice of Award, the successful bidder will 
enter into a contract and provide the necessary bonds and certificates of insurance.  The bid 
security will be declared forfeited if the successful bidder fails to comply within said time, and 
District may enter into a contract with the next lowest responsive responsible bidder, or may call 
for new bids.  No interest shall be paid on funds deposited with the District.  District will return 
the security accompanying the bids of all unsuccessful bidders no later than 60 calendar days 
after award of the contract. 

B-12. IRAN CONTRACTING ACT OF 2010 
In accordance with Public Contract Code Section 2200 et seq., the District requires that any 
person that submits a bid or proposal or otherwise proposes to enter into or renew a contract 
with the District with respect to goods or services of one million dollars ($1,000,000) or more, 
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certify at the time the bid is submitted or the contract is renewed, that the person is not identified 
on a list created pursuant to subdivision (b) of Public Contract Code Section 2203 as a person 
engaging in investment activities in Iran described in subdivision (a) of Public Contract Code 
Section 2202.5, or as a person described in subdivision (b) of Public Contract Code Section 
2202.5, as applicable. 

The form of such Iran Contracting Certificate is included with the bid package and must be 
signed and dated under penalty of perjury. 

B-13. NON-COLLUSION DECLARATION 
Bidders on all public works contracts are required to submit a declaration of non-collusion with 
their bid.  This form is included with the bid package and must be signed and dated under 
penalty of perjury. 

B-14. PUBLIC WORKS CONTRACTOR REGISTRATION CERTIFICATION 
Pursuant to Labor Code sections 1725.5 and 1771.1, all contractors and subcontractors that 
wish to bid on, be listed in a bid proposal, or enter into a contract to perform public work must be 
registered with the Department of Industrial Relations.  No bid will be accepted nor any contract 
entered into without proof of the contractor’s and subcontractors’ current registration with the 
Department of Industrial Relations to perform public work.  If awarded a contract, the bidder and 
its subcontractors, of any tier, shall maintain active registration with the Department of Industrial 
Relations for the duration of the Project.  To this end, Bidder shall sign and submit with its Bid 
the Public Works Contractor Registration Certification on the form provided, attesting to the 
facts contained therein.  Failure to submit this form may render the bid non-responsive.  In 
addition, each Bidder shall provide the registration number for each listed subcontractor in the 
space provided in the Designation of Subcontractors form. 

B-15. BIDDER INFORMATION AND EXPERIENCE FORM 
Each Bidder shall complete the questionnaire provided herein and shall submit the 
questionnaire along with its Bid.  Failure to provide all information requested within the 
questionnaire along with the Bid may cause the bid to be rejected as non-responsive.  The 
District reserves the right to reject any Bid if an investigation of the information submitted does 
not satisfy the Engineer that the Bidder is qualified to properly carry out the terms of the 
contract. 

B-16. WORKERS' COMPENSATION CERTIFICATION 
In accordance with the provisions of Labor Code Section 3700, Contractor shall secure the 
payment of compensation to its employees.  Contractor shall sign and file with the District the 
following certificate prior to performing the work under this Contract: 

I am aware of the provisions of Section 3700 of the Labor Code, which require 
every employer to be insured against liability for workers’ compensation or to 
undertake self-insurance in accordance with the provisions of that code, and I will 
comply with such provisions before commencing the performance of the work of 
this contract. 

The form of such Workers' Compensation Certificate is included as part of this document. 

B-17. SIGNING OF BIDS 
All Bids submitted shall be executed by the Bidder or its authorized representative.  Bidders 
may be asked to provide evidence in the form of an authenticated resolution of its Board of 
Directors or a Power of Attorney evidencing the capacity of the person signing the Bid to bind 
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the Bidder to each Bid and to any Contract arising therefrom. 

If a Bidder is a joint venture or partnership, it may be asked to submit an authenticated Power of 
Attorney executed by each joint venturer or partner appointing and designating one of the joint 
venturers or partners as a management sponsor to execute the Bid on behalf of Bidder.  Only 
that joint venturer or partner shall execute the Bid.  The Power of Attorney shall also: (1) 
authorize that particular joint venturer or partner to act for and bind Bidder in all matters relating 
to the Bid; and (2) provide that each venturer or partner shall be jointly and severally liable for 
any and all of the duties and obligations of Bidder assumed under the Bid and under any 
Contract arising therefrom.  The Bid shall be executed by the designated joint venturer or 
partner on behalf of the joint venture or partnership in its legal name. 

B-18. SUBMISSION OF SEALED BIDS 
Once the Bid and supporting documents have been completed and signed as set forth herein, 
they shall be placed, along with the Bid Guarantee and other required materials, in a sealed 
envelope, addressed and delivered or mailed, postage prepaid, to the Engineering Department 
of the District before the time and day set for the receipt of bids.  The envelope shall bear the 
title of the work and the name of the bidder.  No oral or telephonic bids will be considered.  No 
forms transmitted via the internet, e-mail, facsimile, or any other electronic means will be 
considered unless specifically authorized by the District as provided herein. Bids received after 
the time and day set for the receipt of bids shall be returned to the bidder unopened.  The 
envelope shall also contain the following in the lower left-hand corner thereof: 

Bid of                                                       (Bidder’s Name)                                             _______  
for the    FRENCH VALLEY RECYCLED WATER RETROFIT PROJECT PHASE THREE 
  

Only where expressly permitted in the Notice Inviting Bids may bidders submit their bids via 
electronic transmission pursuant to Public Contract Code sections 1600 and 1601.  Any 
acceptable method(s) of electronic transmission shall be stated in the Notice Inviting Bids.  
District may reject any bid not strictly complying with District’s designated methods for delivery. 

B-19. OPENING OF BIDS 

At the time and place set for the opening and reading of bids, or any time thereafter, each 
and every bid received prior to the time and day set for the receipt of bids will be publicly 
opened and read.   

The District will leave unopened any Bid received after the specified date and time, and any 
such unopened Bid will be returned to the bidder.  It is the bidder’s sole responsibility to ensure 
that its Bid is received as specified.  Bids may be submitted earlier than the date(s) and time(s) 
indicated. 

The public reading of each bid will include the following information: 

A. The name and business location of the bidder. 

B. The nature and amount of the bid security furnished by bidder. 

C. The bid amount. 

Bidders or their representatives and other interested persons may be present at the opening of 
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the bids.  The District may, in its sole discretion, elect to postpone the opening of the submitted 
Bids.  The District reserves the right to reject any or all Bids and to waive any informality or 
irregularity in any Bid. 

B-20. WITHDRAWAL OF BID 
Any bid may be withdrawn either personally or by written request, incurring no penalty, at any 
time prior to the scheduled closing time for receipt of bids.  Requests to withdraw bids shall be 
worded so as not to reveal the amount of the original bid.  Withdrawn bids may be resubmitted 
until the time and day set for the receipt of bids, provided that resubmitted bids are in 
conformance with the instructions herein. 

Bids may be withdrawn after bid opening only by providing written notice to District within five 
(5) working days of the bid opening and in compliance with Public Contract Code Section 5100 
et seq., or as otherwise may be allowed with the consent of the District. 

B-21. BIDDERS INTERESTED IN MORE THAN ONE BID 
No Bidder shall be allowed to make, file or be interested in more than one bid for the same work 
unless alternate bids are specifically called for.  A person, firm or corporation that has submitted 
a sub-proposal to a Bidder, or that has quoted prices of materials to a Bidder, is not thereby 
disqualified from submitting a sub-proposal or quoting prices to other bidders.  No person, firm, 
corporation, or other entity may submit a sub-proposal to a Bidder, or quote prices of materials 
to a Bidder, when also submitting a prime Bid on the same Project. 

B-22. SUBSTITUTION OF SECURITY 
The Contract Documents call for monthly progress payments based upon the percentage of the 
Work completed.  The District will retain a percentage of each progress payment as provided by 
the Contract Documents.  At the request and expense of the successful Bidder, the District will 
substitute securities for the amount so retained in accordance with Public Contract Code 
Section 22300. 

B-23. PREVAILING WAGES 
The District has obtained from the Director of the Department of Industrial Relations the general 
prevailing rate of per diem wages in the locality in which this work is to be performed for each 
craft or type of worker needed to execute the Contract. These rates may be obtained online at  
http://www.dir.ca.gov or are available at the Valley-Wide Administration office at 901 W. 
Esplanade Avenue, San Jacinto, CA. Bidders are advised that a copy of these rates must be 
posted by the successful Bidder at the job site(s).  

B-24. DEBARMENT OF CONTRACTORS AND SUBCONTRACTORS 
In accordance with the provisions of the Labor Code, contractors or subcontractors may not 
perform work on a public works project with a subcontractor who is ineligible to perform work on 
a public project pursuant to Labor Code Sections 1777.1 or 1777.7.  Any contract on a public 
works project entered into between a contractor and a debarred subcontractor is void as a 
matter of law.  A debarred subcontractor may not receive any public money for performing work 
as a subcontractor on a public works contract.  Any public money that is paid to a debarred 
subcontractor by the Contractor for the Project shall be returned to the District.  The Contractor 
shall be responsible for the payment of wages to workers of a debarred subcontractor who has 
been allowed to work on the Project. 

http://www.dir.ca.gov/
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B-25. INSURANCE REQUIREMENTS 
Prior to commencing work, the successful bidder shall purchase and maintain insurance as set 
forth in the General Conditions. 

B-26. PERFORMANCE BOND AND PAYMENT BOND REQUIREMENTS 
The successful bidder will be required to furnish a Labor and Material Payment Bond and a 
Faithful Performance Bond each in an amount equal to one hundred percent (100%) of the 
contract price.  Each bond shall be secured from a surety company that meets all State of 
California bonding requirements, as defined in California Code of Civil Procedure Section 
995.120 and is admitted by the State of California.  Each bond shall be accompanied, upon the 
request of District, with all documents required by California Code of Civil Procedure Section 
995.660 to the extent required by law.  All bonding and insurance requirements shall be 
completed and submitted to District within ten (10) working days from the date the District 
provides the successful bidder with the Notice of Award. 

B-27. SALES AND OTHER APPLICABLE TAXES, PERMITS, LICENSES AND FEES 
Contractor and its subcontractors performing work under this Contract will be required to pay 
California sales tax and other applicable taxes, and to pay for permits, licenses and fees 
required by the agencies with authority in the jurisdiction in which the Work will be located, 
unless otherwise expressly provided by the Contract Documents. 

B-28. PERMIT AND INSPECTION FEE ALLOWANCE 
Notwithstanding anything contained herein, the Bid Form contains an allowance for the 
Contractor’s cost of acquiring traffic control permits and for construction inspection fees that 
may be charged to the Contractor by the Agency of Jurisdiction.  The allowance is included 
within the Bid Form to eliminate the need by bidders to research or estimate the costs of traffic 
control permits and construction inspection fees prior to submitting a bid.  The allowance is 
specifically intended to account for the costs of traffic control permits and construction 
inspection fees charged by the local Agency of Jurisdiction only.  No other costs payable by 
Contractor to the Agency of Jurisdiction are included within the allowance. 

B-29. FILING OF BID PROTESTS 
Bidders may file a “protest” of a Bid with the District’s General Manager.  In order for a Bidder’s 
protest to be considered valid, the protest must: 

D. Be filed in writing within five (5) calendar days after the bid opening date; 

E. Clearly identify the specific irregularity or accusation; 

F. Clearly identify the specific District staff determination or recommendation being 
protested; 

G. Specify in detail the grounds for protest and the facts supporting the protest; and 

H. Include all relevant, supporting documentation with the protest at time of filing. 

If the protest does not comply with each of these requirements, the District may reject the 
protest without further review. 

If the protest is timely and complies with the above requirements, the District’s General 
Manager, or other designated District staff member, shall review the protest, any response from 
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the challenged Bidder(s), and all other relevant information.  The General Manager will provide 
a written decision to the protestor. 

The procedure and time limits set forth in this Article are mandatory and are the sole and 
exclusive remedy in the event of a Bid protest.  Failure to comply with these procedures shall 
constitute a failure to exhaust administrative remedies and a waiver of any right to further 
pursue the Bid protest, including filing a Government Code Claim or legal proceedings. 

B-30. BASIS OF AWARD; BALANCED BID 
The District shall award the Contract to the lowest responsible Bidder submitting a responsive 
Bid. The lowest Bid will be determined on the basis of the Total Bid Price. The District may 
reject any Bid which, in its opinion when compared to other Bids received or to the District’s 
internal estimates, does not accurately reflect the cost to perform the Work. The District may 
reject as non-responsive any Bid which unevenly weights or allocates costs, including but not 
limited to overhead and profit to one or more particular bid items. 

B-31. AWARD PROCESS 
Once all Bids are opened and reviewed to determine the lowest responsive and responsible 
Bidder, the District Board may award the contract.  The apparent successful Bidder should 
begin to prepare the following documents: (1) the Performance Bond; (2) the Payment Bond; 
and (3) the required insurance certificates and endorsements.  Once the District notifies the 
Bidder of the award, the Bidder will have ten (10) working days from the date of this notification 
to execute the Contract and supply the District with all of the required documents and 
certifications.  Regardless of whether the Bidder supplies the required documents and 
certifications in a timely manner, the Contract time will begin to run twenty (20) working days 
from the date of the notification. Once the District receives all of the properly drafted and 
executed documents and certifications from the Bidder, the District shall issue a Notice to 
Proceed to that Bidder.  

B-32. EXECUTION OF CONTRACT 
As required herein the Bidder to whom an award is made shall execute the Contract in the 
amount determined by the Contract Documents.  The District may require appropriate evidence 
that the persons executing the Contract are duly empowered to do so. The Contract and bond 
forms to be executed by the successful Bidder are included within these Specifications and shall 
not be detached. 

B-33. QUESTIONS 
Questions regarding this Notice Inviting Bids may be directed to Justin Schweitzer, at (951) 654-
1505 or email at Justin@GoRecreation.org.  No other members of the District’s staff or District 
Board should be contacted about this procurement during the bidding process.  Any and all 
inquiries and comments regarding this Bid must be communicated in writing, unless otherwise 
instructed by the District.  The District may, in its sole discretion, disqualify any Bidder who 
engages in any prohibited communications. 

 

 

 

mailto:Justin@GoRecreation.org


 
 
 
 

PP 

PROPOSAL PACKAGE INFORMATION SHEET 
 

PROJECT NAME:     FRENCH VALLEY RECYCLED WATER RETROFIT PROJECT PHASE THREE 
 

NOTICE TO BIDDER:  The attached Proposal Package, when complete by you and returned to this District, 
constitutes your Bid on this project.  Please do not submit the bound copy of the specifications or 
addenda with your Bid. 
 
The envelope enclosing the proposal MUST be sealed and addressed as follow: 
 
Regular,  Express Mail, FedEx or Hand-Deliver 
Valley-Wide Recreation and Park District 
Attention:  Justin Schweitzer 
901 W. Esplanade Avenue 
San Jacinto, CA  92581 
 
The envelope MUST be plainly marked in the upper left hand corner with the name and address of the bidder, 
and bear the words: 
 
                             Proposal for: 
                            (Project Name) 
                            (Date and Hour) 
 

SIGN, COMPLETE, AND SUBMIT THE FOLLOWING: 
• Proposal Sheet (C3-1) Signature required! 

• Bidding Sheets & Equipment and Material List – (BS-1 thru 53) 

• Bidder’s Experience Record & Resumes of Key Personnel (BR-1 thru 8) 

• Subcontractors List (C-5(d) thru (e)) 

• Public Works Contractor Registration Certification (C22-1) – Attach extracts of Bidder & Subs 
listed on Designation of Subcontractors form. Go to: https://efiling.dir.ca.gov/PWCR/Search 

• Contractor’s Licensing Statement (C6-1) 

• Non-collusion Declaration (C7-1) 

• Workers’ Compensation Insurance Certificate (C11-1) 

• Iran Contracting Act Certification (C13-1) (only required if bid is over $1 million) 

• Cal/OSHA Form 300A (C16-1 thru 2) 

• Bid Guarantee (per Notice Inviting Bids and Instructions to Bidders) 
If Bid Bond, must be signed By You and Your Surety Company-Surety Acknowledgement 
required. Notary Acknowledgement required or Surety and Contractor 
 

PLEASE COMPLETE AND SIGN ALL REQUIRED AREAS.  SUBMIT AND ATTACH ANY 
ADDITIONAL DOCUMENTATION WHICH CONSTITUTES YOUR BID 

FAILURE TO COMPLETE THIS PROPOSAL PACKAGE MAY RENDER YOUR BID 
“NON-RESPONSIVE” 

*Please Remove This Information Sheet Prior to Submitting Your Bid* 



 C3-1 Proposal (10 days) 
 

PROPOSAL 

The undersigned hereby declares, as Bidder, that the only persons or parties interested in this 
proposal as principals are those named herein; that no director or any other officer or employee 
of the Valley-Wide Recreation District is in any manner interested directly or indirectly in this 
proposal or in the profits to be derived from the contract proposed to be taken; that this bid is 
make without any connection with any person or persons making a bid for the same purpose; 
that the bid is in all respects fair and without collusion or fraud; that he has read the Notice 
Inviting Bids (or Bidding Information) and the Instructions to Bidders and agrees to all the 
stipulations contained herein; that he proposes and agrees that if his bid as submitted in the 
attached sheets, be accepted he will contract in the form so approved and furnish the items 
called for in accordance with the provisions of said approved form of Agreement and the 
Specifications and to deliver the same within the time stipulated therein; and that he will accept 
in full payment therefore the prices named in said Bid Sheet. 

The Bidder further agrees, that upon receipt of written notice of acceptance of the proposal with 
60 days after the day of opening bids (unless otherwise specified in the Notice Inviting Bids or 
Bidding information) he will execute and return the Contract in accordance with the proposal as 
accepted and furnish the required bond(s) within ten (10) days from the date of mailing the 
Notice of Acceptance of Proposal to him at his address given below, or within such time as 
allowed by Valley-Wide; and that upon his failure or refusal to do so within the said time, then 
the certified or cashier’s check or bond accompanying this bid shall become the property of and 
be retained by Valley-Wide as liquidated damages for such failure or refusal, and shall be 
deposited with the Accountant of said Valley-Wide as monies belonging to Valley-Wide; 
provided, that if said Bidder shall execute the Contract and furnish the required bond within the 
time aforesaid, his check or bond shall be returned to him thereafter. 

The Bidder further declares that the surety or sureties named in the attached sheet have agreed 
to furnish bond in form and amount set forth in the accompanying Notice Inviting Bids (or 
Bidding Information) and Article 11 of the Instructions to Bidders, in the event contract is 
awarded on basis of this proposal. 

Company: ________________________________________________________________  

Address: ____________________________________________ Date: ________________ 

By: ___________________________________  __________________________________ 
       (Print Name) Name should appear below)                       (Signature of Owner or Officer required) 

Name)s) of Member of Firm or Officer of Corporation 
Authorized to enter into a binding Contract: 

Address (if different from above) 

  

  

  

 

For further detail on this proposal, please contact: 
Name: 
 

Address: 

Email Address: 
 

Telephone: 
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French Valley Recycled Water Retrofit Project 
Phase Three 

 
BIDDING SHEETS 
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Bids will be received at the Valley-Wide Recreation and Park District office, located at 901 W. 
Esplanade Avenue, San Jacinto, California, until Wednesday, April 5th, 2023 2:00 p.m. 

NAME OF BIDDER: __________________________________________________  
     

 To the Board of Directors 
 of the Valley-Wide Recreation and Park District 
 901 W. Esplanade Avenue 
 San Jacinto, California 92581 
 

The undersigned, hereby declare that we have carefully examined the location of the proposed 
Work, and have read and examined the Contract Documents, including all plans, specifications, 
and all addenda, if any, for the following Project: 

French Valley Recycled Water Retrofit Project 
Phase Three 

 
We hereby propose to furnish all labor, materials, equipment, tools, transportation, and services, 
and to discharge all duties and obligations necessary and required to perform and complete the 
Project for the following TOTAL BID PRICE: 

Total Bid Amount in 
Numerals: 

 
$ 

 
Total Bid Amount in Words: 

 
$ 

 

The undersigned acknowledge receipt, understanding, and full consideration of the following 
addenda to the Contract Documents: 

 

Addenda and/or Letter of Clarification 

By submitting a bid, Bidder certifies that any addenda and letters of clarification issued to these 
specifications, whether acknowledged or not below, shall be made a part of the contract.  Bidder 
further agrees to perform all labor and services and furnish all materials, tools and appliances 
necessary for completing the work called out in the addenda or letter of clarification. 

 

Addenda Received:   ___________  ___________  ___________ 

Letter of Clarification received: ___________  ___________  ___________ 

 



VALLEY-WIDE RECREATION 

French Valley Recycled Water Retrofit Project 
Phase Three 

 
BIDDING SHEETS 

                                                                         BS-2                                    Bidding Sheets 
 

 

The Contractor shall construct the project under these Specifications all in conformance with the 
Contract Drawings listed in Section P and these Specifications 

The District reserves the right to: 

 A. Accept or reject any or all bids on this specification; 
 B. Award Contract to the lowest qualified bidder, based on the total bid price; 
 C. Waive any defects and informalities. 
 
The District shall be the final authority with regard to whether a bid is responsive to the call for 
bids and to whether a bidder is a responsible bidder under the conditions of his bid, or for any 
reason. 

The total contract price shall include all work, materials, and equipment needed to complete the 
project as defined in the General Conditions, Section F.  The bidder shall include costs for such 
other items in the most appropriate category (bid item). 
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French Valley Recycled Water Retrofit Project 
Phase Three 

 
BIDDING SHEETS 
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ADDITION OR DEDUCTION:  Provision is made here for the bidder to include an 
addition/deduction in their bid, if desired, to reflect any last minute adjustments in process.  The 
addition/deduction, if made, will be proportionately applied to item(s) ________________ (fill in) 
and reflected in the unit process for payment purposes.  If the addition/deduction affects more 
than one bid item, the proportionate application of the addition/deduction shall be mutually 
agreed upon by the Contract and the District at the prejob. 

 

Person who inspected site of the proposed work as an employee of your firm: (Representative 
must have inspected the jobsite and be employee on the company’s payroll to be 
considered a responsive bidder) 

 

__________________________________________________  _______________________ 
(Name)        (Date of Inspection) 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-4 Bidding Sheets 
 

 

1 1 LS Mobilization pert Article 6 of General 
Conditions (not to exceed 10% of bid). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

POC #24 

2 1 EA Install new 3" Recycled water meter per 
EMWD standards PB-13. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

3 1 EA  Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

4 
 

1 EA Provide and install Yardney strainer MCS3-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details 
 ___________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

5 1 EA Provide and install Buckner Superior 3300 
normally open master valve (size:3") per 
detail. Run wires to existing irrigation 
controller location.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

6 1 EA Provide and install Calsense flow sensor 
(Size:3"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

7 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-5 Bidding Sheets 
 

8 1,700 LF Provide and install 4" class 315 PVC purple 
recycled water irrigation mainline with ductile 
iron fittings (bury 36" min. deep) and connect 
to existing irrigation POC as shown on plan.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

9 100 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

10 22 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

11 3 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. Remove existing 
backflow preventer and equipment. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

12 48 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

13 209 EA Replace all existing irrigation valve box and 
lid with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
$ ___________ 

 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-6 Bidding Sheets 
 

14 3 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

15 3 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

16 1 EA Connect propose new master valve and flow 
sensor wires to existing controller. 
Adjust/setup existing controller for high-flow 
shut off setting. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

17 2 EA Provide and install new gate valve per 
VWRPD standard detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

18 40 LF Install 8" PVC purple Schedule 40 sleeve 
across bridge. 
 
 ___________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

19 3 EA Remove existing master valve and flow 
sensor. Relocate booster pump. Cut and cap 
mainline.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

20 1 EA Proposed booster pump for Abelia Park. 
Connect and upgrade existing electrical 
power per VWRPD directions.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-7 Bidding Sheets 
 

21 19 EA Replace existing valve with Rainbird drip 
valve per VRPWD detail. Install inside purple 
valve box per detail. Verify valve location in 
the field. Valve to be used for the new drip 
emitter irrigation system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
$ ___________ 

22 98,300 SF Complete remove existing turf and plant 
shrub/groundcover per owner direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

23 2,500 EA Install new drip emitter Hunter IH-12-20-CV-
R flexible IH riser with 2gph single point 
bubbler. Install one bubbler per shrub and 4 
(four) bubblers for each existing tree. Install 
per detail and separate planting plan 
developed by LDC. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

24 1 EA Remove existing drinking fountain and pipe. 
 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

25 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

26 1 LS Upgrade existing controllers (add antennas 
per plan) 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

27 98,300 SF Provide and install 3" thick wood mulch. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
$ ___________ 

 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-8 Bidding Sheets 
 

28 2,500 EA Provide and install 1 gallon 
shrub/groundcover (6ft. O.C.) Plant type to 
be determined by owner. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #28 

29 1 EA Install new 2" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

30 1 EA  Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

31 
 
 

1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

32 2 EA Provide and install Buckner Superior 3300 
normally open master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

33 2 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

34 1 EA Provide and install 1" ball valve inside round 
purple valve box 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 
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35 780 LF Provide and install 3" class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
___________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

36 130 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

37 38 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

38 3 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

39 43 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

40 152 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

41 3 EA Existing domestic irrigation water meter to be 
removed (By Others) 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-10 Bidding Sheets 
 

42 3 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

43 1 EA Connect propose new master valve and flow 
sensor wires to existing controller. 
Adjust/setup existing controller for high-flow 
shut off setting.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

44 2 EA Provide and install Nibco T-113 gate valve 
(mainline size). To be installed per detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

45 160 LF Install 6" PVC purple class 200 sleeve. 
Sleeve must be buried a minimum of 36" 
from finish grade or per the city standard. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

46 3 EA Remove existing master valve, flow sensor 
and isolation valve. Cut and cap mainline.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

47 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

48 1 LS Provide and install electrical power 
connection from nearby power source to new 
proposed irrigation booster pump. Electrical 
wiring installation to be per City standard 
code  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-11 Bidding Sheets 
 

49 10 LF Provide and install 6" wide concrete mow 
curb. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

50 1 LS Remove existing irrigation valve and valve 
box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

51 1 LS Upgrade existing Calsense controller(s) per 
irrigation plans. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

52 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #35 

53 1 EA Install new 2" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

54 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

55 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ __________ 

 
 
 
 
 
$ __________ 
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56 1 EA Provide and install Buckner Superior 3300 
normally open master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

57 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

58 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

59 110 LF Provide and install 3" class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

60 40 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

61 18 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

62 2 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-13 Bidding Sheets 
 

63 23 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

64 89 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

65 2 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

66 2 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

67 1 EA Connect propose new master valve and flow 
sensor wires to existing controller. 
Adjust/setup existing controller for high-flow 
shut off setting. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

68 1 EA Provide and install Nibco T-113 gate valve 
(mainline size). To be installed per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

69 70 LF Install 6" PVC purple class 200 sleeve. 
Sleeve must be buried a minimum of 36" 
from finish grade or per the city standard. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-14 Bidding Sheets 
 

70 2 EA Remove existing master valve, flow sensor, 
isolation valve and fertilizer injector. Cut and 
cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

71 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

72 1 LS Provide and install electrical power 
connection from nearby power source to new 
proposed irrigation booster pump. Electrical 
wiring installation to be per City standard 
code. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
$ ___________ 

73 1 LS Upgrade existing Calsense controller(s) per 
irrigation plans. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

74 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #38 

75 1 EA Install new 1.5" Recycled water meter per 
EMWD standards PB-11. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

76 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-15 Bidding Sheets 
 

77 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

78 1 EA Provide and install Buckner Superior 3200 
normally closed master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

79 1 EA Provide and install Calsense flow sensor 
(Size:1"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ ___________ 

80 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ __________ 

 
 
 
$ ___________ 

81 50 LF Provide and install 2.5" Class 315 PVC 
purple recycled water irrigation mainline 
(bury 24" min. deep) and connect to existing 
irrigation POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ __________ 

 
 
 
 
 
$ ___________ 

82 100 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ __________ 

 
 
 
 
 
 
 
$ __________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-16 Bidding Sheets 
 

83 5 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

84 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

85 6 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

86 20 EA Replace all existing irrigation valve box's lids 
with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

87 1 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

88 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

89 1 EA Connect propose new master valve and flow 
sensor wires to existing controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-17 Bidding Sheets 
 

90 2 EA Provide and install Nibco T-113 gate valve 
(mainline size). To be installed per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

91 1 EA Remove existing master valve, flow sensor. 
Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

92 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

93 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #47 

94 1 EA Install new 2" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 
(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

95 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

96 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$__________ _ 

 
 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-18 Bidding Sheets 
 

97 1 EA Provide and install Buckner Superior 3300 
normally open master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

98 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$__________ _ 

 
 
 
 
$ ___________ 

99 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

100 300 LF Provide and install 3" class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$__________ _ 

 
 
 
 
 
$ ___________ 

101 200 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

102 26 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$__________ _ 

 
 
 
$ ___________ 

103 3 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-19 Bidding Sheets 
 

104 52 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$__________ _ 

 
 
 
 
 
$ ___________ 

105 101 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

106 2 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

107 2 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

108 540 LF Provide and install 6" wide concrete mow 
curb.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

109 1 EA Provide and install Nibco T-113 gate valve 
(mainline size). To be installed per detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

110 70 LF Install 6" PVC purple class 200 sleeve. 
Sleeve must be buried a minimum of 36" 
from finish grade or per the city standard.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-20 Bidding Sheets 
 

111 2 EA Remove existing master valve and flow 
sensor. Cut and cap mainline.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

112 1 LS Provide and install POC equipment for Zion 
greenbelt potable irrigation system. (1" 
Backflow Preventer, 1.5" Master valve and 
1.5" Flow sensor).  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

113 1 EA Provide and install new irrigation controller 
(see controller note) for potable water 
irrigation for Zion greenbelt. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

114 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

115 1 LS Upgrade existing Calsense controller(s) per 
irrigation plans.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

116 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #49 

117 1 EA Install new 1" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-21 Bidding Sheets 
 

118 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

119 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

120 1 EA Provide and install Buckner Superior 3200 
normally closed master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

121 1 EA Provide and install Calsense flow sensor 
(Size:1"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

122 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

123 50 LF Provide and install 2" Sch. 40 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-22 Bidding Sheets 
 

124 100 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

125 10 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

126 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 
 

127 6 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

128 19 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

129 1 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

130 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-23 Bidding Sheets 
 

131 1 EA Connect propose new master valve and flow 
sensor wires to existing controller. 
Adjust/setup existing controller for high-flow 
shut off setting. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ __________ 

 
 
 
 
 
$ __________ 

132 2 EA Provide and install Nibco T-113 gate valve 
(mainline size). To be installed per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ __________ 

 
 
 
$ __________ 

133 1 EA Remove existing master valve, flow sensor. 
Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ __________ 

 
 
 
$ __________ 

134 10 LF Provide and install 6" wide concrete mow-
curb. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ __________ 

 
 
 
$ __________ 

135 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

136 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

POC #52 

137 1 EA Install new 2" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-24 Bidding Sheets 
 

138 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

139 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$__________ _ 

 
 
 
 
 
$ ___________ 

140 1 EA Provide and install Buckner Superior 3300 
normally open master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

141 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

142 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

143 300 LF Provide and install 3" class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-25 Bidding Sheets 
 

144 200 LF  Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

145 36 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

146 3 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

147 45 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail.  
 
___________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

148 115 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

149 3 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

150 3 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-26 Bidding Sheets 
 

151 1 EA Connect propose new master valve and flow 
sensor wires to existing controller. 
Adjust/setup existing controller for high-flow 
shut off setting. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

152 1 EA Provide and install Nibco T-113 gate valve 
(mainline size). To be installed per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

153 100 LF Install 6" PVC purple class 200 sleeve. 
Sleeve must be buried a minimum of 36" 
from finish grade or per the city standard. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

154 3 EA Remove existing master valve, flow sensor, 
isolation valve and fertilizer injector. Cut and 
cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

155 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

156 1 LS Provide and install electrical power 
connection from nearby power source to new 
proposed irrigation booster pump. Electrical 
wiring installation to be per City standard 
code. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
$ ___________ 

157 1 EA Remove existing booster pump and 
enclosure. Return equipment to owner 
representative. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-27 Bidding Sheets 
 

158 1 LS Upgrade existing Calsense controller(s) per 
irrigation plans. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

159 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #58 

160 1 EA Install new 2" Recycled water meter per 
EMWD standards PB-10. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

161 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

162 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ __________ 

 
 
 
 
 
$ __________ 

163 2 EA Provide and install Buckner Superior 3200 
normally closed master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

164 2 EA Provide and install Calsense flow sensor 
(Size:1.5"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-28 Bidding Sheets 
 

165 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

166 40 LF Provide and install 3" Class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

167 60 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

168 18 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

169 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

170 27 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

171 88 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-29 Bidding Sheets 
 

172 1 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

173 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

174 1 EA Remove existing master valve and flow 
sensor. Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

175 1 LS Relocate existing irrigation booster pump 
and enclosure to new location and reconnect 
to new recycled water point of connection as 
shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

176 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #59 

177 270 LF Provide and install 3" Class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

178 12 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$____________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-30 Bidding Sheets 
 

179 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

180 5 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$____________ 

181 28 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

182 1 EA Existing domestic irrigation water meter to be 
removed (By Others).  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$____________ 

183 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

184 1 EA Remove existing master valve and flow 
sensor. Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$____________ 

185 25 LF Provide and install 6" wide concrete 
mowcurb. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-31 Bidding Sheets 
 

186 1 EA Replace existing - Provide and install new 
booster pump per the specifications. See 
sheet 2 (Index Map) for existing booster 
pump location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

187 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

POC #62 

188 1 EA Install new 2" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

189 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

190 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

191 1 EA Provide and install Buckner Superior 3300 
normally open master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-32 Bidding Sheets 
 

192 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

193 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

194 320 LF Provide and install 3" class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ __________ 

 
 
 
 
 
$ __________ 

195 300 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

196 17 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

197 2 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

198 30 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-33 Bidding Sheets 
 

199 82 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

200 2 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

201 2 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

202 1 EA Connect propose new master valve and flow 
sensor wires to existing controller. 
Adjust/setup existing controller for high-flow 
shut off setting. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

203 1 EA Provide and install Nibco T-113 gate valve 
(mainline size). To be installed per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

204 2 EA Remove existing master valve, flow sensor, 
isolation valve. Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

205 45 LF Provide and install 6" wide concrete mow-
curb. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-34 Bidding Sheets 
 

206 1 LS Upgrade existing controllers per irrigation 
plans. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

207 1 EA Provide and install irrigation booster pump 
per the specifications and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

208 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________ 

 
 
 
 
$ __________ 

POC #67 

209 1 EA Install new 2" Recycled water meter per 
EMWD standards PB-10. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

210 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

211 1 EA Provide and install Yardney strainer MCS3-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

212 1 EA Provide and install Buckner Superior 3100 
normally open master valve (size:3") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-35 Bidding Sheets 
 

213 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

214 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

215 120 LF Provide and install 4" Class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

216 120 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

217 7 EA Provide and install recycled water signage 
per EMWD standards 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

218 16 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

219 100 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-36 Bidding Sheets 
 

220 2 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

221 2 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

222 2 EA Remove existing master valve and flow 
sensor. Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

223 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

224 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #70 

225 1 EA Install new 1.5" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

226 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-37 Bidding Sheets 
 

227 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

228 1 EA Provide and install Buckner Superior 3200 
normally closed master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 
 

229 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

230 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

231 40 LF Provide and install 2" Sch.40 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
_______________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

232 40 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

233 10 EA Provide and install recycled water signage 
per EMWD standards. 
____________________________________ 

(Unit Price Written in Words) 

 
 
$ ___________ 

 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-38 Bidding Sheets 
 

234 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

235 10 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

236 28 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

237 1 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

238 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

239 1 EA Remove existing master valve and flow 
sensor. Cut and cap mainline.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

240 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

  



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
 

      Bid     Aprox.                                    Description                               Unit Price      Total Amount 
     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-39 Bidding Sheets 
 

241 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

POC #73 

242 1 EA Install new 2" Recycled water meter per 
EMWD standards PB-10. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

243 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

244 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

245 1 EA Provide and install Buckner Superior 3200 
normally closed master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

246 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

247 1 EA Provide and install 1" ball valve inside round 
purple valve box.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$____________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
 

BIDDING SHEETS 
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     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-40 Bidding Sheets 
 

248 360 LF Provide and install 3" Class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 
(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$___________ 

249 1,200 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

250 14 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

251 3 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

252 23 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

253 105 EA Replace all existing irrigation valve box and 
lid with purple recycled water and label 
accordingly. 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$____________ 

254 3 EA Existing domestic irrigation water meter to be 
removed (By Others).  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 



VALLEY-WIDE RECREATION 
 

FRENCH VALLEY RECYCLED RETROFIT PROJECT PHASE THREE 
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                                                                         BS-41 Bidding Sheets 
 

255 3 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

256 3 EA Remove existing master valve and flow 
sensor. Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

257 650 LF Provide and install 4" Class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

258 5 EA Provide and install Zurn Wilkins model 48 
gate valve (line size). To be installed inside 
round purple valve box per detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

259 60 LF Provide and install 6" purple PVC Sch.40 
sleeve. To be buried 36" minimum.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

260 1 EA Provide and install irrigation booster pump 
per specifications and detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

261 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

262 3 EA Upgrade existing controllers per irrigation 
notes.  
____________________________________ 

(Unit Price Written in Words) 

 
 
$ ___________ 

 
 
$ ___________ 



VALLEY-WIDE RECREATION 
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     Item      Qty.      Unit            Unit Price Written in Words                   (Figures)         (Figures) 

                                                                         BS-42 Bidding Sheets 
 

POC #75 

263 1 EA Install new 1.5" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

264 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

265 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

266 1 EA Provide and install Buckner Superior 3200 
normally closed master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

267 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

268 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$___________ 

269 40 LF Provide and install 2" Sch.40 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 
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270 40 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$___________ 

 
 
 
 
 
 
 
$___________ 

271 8 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$___________ 

272 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

273 10 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$___________ 

274 27 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

275 1 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$___________ 

276 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 
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277 1 EA Remove existing master valve and flow 
sensor. Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$___________ 

278 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

279 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

POC #76 

280 1 EA Install new 1.5" Recycled water meter per 
EMWD standards PB-12. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

281 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

282 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

283 1 EA Provide and install Buckner Superior 3200 
normally closed master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$___________ 
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284 1 EA Provide and install Calsense flow sensor 
(Size:1.5"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

285 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$___________ 

286 40 LF Provide and install 2" Sch.40 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$___________ 

287 40 LF  Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$___________ 

 
 
 
 
 
 
 
$___________ 

288 12 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$___________ 

289 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

290 23 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$___________ 
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291 39 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

292 1 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$___________ 

293 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

294 1 EA Remove existing master valve and flow 
sensor. Cut and cap mainline. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$___________ 

295 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

296 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$___________ 

POC #82 

297 1 EA Install new 3" Recycled water meter per 
EMWD standards PB-13. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 
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298 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

299 1 EA Provide and install Yardney strainer MCS3-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$____________ 

300 1 EA Provide and install Buckner Superior 3200 
normally closed master valve (size:3") per 
detail. Run wires to existing irrigation 
controller location.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

301 1 EA Provide and install Calsense flow sensor 
(Size:2"). Install per detail. Run wires to 
existing irrigation controller.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

302 1 EA Provide and install 1" ball valve inside round 
purple valve box.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

303 100 LF Provide and install 4" Class 315 PVC purple 
recycled water irrigation mainline (bury 24" 
min. deep) and connect to existing irrigation 
POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$____________ 
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304 40 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. Utilize existing valve wires. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

305 6 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$____________ 

306 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

307 4 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$___________ 

 
 
 
 
 
$____________ 

308 42 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

309 1 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$____________ 
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310 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

311 1 EA Remove existing master valve and flow 
sensor. Cut and cap mainline.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$___________ 

 
 
 
$____________ 

312 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

313 14,500 EA Complete remove existing turf and plant 
shrub/groundcover per owner direction.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

314 466 EA Install new drip emitter IH-12-20-CV-R 
flexible IH riser with 2 gph single point 
emitter per shrub and 4 (four) bubblers for 
each existing tree. Install per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

315 5 EA Replace existing valve with Rain Bird drip 
valve per VWRPD pdetail. Install inside 
purple valve box per detail.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

316 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 
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317 14,500 SF Provide and install 3" thick wood mulch. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
$___________ 

 
 
$____________ 

318 466 EA Provide and install 1 gallon 
shrub/groundcover (6ft. O.C.) Plant type to 
be determined by owner. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

POC #85 

319 1 EA Install new 1.5" Recycled water meter per 
EMWD standards PB-11. Water meter will be 
provided by EMWD. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$___________ 

 
 
 
 
$____________ 

320 1 EA Provide and install Nelson 7645 (1") quick 
coupler valve with acme thread and purple 
locking cover. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

321 1 EA Provide and install Yardney strainer MCS2-1. 
To be installed above ground with stainless 
steel enclosure per manufacturer standard 
and details. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

322 1 EA Provide and install Buckner Superior 3200  
normally closed master valve (size:2") per 
detail. Run wires to existing irrigation 
controller location. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

323 1 EA Provide and install Calsense flow sensor 
(Size:1"). Install per detail. Run wires to 
existing irrigation controller. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 
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324 1 EA Provide and install 1" ball valve inside round 
purple valve box. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

325 50 LF Provide and install 2.5" Class 315 PVC 
purple recycled water irrigation mainline 
(bury 24" min. deep) and connect to existing 
irrigation POC as shown on plan. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

326 50 LF Provide and install 14GA. Valve wires for 
master valve and P7162D Paige cable for 
flow sensor inside 1.5" PVC Sch.40 conduit 
and connect to existing controller. Install pull 
box at 150" O.C. or at any change in 
direction. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
 
 
$ ___________ 

 
 
 
 
 
 
 
$ ___________ 

327 4 EA Provide and install recycled water signage 
per EMWD standards. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

328 1 EA Cut and cap existing irrigation mainline-
provide a minimum of 4ft separation. 
Remove unused pipe. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

329 10 EA Replace existing quick coupler with Nelson 
7645 (1") quick coupler valve with acme 
thread and purple locking cover. Install new 
purple valve box per detail. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

330 20 EA Replace all existing irrigation valve box's lids 
only with purple recycled water and label 
accordingly. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 
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331 1 EA Existing domestic irrigation water meter to be 
removed (By Others). 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

332 1 EA Existing backflow preventer to be removed. 
Cut and cap existing line. Remove all unused 
pipe. 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
$ ___________ 

 
 
 
$ ___________ 

333 1 EA Connect propose new master valve and flow 
sensor wires to existing controller. 
Adjust/setup existing controller for high-flow 
shut off setting. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
 
$ ___________ 

 
 
 
 
 
$ ___________ 

334 2 EA Remove existing master valve, flow sensor. 
Cut and cap mainline. 
____________________________________ 

(Unit Price Written in Words) 

 
 
$ ___________ 

 
 
$ ___________ 

335 50 LF Provide 6" wide concrete mow curb. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
$ ___________ 

 
 
$ ___________ 

336 1 EA Provide and install new irrigation booster 
pump per manufacturer standards. See 
irrigation plans for model number.  
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

337 1 LS Provide purple cap for recycled water 
identification to all existing overhead 
irrigation rotor / spray system. 
 
____________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ ___________ 

 
 
 
 
$ ___________ 

 

TOTAL BID AMOUNT 
(Bid Items 1-337) 

 
____________________________________________ 

(Unit Price Written in Words) 

 
 
 
 
$ __________________________ 



 

                                                                BS-53                                    Bidding Sheets 
 

EQUIPMENT AND MATERIAL 

 

No substitution will be permitted without written justification and the approval of the 
District prior to the bid opening.  

 

PRODUCTS OF MANUFACTURERS LISTED AS EQUALS TO THOSE 
SPECIFIED IN THE CONTRACT DOCUMENTS MUST BE SUBMITTED 
FOR REVIEW AND APPROVAL BY THE DISTRICT NO LATER THAN 
THE TENTH (10TH) DAY PRECEDING THE DATE SET FOR RECEIPT 
OF BIDS. 
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All bidders must provide a detailed three (3) year experience record showing 
successful completion, as a licensed Class A General Contractor, Class B General 

Building contractor, or Class C-27 Landscaping Contractor of at least three (3) 
similar projects within the last three (3) years as follows:  

 1. Public Works 
 2. $1,000,000 or greater contract value 
 3. Owner occupied renovation projects 
 4. Renovation of publicly accessible areas while maintaining public access       
     for public administration buildings, hospitals, or schools.  
 
Additionally, bidders must include resumes of key personnel proposed to work on this 
project when submitting your bid. This information will be critical in determining the most 
responsible bidder.  

Provide client reference contact information for each of the Projects submitted.  

 

Failure to submit any of the above-mentioned information with your bid 
 “may” deem your bid non-responsive 
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Bidder Information and Experience Form 

ARTICLE 1. INFORMATION ABOUT BIDDER 

(Indicate not applicable (“N/A”) where appropriate.) 

NOTE: Where Bidder is a joint venture, pages shall be duplicated and information provided 
for all parties to the joint venture. 

1.0 Name of Bidder: ___________________________________________ 

2.0 Type, if Entity: ___________________________________________ 

3.0 Bidder Address:  ___________________________________________ 

_____________________________________________________________ 

_____________________________________________________________ 

Facsimile Number    Telephone Number  

_____________________________________________________________ 

Email Address     

4.0 How many years has Bidder’s organization been in business as a Contractor? 
______________________________ 

5.0 How many years has Bidder’s organization been in business under its present 
name?  ________________________ 

5.1 Under what other or former names has Bidder’s organization 
operated?_______________________________________________ 

6.0 If Bidder’s organization is a corporation, answer the following: 

6.1 Date of Incorporation:  ________________________________ 

6.2 State of Incorporation: ________________________________ 

6.3 President’s Name:    ________________________________ 

6.4 Vice-President’s Name(s): ________________________________ 

________________________________ 

6.5 Secretary’s Name:  ________________________________ 
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6.6 Treasurer’s Name:  ________________________________ 

7.0 If an individual or a partnership, answer the following: 

7.1 Date of Organization: ______________________________________ 

7.2 Name and address of all partners (state whether general or limited 
partnership): 

___________________________________________________________ 

___________________________________________________________ 

 ___________________________________________________________ 

8.0 If other than a corporation or partnership, describe organization and name 
principals: 
___________________________________________________________ 

___________________________________________________________ 

9.0 List other states in which Bidder’s organization is legally qualified to do business. 

___________________________________________________________ 

___________________________________________________________ 

___________________________________________________________ 

10.0 What type of work does the Bidder normally perform with its own forces? 

___________________________________________________________ 

___________________________________________________________ 

11.0 Has Bidder ever failed to complete any work awarded to it? If so, note when, 
where, and why: 

___________________________________________________________ 

___________________________________________________________ 

12.0 Within the last five years, has any officer or partner of Bidder’s organization ever 
been an officer or partner of another organization when it failed to complete a 
contract? If so, attach a separate sheet of explanation: 

___________________________________________________________ 
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___________________________________________________________ 

13.0 List Trade References: 

___________________________________________________________ 

___________________________________________________________ 

___________________________________________________________ 

___________________________________________________________ 

14.0 List Bank References (Bank and Branch Address): 

___________________________________________________________ 

___________________________________________________________ 

___________________________________________________________ 

___________________________________________________________ 

15.0 Name of Bonding Company and Name and Address of Agent: 

___________________________________________________________ 

___________________________________________________________ 

___________________________________________________________ 

[REMAINDER OF THIS PAGE INTENTIONALLY LEFT BLANK] 
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ARTICLE 2. LIST OF CURRENT PROJECTS (BACKLOG) 

[**Duplicate Page if needed for listing additional current projects.**] 

Project   Name Agency / Contact / Contact 
Info 

Description of Bidder’s Work Completion 
Date  

Cost of Bidder’s 
Work 
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ARTICLE 3. LIST OF COMPLETED PROJECTS – LAST THREE YEARS 

[**Duplicate Page if needed for listing additional completed projects.**] 

Please include only those projects which are similar enough to demonstrate Bidder’s ability to perform the required Work. 

Project   Name Agency / Contact / Contact 
Info 

Description of Bidder’s Work Completion 
Date  

Cost of Bidder’s 
Work 
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ARTICLE 4. EXPERIENCE AND TECHNICAL QUALIFICATIONS QUESTIONNAIRE 

Personnel: 

The Bidder shall identify the key personnel to be assigned to this project in a management, 
construction supervision or engineering capacity. 

1. List each person’s job title, name and percent of time to be allocated to this project: 

                                                                                                                        

                                                                                                                        

                                                                                                                        

2. Summarize each person’s specialized education: 

                                                                                                                        

                                                                                                                        

                                                                                                                        

3. List each person’s years of construction experience relevant to the project: 

                                                                                                                        

                                                                                                                        

                                                                                                                        

4. Summarize such experience: 

                                                                                                                        

                                                                                                                        

                                                                                                                        

Bidder agrees that personnel named in this Bid will remain on this Project until completion of all 
relevant Work, unless substituted by personnel of equivalent experience and qualifications 
approved in advance by the District. 
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Additional Bidder’s Statements: 

If the Bidder feels that there is additional information which has not been included in the 
questionnaire above, and which would contribute to the qualification review, it may add that 
information in a statement here or on an attached sheet, appropriately marked: 

                                                                                                                                                         
                                                                                                                                                         
                                                                                                                                                         
                                                                                                                                                         
                                                                                                                                                         
                                                                                                              _______                           

ARTICLE 5. VERIFICATION AND EXECUTION 

These Bid Forms shall be executed only by a duly authorized official of the Bidder: 

I declare under penalty of perjury under the laws of the State of California that the foregoing 
information is true and correct: 

Name of Bidder  

Signature  

Name  

Title  

Date  

 









justingorecreation@outlook.com
Typewritten text
French Valley Recycled Water Retrofit Project Phase Three

justingorecreation@outlook.com
Typewritten text
 

justingorecreation@outlook.com
Typewritten text
2023-134





                                        C22-1  Contractor's Registration 
 

Public Works Contractor Registration Certification 
Pursuant to Labor Code sections 1725.5 and 1771.1 

All contractors and subcontractors that wish to bid on, be listed in a bid proposal, or enter into a 
contract to perform public work must be registered with the Department of Industrial Relations.  
See http://www.dir.ca.gov/Public-Works/PublicWorks.html for additional information. 

No bid will be accepted nor any contract entered into without proof of the contractor’s and 
subcontractors’ current registration with the Department of Industrial Relations to perform public 
work. 

Bidder hereby certifies that it is aware of the registration requirements set forth in Labor Code 
sections 1725.5 and 1771.1 and is currently registered as a contractor with the Department of 
Industrial Relations. 

Name of Bidder:  

DIR Registration Number:  

DIR Registration Expiration:_________________________ 

Bidder further acknowledges: 

1. Bidder shall maintain a current DIR registration for the duration of the project. 

2. Bidder shall include the requirements of Labor Code sections 1725.5 and 1771.1 
in its contract with subcontractors and ensure that all subcontractors are 
registered at the time of bid opening and maintain registration status for the 
duration of the project. 

3. Failure to submit this form or comply with any of the above requirements may 
result in a finding that the bid is non-responsive. 

 

Name of Bidder  

Signature  

Name and Title  

Dated ________________________________ 



C6-1

C6-1





                                                               C11-1              00042-Worker’s Compensation Certificate 
 

Revised 0608  

 

 

Project Title: ______________________________________________________________ 

 

 

WORKERS’ COMPENSATION INSURANCE CERTIFICATE 

 

The Contractor shall execute the following form as required by the California Labor Code, 
Sections 1860 and 1861:  

 

 I am aware of the provisions of Section 3700 of the Labor Code which require every 

 employer to be insured against liability for workers’ compensation or to undertake self-

 insurance in accordance with the provisions of that code, and I will comply with such 

 provisions before commencing the performance of the work of this contract. Date: 

 (Contractor) By: (Signature) (Title) 

 

 

Date: _____________________________  __________________________________ 
         (Contractor) 

 

            By: __________________________________ 
         (Signature) 

 

       ___________________________________ 
            (Title) 



C13-1 
 

IRAN CONTRACTING ACT 
(Public Contract Code sections 2202-2208) 

 
Prior to bidding on, submitting a proposal or executing a contract or renewal for a State of California 
contract for goods or services of $1,000,000 or more, a vendor must either:  a) certify it is not on the 
current list of persons engaged in investment activities in Iran created by the California Department of 
General Services (“DGS”) pursuant to Public Contract Code section 2203(b) and is not a financial 
institution extending twenty million dollars ($20,000,000) or more in credit to another person, for 45 days 
or more, if that other person will use the credit to provide goods or services in the energy sector in Iran 
and is identified on the current list of persons engaged in investment activities in Iran created by DGS; or 
b) demonstrate it has been exempted from the certification requirement for that solicitation or contract 
pursuant to Public Contract Code section 2203(c) or (d).   
 
To comply with this requirement, please insert your vendor or financial institution name and Federal ID 
Number (if available) and complete one of the options below. Please note: California law establishes 
penalties for providing false certifications, including civil penalties equal to the greater of $250,000 or 
twice the amount of the contract for which the false certification was made; contract termination; and 
three-year ineligibility to bid on contracts. (Public Contract Code section 2205.) 
 
OPTION #1 - CERTIFICATION  
I, the official named below, certify I am duly authorized to execute this certification on behalf of the 
vendor/financial institution identified below, and the vendor/financial institution identified below is not on 
the current list of persons engaged in investment activities in Iran created by DGS and is not a financial 
institution extending twenty million dollars ($20,000,000) or more in credit to another person/vendor, for 
45 days or more, if that other person/vendor will use the credit to provide goods or services in the energy 
sector in Iran and is identified on the current list of persons engaged in investment activities in Iran 
created by DGS. 

 

Vendor Name/Financial Institution (Printed) Federal ID Number (or n/a) 

By (Authorized Signature) 

Printed Name and Title of Person Signing  

Date Executed Executed in  

 
OPTION #2 – EXEMPTION  
Pursuant to Public Contract Code sections 2203(c) and (d), a public entity may permit a vendor/financial 
institution engaged in investment activities in Iran, on a case-by-case basis, to be eligible for, or to bid on, 
submit a proposal for, or enters into or renews, a contract for goods and services.  
 
If you have obtained an exemption from the certification requirement under the Iran Contracting Act, 
please fill out the information below, and attach documentation demonstrating the exemption approval.   
 

Vendor Name/Financial Institution (Printed) Federal ID Number (or n/a)  

By (Authorized Signature) 

 Printed Name and Title of Person Signing Date Executed 

 

 



 C16-1 00050 CalOsha form 300A 

 

Cal/OSHA Form 300A 

Annual Summary of Work-Related Injuries and Illnesses  

 
 

Bidders shall provide the most current, completed  
Cal/OSHA Form 300A with their bid (blank form attached) 

  
Failure to submit this form “may” deem your bid non-responsive 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 00050 CalOsha form 300A 
 

 
 
 

[PAGE LEFT INTENTIONALLY BLANK] 
 
 



Cal/OSHA Form 300A (Rev. 7/2007)                       Appendix B 
Annual Summary of Work Related Injuries and Illnesses 

 
Department of Industrial Relations 

Division of Occupational Safety & Health 

Year 20 __ __ 

  

 

 C16-2 00050 CalOsha form 300A 

All establishments covered by CCR Title 8 Section 14300 must complete this Annual Summary, 
even if no work- related injuries or illnesses occurred during the year. Remember to review the Log 
to verify that the entries are complete and accurate before completing this summary. 
Using the Log, count the individual entries you made for each category. Then write the totals 
below, making sure you’ve added the entries from every page of the Log. If you had no cases, write 
“0.” 
Employees, former employees, and their representatives have the right to review the Cal/ OSHA 
Form 300 in its entirety. They also have limited access to the Cal/ OSHA Form 301 or its 
equivalent. See CCR Title 8 Section 14300.35, in Cal/ OSHA’s recordkeeping rule, for further 
details on the access provisions for these forms.  
 
   Number of Cases 
 

Total number of 
deaths 

 Total number of 
cases with days 
away from work 

 Total number of 
cases with job 

transfer or restriction 

 Total number of 
other recordable 

cases 

       
(G)  (H)  (I)  (J) 

 

   Number of Days 
 
Total number of days of 
job transfer or restriction 

 Total number of days 
away from work 

       
(K)    (L)   

 

   Injury and Illness Types 
 
Total number of… 

(M) 

 (1)  Injuries   (4)  Poisonings  

(2)  Skin disorders   (5)  Hearing loss  

(3)  Respiratory conditions   (6)  All other Illnesses  
 
Post this Annual Summary from February 1 to April 30 of the year following the year covered by the form. 

Facility Information 
 
Establishment name   
 
Street   
 
City   State   Zip   
 
Industry description (e.g. Manufacturer of motor truck trailers) 
 
   
 
Standard Industrial Classification (SIC), if known (e.g. SIC 3715) 
 
   
 

Employment Information  
(If you don’t have these figures, use the optional Worksheet to estimate) 
 
Annual average number of employees  _____ 
 
Total hours worked by all employees last year  _____ 
 

Sign here 
 
Knowingly falsifying this document may result in a fine. 
 
I certify that I have examined this document and that to the best of my 
knowledge the entries are true, accurate, and complete. 
 
 
 
  
Company executive Title 
 
 
  
Phone Date 



 

  00050 CalOsha form 300A 
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                                                                  BB-1                                              Bid Bond 
 

VALLEY-WIDE RECREATION 
          BID BOND  
                                                                                                                        Bid Bond No.  
 
KNOW ALL MEN BY THESE PRESENTS, that we ______________________________________________ 
                                                                                      (Here insert full name and address or legal title of Contractor) 

 

_________________________________________________________  as Principal, hereinafter called the Principal, and 
 
_______________________________________________________________________________________ 
                                                           (Here insert full name and address or legal title of Surety) 
 

A corporation duly organized under the laws of the State of ______________________________ as Surety, 
Hereinafter call the Surety, are held and firmly bound unto Valley-Wide Recreation. 
 
Obligee, hereinafter all the Obligee, in the sum of _______________________________________________ 
 
______________________________________________________ Dollars (________________________), 
for the payment of which sum well and truly to be made, the said Principal and the said Surety, bind ourselves, 
our heir, executors, administrator, successors and assigns, jointly and severally firmly by these presents. 
 
WHEREAS, the Principal has submitted a bid, dated __________________, 20____, for _________________ 
 
________________________________________________________________________________________ 
                                                          (Here insert full name, address and description of Project)  
 

NOW, THEREFORE,  IF THE Obligee shall accept the bid of the Principal and the Principal shall enters into a 
Contracto with the Obligee in accordance with the terms of such bid, and give such bond or bonds as may be 
specified in the bidding of Contract Documents with good and sufficient surety for the faithful performance of 
such Contract and for the prompt payment of labor and material furnished in the prosecution thereof, or in the 
event of the failure of the Principal to enter such Contract and give such bond or bonds, if the Principal shall 
pay the Obligee the difference not to exceed the penalty hereof between the amount specified in said bid and 
such larger amount for which the Obligee may in good faith contract with another party to perform the Work 
covered by said bid, then this obligation shall be null and void, otherwise to remain in full force and effect. 
 
In the event suit is brought upon this Bond by Obligee and judgement is recovered , the Surety shall pay all 
costs incurred by Obligee in such suits to be fixed by the court. 
 
Signed and sealed this _____________________ day of _____________________, ____________________  

 
 
______________________________________________________      ______________________________________________________________ 
 (Witness)         (Principal)   
 
   
                                 _______________________________________________________________ 
                                                                                                        (Title) 
 
 
____________________________________________________  ________________________________________________________________ 
                (Witness)                                  (Surety)     
                
       ________________________________________________________________ 

                                            (Title)  

 

Notary Public Acknowledgement required for Surety 

Per Civil Code 1189 a notice must be legible and provided at the top in an enclosed box to be deemed responsible 

 

The Bid Bond (BB-1) form shall be submitted to be considered a responsive bid 



                                                                  BB-2                                              Bid Bond 
 

SAMPLE ALL PURPOSE ACKNOWLEDGEMENT FORM 

Per Civil Code 1189 a notice must be legible and provided at the op in an enclosed box to be deemed responsive 

CALIFORNIAALL-PURPOSEACKNOWLEDGEMENT                                                         CIVIL CODE 1189 
 
 

A notary public or other officer completing this certificate verifies only the identity of the individual who 
signed the document to which this certificate is attached, and not the truthfulness, accuracy, or validity of 
that document. 

 
 
State pf California 
 
County of 
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PERFORMANCE BOND. 

KNOW ALL PERSONS BY THESE PRESENTS: 

THAT WHEREAS, the Valley-Wide Recreation and Park District, (hereinafter referred to as 
“District”) has awarded to _________________________, (hereinafter referred to as the 
“Contractor”) an agreement for the French Valley Recycled Water Retrofit Project Phase 
Three  (hereinafter referred to as the “Project”). 
 
WHEREAS, the work to be performed by the Contractor is more particularly set forth in the 
Contract Documents for the Project dated ________________, (hereinafter referred to as 
“Contract Documents”), the terms and conditions of which are expressly incorporated herein by 
reference; and 

WHEREAS, the Contractor is required by said Contract Documents to perform the terms thereof 
and to furnish a bond for the faithful performance of said Contract Documents. 

NOW, THEREFORE, we, ______________________,  the undersigned Contractor and 
________________________________________________ as Surety, a corporation organized 
and duly authorized to transact business under the laws of the State of California, are held and 
firmly bound unto the District in the sum of ___________________________ DOLLARS, 
($____________), said sum being not less than one hundred percent (100%) of the total 
amount of the Contract, for which amount well and truly to be made, we bind ourselves, our 
heirs, executors and administrators, successors and assigns, jointly and severally, firmly by 
these presents. 

THE CONDITION OF THIS OBLIGATION IS SUCH, that, if the Contractor, his or its heirs, 
executors, administrators, successors or assigns, shall in all things stand to and abide by, and 
well and truly keep and perform the covenants, conditions and agreements in the Contract 
Documents and any alteration thereof made as therein provided, on its part, to be kept and 
performed at the time and in the manner therein specified, and in all respects according to their 
intent and meaning; and shall faithfully fulfill all obligations including the one (1) year guarantee 
of all materials and workmanship; and shall indemnify and save harmless the District, its 
officials, officers, employees, and authorized volunteers, as stipulated in said Contract 
Documents, then this obligation shall become null and void; otherwise it shall be and remain in 
full force and effect. 

As a part of the obligation secured hereby and in addition to the face amount specified 
therefore, there shall be included costs and reasonable expenses and fees including reasonable 
attorney’s fees, incurred by District in enforcing such obligation. 

As a condition precedent to the satisfactory completion of the Contract Documents, unless 
otherwise provided for in the Contract Documents, the above obligation shall hold good for a 
period of one (1) year after the acceptance of the work by District, during which time if 
Contractor shall fail to make full, complete, and satisfactory repair and replacements and totally 
protect the District from loss or damage resulting from or caused by defective materials or faulty 
workmanship.  The obligations of Surety hereunder shall continue so long as any obligation of 
Contractor remains. Nothing herein shall limit the District’s rights or the Contractor or Surety’s 
obligations under the Contract, law or equity, including, but not limited to, California Code of 
Civil Procedure Section 337.15. 
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Whenever Contractor shall be, and is declared by the District to be, in default under the 
Contract Documents, the Surety shall remedy the default pursuant to the Contract Documents, 
or shall promptly, at the District’s option: 

i.Take over and complete the Project in accordance with all terms and conditions in the 
Contract Documents; or 

ii.Obtain a bid or bids for completing the Project in accordance with all terms and 
conditions in the Contract Documents and upon determination by Surety of the 
lowest responsive and responsible bidder, arrange for a Contract between such 
bidder, the Surety and the District, and make available as work progresses 
sufficient funds to pay the cost of completion of the Project, less the balance of 
the contract price, including other costs and damages for which Surety may be 
liable.  The term “balance of the contract price” as used in this paragraph shall 
mean the total amount payable to Contractor by the District under the Contract 
and any modification thereto, less any amount previously paid by the District to 
the Contractor and any other set offs pursuant to the Contract Documents. 

iii.Permit the District to complete the Project in any manner consistent with California law 
and make available as work progresses sufficient funds to pay the cost of 
completion of the Project, less the balance of the contract price, including other 
costs and damages for which Surety may be liable.  The term “balance of the 
contract price” as used in this paragraph shall mean the total amount payable to 
Contractor by the District under the Contract and any modification thereto, less 
any amount previously paid by the District to the Contractor and any other set 
offs pursuant to the Contract Documents. 

Surety expressly agrees that the District may reject any contractor or subcontractor which may 
be proposed by Surety in fulfillment of its obligations in the event of default by the Contractor. 

Surety shall not utilize Contractor in completing the Project nor shall Surety accept a bid from 
Contractor for completion of the Project if the District, when declaring the Contractor in default, 
notifies Surety of the District’s objection to Contractor’s further participation in the completion of 
the Project. 

The Surety, for value received, hereby stipulates and agrees that no change, extension of time, 
alteration or addition to the terms of the Contract Documents or to the Project to be performed 
thereunder shall in any way affect its obligations on this bond, and it does hereby waive notice 
of any such change, extension of time, alteration or addition to the terms of the Contract 
Documents or to the Project. 

IN WITNESS WHEREOF, we have hereunto set our hands and seals this _______ day of 
______________, 20___. 

(Corporate Seal)      
Contractor/ Principal 

By       

Title       
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(Corporate Seal)      
Surety 

By      
  Attorney-in-Fact 

(Attach Attorney-in-Fact Certificate)  Title       

The rate of premium on this bond is ____________ per thousand.  The total amount of premium 
charges is $_______________________________. 
(The above must be filled in by corporate attorney.) 

THIS IS A REQUIRED FORM 

Any claims under this bond may be addressed to: 

(Name and Address of Surety) ___________________________________________ 
___________________________________________ 
___________________________________________ 

(Name and Address of Agent or ___________________________________________ 
Representative for service of   ___________________________________________ 
process in California, if different ___________________________________________ 
from above) 

(Telephone number of Surety  ___________________________________________ 
and Agent or Representative for 
service of process in California) 
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Notary Acknowledgment 

 A notary public or other officer completing this certificate 
verifies only the identity of the individual who signed the 
document, to which this certificate is attached, and not the 
truthfulness, accuracy, or validity of that document. 

 

STATE OF CALIFORNIA 
COUNTY OF ______________ 

On   , 20___, before me, _______________________________, Notary Public, personally 
 

appeared  , who proved to me on the basis of satisfactory 
 

evidence to be the person(s) whose name(s) is/are subscribed to the within instrument and acknowledged to 
me that he/she/they executed the same in his/her/their authorized capacity(ies), and that by his/her/their 
signature(s) on the instrument the person(s), or the entity upon behalf of which the person(s) acted, executed 
the instrument. 

I certify under PENALTY OF PERJURY under the laws of the State of California that the foregoing paragraph 
is true and correct. 

WITNESS my hand and official seal. 

 
Signature of Notary Public 

OPTIONAL 

Though the information below is not required by law, it may prove valuable to persons relying on the document 
and could prevent fraudulent removal and reattachment of this form to another document.  

CAPACITY CLAIMED BY SIGNER  DESCRIPTION OF ATTACHED DOCUMENT 

 Individual  

 Corporate Officer 
 

 
 

 Title(s)  Title or Type of Document 

 Partner(s)  Limited   

  General  Number of Pages 

 Attorney-In-Fact   

 Trustee(s)   

 Guardian/Conservator  Date of Document 

 Other:    

Signer is representing: 
Name Of Person(s) Or Entity(ies) 

  

  

  Signer(s) Other Than Named Above 

NOTE: This acknowledgment is to be completed for the Attorney-in-Fact.  The Power-of Attorney to 
local representatives of the bonding company must also be attached. 

END OF PERFORMANCE BOND 
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PAYMENT BOND 

KNOW ALL MEN BY THESE PRESENTS That 

WHEREAS, the Valley-Wide Recreation and Park District (hereinafter designated as the 
“District”), by action taken or a resolution passed ___________________ , 2023, has awarded 
to ________________________ hereinafter designated as the “Principal,” a contract for the 
work described as follows: French Valley Recycled Water Retrofit Project Phase Three 

WHEREAS, said Principal is required to furnish a bond in connection with said contract; 
providing that if said Principal or any of its Subcontractors shall fail to pay for any materials, 
provisions, provender, equipment, or other supplies used in, upon, for or about the performance 
of the work contracted to be done, or for any work or labor done thereon of any kind, or for 
amounts due under the Unemployment Insurance Code or for any amounts required to be 
deducted, withheld, and paid over to the Employment Development Department from the wages 
of employees of said Principal and its Subcontractors with respect to such work or labor the 
Surety on this bond will pay for the same to the extent hereinafter set forth. 

NOW THEREFORE, we, the Principal and __________________________ as Surety, are held 
and firmly bound unto the District in the penal sum of ______________ Dollars ($___________) 
lawful money of the United States of America, for the payment of which sum well and truly to be 
made, we bind ourselves, our heirs, executors, administrators, successors and assigns, jointly 
and severally, firmly by these presents. 

THE CONDITION OF THIS OBLIGATION IS SUCH that if said Principal, his or its 
subcontractors, heirs, executors, administrators, successors or assigns, shall fail to pay any of 
the persons named in Civil Code Section 9100, fail to pay for any materials, provisions or other 
supplies, used in, upon, for or about the performance of the work contracted to be done, or for 
any work or labor thereon of any kind, or amounts due under the Unemployment Insurance 
Code with respect to work or labor performed under the contract, or for any amounts required to 
be deducted, withheld, and paid over to the Employment Development Department or Franchise 
Tax Board from the wages of employees of the contractor and his subcontractors pursuant to 
Revenue and Taxation Code Section 18663, with respect to such work and labor the Surety or 
Sureties will pay for the same, in an amount not exceeding the sum herein above specified, and 
also, in case suit is brought upon this bond, all litigation expenses incurred by the District in 
such suit, including reasonable attorneys’ fees, court costs, expert witness fees and 
investigation expenses. 

This bond shall inure to the benefit of any of the persons named in Civil Code Section 9100 so 
as to give a right of action to such persons or their assigns in any suit brought upon this bond. 

It is further stipulated and agreed that the Surety on this bond shall not be exonerated or 
released from the obligation of this bond by any change, extension of time for performance, 
addition, alteration or modification in, to, or of any contract, plans, specifications, or agreement 
pertaining or relating to any scheme or work of improvement herein above described, or 
pertaining or relating to the furnishing of labor, materials, or equipment therefore, nor by any 
change or modification of any terms of payment or extension of the time for any payment 
pertaining or relating to any scheme or work of improvement herein above described, nor by any 
rescission or attempted rescission or attempted rescission of the contract, agreement or bond, 
nor by any conditions precedent or subsequent in the bond attempting to limit the right of 
recovery of claimants otherwise entitled to recover under any such contract or agreement or 
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under the bond, nor by any fraud practiced by any person other than the claimant seeking to 
recover on the bond and that this bond be construed most strongly against the Surety and in 
favor of all persons for whose benefit such bond is given, and under no circumstances shall 
Surety be released from liability to those for whose benefit such bond has been given, by 
reason of any breach of contract between the owner or District and original contractor or on the 
part of any obligee named in such bond, but the sole conditions of recovery shall be that 
claimant is a person described in Civil Code Section 9100, and has not been paid the full 
amount of his claim and that Surety does hereby waive notice of any such change, extension of 
time, addition, alteration or modification herein mentioned, including but not limited to the 
provisions of sections 2819 and 2845 of the California Civil Code. 

IN WITNESS WHEREOF, we have hereunto set our hands and seals this _______ day of 
______________, 20__. 

(Corporate Seal)      
Contractor/ Principal 

By       

Title       

(Corporate Seal)      
Surety 

By      
  Attorney-in-Fact 

(Attach Attorney-in-Fact Certificate)  Title       
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Notary Acknowledgment 

 A notary public or other officer completing this certificate 
verifies only the identity of the individual who signed the 
document, to which this certificate is attached, and not the 
truthfulness, accuracy, or validity of that document. 

 

STATE OF CALIFORNIA 
COUNTY OF ______________ 

On   , 20___, before me, _______________________________, Notary Public, personally 
 

appeared  , who proved to me on the basis of satisfactory 
 

evidence to be the person(s) whose name(s) is/are subscribed to the within instrument and acknowledged to 
me that he/she/they executed the same in his/her/their authorized capacity(ies), and that by his/her/their 
signature(s) on the instrument the person(s), or the entity upon behalf of which the person(s) acted, executed 
the instrument. 

I certify under PENALTY OF PERJURY under the laws of the State of California that the foregoing paragraph 
is true and correct. 

WITNESS my hand and official seal. 

 
Signature of Notary Public 

OPTIONAL 

Though the information below is not required by law, it may prove valuable to persons relying on the document 
and could prevent fraudulent removal and reattachment of this form to another document.  

CAPACITY CLAIMED BY SIGNER  DESCRIPTION OF ATTACHED DOCUMENT 

 Individual  

 Corporate Officer 
 

 
 

 Title(s)  Title or Type of Document 

 Partner(s)  Limited   

  General  Number of Pages 

 Attorney-In-Fact   

 Trustee(s)   

 Guardian/Conservator  Date of Document 

 Other:    

Signer is representing: 
Name Of Person(s) Or Entity(ies) 

  

  

  Signer(s) Other Than Named Above 

NOTE: This acknowledgment is to be completed for Contractor/Principal. 
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Notary Acknowledgment 

 A notary public or other officer completing this certificate 
verifies only the identity of the individual who signed the 
document, to which this certificate is attached, and not the 
truthfulness, accuracy, or validity of that document. 

 

STATE OF CALIFORNIA 
COUNTY OF ______________ 

On   , 20___, before me, _______________________________, Notary Public, personally 
 

appeared  , who proved to me on the basis of satisfactory 
 

evidence to be the person(s) whose name(s) is/are subscribed to the within instrument and acknowledged to 
me that he/she/they executed the same in his/her/their authorized capacity(ies), and that by his/her/their 
signature(s) on the instrument the person(s), or the entity upon behalf of which the person(s) acted, executed 
the instrument. 

I certify under PENALTY OF PERJURY under the laws of the State of California that the foregoing paragraph 
is true and correct. 

WITNESS my hand and official seal. 

 
Signature of Notary Public 

OPTIONAL 

Though the information below is not required by law, it may prove valuable to persons relying on the document 
and could prevent fraudulent removal and reattachment of this form to another document.  

CAPACITY CLAIMED BY SIGNER  DESCRIPTION OF ATTACHED DOCUMENT 

 Individual  

 Corporate Officer 
 

 
 

 Title(s)  Title or Type of Document 

 Partner(s)  Limited   

  General  Number of Pages 

 Attorney-In-Fact   

 Trustee(s)   

 Guardian/Conservator  Date of Document 

 Other:    

Signer is representing: 
Name Of Person(s) Or Entity(ies) 

  

  

  Signer(s) Other Than Named Above 

NOTE:  This acknowledgment is to be completed for the Attorney-in-Fact.  The Power-of-Attorney to 
local representatives of the bonding company must also be attached. 

END OF PAYMENT BOND 
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CONTRACT 

This CONTRACT, is made and entered into this ____ day of _______, 2023, by and between 
Valley-Wide Recreation and Park District, sometimes hereinafter called “District,” and 
“Contractor Name”, sometimes hereinafter called “Contractor.” 

WITNESSETH:  That the parties hereto have mutually covenanted and agreed, and by these 
presents do covenant and agree with each other as follows: 

a. SCOPE OF WORK.  The Contractor shall perform all Work within the time stipulated in 
the Contract, and shall provide all labor, materials, equipment, tools, utility services, and 
transportation to complete all of the Work required in strict compliance with the Contract 
Documents as specified in Article 5, below, for the following Project: 

FRENCH VALLEY RECYCLED WATER RETROFIT PROJECT PHASE THREE 

The Contractor and its surety shall be liable to the District for any damages arising as a result of 
the Contractor’s failure to comply with this obligation. 

b. TIME FOR COMPLETION.  Time is of the essence in the performance of the Work.  The 
Work shall be commenced on the date stated in the District’s Notice of Acceptance of Proposal / 
Notice to Proceed. The Contractor shall complete all Work required by the Contract Documents 
within one hundred eighty (180) calendar days from the commencement date stated in the 
Notice to Proceed. By its signature hereunder, Contractor agrees the time for completion set 
forth above is adequate and reasonable to complete the Work. 

c. CONTRACT PRICE.  The District shall pay to the Contractor as full compensation for 
the performance of the Contract, subject to any additions or deductions as provided in the 
Contract Documents, and including all applicable taxes and costs, the sum of “DOLLAR 
AMOUNT IN WORDS” ($######.##). Payment shall be made as set forth in the General 
Conditions. 

d. LIQUIDATED DAMAGES.  In accordance with Government Code section 53069.85, it is 
agreed that the Contractor will pay the District $250.00  for each and every calendar day of 
delay beyond the time prescribed in the Contract Documents for finishing the Work, as 
Liquidated Damages and not as a penalty or forfeiture. In the event this is not paid, the 
Contractor agrees the District may deduct that amount from any money due or that may become 
due the Contractor under the Contract. This Article does not exclude recovery of other damages 
specified in the Contract Documents. 

e. COMPONENT PARTS OF THE CONTRACT.  The “Contract Documents” include the 
following: 

Notice Inviting Bids 
Instructions to Bidders 
Bid Form 
Bid Bond 
Designation of Subcontractors 
Information Required of Bidders 
Non-Collusion Declaration Form 
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Iran Contracting Act Certification 
Public Works Contractor Registration Certification 
Performance Bond 
Payment (Labor and Materials) Bond 
General Conditions 
Special Conditions 
Technical Specifications 
Addenda 
Plans and Drawings 
Standard Specifications for Public Works Construction “Greenbook”, latest edition, 

Except Sections 1-9 
Applicable Local Agency Standards and Specifications, as last revised 
Approved and fully executed change orders 
Any other documents contained in or incorporated into the Contract 

The Contractor shall complete the Work in strict accordance with all of the Contract Documents. 

All of the Contract Documents are intended to be complementary.  Work required by one of the 
Contract Documents and not by others shall be done as if required by all.  This Contract shall 
supersede any prior agreement of the parties. 

f. PROVISIONS REQUIRED BY LAW AND CONTRACTOR COMPLIANCE.  Each and 
every provision of law required to be included in these Contract Documents shall be deemed to 
be included in these Contract Documents.  The Contractor shall comply with all requirements of 
applicable federal, state and local laws, rules and regulations, including, but not limited to, the 
provisions of the California Labor Code and California Public Contract Code which are 
applicable to this Work. 

g. INDEMNIFICATION.  Contractor shall provide indemnification and defense as set forth 
in the General Conditions. 

h. PREVAILING WAGES.  Contractor shall be required to pay the prevailing rate of wages 
in accordance with the Labor Code which such rates shall be made available at the District’s 
Administrative Office or may be obtained online at http://www.dir.ca.gov and which must be 
posted at the job site. 

[REMAINDER OF PAGE LEFT INTENTIONALLY BLANK] 
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IN WITNESS WHEREOF, this Contract has been duly executed by the above-named parties, 
on the day and year above written. 

 
CONTRACTOR NAME 

 VALLEY-WIDE RECREATION AND 
PARK DISTRICT 

Name of Contractor 

By _____________________________________ 

Name and Title: _________________________ 

License No. ____________________________ 

Date: __________________________________ 

 

By______________________________ 
      Dean Wetter, General Manager 
 
Date: ____________________________ 

 

 

(CONTRACTOR’S SIGNATURE MUST BE 
NOTARIZED AND CORPORATE 
SEAL AFFIXED, IF APPLICABLE) 
 
Approved as to form this _____________day of     20___. 
 

_______________________________ 
Attorney for Valley-Wide Recreation and 
Park District 

 

END OF CONTRACT 
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Notary Acknowledgment 

 A notary public or other officer completing this certificate 
verifies only the identity of the individual who signed the 
document to which this certificate is attached, and not the 
truthfulness, accuracy, or validity of that document. 

 

STATE OF CALIFORNIA 
COUNTY OF ______________ 

On   , 20___, before me, _______________________________, Notary Public, personally 
 

appeared  , who proved to me on the basis of satisfactory 
 

evidence to be the person(s) whose name(s) is/are subscribed to the within instrument and acknowledged to 
me that he/she/they executed the same in his/her/their authorized capacity(ies), and that by his/her/their 
signature(s) on the instrument the person(s), or the entity upon behalf of which the person(s) acted, executed 
the instrument. 

I certify under PENALTY OF PERJURY under the laws of the State of California that the foregoing paragraph 
is true and correct. 

WITNESS my hand and official seal. 

 
Signature of Notary Public 

OPTIONAL 

Though the information below is not required by law, it may prove valuable to persons relying on the document 
and could prevent fraudulent removal and reattachment of this form to another document.  

CAPACITY CLAIMED BY SIGNER  DESCRIPTION OF ATTACHED DOCUMENT 

 Individual  

 Corporate Officer 
 

 
 

 Title(s)  Title or Type of Document 

 Partner(s)  Limited   

  General  Number of Pages 

 Attorney-In-Fact   

 Trustee(s)   

 Guardian/Conservator  Date of Document 

 Other:    

Signer is representing: 
Name Of Person(s) Or Entity(ies) 

  

  

  Signer(s) Other Than Named Above 

 

  



 
 

 

MEMORANDUM 
 

             
 TO:  Whom It May Concern                                
 

      FROM: Valley-Wide Recreation and Park District 
 

       SUBJECT: Insurance Requirements 
 

 

General Liability Insurance: The applicant shall procure and maintain, for the 
duration of the use period contemplated herein, commercial general liability insurance 
with coverage at least as broad as Insurance Services Office Form CG 00 01, in an 
amount not less than $2,000,000 per occurrence, $4,000,000 general aggregate, 
for bodily injury, personal injury, and property damage.  The policy must include 
contractual liability that has not been amended. Any endorsement restricting 
standard ISO “insured contract” language will not be accepted. Must also include 
Form Number CG2010, Additional Endorsement with Valley-Wide Recreation and 
Park District listed as Additional Insured.  The policy shall be endorsed to provide 
thirty (30) days’ notice to Valley-Wide Recreation and Park District of cancellation or 
any change of coverage or limits.  

  
 

The statement: “Throughout Various Valley-Wide Recreation and Park District 
Facilities” will need to be added to the Description of Operations Box on the 
certificate of Insurance. (This will cover the use of all facility sites within our District 
that may be requested) 
 

Certificate Holder and Additional Endorsement should name: 
 

Valley-Wide Recreation and Park District 
901 W. Esplanade Ave. 
San Jacinto, CA 92582 
 
 

Please Note: When submitting the Certificate of Insurance and Additional Insured 
Endorsement forms to Valley-Wide Recreation, please include the following 
information on a front cover page or envelope.  This will ensure that the forms will be 
directed to the correct Valley-Wide Recreation site and Supervisor. 

 

Facility:      ATTN:
 

Phone Number: (951) 654-1505  
 

EMAIL:

anissasmith1901@outlook.com
Typewritten text
Anissa Smith

anissasmith1901@outlook.com
Typewritten text
Anissa@GoRecreation.org
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ARTICLE 1  DEFINITIONS 

Whenever used in the Contract Documents and printed with initial capital letters, the terms listed 
below will have the meanings indicated which are applicable to both the singular and plural 
thereof. In addition to terms specifically defined below, terms with initial capital letters in the 
Contract Documents include references to identified articles and paragraphs, and the titles of 
other documents or forms. 

A. Act of God – An earthquake of magnitude of 3.5 or higher on the Richter scale or a 
tidal wave. 

B. Addenda -- Written or graphic instruments issued prior to the submission of Bids 
which clarify, correct, or change the Contract Documents. 

C. Additional Work -- New or unforeseen work will be classified as “Additional Work” 
when the District’s Representative determines that it is not covered by the Contract. 

D. Applicable Laws -- The laws, statutes, ordinances, rules, codes, regulations, 
permits, and licenses of any kind, issued by local, state or federal governmental 
authorities or private authorities with jurisdiction (including utilities), to the extent 
they apply to the Work. 

E. Bid -- The offer or proposal of a Bidder submitted on the prescribed form setting 
forth the prices and other terms for the Work to be performed. 

F. Bidder -- The individual or entity who submits a Bid directly to the District. 

G. Change Order (“CO”) -- A document that authorizes an addition, deletion, or 
revision in the Work or an adjustment in the Contract Price or the Contract Times, 
issued on or after the Effective Date of the Contract, in accordance with the 
Contract Documents and in the form contained in the Contract Documents. 

H. Change Order Request (“COR”) -- A request made by the Contractor for an 
adjustment in the Contract Price and/or Contract Times as the result of a 
Contractor-claimed change to the Work. This term may also be referred to as a 
Change Order Proposal (“COP”), or Request for Change (“RFC”). 

I. District -- The Valley-Wide Recreation and Park District. 

J. District Board, Board -- The Board of Directors of the District. 

K. District’s Representative -- The individual or entity as identified in the Special 
Conditions to act as the District’s Representative. 

L. Claim -- A demand or assertion by the District or Contractor seeking an adjustment 
of Contract Price or Contract Times, or both, or other relief with respect to the terms 
of the Contract. A demand for money or services by a third party is not a Claim. 

M. Contract -- The entire integrated written agreement between the District and 
Contractor concerning the Work. “Contract” may be used interchangeably with 
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“Agreement” in the Contract Documents.  The Contract supersedes prior 
negotiations, representations, or agreements, whether written or oral, and includes 
all Contract Documents. 

N. Contract Documents -- The documents listed in Section 00 52 13, Article 5. Some 
documents provided by the District to the Bidders and Contractor, including but not 
limited to reports and drawings of subsurface and physical conditions are not 
Contract Documents. 

O. Contract Price -- Amount to be paid by the District to the Contractor as full 
compensation for the performance of the Contract and completion of the Work, 
subject to any additions or deductions as provided in the Contract Documents, and 
including all applicable taxes and costs. 

P. Contract Times -- The number of days or the dates stated in the Contract 
Documents to: achieve defined Milestones, if any; and to complete the Work so that 
it is ready for final payment. 

Q. Contractor -- The individual or entity with which the District has contracted for 
performance of the Work. 

R. Contractor’s Designated On-Site Representative -- The Contractor’s Designated 
On-Site Representative will be as identified in Section 00 72 13, Article 3 and shall 
not be changed without prior written consent of the District. 

S. Daily Rate -- The Daily Rate stipulated in the Contract Documents as full 
compensation to the Contractor due to the District’s unreasonable delay to the 
Project that was not contemplated by the parties. 

T. Day -- A calendar day of 24 hours measured from midnight to the next midnight. 

U. Defective Work -- Work that is unsatisfactory, faulty, or deficient; or that does not 
conform to the Contract Documents; or that does not meet the requirements of any 
inspection, reference standard, test, or approval referenced in the Contract 
Documents. 

V. Demobilization -- The complete dismantling and removal by the Contractor of all of 
the Contractor’s temporary facilities, equipment, and personnel at the Site. 

W. Drawings -- That part of the Contract Documents prepared by of the Engineer of 
Record which graphically shows the scope, extent, and character of the Work to be 
performed by Contractor. Shop Drawings and other Contractor submittals are not 
Drawings as so defined. 

X. Effective Date of the Contract -- The date indicated in the Contract on which it 
becomes effective, but if no such date is indicated, it means the date on which the 
Contract is signed and delivered by the last of the two parties to sign and deliver. 

Y. Engineer, whenever not qualified, shall mean the General Manager of the District, 
acting either directly or through properly authorized agents, such agents acting 
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severally within the scope of the particular duties entrusted to them.  On all 
questions concerning the acceptance of materials, machinery, the classifications of 
material, the execution of work, conflicting interest of the contractors performing 
related work and the determination of costs, the decision of the Engineer, duly 
authorized by the District Board, shall be binding and final upon both parties. 

Z. Engineer of Record -- The individual, partnership, corporation, joint venture, or other 
legal entity named as such in Section 00 73 13, Article 1.1. or any succeeding entity 
designated by the District. 

AA. Green Book -- The current edition of the Standard Specifications for Public Works 
Construction promulgated by the Joint Cooperative Committee of the Southern 
California Chapter American Public Works Association and the Southern California 
Districts of the Associated General Contractors of California. 

BB. Hazardous Waste -- The term “Hazardous Waste” shall have the meaning provided 
in Section 104 of the Solid Waste Disposal Act (42 U.S.C. § 6903) as amended 
from time to time or, as defined in Section 25117 of the Health and Safety Code, 
that is required to be removed to a class I, class II, or class III disposal site in 
accordance with provisions of existing law, whichever is more restrictive. 

CC. Holiday – The Holidays occur on: 

New Year’s Day - January 1 
President’s Day – Third Monday in February 
Memorial Day - Last Monday in May 
Independence Day - July 4 
Labor Day - First Monday in September 
Veteran’s Day - November 11 
Thanksgiving Day - Fourth Thursday in November 
Friday after Thanksgiving 
Christmas Eve – December 24 
Christmas Day - December 25 
Day After Christmas – December 26 
New Year’s Eve – December 31 

If any Holiday listed above falls on a Saturday, Saturday and the preceding 
Friday are both Holidays.  If the Holiday should fall on a Sunday, Sunday and the 
following Monday are both Holidays. 

DD. Notice of Award -- The written notice by the District to the Successful Bidder 
 stating that upon timely compliance by the Successful Bidder with the conditions 
 precedent listed therein, the District will sign and deliver the Contract. 

EE.  Notice of Completion -- The form which may be executed by the District and 
 recorded by the county where the Project is located constituting final acceptance 
 of the Project. 
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FF.  Notice to Proceed -- A written notice given by the District to Contractor fixing the 
 date on which the Contractor may proceed with the Work and when Contract 
 Times will commence to run. 

GG. Project -- The total construction of which the Work to be performed under the 
 Contract Documents may be the whole, or a part. 

HH. Recyclable Waste Materials -- Materials removed from the Site which are 
 required to be diverted to a recycling center rather than an area landfill.  
 Recyclable Waste Materials include asphalt, concrete, brick, concrete block, and 
 rock. 

II.  Schedule of Submittals -- A schedule, prepared and maintained by Contractor, of 
 required submittals and the time requirements to facilitate scheduled 
 performance of related construction activities. 

JJ.  Shop Drawings -- All drawings, diagrams, illustrations, schedules, and other data 
 or information which are specifically prepared or assembled by or for Contractor 
 and submitted by Contractor to illustrate some portion of the Work. 

KK.  Specifications -- That part of the Contract Documents consisting of written 
 requirements for materials, equipment, systems, standards and workmanship as 
 applied to the Work, and certain administrative requirements and procedural 
 matters applicable thereto. 

LL.  Stop Payment Notice -- A written notice as defined in Civil Code section 8044. 

MM. Subcontractor -- An individual or entity other than a Contractor having a contract 
 with any other entity than the District for performance of any portion of the Work 
 at the Site. 

NN. Submittal -- Written and graphic information and physical samples prepared and 
 supplied by the Contractor demonstrating various portions of the Work. 

OO. Successful Bidder -- The Bidder submitting a responsive Bid to whom the District 
 makes an award. 

PP.  Supplier -- A manufacturer, fabricator, supplier, distributor, material man, or 
 vendor having a direct contract with Contractor or with any Subcontractor to 
 furnish materials or equipment used in the performance of the Work or to be 
 incorporated in the Work. 

QQ. Underground Facilities -- All underground pipelines, conduits, ducts, cables, 
 wires, manholes, vaults, tanks, tunnels, or other such facilities or attachments, 
 and any encasements containing such facilities, including those that convey 
 electricity, gases, steam, liquid petroleum products, telephone or other 
 communications, cable television, water, wastewater, storm water, other liquids 
 or chemicals, or traffic or other control systems. 
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RR. Unit Price Work -- Work to be paid for on the basis of unit prices as provided by 
 the Contractor in its bid or as adjusted in accordance with the Contract 
 Documents. 

SS.  Warranty -- A written guarantee provided to the District by the Contractor that the 
 Work will remain free of defects and suitable for its intended use for the period 
 required by the Contract Documents or the longest period permitted by the law of 
 this State, whichever is longer. 

TT.  Work -- The entire construction or the various separately identifiable parts thereof 
 required to be provided under the Contract Documents. Work includes and is the 
 result of performing or providing all labor, services, and documentation 
 necessary to produce such construction, and furnishing, installing, and 
 incorporating all materials and equipment into such construction, all as required 
 by the Contract Documents. 

ARTICLE 2 CONTRACT DOCUMENTS 

A. Contract Documents.  The Contract Documents are complementary, and what 
is called for by one shall be as binding as if called for by all. 

B. Interpretations.  The Contract Documents are intended to be fully cooperative 
and complementary.  If the Contractor observes that any documents are in 
conflict, the Contractor shall promptly notify the Engineer in writing.  In case of 
conflicts between the Contract Documents, the order of precedence shall be as 
follows: 

 
Change Orders 
1. Addenda 
2. Special Conditions 
3. Technical Specifications 
4. Plans (Contract Drawings) 
5. Contract 
6. General Conditions 
7. Instructions to Bidders 
8. Notice Inviting Bids 
9. Contractor’s Bid Forms 
10. Standard Specifications for Public Works Construction (Sections 1-9 Excluded) 
11. Applicable Local Agency Standards and Specifications 
12. Standard Drawings 
13. Reference Documents 

With reference to the Drawings, the order of precedence shall be as follows: 

1. Figures govern over scaled dimensions 
2. Detail drawings govern over general drawings 
3. Addenda or Change Order drawings govern over Contract Drawings 
4. Contract Drawings govern over Standard Drawings 
5. Contract Drawings govern over Shop Drawings 
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C. Conflicts in Contract Documents.  Notwithstanding the orders of precedence 
established above, in the event of conflicts, the higher standard, higher quality, 
and most expensive shall always apply. 

D. Organization of Contract Documents.  Organization of the Contract 
Documents into divisions, sections, and articles, and arrangement of drawings 
shall not control the Contractor in dividing Project Work among subcontractors or 
in establishing the extent of Work to be performed by any trade. 

ARTICLE 3 PRECONSTRUCTION AND CONSTRUCTION COMMUNICATION 

Before any Work at the site is started, a conference attended by the District, Contractor, 
District’s Representative, and others as appropriate will be held to establish a working 
understanding among the parties as to the Work and to discuss the schedules referred to 
herein, procedures for handling Shop Drawings and other submittals, processing Applications 
for Payment, and maintaining required records. 

At this conference the District and Contractor each shall designate, in writing, a specific 
individual to act as its authorized representative with respect to the services and responsibilities 
under the Contract.  Such individuals shall have the authority to transmit instructions, receive 
information, render decisions relative to the Contract, and otherwise act on behalf of each 
respective party. 

ARTICLE 4 CONTRACT DOCUMENTS:  COPIES & MAINTENANCE 

Contractor will be furnished, free of charge, two (2) copies of the Contract Documents. 
Additional copies may be obtained at cost of reproduction. 

Contractor shall maintain a clean, undamaged set of Contract Documents, including submittals, 
at the Project site. 

ARTICLE 5 EXAMINATION OF DRAWINGS, SPECIFICATIONS AND SITE OF WORK 

A. Examination of Contract Documents.  Before commencing any portion of the 
Work, Contractor shall again carefully examine all applicable Contract 
Documents, the Project site, and other information given to Contractor as to 
materials and methods of construction and other Project requirements.  
Contractor shall immediately notify the Engineer of any potential error, 
inconsistency, ambiguity, conflict, or lack of detail or explanation.  If Contractor 
performs, permits, or causes the performance of any Work which is in error, 
inconsistent or ambiguous, or not sufficiently detailed or explained, Contractor 
shall bear any and all resulting costs, including, without limitation, the cost of 
correction.  In no case shall the Contractor or any subcontractor proceed with 
Work if uncertain as to the applicable requirements. 

B. Additional Instructions.  After notification of any error, inconsistency, ambiguity, 
conflict, or lack of detail or explanation, the Engineer will provide any required 
additional instructions, by means of drawings or other written direction, 
necessary for proper execution of Work. 
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C. Quality of Parts, Construction and Finish.  All parts of the Work shall be of the 
best quality of their respective kinds and the Contractor must use all diligence to 
inform itself fully as to the required construction and finish. 

D. Contractor’s Variation from Contract Document Requirements.  If it is found 
that the Contractor has varied from the requirements of the Contract Documents 
including the requirement to comply with all applicable laws, ordinances, rules 
and regulations, the Engineer may at any time, before or after completion of the 
Work, order the improper Work removed, remade or replaced by the Contractor 
at the Contractor’s expense. 

ARTICLE 6 MOBILIZATION 

A. When a bid item is included in the Bid Form for mobilization, the costs of Work in 
advance of construction operations and not directly attributable to any specific 
bid item will be included in the progress estimate (“Initial Mobilization”). When no 
bid item is provided for “Initial Mobilization,” payment for such costs will be 
deemed to be included in the other items of the Work. 

B. Payment for Initial Mobilization based on the lump sum provided in the Bid Form, 
which shall constitute full compensation for all such Work. No payment for Initial 
Mobilization will be made until all of the listed items have been completed to the 
satisfaction of the Engineer. The scope of the Work included under Initial 
Mobilization shall include, but shall not be limited to, the following principal items: 

1. Obtaining and paying for all bonds, insurance, and permits. 

2. Moving on to the Project site of all Contractor’s plant and equipment required 
for the first month’s operations. 

3. Installing temporary construction power, wiring, and lighting facilities, as 
applicable. 

4. Establishing fire protection system, as applicable. 

5. Developing and installing a construction water supply, if applicable. 

6. Providing and maintaining the field office trailers for the Contractor, if 
necessary, and the Engineer (if specified), complete, with all specified 
furnishings and utility services. 

7. Providing on-site sanitary facilities and potable water facilities as specified 
per Cal-OSHA and these Contract Documents. 

8. Furnishing, installing, and maintaining all storage buildings or sheds required 
for temporary storage of products, equipment, or materials that have not yet 
been installed in the Work. All such storage shall meet manufacturer’s 
specified storage requirements, and the specific provisions of the 
specifications, including temperature and humidity control, if recommended 
by the manufacturer, and for all security. 
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9. Arranging for and erection of Contractor’s work and storage yard. 

10. Posting all OSHA required notices and establishment of safety programs per 
Cal-OSHA. 

11. Full-time presence of Contractor’s superintendent at the job site as required 
herein. 

12. Submittal of Construction Schedule as required by the Contract Documents. 

ARTICLE 7 EXISTENCE OF UTILITIES AT THE WORK SITE 

A. The District has endeavored to determine the existence of utilities at the Project 
site from the records of the owners of known utilities in the vicinity of the Project.  
The positions of these utilities as derived from such records are shown on the 
Plans. 

B. Unless indicated otherwise on the Plans and Specifications, no excavations were 
made to verify the locations shown for underground utilities. The service 
connections to these utilities are not shown on the Plans. Water service 
connections may be shown on the Plans showing general locations of such 
connections. It shall be the responsibility of the Contractor to determine the exact 
location of all service connections. The Contractor shall make its own 
investigations, including exploratory excavations, to determine the locations and 
type of service connections, prior to commencing Work which could result in 
damage to such utilities. The Contractor shall immediately notify the District in 
writing of any utility discovered in a different position than shown on the Plans or 
which is not shown on the Plans. 

C. If applicable, all water meters, water valves, fire hydrants, electrical utility vaults, 
telephone vaults, gas utility valves, and other subsurface structures shall be 
relocated or adjusted to final grade by the Contractor. Locations of existing 
utilities shown on the Plans are approximate and may not be complete. The 
Contractor shall be responsible for coordinating its Work with all utility companies 
during the construction of the Work. 

D. Notwithstanding the above, pursuant to section 4215 of the Government Code, 
the District has the responsibility to identify, with reasonable accuracy, main or 
trunk line facilities on the plans and  specifications. In the event that main or trunk 
line utility facilities are not identified with reasonable accuracy in the plans and 
specifications made a part of the invitation for Bids, the District shall assume the 
responsibility for their timely removal, relocation, or protection. 

E. Contractor, except in an emergency, shall contact the appropriate regional 
notification center, Southern California Underground Service Alert at 811 or 
1-800-227-2600 or on-line at www.digalert.org at least two working days prior to 
commencing any excavation if the excavation will be performed in an area which 
is known, or reasonably should be known, to contain subsurface installations 
other than the underground facilities owned or operated by the District, and 
obtain an inquiry identification number from that notification center. No 
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excavation shall be commenced or carried out by the Contractor unless such an 
inquiry identification number has been assigned to the Contractor or any 
subcontractor of the Contractor and the District has been given the identification 
number by the Contractor. 

ARTICLE 8 SOILS INVESTIGATIONS 

A. Reports and Drawings.  The Special Conditions identify: 

1. those reports known to the District of explorations and tests of subsurface 
conditions at or contiguous to the site; and 

2. those drawings known to the District of physical conditions relating to existing 
surface or subsurface structures at the site (except Underground Facilities). 

B. Limited Reliance by Contractor on Technical Data Authorized.  Contractor may 
rely upon the accuracy of the “technical data” contained in such reports and 
drawings, which were expressly not created or obtained to evaluate or assist in 
the evaluation of constructability, and are not Contract Documents. Contractor 
shall make its own interpretation of the “technical data” and shall be solely 
responsible for any such interpretations.  Except for reliance on the accuracy of 
such “technical data,” Contractor may not rely upon or make any claim against 
the District, District’s Representative, or Engineer of Record, or any of their 
officers, directors, members, partners, employees, agents, consultants, or 
subcontractors, with respect to: 

1. the completeness of such reports and drawings for Contractor’s purposes, 
including without limitation any aspects of the means, methods, techniques, 
sequences, and procedures of construction to be employed by Contractor, 
and safety precautions and programs incident thereto; or 

2. other data, interpretations, opinions, conclusions and information contained in 
such reports or shown or indicated in such drawings; or 

3. any Contractor interpretation of or conclusion drawn from any “technical data” 
or any such other data, interpretations, opinions, or information. 

ARTICLE 9 CONTRACTOR’S SUPERVISION 

Contractor shall continuously keep at the Project site, a competent and experienced full-time 
Project superintendent acceptable to the District.  Superintendent must be able to proficiently 
speak, read and write in English and shall have the authority to make decisions on behalf of the 
Contractor.  Contractor shall continuously provide efficient supervision of the Project. 

ARTICLE 10 WORKERS 

A. Contractor shall at all times enforce strict discipline and good order among its 
employees. Contractor shall not employ on the Project any unfit person or any 
one not skilled in the Work assigned to him or her. 
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B. Any person in the employ of the Contractor whom the District may deem 
incompetent or unfit shall be dismissed from the Work and shall not be 
employed on this Project. 

ARTICLE 11 INDEPENDENT CONTRACTORS 

Contractor shall be an independent contractor for the District and not an employee.  Contractor 
understands and agrees that it and all of its employees shall not be considered officers, 
employees, or agents of District and are not entitled to benefits of any kind normally provided 
employees of District, including but not limited to, state unemployment compensation or 
workers’ compensation.  Contractor assumes full responsibility for the acts and omissions of its 
employees or agents related to the Work. 

ARTICLE 12 SUBCONTRACTS 

A. Contractor agrees to bind every subcontractor to the terms of the Contract 
Documents as far as such terms are applicable to subcontractor’s portion of the 
Work.  Contractor shall be as fully responsible to the District for the acts and 
omissions of its subcontractors and of persons either directly or indirectly 
employed by its subcontractors, as Contractor is for acts and omissions of 
persons directly employed by Contractor.  Nothing contained in these Contract 
Documents shall create any contractual relationship between any subcontractor 
and the District. 

B. The District reserves the right to accept all subcontractors.  The District’s 
acceptance of any subcontractor under this Contract shall not in any way relieve 
Contractor of its obligations in the Contract Documents. 

C. Prior to substituting any subcontractor listed in the Bid Forms, Contractor must 
comply with the requirements of the Subletting and Subcontracting Fair 
Practices Act pursuant to California Public Contract Code section 4100 et seq. 

ARTICLE 13 VERIFICATION OF EMPLOYMENT ELIGIBILITY 

By executing this Contract, Contractor verifies that it fully complies with all requirements and 
restrictions of state and federal law respecting the employment of undocumented aliens, 
including, but not limited to, the Immigration Reform and Control Act of 1986, as may be 
amended from time to time, and shall require all subcontractors, sub-subcontractors and 
consultants to comply with the same.   Each person executing this Contract on behalf of 
Contractor verifies that he or she is a duly authorized officer of Contractor and that any of the 
following shall be grounds for the District to terminate the Contract for cause: (1) failure of the 
Contractor or its subcontractors, sub-subcontractors or consultants to meet any of the 
requirements provided for in this Article; (2) any misrepresentation or material omission 
concerning compliance with such requirements; or (3) failure to immediately remove from the 
Work any person found not to be in compliance with such requirements. 

ARTICLE 14 REQUESTS FOR SUBSTITUTION 

A. For the purposes of this provision, the term “substitution” shall mean the 
substitution of any material, method or service substantially equal to or better in 
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every respect to that indicated in the Standard Specifications or otherwise 
referenced herein. 

B. Pursuant to Public Contract Code section 3400(b), the District may make a 
finding that is described in the Notice Inviting Bids that designates certain 
products, things, or services by specific brand or trade name. 

C. Unless specifically designated in the Special Conditions, whenever any material, 
process, or article is indicated or specified by grade, patent, or proprietary name 
or by name of manufacturer, such specifications shall be deemed to be used for 
the purpose of facilitating the description of the material, process, or article 
desired and shall be deemed to be followed by the words “or equal.”  Contractor 
may, unless otherwise stated, offer for substitution any material, process, or 
article which may be substantially equal to or better in every respect to that so 
indicated or specified in the Contract Documents.  However, the District has 
adopted uniform standards for certain materials, processes, and articles. 

D. The Contractor shall submit substitution requests, together with substantiating 
data, for substitution of any “or equal”  material, process, or article no later than 
thirty-five (35) calendar days after award of Contract.  Provisions regarding 
submission of substitution requests shall not in any way authorize an extension 
of time for the performance of this Contract.  If a substitution request is rejected 
by the District, the Contractor shall provide the material, method or service 
specified herein.  The District shall not be responsible for any costs incurred by 
the Contractor associated with substitution requests.  The burden of proof as to 
the equality of any material, process, or article shall rest with the Contractor.  
The Engineer has the complete and sole discretion to determine if a material, 
process, or article is substantially equal to or better than that specified and to 
approve or reject all substitution requests. 

E. Substantiating data as described above shall include, at a minimum, the 
following information: 

1. A signed affidavit from the Contractor stating that the material, process, or 
article proposed as a substitution is substantially equal to or better than that 
specified in every way except as may be listed on the affidavit. 

2. Illustrations, specifications, catalog cut sheets, and any other relevant data 
required to prove that the material, process, or article is substantially equal to 
or better than that specified. 

3. A statement of the cost implications of the substitution being requested, 
indicating whether and why the proposed substitution will reduce or increase 
the amount of the contract. 

4. Information detailing the durability and lifecycle costs of the proposed 
substitution. 

F. Failure to submit all the required substantiating data detailed above in a timely 
manner so that the substitution request can be adequately reviewed may result 
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in rejection of the substitution request.  The Engineer is not obligated to review 
multiple submittals related the same substitution request resulting from the 
Contractor’s failure to initially submit a complete package. 

G. Time limitations within this Article shall be strictly complied with and in no case 
will an extension of time for completion of the contract be granted because of 
Contractor’s failure to provide substitution requests at the time and in the 
manner described herein. 

H. The Contractor shall bear the costs of all District work associated with the 
review of substitution requests. 

I. If substitution requests approved by the Engineer require that Contractor furnish 
materials, methods or services more expensive than that specified, the 
increased costs shall be borne by Contractor. 

ARTICLE 15 SHOP DRAWINGS 

A. Contractor shall check and verify all field measurements and shall submit with 
such promptness as to provide adequate time for review and cause no delay in 
its own Work or in that of any other contractor, subcontractor, or worker on the 
Project, six (6) copies of all shop drawings, calculations, schedules, and 
materials list, and all other provisions required by the Contract Documents.  
Contractor shall sign all submittals affirming that submittals have been reviewed 
and approved by Contractor prior to submission to Engineer. Each signed 
submittal shall affirm that the submittal meets all the requirements of the 
Contract Documents except as specifically and clearly noted and listed on the 
transmittal letter of the submittal. 

B. Contractor shall make any corrections required by the Engineer, and file with the 
Engineer six (6) corrected copies each, and furnish such other copies as may be 
needed for completion of the Work.  Engineer’s acceptance of shop drawings 
shall not relieve Contractor from responsibility for deviations from the Contract 
Documents unless Contractor has, in writing, called Engineer’s attention to such 
deviations at time of submission and has secured the Engineer’s written 
acceptance.  Engineer’s acceptance of shop drawings shall not relieve 
Contractor from responsibility for errors in shop drawings. 

ARTICLE 16 SUBMITTALS 

A. Contractor shall furnish to the Engineer for approval, prior to purchasing or 
commencing any Work, a log of all samples, material lists and certifications, mix 
designs, schedules, and other submittals, as required in the Contract 
Documents.  The log shall indicate whether samples will be provided in 
accordance with other provisions of this Contract. 

B. Contractor will provide samples and submittals, together with catalogs and 
supporting data required by the Engineer, to the Engineer within a reasonable 
time period to provide for adequate review and avoid delays in the Work. 
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C. These requirements shall not authorize any extension of time for performance of 
this Contract. Engineer will check and approve such samples, but only for 
conformance with design concept of work and for compliance with information 
given in the Contract Documents. Work shall be in accordance with approved 
samples and submittals. 

ARTICLE 17 MATERIALS 

A. Except as otherwise specifically stated in the Contract Documents, Contractor 
shall provide and pay for all materials, labor, tools, equipment, lights, power, 
transportation, superintendence, temporary constructions of every nature, and 
all other services and facilities of every nature whatsoever necessary to execute 
and complete this Contract within specified time. 

B. Unless otherwise specified, all materials shall be new and the best of their 
respective kinds and grades as noted and/or specified, and workmanship shall 
be of good quality. 

C. Materials shall be furnished in ample quantities and at such times as to ensure 
uninterrupted progress of the Work and shall be stored properly and protected 
as required by the Contract Documents. Contractor shall be entirely responsible 
for damage or loss by weather or other causes to materials or Work. 

D. No materials, supplies, or equipment for Work under this Contract shall be 
purchased subject to any chattel mortgage or under a conditional sale or other 
agreement by which an interest therein or in any part thereof is retained by the 
seller or supplier.  Contractor warrants good title to all material, supplies, and 
equipment installed or incorporated in the Work and agrees upon completion of 
all work to deliver the Project, to the District free from any claims, liens, or 
charges. 

E. Materials shall be stored on the Project site in such manner so as not to 
interfere with any operations of the District or any independent contractor. 

F. Contractor shall verify all measurements, dimensions, elevations, and quantities 
before ordering any materials or performing any Work, and the District shall not 
be liable for Contractor’s failure to so.  No additional compensation, over and 
above payment for the actual quantities at the prices set out in the Bid Form, will 
be allowed because of differences between actual measurements, dimension, 
elevations and quantities and those indicated on the Plans and in the 
Specifications.  Any difference therein shall be submitted to the Engineer for 
consideration before proceeding with the Work. 

ARTICLE 18 PERMITS AND LICENSES 

A. District will apply and pay for the review of necessary encroachment permits for 
Work within the public rights-of-way.  Contractor shall obtain all other necessary 
permits and licenses for the construction of the Project, including encroachment 
permits, and shall pay all fees required by law and shall comply with all laws, 
ordinances, rules and regulations relating to the Work and to the preservation of 
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public health and safety.  Before acceptance of the Project, the Contractor shall 
submit all licenses, permits, certificates of inspection and required approvals to 
the District. 

B. The Bid Form contains an allowance for the Contractor’s cost of acquiring traffic 
control permits and for construction inspection fees that may be charged to the 
Contractor by the Agency of Jurisdiction.  The allowance is included within the 
Bid Form to eliminate the need by bidders to research or estimate the costs of 
traffic control permits and construction inspection fees prior to submitting a bid.  
The allowance is specifically intended to account for the costs of traffic control 
permits and construction inspection fees charged by the local Agency of 
Jurisdiction only.  No other costs payable by Contractor to the Agency of 
Jurisdiction are included within the allowance.  Payment by District to Contractor 
under the Permit and Inspection Allowance Bid Item shall be made based on 
actual cost receipts only and in accordance with the provisions of these 
specifications. 

ARTICLE 19 TRENCHES 

A. Trenches Five Feet or More in Depth.  Contractor shall submit to the Engineer 
at the preconstruction meeting, a detailed plan showing the design of shoring, 
bracing, sloping or other provisions to be made for worker protection from 
hazards of caving ground during the excavation of any trench or trenches five 
feet or more in depth.  If such plan varies from shoring system standards 
established by the Construction Safety Orders of the California Code of 
Regulations, Department of Industrial Relations, the plan shall be prepared by a 
California registered civil or structural engineer.  The plan shall not be less 
effective than the shoring, bracing, sloping, or other provisions of the 
Construction Safety Orders, as defined in the California Code of Regulations.  
The Contractor shall designate in writing the “competent person” as defined in 
Title 8, California Code of Regulations, who shall be present at the Work Site 
each day that trenching/excavation is in progress.  The “competent person” shall 
prepare and provide daily trenching/excavation inspection reports to the 
Engineer.  Contractor shall also submit a copy of its annual California 
Occupational Safety and Health Administration (Cal/OSHA) trench/excavation 
permit. 

B. Excavations Deeper than Four Feet.  If the Work involves excavating trenches 
or other excavations that extend deeper than four feet below the surface, 
Contractor shall promptly, and before the excavation is further disturbed, notify 
the District in writing of any of the following conditions: 

C. Material that the Contractor believes may be material that is hazardous waste, 
as defined in section 25117 of the Health and Safety Code, that is required to be 
removed to a Class I, Class II, or Class III disposal site in accordance with 
provisions of existing law. 

1. Subsurface or latent physical conditions at the site differing from those 
indicated. 
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2. Unknown physical conditions at the site of any unusual nature, different 
materially from those ordinarily encountered and generally recognized as 
inherent in work of the character provided for in the Contract 

The District shall promptly investigate the conditions, and if it finds that the conditions 
do so materially differ, or do involve hazardous waste, and cause a decrease or 
increase in Contractor’s cost of, or the time required for, performance of any part of 
the Work, shall issue a change order under the procedures described in the Contract 
Documents. 

In the event that a dispute arises between the District and the Contractor as to 
whether the conditions materially differ, or involve hazardous waste, or cause a 
decrease or increase in the Contractor’s cost of, or time required for, performance of 
any part of the Work, the Contractor shall not be excused from any scheduled 
completion date provided for by the Contract, but shall proceed with all Work to be 
performed under the Contract. Contractor shall retain any and all rights provided 
either by contract or by law which pertain to the resolution of disputes and protests 
between the parties. 

ARTICLE 20 TRAFFIC CONTROL 

A. Traffic control plan(s) for the Work may be required by the Agency(s) of 
Jurisdiction.  Traffic control plans, if required, shall be prepared at Contractor’s 
expense, and traffic control shall be performed at Contractor’s expense in 
accordance with the requirements of the Agency(s) of Jurisdiction.  The Permit 
and Inspection Allowance included within the Bid Form includes the cost of 
required traffic control permit(s) and construction inspection by the Agency(s) of 
Jurisdiction only.  The Permit and Inspection Allowance does not include costs 
for preparation of any required traffic control plans, implementation of any traffic 
control requirements or for any traffic signal services that may be required.  
Costs for traffic control plans, implementation of traffic control, or traffic signal 
services required by the Agency(s) of Jurisdiction shall be included in the 
Contractor’s Bid. 

B. All warning signs and safety devices used by the Contractor to perform the Work 
shall conform to the requirements contained in the State of California, 
Department of Transportation’s current edition of “Manual of Traffic Controls for 
Construction and Maintenance Work Zones” or to the requirements of the local 
agency. The Contractor shall also be responsible for all traffic control required 
by the agency having jurisdiction over the project on the intersecting streets. 
Contractor must submit a traffic control plan to the agency having jurisdiction 
over the project for approval prior to starting work. 

C. The Contractor’s representative on the site responsible for traffic control shall 
produce evidence that he/she has completed training acceptable to the 
California Department of Transportation for safety through construction zones. 
All of the streets in which the Work will occur shall remain open to traffic and 
one lane of traffic maintained at all times unless otherwise directed by the 
agency of jurisdiction. Businesses and residences adjacent to the Work shall be 
notified forty-eight (48) hours in advance of closing of driveways. The Contractor 
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shall make every effort to minimize the amount of public parking temporarily 
eliminated due to construction in areas fronting businesses. No stockpiles of 
pipe or other material will be allowed in traveled right-of-ways after working 
hours unless otherwise approved by the Engineer. 

ARTICLE 21 DIVERSION OF RECYCLABLE WASTE MATERIALS 

In compliance with the applicable District’s waste reduction and recycling efforts, Contractor 
shall divert all Recyclable Waste Materials to appropriate recycling centers as required for 
compliance with the local jurisdiction’s waste diversion ordinances.  Contractor will be required 
to submit weight tickets and written proof of diversion with its monthly progress payment 
requests.  Contractor shall complete and execute any certification forms required by District or 
other applicable agencies to document Contractor’s compliance with these diversion 
requirements.  All costs incurred for these waste diversion efforts shall be the responsibility of 
the Contractor. 

ARTICLE 22 REMOVAL OF HAZARDOUS MATERIALS 

Should Contractor encounter material reasonably believed to be polychlorinated biphenyl (PCB) 
or other toxic wastes and hazardous materials which have not been rendered harmless at the 
Project site, the Contractor shall immediately stop work at the affected Project site and shall 
report the condition to the District in writing. The District shall contract for any services required 
to directly remove and/or abate PCBs and other toxic wastes and hazardous materials, if 
required by the Project site(s), and shall not require the Contractor to subcontract for such 
services. The Work in the affected area shall not thereafter be resumed except by written 
agreement of the District and Contractor. 

ARTICLE 23 SANITARY FACILITIES 

Contractor shall provide sanitary temporary toilet buildings and hand washing facilities for the 
use of all workers.  All toilets and hand washing facilities shall comply with local codes and 
ordinances.  Toilets shall be kept supplied with toilet paper and shall have workable door 
fasteners.  Toilets and hand washing facilities shall be serviced no less than once weekly and 
shall be present in a quantity of not less than 1 per 20 workers as required by Cal/OSHA 
regulations.  The toilets and hand washing facilities shall be maintained in a sanitary condition at 
all times.  Use of toilet and hand washing facilities in the Work under construction shall not be 
permitted.  Any other Sanitary Facilities required by Cal/OSHA shall be the responsibility of the 
Contractor. 

ARTICLE 24 AIR POLLUTION CONTROL 

Contractor shall comply with all air pollution control rules, regulations, ordinances and statutes, 
including, but not limited to, those required by the South Coast Air Quality Management District.  
All containers of paint, thinner, curing compound, solvent or liquid asphalt shall be labeled to 
indicate that the contents fully comply with the applicable material requirements. 

ARTICLE 25 LAYOUT AND FIELD ENGINEERING 

All field engineering required for laying out the Work and establishing grades for earthwork 
operations shall be furnished by the Contractor at its expense. 
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ARTICLE 26 TESTS AND INSPECTIONS 

A. If the Contract Documents, the Engineer, or any instructions, laws, ordinances, 
or public authority requires any part of the Work to be tested or Approved, 
Contractor shall provide the Engineer at least two (2) working days’ notice of its 
readiness for observation or inspection.  If inspection is by a public authority 
other than the District, Contractor shall promptly inform the District of the date 
fixed for such inspection.  Required certificates of inspection (or similar) shall be 
secured by Contractor.  Costs for District testing and District inspection shall be 
paid by the District.  Costs of tests for Work found not to be in compliance shall 
be paid by the Contractor. 

B. If any Work is done or covered up without the required testing or approval, the 
Contractor shall uncover or deconstruct the Work, and the Work shall be redone 
after completion of the testing at the Contractor’s cost in compliance with the 
Contract Documents. 

C. Where inspection and testing are to be conducted by an independent laboratory 
or agency, materials or samples of materials to be inspected or tested shall be 
selected by such laboratory or agency, or by the District, and not by Contractor.  
All tests or inspections of materials shall be made in accordance with the 
commonly recognized standards of national organizations. 

D. In advance of manufacture of materials to be supplied by Contractor which must 
be tested or inspected, Contractor shall notify the District so that the District may 
arrange for testing at the source of supply.  Any materials which have not 
satisfactorily passed such testing and inspection shall not be incorporated into 
the Work. 

E. If the manufacture of materials to be inspected or tested will occur in a plant or 
location greater than sixty (60) miles from the District, the Contractor shall pay 
for any excessive or unusual costs associated with such testing or inspection, 
including but not limited to excessive travel time, standby time and required 
lodging. 

F. Reexamination of Work may be ordered by the District.  If so ordered, Work 
must be uncovered or deconstructed by Contractor.  If Work is found to be in 
accordance with the Contract Documents, the District shall pay the costs of 
reexamination and reconstruction. If such work is found not to be in accordance 
with the Contract Documents, Contractor shall pay all costs. 

ARTICLE 27 PROTECTION OF WORK AND PROPERTY 

A. The Contractor shall be responsible for all damages to persons or property that 
occurs as a result of the Work.  Contractor shall be responsible for the proper 
care and protection of all materials delivered and Work performed until 
completion and final Acceptance by the District.  All Work shall be solely at the 
Contractor’s risk.  Contractor shall adequately protect adjacent property from 
settlement or loss of lateral support as necessary.  Contractor shall comply with 
all applicable safety laws and building codes to prevent accidents or injury to 
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persons on, about, or adjacent to the Project site where Work is being 
performed.  Contractor shall erect and properly maintain at all times, as required 
by field conditions and progress of work, all necessary safeguards, signs, 
barriers, lights, and watchmen for protection of workers and the public, and shall 
post danger signs warning against hazards created in the course of 
construction. 

B. In an emergency affecting safety of life or of work or of adjoining property, 
Contractor, without special instruction or authorization from the Engineer, is 
hereby permitted to act to prevent such threatened loss or injury; and Contractor 
shall so act, without appeal, if so authorized or instructed by the Engineer or the 
District.  Any compensation claimed by Contractor on account of emergency 
work shall be determined by and agreed upon by the District and the Contractor. 

ARTICLE 28 CONTRACTOR’S MEANS AND METHODS 

Contractor is solely responsible for the means and methods utilized to perform the Work.  In no 
case shall the Contractor’s means and methods deviate from commonly used industry 
standards. 

ARTICLE 29 AUTHORIZED REPRESENTATIVES 

The District shall designate representatives, who shall have the right to be present at the Project 
site at all times.  The District may designate an inspector who shall have the right to observe all 
of the Contractor’s Work.  The inspector shall not be responsible for the Contractor’s failure to 
carry out the Work in accordance with the Contract Documents.  Contractor shall provide safe 
and proper facilities for such access. 

ARTICLE 30 HOURS OF WORK 

A. As provided in Article 3 (commencing at section 1810), Chapter 1, Part 7, 
Division 2 of the Labor Code, Contractor stipulates that eight (8) hours of labor 
shall constitute a legal day’s work.  The time of service of any worker employed 
at any time by the Contractor or by any subcontractor on any subcontract under 
this Contract upon the Work or upon any part of the Work contemplated by this 
Contract is limited and restricted to eight (8) hours during any one calendar day 
and 40 hours during any one calendar week, except as hereinafter provided.  
Notwithstanding the provisions herein above set forth, work performed by 
employees of Contractor in excess of eight (8) hours per day, and 40 hours 
during any one week, shall be permitted upon this public work upon 
compensation for all hours worked in excess of eight (8) hours per day at not 
less than one and one-half times the basic rate of pay. 

B. The Contractor and every subcontractor shall keep an accurate record showing 
the name of and actual hours worked each calendar day and each calendar 
week by each worker employed in connection with the Work or any part of the 
Work contemplated by this Contract.  The record shall be kept open at all 
reasonable hours to the inspection of the District and to the Division of Labor 
Law Enforcement, Department of Industrial Relations of the State of California. 
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C. The Contractor shall pay to the District a penalty of twenty-five dollars ($25.00) 
for each worker employed in the execution of this Contract by the Contractor or 
by any subcontractor for each calendar day during which such worker is 
required or permitted to work more than eight (8) hours in any calendar day and 
40 hours in any one calendar week in violation of the provisions of Article 3 
(commencing at section 1810), Chapter 1, Part 7, Division 2 of the Labor Code. 

D. Any work necessary to be performed after regular working hours, or on 
Saturdays and Sundays or other holidays, shall be performed without additional 
expense to the District. 

E. District will provide inspection during normal working hours from 7:00 a.m. to 
3:30 p.m. Monday through Friday. Inspection before or after this time will be 
charged to the Contractor as reimbursable inspection time. Inspections on 
weekends requires two days’ notice for review and approval. Upon written 
request and approval the 8.5 hour working day may be changed to other limits 
subject to city/county ordinance. 

F. It shall be unlawful for any person to operate, permit, use, or cause to operate 
any of the following at the Project site, other than between the hours of 7:00 
a.m. to 5:00 p.m., Monday through Friday, with no Work allowed on the District-
observed holidays, unless otherwise approved by the District: 

1. Powered Vehicles 

2. Construction Equipment 

3. Loading and Unloading Vehicles 

4. Domestic Power Tools 

ARTICLE 31 PAYROLL RECORDS 

A. Pursuant to Labor Code section 1776, Contractor and all subcontractors shall 
maintain weekly certified payroll records, showing the names, addresses, Social 
Security numbers, work classifications, straight time and overtime hours worked 
each day and week, and the actual per diem wages paid to each journeyman, 
apprentice, worker, or other employee employed by them in connection with the 
Work under this Contract.  Contractor shall certify under penalty of perjury that 
records maintained and submitted by Contractor are true and accurate.  
Contractor shall also require subcontractor(s) to certify weekly payroll records 
under penalty of perjury. 

B. In accordance with Labor Code section 1771.4, the Contractor and each 
subcontractor shall furnish the certified payroll records directly to the 
Department of Industrial Relations (“DIR”) on the specified interval and format 
prescribed by the DIR, which may include electronic submission.  Contractor 
shall comply with all requirements and regulations from the DIR relating to labor 
compliance monitoring and enforcement. 
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C. The payroll records described herein shall be certified and submitted by the 
Contractor at a time designated by the District.  The Contractor shall also 
provide the following: 

1. A certified copy of the employee’s payroll records shall be made available for 
inspection or furnished to such employee or his or her authorized 
representative on request. 

2. A certified copy of all payroll records described herein shall be made 
available for inspection or furnished upon request of the DIR. 

D. Unless submitted electronically, the certified payroll records shall be on forms 
provided by the Division of Labor Standards Enforcement (“DLSE”) of the DIR or 
shall contain the same information as the forms provided by the DLSE. 

E. Any copy of records made available for inspection as copies and furnished upon 
request to the public or any public agency, the District, the Division of 
Apprenticeship Standards or the Division of Labor Standards Enforcement shall 
be marked or obliterated in such a manner as to prevent disclosure of an 
individual's name, address and social security number.  The name and address 
of the Contractor awarded the Contract or performing the contract shall not be 
marked or obliterated. 

F. In the event of noncompliance with the requirements of this Article, the 
Contractor shall have ten (10) calendar days in which to comply subsequent to 
receipt of written notice specifying in what respects the Contractor must comply 
with this Article.  Should noncompliance still be evident after such 10-day period, 
the Contractor shall pay a penalty of one hundred dollars ($100.00) to the 
District for each calendar day, or portion thereof, for each worker, until strict 
compliance is effectuated.  Upon the request of the Division of Apprenticeship 
Standards or the Division of Labor Standards Enforcement, such penalties shall 
be withheld from progress payment then due. 

G. The responsibility for compliance with this Article shall rest upon the Contractor. 

ARTICLE 32 PREVAILING RATES OF WAGES 

A. The Contractor is aware of the requirements of Labor Code sections 1720 et 
seq. and 1770 et seq., as well as California Code of Regulations, Title 8, Section 
16000 et seq. (“Prevailing Wage Laws”), which require the payment of prevailing 
wage rates and the performance of other requirements on certain “public works” 
and “maintenance” projects.  Since this Project involves an applicable “public 
works” or “maintenance” project, as defined by the Prevailing Wage Laws, and 
since the total compensation is $1,000 or more, Contractor agrees to fully 
comply with such Prevailing Wage Laws.  The Contractor shall obtain a copy of 
the prevailing rates of per diem wages at the commencement of this Contract 
from the website of the Division of Labor Statistics and Research of the 
Department of Industrial Relations located at www.dir.ca.gov.  In the alternative, 
the Contractor may view a copy of the prevailing rate of per diem wages which 
are on file at the District’s Administration Office and shall be made available to 
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interested parties upon request.  Contractor shall make copies of the prevailing 
rates of per diem wages for each craft, classification, or type of worker needed 
to perform work on the Project available to interested parties upon request, and 
shall post copies at the Contractor’s principal place of business and at the 
Project site.  Contractor shall defend, indemnify and hold the District, its officials, 
officers, employees and authorized volunteers free and harmless from any 
claims, liabilities, costs, penalties or interest arising out of any failure or allege 
failure to comply with the Prevailing Wage Laws. 

B. The Contractor shall forfeit as a penalty to the District not more than Two 
Hundred Dollars ($200.00), pursuant to Labor Code section 1775, for each 
calendar day, or portion thereof, for each worker paid less than the prevailing 
wage rate as determined by the Director of the Department of Industrial 
Relations for such work or craft in which such worker is employed for any public 
work done under the Contract by it or by any subcontractor under it.  The 
difference between such prevailing wage rate and the amount paid to each 
worker for each calendar day or portion thereof, for which each worker was paid 
less than the prevailing wage rate, shall be paid to each worker by the 
Contractor. 

C. Contractor shall post, at appropriate conspicuous points on the Project site, a 
schedule showing all determined general prevailing wage rates and all 
authorized deductions, if any, from unpaid wages actually earned. 

ARTICLE 33 PUBLIC WORKS CONTRACTOR REGISTRATION 

Pursuant to Labor Code sections 1725.5 and 1771.1, the Contractor and its subcontractors 
must be registered with the Department of Industrial Relations prior to the execution of a 
contract to perform public works.  By entering into this Contract, Contractor represents that it is 
aware of the registration requirement and is currently registered with the DIR.  Contractor shall 
maintain a current registration for the duration of the Project.  Contractor shall further include the 
requirements of Labor Code sections 1725.5 and 1771.1 in any subcontract and ensure that all 
subcontractors are registered at the time this Contract is entered into and maintain registration 
for the duration of the Project. 

ARTICLE 34 EMPLOYMENT OF APPRENTICES 

A. Contractor and all subcontractors shall comply with the requirements of Labor 
Code sections 1777.5 and 1777.6 in the employment of apprentices. 

B. Information relative to apprenticeship standards, wage schedules, and other 
requirements may be obtained from the Director of Industrial Relations, ex 
officio the Administrator of Apprenticeship, San Francisco, California, or from the 
Division of Apprenticeship Standards and its branch offices. 

C. Knowing violations of Labor Code section 1777.5 will result in forfeiture not to 
exceed one hundred dollars ($100.00) for each calendar day of non-compliance 
pursuant to Labor Code section 1777.7. 

D. The responsibility for compliance with this Article shall rest upon the Contractor. 
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ARTICLE 35 NONDISCRIMINATION/EQUAL EMPLOYMENT OPPORTUNITY 

Pursuant to Labor Code section 1735 and other applicable provisions of law, the Contractor and 
its subcontractors shall not discriminate against any employee or applicant for employment 
because of race, religious creed, color, national origin, ancestry, physical disability, mental 
disability, medical condition, marital status, sex, age, sexual orientation, or any other 
classifications protected by law on this Project.  The Contractor will take affirmative action to 
insure that employees are treated during employment or training without regard to their race, 
religious creed, color, national origin, ancestry, physical disability, mental disability, medical 
condition, marital status, sex, age, sexual orientation, or any other classifications protected by 
law. 

Employment Eligibility; Contractor.  By executing this Contract, Contractor verifies that it fully 
complies with all requirements and restrictions of state and federal law respecting the 
employment of undocumented aliens, including, but not limited to, the Immigration Reform and 
Control Act of 1986, as may be amended from time to time.  Such requirements and restrictions 
include, but are not limited to, examination and retention of documentation confirming the 
identity and immigration status of each employee of the Contractor.  Contractor also verifies that 
it has not committed a violation of any such law within the five (5) years immediately preceding 
the date of execution of this Contract, and shall not violate any such law at any time during the 
term of the Contract.  Contractor shall avoid any violation of any such law during the term of this 
Contract by participating in an electronic verification of work authorization program operated by 
the United States Department of Homeland Security, by participating in an equivalent federal 
work authorization program operated by the United States Department of Homeland Security to 
verify information of newly hired employees, or by some other legally acceptable method.  
Contractor shall maintain records of each such verification, and shall make them available to the 
District or its representatives for inspection and copy at any time during normal business hours.  
The District shall not be responsible for any costs or expenses related to Contractor’s 
compliance with the requirements provided for  or referred to herein. 

Employment Eligibility; Subcontractors, Sub-subcontractors and Consultants.  To the same 
extent and under the same conditions as Contractor, Contractor shall require all of its 
subcontractors, sub-subcontractors and consultants performing any part of the Work or of this 
Contract to make the same verifications and comply with all requirements and restrictions 
provided for herein.     

Employment Eligibility; Failure to Comply.  Each person executing this Contract on behalf of 
Contractor verifies that he or she is a duly authorized officer of Contractor, and understands that 
any of the following shall be grounds for the District to terminate the Contract for cause: (1) 
failure of Contractor or its subcontractors, sub-subcontractors or consultants to meet any of the 
requirements provided for herein; (2) any misrepresentation or material omission concerning 
compliance with such requirements; or (3) failure to immediately remove from the Work any 
person found not to be in compliance with such requirements. 

ARTICLE 36 DEBARMENT OF CONTRACTORS AND SUBCONTRACTORS 

Contractors or subcontractors may not perform work on a public works project with a 
subcontractor who is ineligible to perform work on a public project pursuant to Labor Code 
section 1777.1 or 1777.7.  Any contract on a public works project entered into between a 
contractor and a debarred subcontractor is void as a matter of law.  A debarred subcontractor 
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may not receive any public money for performing work as a subcontractor on a public works 
contract.  Any public money that is paid, or may have been paid to a debarred subcontractor by 
a contractor on the project shall be returned to the District.  The Contractor shall be responsible 
for the payment of wages to workers of a debarred subcontractor who has been allowed to work 
on the project. 

ARTICLE 37 LABOR/EMPLOYMENT SAFETY 

The Contractor shall comply with all applicable laws and regulations of the federal, state, and 
local government, including Cal/OSHA requirements and requirements for verification of 
employees’ legal right to work in the United States. 

The Contractor shall maintain emergency first aid treatment for his employees which complies 
with the Federal Occupational Safety and Health Act of 1970 (29 U.S.C. § 651 et seq.), and 
California Code of Regulations, Title 8, Industrial Relations Division 1, Department of Industrial 
Relations, Chapter 4.  The Contractor shall ensure the availability of emergency medical 
services for its employees in accordance with California Code of Regulations, Title 8, Section 
1512. 

The Contractor shall submit the Illness and Injury Prevention Program and a Project site specific 
safety program to the District prior to beginning Work at the Project site.  Contractor shall 
maintain a confined space program that meets or exceeds the District Standards.  Contractor 
shall adhere to the District’s lock out tag out program. 

ARTICLE 38 INSURANCE 

The Contractor shall obtain, and at all times during performance of the Work of Contract, 
maintain all of the insurance described in this Article.  Contractor shall not commence Work 
under this Contract until it has provided evidence satisfactory to the District that it has secured 
all insurance required hereunder.  Contractor shall not allow any subcontractor to commence 
work on any subcontract until it has provided evidence satisfactory to the District that the 
subcontractor has secured all insurance required under this Article.  Failure to provide and 
maintain all required insurance shall be grounds for the District to terminate this Contract for 
cause.  Contractor shall furnish District with original certificates of insurance and endorsements 
effective coverage required by this Contract on forms satisfactory to the District.  The certificates 
and endorsements for each insurance policy shall be signed by a person authorized by that 
insurer to bind coverage on its behalf, and shall be on forms acceptable to the District.  All 
certificates and endorsements must be received and approved by the District before Work 
commences. 

A. Additional Insureds; Waiver of Subrogation.  The District, its officials, 
officers, employees, agents and authorized volunteers shall be named as 
Additional Insureds on Contractor’s All Risk policy and on Contractor’s and its 
subcontractors’ policies of Commercial General Liability and Automobile Liability 
insurance using, for Contractor’s policy/ies of  Commercial General Liability 
insurance, ISO CG forms 20 10 and 20 37 (or endorsements providing the exact 
same coverage, including completed operations), and, for subcontractors’ 
policies of Commercial General Liability insurance, ISO CG form 20 38 (or 
endorsements providing the exact same coverage).  Notwithstanding the 
minimum limits set forth in this Contract for any type of insurance coverage, all 
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available insurance proceeds in excess of the specified minimum limits of 
coverage shall be available to the parties required to be named as Additional 
Insureds hereunder.  Contractor and its insurance carriers shall provide a 
Waiver of Subrogation in favor of those parties. 

B. Workers’ Compensation Insurance.  The Contractor shall provide workers’ 
compensation insurance for all of the employees engaged in Work under this 
Contract, on or at the Site, and, in case of any sublet Work, the Contractor shall 
require the subcontractor similarly to provide workers’ compensation insurance 
for all the latter’s employees as prescribed by State law. Any class of employee 
or employees not covered by a subcontractor’s insurance shall be covered by 
the Contractor’s insurance. In case any class of employees engaged in work 
under this Contract, on or at the Site, is not protected under the Workers’ 
Compensation Statutes, the Contractor shall provide or shall cause a 
subcontractor to provide, adequate insurance coverage for the protection of 
such employees not otherwise protected. The Contractor is required to secure 
payment of compensation to his employees in accordance with the provisions of 
section 3700 of the Labor Code.  The Contractor shall file with the District 
certificates of his insurance protecting workers. Company or companies 
providing insurance coverage shall be acceptable to the District, if in the form 
and coverage as set forth in the Contract Documents. 

C. Employer’s Liability Insurance.  Contractor shall provide Employer’s Liability 
Insurance, including Occupational Disease, in the amount of at least one million 
dollars ($1,000,000.00) per person per accident.  Contractor shall provide 
District with a certificate of Employer’s Liability Insurance. Such insurance shall 
comply with the provisions of the Contract Documents.  The policy shall be 
endorsed, if applicable, to provide a Borrowed Servant/Alternate Employer 
Endorsement and contain a Waiver of Subrogation in favor of the District. 

D. Commercial General Liability Insurance.  Contractor shall provide 
“occurrence” form Commercial General Liability insurance coverage at least as 
broad as the most current ISO CGL Form 00 01, including but not limited to, 
premises liability, contractual liability, products/completed operations, personal 
and advertising injury which may arise from or out of Contractor’s operations, 
use, and management of the Site, or the performance of its obligations 
hereunder.  The policy shall not contain any exclusion contrary to this Contract 
including but not limited to endorsements or provisions limiting coverage for (1) 
contractual liability (including but not limited to ISO CG 24 26 or 21 39); or (2) 
cross-liability for claims or suits against one insured against another.  Policy 
limits shall not be less than $1,000,000 per occurrence for bodily injury, personal 
injury and property damage.  If Commercial General Liability Insurance or other 
form with a general aggregate limit is used, either the general aggregate limit 
shall apply separately to this project/location or the general aggregate limit shall 
be twice the required occurrence limit.  Defense costs shall be paid in addition to 
the limits. 

1. Such policy shall comply with all the requirements of this Article. The limits 
set forth herein shall apply separately to each insured against whom claims 
are made or suits are brought, except with respect to the limits of liability.  



GENERAL CONDITIONS 
SECTION F- LABOR AND CONSTRUCTION 

 

F-25 
 

Further the limits set forth herein shall not be construed to relieve the 
Contractor from liability in excess of such coverage, nor shall it limit 
Contractor’s indemnification obligations to the District, and shall not preclude 
the District from taking such other actions available to the District under other 
provisions of the Contract Documents or law. 

2. All general liability policies provided pursuant to the provisions of this Article 
shall comply with the provisions of the Contract Documents. 

3. All general liability policies shall be written to apply to all bodily injury, 
including death, property damage, personal injury, owned and non-owned 
equipment, blanket contractual liability, completed operations liability, 
explosion, collapse, under-ground excavation, removal of lateral support, and 
other covered loss, however occasioned, occurring during the policy term, 
and shall specifically insure the performance by Contractor of that part of the 
indemnification contained in these General Conditions relating to liability for 
injury to or death of persons and damage to property. 

4. If the coverage contains one or more aggregate limits, a minimum of 50% of 
any such aggregate limit must remain available at all times; if over 50% of 
any aggregate limit has been paid or reserved, the District may require 
additional coverage to be purchased by Contractor to restore the required 
limits. Contractor may combine primary, umbrella, and as broad as possible 
excess liability coverage to achieve the total limits indicated above. Any 
umbrella or excess liability policy shall include the additional insured 
endorsement described in the Contract Documents. 

5. All policies of general liability insurance shall permit and Contractor does 
hereby waive any right of subrogation which any insurer of Contractor may 
acquire from Contractor by virtue of the payment of any loss. 

E. Automobile Liability Insurance.  Contractor shall provide “occurrence” form 
Automobile Liability Insurance at least as broad as ISO CA 00 01 (Any Auto) in 
the amount of, at least, one million dollars ($1,000,000) per accident for bodily 
injury and property damage. Such insurance shall provide coverage with respect 
to the ownership, operation, maintenance, use, loading or unloading of any auto 
owned, leased, hired or borrowed by Contractor or for which Contractor is 
responsible, in a form and with insurance companies acceptable to the District.  
All policies of automobile insurance shall permit and Contractor does hereby 
waive any right of subrogation which any insurer of Contractor may acquire from 
Contractor by virtue of the payment of any loss. 

1. Builder’s Risk [“All Risk”]  It is the Contractor’s responsibility to maintain or 
cause to be maintained Builder’s Risk [“All Risk”] extended coverage 
insurance on all work, material, equipment, appliances, tools, and structures 
that are or will become part of the Work and subject to loss or damage by fire, 
and vandalism and malicious mischief, in an amount to cover 100% of the 
replacement cost.  The District accepts no responsibility for the Work until the 
Work is formally accepted by the District. The Contractor shall provide a 
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certificate evidencing this coverage before commencing performance of the 
Work. 

2. The named insureds shall be Contractor, all Subcontractors of any tier 
(excluding those solely responsible for design work), suppliers, and District, 
its elected officials, officers, employees, agents and authorized volunteers, as 
their interests may appear.  Contractor shall not be required to maintain 
property insurance for any portion of the Work following acceptance by 
District. 

3. Policy shall be provided for replacement value on an “all risk” basis.  There 
shall be no coinsurance penalty provision in any such policy.  Policy must 
include:  (1) coverage for any ensuing loss from faulty workmanship, 
nonconforming work, omission or deficiency in design or specifications; (2) 
coverage against machinery accidents and operational testing; (3) coverage 
for removal of debris, and insuring the buildings, structures, machinery, 
equipment, materials, facilities, fixtures and all other properties constituting a 
part of the Project; (4) transit coverage, including ocean marine coverage 
(unless insured by the supplier), with sub-limits sufficient to insure the full 
replacement value of any key equipment item; and (5) coverage with sub-
limits sufficient to insure the full replacement value of any property or 
equipment stored either on or off the Site.  Such insurance shall be on a form 
acceptable to District to ensure adequacy and sublimit. 

4. In addition, the policy shall meet the following requirements: 

a. Insurance policies shall be so conditioned as to cover the performance of any 
extra work performed under the Contract. 

b. Coverage shall include all materials stored on site and in transit. 

c. Coverage shall include Contractor’s tools and equipment. 

d. Insurance shall include boiler, machinery and material hoist coverage. 

F. Contractor’s Pollution Liability Coverage.  Contractor shall provide pollution 
liability insurance in an amount not less than $1,000,000 per occurrence and 
$2,000,000 aggregate. 

G. Contractor shall require all tiers of sub-contractors working under this Contract 
to provide the insurance required under this Article unless otherwise agreed to 
in writing by District.  Contractor shall make certain that any and all 
subcontractors hired by Contractor are insured in accordance with this Contract. 
If any subcontractor’s coverage does not comply with the foregoing provisions, 
Contractor shall indemnify and hold the District harmless from any damage, 
loss, cost, or expense, including attorneys’ fees, incurred by the District as a 
result thereof. 
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ARTICLE 39 FORM AND PROOF OF CARRIAGE OF INSURANCE 

A. Any insurance carrier providing insurance coverage required by the Contract 
Documents shall be admitted to and authorized to do business in the State of 
California unless waived, in writing, by the District’s Risk Manager. Carrier(s) 
shall have an A.M. Best rating of not less than an A:VII.  Insurance deductibles 
or self-insured retentions must be declared by the Contractor. At the election of 
the District the Contractor shall either 1) reduce or eliminate such deductibles or 
self-insured retentions, or 2) procure a bond which guarantees payment of 
losses and related investigations, claims administration, and defense costs and 
expenses.  If umbrella or excess liability coverage is used to meet any required 
limit(s) specified herein, the Contractor shall provide a “follow form” 
endorsement satisfactory to the District indicating that such coverage is subject 
to the same terms and conditions as the underlying liability policy. 

B. Each insurance policy required by this Contract shall be endorsed to state that: 
(1) coverage shall not be suspended, voided, reduced or cancelled except after 
thirty (30) days prior written notice by certified mail, return receipt requested, 
has been given to the District; and (2) any failure to comply with reporting or 
other provisions of the policies, including breaches of warranties, shall not affect 
coverage provided to the District, its officials, officers, agents, employees, and 
volunteers. 

C. The Certificates(s) and policies of insurance shall contain or shall be endorsed 
to contain the covenant of the insurance carrier(s) that it shall provide no less 
than thirty (30) days written notice be given to the District prior to any material 
modification or cancellation of such insurance.  In the event of a material 
modification or cancellation of coverage, the District may terminate the Contract 
or stop the Work in accordance with the Contract Documents, unless the District 
receives, prior to such effective date, another properly executed original 
Certificate of Insurance and original copies of endorsements or certified original 
policies, including all endorsements and attachments thereto evidencing 
coverage’s set forth herein and the insurance required herein is in full force and 
effect.  Contractor shall not take possession, or use the Site, or commence 
operations under this Contract until the District has been furnished original 
Certificate(s) of Insurance and certified original copies of endorsements or 
policies of insurance including all endorsements and any and all other 
attachments as required in this Article.  The original endorsements for each 
policy and the Certificate of Insurance shall be signed by an individual 
authorized by the insurance carrier to do so on its behalf. 

D. The Certificate(s) of  Insurance, policies and endorsements shall so covenant 
and shall be construed as primary, and the District’s insurance and/or 
deductibles and/or self-insured retentions or self-insured programs shall not be 
construed as contributory. 

E. District reserves the right to adjust the monetary limits of insurance coverages 
during the term of this Contract including any extension thereof if, in the 
District’s reasonable judgment, the amount or  type  of insurance carried by the 
Contractor becomes inadequate. 
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F. Contractor shall report to the District, in addition to the Contractor’s insurer, any 
and all insurance claims submitted by the Contractor in connection with the 
Work under this Contract. 

ARTICLE 40 TIME FOR COMPLETION AND LIQUIDATED DAMAGES 

A. Time for Completion/Liquidated Damages.  Time is of the essence in the 
completion of the Work.  Work shall be commenced within ten (10) Days of the 
date stated in the District’s Notice to Proceed and shall be completed by 
Contractor in the time specified in the Contract Documents.  The District is 
under no obligation to consider early completion of the Project; and the Contract 
completion date shall not be amended by the District’s receipt or acceptance of 
the Contractor’s proposed earlier completion date.  Furthermore, Contractor 
shall not, under any circumstances, receive additional compensation from the 
District (including but not limited to indirect, general, administrative or other 
forms of overhead costs) for the period between the time of earlier completion 
proposed by the Contractor and the Contract completion date.  If the Work is not 
completed as stated in the Contract Documents, it is understood that the District 
will suffer damage.  In accordance with Government Code section 53069.85, 
being impractical and infeasible to determine the amount of actual damage, it is 
agreed that Contractor shall pay to the District as fixed and liquidated damages, 
and not as a penalty, the sum stipulated in the Contract for each calendar day of 
delay until the Work is fully completed. Contractor and its surety shall be liable 
for any liquidated damages.  Any money due or to become due the Contractor 
may be retained to cover liquidated damages. 

B. Inclement Weather.  Contractor shall abide by the Engineer’s determination of 
what constitutes inclement weather.  Time extensions for inclement weather 
shall only be granted when the Work stopped during inclement weather is on the 
critical path of the Project schedule. 

C. Extension of Time.  Contractor shall not be charged liquidated damages 
because of any delays in completion of the Work due to unforeseeable causes 
beyond the control and without the fault or negligence of Contractor (or its 
subcontractors or suppliers).  Contractor shall within five (5) Days of identifying 
any such delay notify the District in writing of causes of delay.  The District shall 
ascertain the facts and extent of delay and grant extension of time for 
completing the Work when, in its judgment, the facts justify such an extension. 
Time extensions to the Project shall be requested by the Contractor as they 
occur and without delay.  No delay claims shall be permitted unless the event or 
occurrence delays the completion of the Project beyond the Contract completion 
date. 

D. No Damages for Reasonable Delay.  The District’s liability to Contractor for 
delays for which the District is responsible shall be limited to only an extension 
of time unless such delays were unreasonable under the circumstances. In no 
case shall the District be liable for any costs which are borne by the Contractor 
in the regular course of business, including, but not limited to, home office 
overhead and other ongoing costs.  Damages caused by unreasonable District 
delay, including delays caused by items that are the responsibility of the District 
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pursuant to Government Code section 4215, shall be based on actual costs 
only, no proportions or formulas shall be used to calculate any delay damages. 

ARTICLE 41 COST BREAKDOWN AND INVOICING 

Contractor shall furnish on forms Approved by the District: 

A. Within ten (10) Days of Notice to Proceed with the Contract, a detailed estimate 
giving a complete breakdown of the Contract price, if the Contract amount is a 
lump sum. 

B. A monthly itemized estimate of Work done for the purpose of making progress 
payments. In order for the District to consider and evaluate each progress 
payment application, the Contractor shall submit a detailed measurement of 
Work performed and a progress estimate of the value thereof before the tenth 
(10th) Day of the following month. 

C. Contractor shall submit, with each of its payment requests, an adjusted list of 
actual quantities, verified by the Engineer, for unit price items listed, if any, in the 
Bid Form. 

D. Following the District’s Acceptance of the Work, the Contractor shall submit to 
the District a written statement of the final quantities of unit price items for 
inclusion in the final payment request. 

E. The District shall have the right to adjust any estimate of quantity and to 
subsequently correct any error made in any estimate for payment. 

Contractor shall certify under penalty of perjury, that all cost breakdowns and periodic estimates 
accurately reflect the Work on the Project. 

ARTICLE 42 PROGRESS ESTIMATES AND PAYMENT 

A. By the tenth (10th) Day of the following calendar month, Contractor shall submit 
to Engineer a payment request which shall set forth in detail the value of the 
Work done for the period beginning with the date work was first commenced and 
ending on the end of the calendar month for which the payment request is 
prepared.  Contractor shall include any amount earned for authorized extra 
work.  From the total thus computed, a deduction shall be made in the amount 
of five percent (5%) for retention, except where the District has adopted a 
finding that the Work done under the Contract is substantially complex, and then 
the amount withheld as retention shall be the percentage specified in the Notice 
Inviting Bids.  From the remainder a further deduction may be made in 
accordance with Section B below.  The amount computed, less the amount 
withheld for retention and any amounts withheld as set forth below, shall be the 
amount of the Contractor’s payment request. 

B. The District may withhold a sufficient amount or amounts of any payment or 
payments otherwise due to Contractor, as in his judgment may be necessary to 
cover: 
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1. Payments which may be past due and payable for just claims against 
Contractor or any subcontractors for labor or materials furnished in and about 
the performance of work on the Project under this Contract. 

2. Defective work not remedied. 

3. Failure of Contractor to make proper payments to his subcontractor or for 
material or labor. 

4. Completion of the Contract if there is a reasonable doubt that the Work can 
be completed for balance then unpaid. 

5. Damage to another contractor or a third party. 

6. Amounts which may be due the District for claims against Contractor. 

7. Failure of Contractor to keep the record (“as-built”) drawings up to date. 

8. Failure to provide update on construction schedule as required herein. 

9. Site cleanup. 

10. Failure to comply with Contract Documents. 

11. Liquidated damages. 

12. Legally permitted penalties. 

C. The District may apply such withheld amount or amounts to payment of such 
claims or obligations at its discretion with the exception of subsections (B)(1), 
(3), and (5) of this Article, which must be retained or applied in accordance with 
applicable law.  In so doing, the District shall be deemed the agent of Contractor 
and any payment so made by the District shall be considered as a payment 
made under contract by the District to Contractor and the District shall not be 
liable to Contractor for such payments made in good faith.  Such payments may 
be made without prior judicial determination of claim or obligations.  The District 
will render Contractor a proper accounting of such funds disbursed on behalf of 
Contractor. 

D. Upon receipt, the Engineer shall review the payment request to determine 
whether it is undisputed and suitable for payment.  If the payment request is 
determined to be unsuitable for payment, it shall be returned to Contractor as 
soon as practicable but not later than seven (7) Days after receipt, accompanied 
by a document setting forth in writing the reasons why the payment request is 
not proper.  The District shall make the progress payment within 30 calendar 
days after the receipt of an undisputed and properly submitted payment request 
from Contractor, provided that a release of liens and claims has been received 
from the Contractor pursuant to Civil Code section 8132.  The number of days 
available to the District to make a payment without incurring interest pursuant to 



GENERAL CONDITIONS 
SECTION F- LABOR AND CONSTRUCTION 

 

F-31 
 

this paragraph shall be reduced by the number of days by which the Engineer 
exceeds the seven (7) Day requirement. 

E. A payment request shall be considered properly executed if funds are available 
for payment of the payment request and payment is not delayed due to an audit 
inquiry by the financial officer of the District. 

ARTICLE 43 SECURITIES FOR MONEY WITHHELD 

Pursuant to section 22300 of the Public Contract Code of the State of California, Contractor may 
request the District to make retention payments directly to an escrow agent or may substitute 
securities for any money withheld by the District to ensure performance under the contract.  At 
the request and expense of Contractor, securities equivalent to the amount withheld shall be 
deposited with the District or with a state or federally chartered bank as the escrow agent who 
shall return such securities to Contractor upon satisfactory completion of the contract.  Deposit 
of securities with an escrow agent shall be subject to a written agreement substantially in the 
form provided in section 22300 of the Public Contract Code. 

ARTICLE 44 CHANGES AND EXTRA WORK. 

A. Contract Change Orders. 

1. The District, without invalidating the Contract, may order changes in the Work 
consisting of additions, deletions or other revisions, and the Contract Price 
and Contract Time shall be adjusted accordingly.  Except as otherwise 
provided herein, all such changes in the Work shall be authorized by Change 
Order, and shall be performed under the applicable conditions of the Contract 
Documents.  A Change Order signed by the Contractor indicates the 
Contractor's agreement therewith, including any adjustment in the Contract 
Price or the Contract Time, and the full and final settlement of all costs 
(direct, indirect and overhead) related to the Work authorized by the Change 
Order. 

2. Contractor shall promptly execute changes in the Work as directed in writing 
by the District even when the parties have not reached agreement on 
whether the change increases the scope of Work or affects the Contract Price 
or Contract Time.  All claims for additional compensation to the Contractor 
shall be presented in writing.  No claim will be considered after the Work in 
question has been done unless a written Change Order has been issued or a 
timely written notice of claim has been made by Contractor. 

3. Whenever any change is made as provided for herein, such change shall be 
considered and treated as though originally included in the Contract, and 
shall be subject to all terms, conditions, and provisions of the original 
Contract. 

4. Contractor shall not be entitled to claim or bring suit for damages, whether for 
loss of profits or otherwise, on account of any decrease or omission of any 
item or portion of Work to be done. 
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5. No dispute, disagreement, or failure of the parties to reach agreement on the 
terms of the Change Order shall relieve the Contractor from the obligation to 
proceed with performance of the work, including Additional Work, promptly 
and expeditiously. 

6. Contractor shall make available to the District any of the Contractor’s 
documents related to the Project immediately upon request of the District, as 
set forth in Article 52. 

7. Any alterations, extensions of time, Additional Work, or any other changes 
may be made without securing consent of the Contractor’s surety or sureties. 

B. Contract Price Change. 

1. Process for Determining Adjustments in Contract Price. 

a. Owner Initiated Change.  The Contractor must submit a complete cost 
proposal, including any change in the Contract Price or Contract Time, within 
seven (7) Days after receipt of a scope of a proposed change order initiated 
by the District, unless the District requests that proposals be submitted in less 
than seven (7) Days. 

b. Contractor Initiated Change.  The Contractor must give written notice of a 
proposed change order required for compliance with the Contract Documents 
within seven (7) Days of discovery of the facts giving rise to the proposed 
change order. 

c. Whenever possible, any changes to the Contract amount shall be in a lump 
sum mutually agreed to by the Contractor and the District. 

d. Price quotations from the Contractor shall be accompanied by sufficiently 
detailed supporting documentation to permit verification by the District, 
including but not limited to estimates and quotations from subcontractors or 
material suppliers, as the District may reasonably request.  Contractor shall 
certify the accuracy of all Change Order Requests under penalty of perjury. 

e. If the Contractor fails to submit a complete cost proposal within the seven (7) 
Day period (or as requested), the District has the right to order the Contractor 
in writing to commence the Work immediately on a time and materials basis 
and/or issue a lump sum change to the Contract Price and/or Contract Time 
in accordance with the District’s estimate.  If the change is issued based on 
the District's estimate, the Contractor will waive its right to dispute the action 
unless within fifteen (15) Days following completion of the added/deleted 
work, the Contractor presents written proof that the District’s estimate was in 
error. 

2. Unit Price Change Orders. 

a. When the actual quantity of a Unit Price item varies from the Bid Form, 
compensation for the change in quantity will be calculated by multiplying the 
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actual quantity by the Unit Price.  This calculation may result in either an 
additive or deductive Final Change Order pursuant to the Contract 
Documents. 

b. No Mark up for Overhead and Profit.  Because the Contract Unit Prices 
provided in the Bid Form include Overhead and Profit as determined by 
Contractor at the time of Bid submission, no mark up or deduction for 
Overhead and Profit will be included in Unit Price Change Orders. 

c. Bid items included on the Bid Form may be deducted from the Work in their 
entirety without any negotiated extra costs. 

d. Contractor acknowledges that unit quantities are estimates and agrees that 
the estimated unit quantities listed on the Bid Form will be adjusted to reflect 
the actual unit quantities which may result in an adjustment to the Contract 
Unit Prices.  Such an adjustment will be made by execution of a final additive 
or deductive Change Order following Contractor’s completion of the Work.  
Upon notification, Contractor’s failure to respond within seven (7) Days will 
result in District’s issuance of a unit quantity adjustment to the Contract Unit 
Prices and/or Contract Time in accordance with the Contract Documents. 

e. The District or Contractor may make a Claim for an adjustment in the Unit 
Price in accordance with the Contract Documents if: 

i. the quantity of any item of Unit Price Work performed by Contractor 
differs by twenty-five percent (25%) or more from the estimated quantity 
of such item indicated in the Contract; and 

ii. there is no corresponding adjustment with respect to any other item of 
Work; and 

iii. Contractor believes that Contractor is entitled to an increase in Unit Price 
as a result of having incurred additional expense or the District believes 
that the District is entitled to a decrease in Unit Price and the parties are 
unable to agree as to the amount of any such increase or decrease.. 

3. Lump Sum Change Orders.  Compensation for Lump Sum Change Orders 
shall be limited to expenditures necessitated specifically by the Additional 
Work, and shall be segregated as follows: 

a. Labor.  The costs of labor will be the actual cost for wages prevailing locally for 
each craft or type of worker at the time the Additional Work is done, plus 
employer payments of payroll taxes and insurance, health and welfare, pension, 
vacation, apprenticeship funds, and other direct costs resulting from Federal, 
State or local laws, as well as assessment or benefits required by lawful 
collective bargaining agreements.  The use of a labor classification which would 
increase the Additional Work cost will not be permitted unless the Contractor 
establishes the necessity for such new classifications.  Labor costs for 
equipment operators and helpers shall be reported only when such costs are not 
included in the invoice for equipment rental. 
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b. Materials.  The cost of materials reported shall be at invoice or lowest current 
price at which such materials are locally available in the quantities involved, plus 
sales tax, freight, and delivery.  Materials costs shall be based upon supplier or 
manufacturer’s invoice.  If invoices or other satisfactory evidence of cost are not 
furnished within fifteen (15) Days of delivery, then the District shall determine 
the materials cost, at its sole discretion. 

c. Tool and Equipment Use.  Costs for the use of small tools, which are tools that 
have a replacement value of $1,000 or less, shall be considered included in the 
Overhead and Profit mark-ups established below.  Regardless of ownership, the 
rates to be used in determining equipment use costs shall not exceed listed 
rates prevailing locally at equipment rental agencies, or distributors, at the time 
the Work is performed. 

4. Time and Materials Change Orders. 

a. General.  The term Time and Materials means the sum of all costs 
reasonably and necessarily incurred and paid by Contractor for labor, 
materials, and equipment in the proper performance of Additional Work.  
Except as otherwise may be agreed to in writing by the District, such 
costs shall be in amounts no higher than those prevailing in the locality of 
the Project, and shall include only the following items. 

b. Timely and Final Documentation. 

i. T&M Daily Sheets.  Contractor must submit timesheets, materials 
invoices, records of equipment hours, and records of rental equipment 
hours to the District’s Representative for an approval signature each 
day Additional Work is performed.  Failure to get the District’s 
Representative’s approval signature each Day shall result in a waiver 
of Contractor’s right to claim these costs.  The District’s 
Representative’s signature on time sheets only serves as verification 
that the Work was performed and is not indicative of District’s 
agreement to Contractor’s entitlement to the cost. 

ii. T&M Daily Summary Sheets.  All documentation of incurred costs 
(“T&M Daily Summary Sheets”) shall be submitted by Contractor 
within three (3) Days of incurring the cost for labor, material, 
equipment, and special services as Additional Work is performed.  
Contractor’s actual costs shall be presented in a summary table in an 
electronic spreadsheet file by labor, material, equipment, and special 
services.  Each T&M Daily Summary Sheet shall include Contractor’s 
actual costs incurred for the Additional Work performed that day and a 
cumulative total of Contractor’s actual costs incurred for the Additional 
Work.  Contractor’s failure to provide a T&M Daily Summary Sheet 
showing a total cost summary within three (3) Days but within five (5) 
Days of performance of the Work will result in the Contractor’s 
otherwise allowable overhead and profit being reduced by 50% for 
that portion of Additional Work which was not documented in a timely 
manner.  Contractor’s failure to submit the T&M Daily Summary Sheet 
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within five (5) Days of performance of the Work will result in a total 
waiver of Contractor’s right to claim these costs. 

iii. T&M Total Cost Summary Sheet.  Contractor shall submit a T&M 
Total Cost Summary Sheet, which shall include total actual costs, 
within seven (7) Days following completion of District approved 
Additional Work.  Contractor’s total actual cost shall be presented in a 
summary table in an electronic spreadsheet file by labor, material, 
equipment, and special services.  Contractor’s failure to submit the 
T&M Total Cost Summary Sheet within seven (7) Days of completion 
of the Additional Work will result in Contractor’s waiver for any 
reimbursement of any costs associated with the T&M Summary 
Sheets or the performance of the Additional Work. 

iv. Labor.  The Contractor will be paid the cost of labor for the workers 
used in the actual and direct performance of the Work.  The cost of 
labor will be the sum of the actual wages paid (which shall include any 
employer payments to or on behalf of the workers for health and 
welfare, pension, vacation, and similar purposes) substantiated by 
timesheets and certified payroll for wages prevailing for each craft or 
type of workers performing the Additional Work at the time the 
Additional Work is done, and the labor surcharge set forth in the 
Department of Transportation publication entitled Labor Surcharge 
and Equipment Rental Rates, which is in effect on the date upon 
which the Work is accomplished and which is a part of the Contract.  
The labor surcharge shall constitute full compensation for all 
payments imposed by Federal, State, or local laws and for all other 
payments made to, or on behalf of, the workers, other than actual 
wages. 

v. Equipment Operator Exception.  Labor costs for equipment operators 
and helpers shall be paid only when such costs are not included in the 
invoice for equipment rental. 

vi. Foreman Exception.  The labor costs for foremen shall be 
proportioned to all of their assigned work and only that applicable to 
the Additional Work shall be paid.  Indirect labor costs, including, 
without limitation, the superintendent, project manager, and other 
labor identified in the Contract Documents will be considered 
Overhead. 

C. Materials.  The cost of materials reported shall be itemized at invoice or lowest 
current price at which materials are locally available and delivered to the Project 
site in the quantities involved, plus the cost of sales tax, freight, delivery, and 
storage. 

1. Trade discounts available to the purchaser shall be credited to the District 
notwithstanding the fact that such discounts may not have been taken by 
Contractor. 
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2. For materials secured by other than a direct purchase and direct billing to the 
purchaser, the cost shall be deemed to be the price paid to the actual 
supplier as determined by the District’s Representative. 

3. Payment for materials from sources owned wholly or in part by the purchaser 
shall not exceed the price paid by the purchaser for similar materials from 
said sources on Additional Work items or the current wholesale price for such 
materials delivered to the Project site, whichever price is lower. 

4. If, in the opinion of the District’s Representative, the cost of materials is 
excessive, or Contractor does not furnish satisfactory evidence of the cost of 
such materials, then the cost shall be deemed to be the lowest current 
wholesale price for the total quantity concerned delivered to the Project site 
less trade discounts. 

5. The District reserves the right to furnish materials for the Additional Work and 
no Claim shall be allowed by Contractor for costs of such materials or Indirect 
Costs or profit on District furnished materials. 

D. Equipment. 

1. Rental Time.  The rental time to be paid for equipment on the Project 
site shall be the time the equipment is in productive operation on the 
Additional Work being performed and, in addition, shall include the 
time required to move the equipment to the location of the Additional 
Work and return it to the original location or to another location 
requiring no more time than that required to return it to its original 
location; except that moving time will not be paid if the equipment is 
used on other than the Additional Work, even though located at the 
site of the Additional Work. 

(a) Rental Time Not Allowed.  Rental time will not be allowed while 
equipment is inoperative due to breakdowns. 

(b)  Computation Method.  The following shall be used in computing the 
rental time of equipment on the Project site. 

(i) When hourly rates are paid, any part of an hour less than 30 
minutes of operation shall be considered to be 1/2-hour of 
operation, and any part of an hour in excess of 30 minutes will be 
considered one hour of operation. 

(ii) When daily rates are paid, any part of a day less than 4 hours 
operation shall be considered to be 1/2-day of operation, and any 
part of an hour in excess of 4 hours will be considered one day of 
operation. 

2. Rental Rates.  Contractor will be paid for the use of equipment at the 
lesser of (i) the actual rental rate, or (ii) the rental rate listed for that 
equipment in the California Department of Transportation publication 
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entitled Labor Surcharge and Equipment Rental Rates, which is in 
effect on the date upon which the Contract was executed.  Such rental 
rates will be used to compute payments for equipment whether the 
equipment is under Contractor’s control through direct ownership, 
leasing, renting, or another method of acquisition.  The rental rate to 
be applied for use of each item of equipment shall be the rate (i.e., 
daily, monthly) resulting in the least total cost to the District for the 
total period of use.  If it is deemed necessary by Contractor to use 
equipment not listed in the publication, an equitable rental rate for the 
equipment will be established by the District’s Representative.  
Contractor may furnish cost data which might assist the District’s 
Representative in the establishment of the rental rate. 

E. Contractor-Owned Equipment. 

1. For Contractor-owned equipment, the allowed equipment rental rate 
will be limited to the monthly equipment rental rate using a utilization 
rate of 173 hours per month. 

2. (b)  For Contractor-owned equipment, the rental time to be paid for 
equipment on the Site shall be the time the equipment is in productive 
operation, unless, in the instance of standby time, the equipment 
could be actively used by Contractor on another project, then District 
shall pay for the entirety of the time the equipment is on Site.  It shall 
be Contractor’s burden to demonstrate to the District that the 
equipment could be actively used on another project. 

a. All equipment shall, in the opinion of the District’s Representative, be 
in good working condition and suitable for the purpose for which the 
equipment is to be used. 

b. Before construction equipment is used on the Additional Work, 
Contractor shall plainly stencil or stamp an identifying number thereon 
at a conspicuous location, and shall furnish to the District’s 
Representative, in duplicate, a description of the equipment and its 
identifying number and the scheduled Additional Work activities 
planned. 

c. Unless otherwise specified, manufacturer’s rating and manufacturer 
approved modifications shall be used to classify equipment for the 
determination of applicable rental rates.  Equipment which has no 
direct power unit shall be powered by a unit of at least the minimum 
rating recommended by the manufacturer. 

F. Special Services.  Special work or services are defined as that Additional Work 
characterized by extraordinary complexity, sophistication, or innovation or a 
combination of the foregoing attributes which are unique to the construction 
industry. 
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G. Invoices for Special Services.  When the District’s Representative and 
Contractor determine that a special service is required which cannot be 
performed by the forces of Contractor or those of any of its Subcontractors, the 
special service may be performed by an entity especially skilled in the Additional 
Work.  Invoices for special services based upon the current fair market value 
thereof may be accepted without complete itemization of labor, material, and 
equipment rental costs, after validation of market values by the District’s 
Representative. 

H. Discount and Allowance.  All invoices for special services will be adjusted by 
deducting all trade discounts offered or available, whether the discounts were 
taken or not.  In lieu of Overhead and Profit specified herein, a total allowance 
not to exceed fifteen percent (15%) for Overhead and Profit will be added to 
invoices for Special Services. 

a. When the District determines, in its sole discretion, that competitive 
bidding is necessary for certain special services, Contractor shall 
solicit competitive bids for those special services. 

I. Excluded Costs.  The term Time and Material shall not include any of the 
following costs or any other home or field office overhead costs, all of which are 
to be considered administrative costs covered by Contractor’s allowance for 
Overhead and Profit. 

1. Overhead Cost.  Payroll costs and other compensation of Contractor’s 
officers, executives, principals, general managers, engineers, 
architects, estimators, attorneys, auditors, accountants, purchasing 
and contracting agents, timekeepers, clerks, and other personnel 
employed by Contractor whether at the Site or in Contractor’s 
principal office or any branch office, material yard, or shop for general 
administration of the Additional Work; 

2. Office Expenses.  Expenses of Contractor’s principal and branch 
offices; 

3. Capital Expenses.  Any part of Contractor’s capital expenses, 
including interest on Contractor’s capital employed for the Additional 
Work and charges against Contractor for delinquent payments; 

4. Negligence.  Costs due to the negligence of Contractor or any 
Subcontractor or Supplier, or anyone directly or indirectly employed 
by any of them or for whose acts any of them may be liable, including 
without limitation the correction of Defective Work, disposal of 
materials or equipment wrongly supplied, and making good any 
damage to property; 

5. Other.  Other overhead or general expense costs of any kind and the 
cost of any item not specifically and expressly included in the Contract 
Documents; 
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6. Small Tools.  Cost of small tools valued at less than $1,000 and that 
remain the property of Contractor; 

7. Administrative Costs.  Costs associated with the preparation of 
Change Orders (whether or not ultimately authorized), cost estimates, 
or the preparation or filing of Claims; 

8. Anticipated Lost Profits.  Expenses of Contractor associated with 
anticipated lost profits or lost revenues, lost income or earnings, lost 
interest on earnings, or unpaid retention; 

9. Home Office Overhead.  Costs derived from the computation of a 
“home office overhead” rate by application of the Eichleay, Allegheny, 
burden fluctuation, or other similar methods; 

10. Special Consultants and Attorneys.  Costs of special consultants or 
attorneys, whether or not in the direct employ of Contractor, employed 
for services specifically related to the resolution of a Claim, dispute, or 
other matter arising out of or relating to the performance of the 
Additional Work. 

J. Overhead, Profit and Other Charges.  The mark-up for overhead (including 
supervision) and profit on work added to the Contract shall be according to the 
following: 

1. “Net Cost” is defined as consisting of costs of labor, materials, and 
tools and equipment only excluding overhead and profit.  The costs of 
applicable insurance and bond premium will be reimbursed to the 
Contractor and subcontractors at cost only, without mark-up.  
Contractor shall provide District with documentation of the costs, 
including, but not limited to, payroll records, invoices, and such other 
information as District may reasonably request. 

2. For Work performed by the Contractor’s forces, the added cost for 
overhead and profit shall not exceed fifteen percent (15%) of the Net 
Cost of the Work. 

3. For Work performed by a subcontractor, the added cost for overhead 
and profit shall not exceed fifteen percent (15%) of the subcontractor’s 
Net Cost of the Work to which the Contractor may add five percent 
(5%) of the subcontractor’s Net Cost. 

4. For Work performed by a sub-subcontractor, the added cost for 
overhead and profit shall not exceed fifteen percent (15%) of the sub-
subcontractor’s Net Cost for Work to which the subcontractor and 
general contractor may each add an additional five percent (5%) of 
the Net Cost of the lower tier subcontractor. 

5. No additional mark-up will be allowed for lower tier subcontractors, 
and in no case shall the added cost for overhead and profit payable 
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by District exceed twenty-five percent (25%) of the Net Cost as 
defined herein, of the party that performs the Work. 

6. All of the following costs are included in the markups for overhead and 
profit described above, and Contractor shall not receive any additional 
compensation for: Submittals, drawings, field drawings, Shop 
Drawings, including submissions of drawings; field inspection; 
General Superintendence; General administration and preparation of 
cost proposals, schedule analysis, Change Orders, and other 
supporting documentation; computer services; reproduction services; 
Salaries of project engineer, superintendent, timekeeper, storekeeper, 
and secretaries; Janitorial services; Small tools, incidentals and 
consumables; Temporary On-Site facilities (Offices, Telephones, High 
Speed Internet Access, Plumbing, Electrical Power, Lighting; 
Platforms, Fencing, Water), Jobsite and Home office overhead or 
other expenses; vehicles and fuel used for work otherwise included in 
the Contract Documents; Surveying; Estimating; Protection of Work; 
Handling and disposal fees; Final Cleanup; Other Incidental Work; 
Related Warranties; insurance and bond premiums. 

7. For added or deducted Work by subcontractors, the Contractor shall 
furnish to the District the subcontractor’s signed detailed record of the 
cost of labor, material and equipment, including the subcontractor 
markup for overhead and profit.  The same requirement shall apply to 
sub-subcontractors 

8. For added or deducted work furnished by a vendor or supplier, the 
Contractor shall furnish to the District a detailed record of the cost to 
the Contractor, signed by such vendor or supplier. 

9. Any change in the Work involving both additions and deletions shall 
indicate a net total cost, including subcontracts and materials.  
Allowance for overhead and profit, as specified herein, shall be 
applied if the net total cost is an increase in the Contract Price; 
overhead and profit allowances shall not be applied if the net total 
cost is a deduction to the Contract Price.  The estimated cost of 
deductions shall be based on labor and material prices on the date 
the Contract was executed. 

10. Contractor shall not reserve a right to assert impact costs, extended 
job site costs, extended overhead, constructive acceleration and/or 
actual acceleration beyond what is stated in the Change Order for 
Work.  No claims shall be allowed for impact, extended overhead 
costs, constructive acceleration and/or actual acceleration due to a 
multiplicity of changes and/or clarifications.  The Contractor may not 
change or modify the District’s change order form in an attempt to 
reserve additional rights. 

11. If the District disagrees with the proposal submitted by Contractor, it 
will notify the Contractor and the District will provide its opinion of the 
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appropriate price and/or time extension.  If the Contractor agrees with 
the District, a Change Order will be issued by the District.  If no 
agreement can be reached, the District shall have the right to issue a 
unilateral Change Order setting forth its determination of the 
reasonable additions or savings in costs and time attributable to the 
extra or deleted work.  Such determination shall become final and 
binding if the Contractor fails to submit a claim in writing to the District 
within fifteen (15) Days of the issuance of the unilateral Change 
Order, disputing the terms of the unilateral Change Order, and 
providing such supporting documentation for its position as the District 
may require. 

K. Change of Contract Times. 

1. The Contract Times may only be changed by a Change Order. 

2. All changes in the Contract Price and/or adjustments to the Contract Times 
related to each change shall be included in Contractor’s COR pursuant to this 
Article.  No cost or time will be allowed for cumulative effects of multiple 
changes.  All Change Orders must state that the Contract Time is not changed 
or is either increased or decreased by a specific number of days.  Failure to 
include a change to time shall waive any change to the time unless the parties 
mutually agree in writing to postpone a determination of the change to time 
resulting from the Change Order. 

3. Notice of the amount of the request for adjustment in the Contract Times with 
supporting data shall be delivered within seven (7) Days after such start of 
occurrence, unless District’s Representative allows an additional period of time 
to ascertain more accurate data in support of the request. No extension of time 
or additional compensation shall be given for a delay if the Contractor failed to 
give notice in the manner and within the time prescribed. 

4. District may elect, at District’s sole discretion, to grant an extension in Contract 
Times, without Contractor’s request, because of delays or other factors. 

L. Use of Float and Critical Path. 

1. Float is for the benefit of the Project. Float shall not be considered for the 
exclusive use or benefit of either the District or the Contractor. 

2. Contractor shall not be entitled to compensation, and District will not 
compensate Contractor, for delays which impact early completion. Any 
difference in time between the Contractor’s early completion and the 
Contract Time shall be considered a part of the Project float. 

3. Contractor’s entitlement to an extension of the Contract Times is limited 
to a District-caused extension of the critical path, reduced by the 
Contractor’s concurrent delays, and established by a proper time impact 
analysis. No time extension shall be allowed unless, and then only to the 
extent that, the District-caused delay extends the critical path beyond the 



GENERAL CONDITIONS 
SECTION F- LABOR AND CONSTRUCTION 

 

F-42 
 

previously approved Contract Time. If approved, the increase in time 
required to complete the Work shall be added to the Contract Time. 

4. Contractor shall not be entitled to an adjustment in the Contract Price or 
Contract Times for delays within the control of Contractor. Delays 
attributable to and within the control of a Subcontractor or Supplier shall 
be deemed to be delays within the control of Contractor. 

5. If Contractor is delayed in the performance or progress of the Work by 
fire, flood, epidemic, abnormal weather conditions (as determined by the 
District), Acts of God, acts or failures to act of utility owners not under the 
control of District, or other causes not the fault of and beyond control of 
District and Contractor, then Contractor shall be entitled to an time 
extension when the Work stopped is on the critical path.  Such a non-
compensable adjustment shall be Contractor’s sole and exclusive remedy 
for such delays. Contractor must submit a timely request in accordance 
with the requirements of this Article. 

M. Utility-Related Delays. 

1. Contractor shall immediately notify in writing the utility owner and 
District’s Representative of its construction schedule and any 
subsequent changes in the construction schedule which will affect the 
time available for protection, removal, or relocation of utilities.  
Requests for extensions of time arising out of utility relocation or 
repair delays shall be filed in accordance with this Article. 

2. Contractor shall not be entitled to damages or additional payment for 
delays attributable to utility relocations or alterations if correctly 
located, as noted in the Contract Documents or by the Underground 
Service Alert survey. 

N. Content for Requests for Contract Extension.  Contractor’s justification for 
entitlement shall be clear and complete citing specific Contract Document 
references and reasons on which Contractor’s entitlement is based. At a 
minimum, each request for a time extension must include: 

1. Each request for an extension of Contract Time must identify the 
impacting event, in narrative form, providing a description of the delay 
event and sufficient justification as to why the Contractor is entitled to a 
time extension. Contractor must demonstrate that the delay arises from 
unforeseeable causes beyond the control and without the fault or 
negligence of both Contractor and any Subcontractors or Suppliers, or 
any other persons or organizations employed by any of them or for whose 
acts any of them may be liable, and that such causes in fact lead to 
performance or completion of the Work, or specified part in question, 
beyond the corresponding Contract Times, despite Contractor’s 
reasonable and diligent actions to guard against those effects. 
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2. Each request for an extension of Contract Time must include a time 
impact analysis in CPM format, using the Contemporaneous Impacted 
As-Planned Schedule Analysis to calculate the impact of the delay event. 

O. No Damages for Reasonable Delay. 

1. District’s liability to Contractor for delays for which District is responsible 
shall be limited to only an extension of time unless such delays were 
unreasonable under the circumstances.  In no case shall District be liable 
for any costs which are borne by the Contractor in the regular course of 
business, including, but not limited to, home office overhead and other 
ongoing costs. 

2. Damages caused by unreasonable District delay that impact the critical 
path, including delays caused by items that are the responsibility of the 
District pursuant to Government Code section 4215, shall be 
compensated at the Daily Rate established in the Special Conditions.  No 
other calculations, proportions or formulas shall be used to calculate any 
delay damages. 

3. District and District’s Representative, and the officers, members, partners, 
employees, agents, consultants, or subcontractors of each of them, shall 
not be liable to Contractor for any claims, costs, losses, or damages 
(including but not limited to all fees and charges of engineers, architects, 
attorneys, and other professionals and all court or arbitration or other 
dispute resolution costs) sustained by Contractor on or in connection with 
any other project or anticipated project. 

4. Contractor’s failure, neglect, or refusal to comply with the requirements of 
the Contract Documents, or any portion thereof, shall bar Contractor’s 
request for extensions of the Contract Times. Such failure, neglect, or 
refusal prejudices District’s and District’s Representative’s ability to 
recognize and mitigate delay, and such failure, neglect, or refusal prevent 
the timely analysis of requests for extensions of Contract Times, and 
whether such extensions may be warranted. Contractor hereby waives all 
rights to extensions of Contract Times due to delays or accelerations that 
result from or occur during periods of time for which Contractor fails, 
neglects, or refuses to fully comply with the requirements of this Article. 

ARTICLE 45 FINAL ACCEPTANCE AND PAYMENT 

A. The acceptance of the Work on behalf of the District will be made by the 
Engineer.  Such acceptance by the District shall not constitute a waiver of 
defects.  When the Work has been accepted there shall be paid to Contractor a 
sum equal to the contract price less any amounts previously paid Contractor and 
less any amounts withheld by the District from Contractor under the terms of the 
contract.  The final five percent (5%), or the percentage specified in the notice 
inviting bids where the District has adopted a finding of substantially complete, 
shall not become due and payable until five (5) calendar days shall have 
elapsed after the expiration of the period within which all claims may be filed 
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under the provisions of Civil Code section 9356.  If the Contractor has placed 
securities with the District as described herein, the Contractor shall be paid a 
sum equal to one hundred percent (100%) of the contract price less any 
amounts due the District under the terms of the Contract. 

B. Unless Contractor advises the District in writing prior to acceptance of the final 
five percent (5%) or the percentage specified in the notice inviting bids where 
the District has adopted a finding of substantially complete, or the return of 
securities held as described herein, said acceptance shall operate as a release 
to the District of all claims and all liability to Contractor for all things done or 
furnished in connection with this work and for every act of negligence of the 
District and for all other claims relating to or arising out of this work.  If 
Contractor advises the District in writing prior to acceptance of final payment or 
return of the securities that there is a dispute regarding the amount due the 
Contractor, the District may pay the undisputed amount contingent upon the 
Contractor furnishing a release of all undisputed claims against the District with 
the disputed claims in stated amounts being specifically excluded by Contractor 
from the operation of the release. No payments, however, final or otherwise, 
shall operate to release Contractor or its sureties from the Faithful Performance 
Bond, Labor and Material Payment Bond, or from any other obligation under this 
contract. 

C. In case of suspension of the contract any unpaid balance shall be and become 
the sole and absolute property of the District to the extent necessary to repay 
the District any excess in the cost of the Work above the contract price. 

D. Final payment shall be made no later than 60 days after the date of acceptance 
of the Work by the District or the date of occupation, beneficial use and 
enjoyment of the Work by the District including any operation only for testing, 
start-up or commissioning accompanied by cessation of labor on the Work, 
provided that a release of liens and claims has been received from the 
Contractor pursuant to Civil Code section 8136.  In the event of a dispute 
between the District and the Contractor, the District may withhold from the final 
payment an amount not to exceed 150% of the disputed amount. 

E. Within ten (10) calendar days from the time that all or any portion of the 
retention proceeds are received by Contractor, Contractor shall pay each of its 
subcontractors from whom retention has been withheld each subcontractor’s 
share of the retention received.  However, if a retention payment received by 
Contractor is specifically designated for a particular subcontractor, payment of 
the retention shall be made to the designated subcontractor if the payment is 
consistent with the terms of the subcontract. 

ARTICLE 46 OCCUPANCY 

The District reserves the right to occupy or utilize any portion of the Work at any time before 
completion, and such occupancy or use shall not constitute acceptance of any part of Work 
covered by this Contract.  This use shall not relieve the Contractor of its responsibilities under 
the Contract. 
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ARTICLE 47 INDEMNIFICATION 

To the fullest extent permitted by law, Contractor shall immediately defend (with counsel of the 
District’s choosing), indemnify and hold harmless the District, officials, officers, agents, 
employees, and representatives, and each of them from and against: 

A. Any and all claims, demands, causes of action, costs, expenses, injuries, losses 
or liabilities, in law or in equity, of every kind or nature whatsoever, but not 
limited to, injury to or death, including wrongful death, of any person, and 
damages to or destruction of property of any person, arising out of, related to, or 
in any manner directly or indirectly connected with the Work or this Contract, 
including claims made by subcontractors for nonpayment, including without 
limitation the payment of all consequential damages and attorney’s fees and 
other related costs and expenses, however caused, regardless of whether the 
allegations are false, fraudulent, or groundless, and regardless of any 
negligence of the District or its officers, employees, or authorized volunteers 
(including passive negligence), except the sole negligence or willful misconduct 
or active negligence of the District or its officials, officers, employees, or 
authorized volunteers. 

B. Contractor’s defense and indemnity obligation herein includes, but is not limited 
to damages, fines, penalties, attorney’s fees and costs arising from claims under 
the Americans with Disabilities Act (ADA) or other federal or state disability 
access or discrimination laws arising from Contractor’s Work during the course 
of construction of the improvements or after the Work is complete, as the result 
of defects or negligence in Contractor’s construction of the improvements. 

C. Any and all actions, proceedings, damages, costs, expenses, fines, penalties or 
liabilities, in law or equity, of every kind or nature whatsoever, arising out of, 
resulting from, or on account of the violation of any governmental law or 
regulation, compliance with which is the responsibility of Contractor; 

D. Any and all losses, expenses, damages (including damages to the Work itself), 
attorney’s fees, and other costs, including all costs of defense which any of them 
may incur with respect to the failure, neglect, or refusal of Contractor to faithfully 
perform the Work and all of Contractor’s obligations under the agreement. Such 
costs, expenses, and damages shall include all costs, including attorney’s fees, 
incurred by the indemnified parties in any lawsuit to which they are a party. 

Contractor shall immediately defend, at Contractor’s own cost, expense and risk, with the 
District Board’s choosing, any and all such aforesaid suits, actions or other legal proceedings of 
every kind that may be brought or instituted against the District, its officials, officers, agents, 
employees and representatives. Contractor shall pay and satisfy any judgment, award or decree 
that may be rendered against the District, its officials, officers, employees, agents, employees 
and representatives, in any such suit, action or other legal proceeding. Contractor shall 
reimburse the District, its officials, officers, agents, employees and representatives for any and 
all legal expenses and costs incurred by each of them in connection therewith or in enforcing 
the indemnity herein provided. The only limitations on this provision shall be those imposed by 
Civil Code section 2782. 
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ARTICLE 48 PROCEDURE FOR RESOLVING DISPUTES 

In accordance with Public Contract Code sections 20104 et seq. and other applicable law, 
public works claims of $375,000 or less which arise between the Contractor and the District 
shall be resolved under the following statutory procedure unless the District has elected to 
resolve the dispute pursuant to Public Contract Code section 10240 et seq. 

A. All Claims.  All claims shall be submitted in writing and accompanied by 
substantiating documentation.  Claims must be filed on or before the date of 
final payment unless other notice requirements are provided in the contract.  
“Claim” means a separate demand by the Contractor for (1) a time extension, 
(2) payment of money or damages arising from work done by or on behalf of the 
Contractor and payment of which is not otherwise expressly provided for or the 
Contractor is not otherwise entitled, or (3) an amount the payment of which is 
disputed by the District. 

B. Claims Under $50,000.  The District shall respond in writing to the claim within 
45 calendar days of receipt of the claim, or, the District may request, in writing, 
within 30 calendar days of receipt of the claim, any additional documentation 
supporting the claim or relating to defenses or claims the District may have.  If 
additional information is needed thereafter, it shall be provided upon mutual 
agreement of the District and the Contractor.  The District’s written response 
shall be submitted 15 calendar days after receiving the additional 
documentation, or within the same period of time taken by the Contractor to 
produce the additional information, whichever is greater. 

C. Claims over $50,000 but less than or equal to $375,000.  The District shall 
respond in writing within 60 calendar days of receipt, or, may request in writing 
within 30 calendar days of receipt of the claim, any additional documents 
supporting the claim or relating to defenses or claims the District may have 
against the District.  If additional information is needed thereafter, it shall be 
provided pursuant to mutual agreement between the District and the Contractor.  
The District response shall be submitted within 30 calendar days after receipt of 
the further documents, or within the same period of time taken by the Contractor 
to produce the additional information or documents, whichever is greater.  The 
Contractor shall make these records and documents available at all reasonable 
times, without any direct charge.   

D. All Claims.  The Contractor will submit the claim justification in the following 
format: 

1. Summary of claim merit and price, and Contract clause pursuant to which the 
claim is made. 

2. List of documents relating to claim: 

a. Specifications 
b. Drawings 
c. Clarifications (Requests for Information) 
d. Schedules 
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e. Other (All Related Documents) 

3. Chronology of events and correspondence. 

4. Analysis of claim merit. 

5. Analysis of claim cost. 

6. Analysis of time impact analysis in CPM format. 

7. Cover letter and certification of validity of the claim. 

E. All Claims.  If the Contractor disputes the District’s response, or if the District 
fails to respond within the statutory time period(s), the Contractor may so notify 
the District within 15 calendar days of the receipt of the response or the failure 
to respond, and demand an informal conference to meet and confer for 
settlement.  Upon such demand, the District shall schedule a meet and confer 
conference within 30 calendar days. 

F. The Contractor must comply with the claims filing procedures set forth in 
Government Code sections 900 et seq. for any claim or any portion thereof that 
remains in dispute, after the meet and confer conference.  For purposes of 
those provisions, the time within which a claim must be filed shall be tolled from 
the time the Contractor submits the written claim until the time the claim is 
denied, including any time utilized for the meet and confer conference.  
Submission of a claim, properly certified, with all required supporting 
documentation, and written rejection or denial of all or part of the claim by the 
District, is a condition precedent to any action, proceeding, litigation, suit, 
general conditions claim, or demand for arbitration by Contractor. 

G. Government Code Claim.  In addition to any and all contract requirements 
pertaining to notices of and requests for compensation or payment for extra 
work, disputed work, construction claims and/or changed conditions, the 
Contractor must comply with the claim procedures set forth in Government Code 
sections 900 et seq. prior to filing any lawsuit against the District.  Such 
Government Code claims and any subsequent lawsuit based upon the 
Government Code claims shall be limited to those matters that remain 
unresolved after all procedures pertaining to extra work, disputed work, 
construction claims, and/or changed conditions have been followed by 
Contractor.  If no such Government Code claim is submitted, or if the 
prerequisite contractual requirements are not otherwise satisfied as specified 
herein, Contractor shall be barred from bringing and maintaining a valid lawsuit 
against the District. 

ARTICLE 49 DISTRICT’S RIGHT TO TERMINATE CONTRACT 

A. Termination for Cause by the District: 

1. In the sole estimation of the District, if the Contractor refuses or fails to 
prosecute the Work or any separable part thereof with such diligence as will 
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insure its completion within the time specified by the Contract Documents, or 
any extension thereof, or fails to complete such Work within such time, or if 
the Contractor should be adjudged a bankrupt, or if it should make a general 
assignment for the benefit of its creditors, or if a receiver should be appointed 
on account of its insolvency, or the Contractor or any of its subcontractors 
should violate any of the provisions of this Contract, the District may serve 
written notice upon the Contractor and its Surety of the District's intention to 
terminate this Contract.  This notice of intent to terminate shall contain the 
reasons for such intention to terminate this Contract, and a statement to the 
effect that the Contractor's right to perform this Contract shall cease and 
terminate upon the expiration of ten (10) calendar days unless such violations 
have ceased and arrangements satisfactory to the District have been made 
for correction of said violations. 

2. In the event that the District serves such written notice of termination upon 
the Contractor and the Surety, the Surety shall have the right to take over and 
perform the Contract.  If the Surety does not:  (1) give the District written 
notice of Surety's intention to take over and commence performance of the 
Contract within 15 calendar days of the District's service of said notice of 
intent to terminate upon Surety; and (2) actually commence performance of 
the Contract within 30 calendar days of the District's service of said notice 
upon Surety; then the District may take over the Work and prosecute the 
same to completion by separate contract or by any other method it may deem 
advisable for the account and at the expense of the Contractor. 

3. In the event that the District elects to obtain an alternative performance of the 
Contract as specified above:  (1) the District may, without liability for so doing, 
take possession of and utilize in completion of the Work such materials, 
appliances, plants and other property belonging to the Contractor that are on 
the site and reasonably necessary for such completion (A special lien to 
secure the claims of the District in the event of such suspension is hereby 
created against any property of Contractor taken into the possession of the 
District under the terms hereof and such lien may be enforced by sale of such 
property under the direction of the District Board without notice to Contractor.  
The proceeds of the sale after deducting all expenses thereof and connected 
therewith shall be credited to Contractor.  If the net credits shall be in excess 
of the claims of the District against Contractor, the balance will be paid to 
Contractor or Contractor’s legal representatives.); and (2) Surety shall be 
liable to the District for any cost or other damage to the District necessitated 
by the District securing an alternate performance pursuant to this Article. 

B. Termination for Convenience by the District: 

1. The District may terminate performance of the Work called for by the Contract 
Documents in whole or, from time to time, in part, if the District determines 
that a termination is in the District's interest. 

2. The Contractor shall terminate all or any part of the Work upon delivery to the 
Contractor of a Notice of Termination specifying that the termination is for the 
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convenience of the District, the extent of termination, and the Effective Date 
of such termination. 

3. After receipt of Notice of Termination, and except as directed by the District's 
Representative, the Contractor shall, regardless of any delay in determining 
or adjusting any amounts due under this Termination for Convenience clause, 
immediately proceed with the following obligations: 

a. Stop Work as specified in the Notice. 

b. Complete any Work specified in the Notice of Termination in a least 
cost/shortest time manner while still maintaining the quality called for 
under the Contract Documents. 

c. Leave the property upon which the Contractor was working and upon 
which the facility (or facilities) forming the basis of the Contract Document 
is situated in a safe and sanitary manner such that it does not pose any 
threat to the public health or safety. 

d. Terminate all subcontracts to the extent that they relate to the portions of 
the Work terminated. 

e. Place no further subcontracts or orders, except as necessary to complete 
the continued portion of the Contract. 

f. Submit to the District's Representative, within ten (10) calendar days from 
the Effective Date of the Notice of Termination, all of the usual 
documentation called for by the Contract Documents to substantiate all 
costs incurred by the Contractor for labor, materials and equipment 
through the Effective Date of the Notice of Termination.  Any 
documentation substantiating costs incurred by the Contractor solely as a 
result of the District's exercise of its right to terminate this Contract 
pursuant to this clause, which costs the contractor is authorized under the 
Contract documents to incur, shall: (1) be submitted to and received by 
the Engineer no later than 30 calendar days after the Effective Date of the 
Notice of Termination; (2) describe the costs incurred with particularity; 
and (3) be conspicuously identified as “Termination Costs occasioned by 
the District's Termination for Convenience.” 

4. Termination of the Contract shall not relieve Surety of its obligation for any 
just claims arising out of or relating to the Work performed. 

5. In the event that the District exercises its right to terminate this Contract 
pursuant to this clause, the District shall pay the Contractor, upon the 
Contractor's submission of the documentation required by this clause and 
other applicable provisions of the Contract Documents, the following 
amounts: 

a. All actual reimbursable costs incurred according to the provisions of this 
Contract. 
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b. A reasonable allowance for profit on the cost of the Work performed, 
provided Contractor establishes to the satisfaction of the District's 
Representative that it is reasonably probable that Contractor would have 
made a profit had the Contract been completed and provided further, that 
the profit allowed shall in no event exceed fifteen (15%) percent of the 
costs. 

c. A reasonable allowance for Contractor's administrative costs in 
determining the amount payable due to termination of the Contract under 
this Article. 

6. Notwithstanding any other provision of this Article, when immediate action is 
necessary to protect life and safety or to reduce significant exposure or 
liability, the District may immediately order Contractor to cease Work on the 
Project until such safety or liability issues are addressed to the satisfaction of 
the District or the Contract is terminated. 

ARTICLE 50 WARRANTY AND GUARANTEE OF WORK 

A. Contractor hereby warrants that materials and Work shall be completed in 
conformance with the Contract Documents and that the materials and Work 
provided will fulfill the requirements of this Warranty.  Contractor hereby agrees 
to repair or replace, at the discretion of the District, any or all Work that may 
prove to be defective in its workmanship, materials furnished, methods of 
installation or fail to conform to the Contract Document requirements together 
with any other Work which may be damaged or displaced by such defect(s) 
within a period of one (1) year from the date of the Notice of Completion of the 
Project without any expense whatever to the District, ordinary wear and tear and 
unusual abuse and neglect excepted.  Contractor shall be required to promptly 
repair or replace defective equipment or materials, at Contractor’s option.  All 
costs associated with such corrective actions and testing, including the removal, 
replacement, and reinstitution of equipment and materials necessary to gain 
access, shall be the sole responsibility of the Contractor. 

B. For any Work so corrected, Contractor’s obligation hereunder to correct 
defective Work shall be reinstated for an additional one (1) year period, 
commencing with the date of acceptance of such corrected Work.  The 
reinstatement of the one (1) year warranty shall apply only to that portion of 
work that was corrected.  Contractor shall perform such tests as District may 
require to verify that any corrective actions, including, without limitation, 
redesign, repairs, and replacements comply with the requirements of the 
Contract.  In the event of Contractor’s failure to comply with the above-
mentioned conditions within ten (10) calendar days after being notified in writing 
of required repairs, to the reasonable satisfaction of the District, the District shall 
have the right to correct and replace any defective or non-conforming Work and 
any work damaged by such work or the replacement or correction thereof at 
Contractor’s sole expense.  Contractor shall be obligated to fully reimburse the 
District for any expenses incurred hereunder immediately upon demand. 
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C. In addition to the warranty set forth in this Article, Contractor shall obtain for 
District all warranties that would be given in normal commercial practice and 
assign to District any and all manufacturer’s or installer’s warranties for 
equipment or materials not manufactured by Contractor and provided as part of 
the Work, to the extent that such third-party warranties are assignable and 
extend beyond the warranty period set forth in this Article. Contractor shall 
furnish the District with all warranty and guarantee documents prior to final 
Acceptance of the Project by the District as required. 

D. When specifically indicated in the Contract Documents or when directed by the 
Engineer, the District may furnish materials or products to the Contractor for 
installation.  In the event any act or failure to act by Contractor shall cause a 
warranty applicable to any materials or products purchased by the District for 
installation by the Contractor to be voided or reduced, Contractor shall indemnify 
District from and against any cost, expense, or other liability arising therefrom, 
and shall be responsible to the District for the cost of any repairs, replacement 
or other costs that would have been covered by the warranty but for such act or 
failure to act by Contractor. 

E. The Contractor shall remedy at its expense any damage to District-owned or 
controlled real or personal property. 

F. The District shall notify the Contractor, in writing, within a reasonable time after 
the discovery of any failure, defect, or damage.  The Contractor shall within ten 
(10) calendar days after being notified commence and perform with due 
diligence all necessary Work.  If the Contractor fails to promptly remedy any 
defect, or damage; the District shall have the right to replace, repair or otherwise 
remedy the defect, or damage at the Contractor’s expense. 

G. In the event of any emergency constituting an immediate hazard to health, 
safety, property, or licensees, when caused by Work of the Contractor not in 
accordance with the Contract requirements, the District may undertake at 
Contractor’s expense, and without prior notice, all Work necessary to correct 
such condition. 

H. Acceptance of Defective Work. 

1. If, instead of requiring correction or removal and replacement of Defective 
Work, the District prefers to accept it, District may do so. Contractor shall pay 
all claims, costs, losses, and damages (including but not limited to all fees 
and charges of engineers, architects, attorneys, and other professionals and 
all court or arbitration or other dispute resolution costs) attributable to 
District’s evaluation of and determination to accept such Defective Work and 
for the diminished value of the Work. 

2. If any acceptance of defective work occurs prior to release of the Project 
Retention, a Change Order will be issued incorporating the necessary 
revisions in the Contract Documents with respect to the Work, and District 
shall be entitled to an appropriate decrease in the Contract Price, reflecting 
the diminished value of Work and all costs incurred by District. 
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3. If the Project Retention is held in an escrow account as permitted by the 
Contract Documents, Contractor will promptly alert the escrow holder, in 
writing, of the amount of Retention to be paid to District. 

4. If the acceptance of Defective Work occurs after release of the Project 
Retention, an appropriate amount will be paid by Contractor to District. 

I. District May Correct Defective Work. 

1. If Contractor fails within a reasonable time after written notice from District’s 
Representative to correct Defective Work, or to remove and replace rejected 
Work as required by District, or if Contractor fails to perform the Work in 
accordance with the Contract Documents, or if Contractor fails to comply with 
any other provision of the Contract Documents, District may, after seven (7) 
Days’ written notice to Contractor, correct, or remedy any such deficiency. 

2. In connection with such corrective or remedial action, District may exclude 
Contractor from all or part of the Site, take possession of all or part of the 
Work and suspend Contractor’s services related thereto, take possession of 
Contractor’s tools, appliances, construction equipment and machinery at the 
Site, and incorporate in the Work all materials and equipment stored at the 
Site or for which District has paid Contractor but which are stored elsewhere. 
Contractor shall allow District and District’s Representative, and the agents, 
employees, other contractors, and consultants of each of them, access to the 
Site to enable District to exercise the rights and remedies to correct the 
Defective Work. 

3. All claims, costs, losses, and damages (including but not limited to all fees 
and charges of engineers, architects, attorneys, and other professionals and 
all court or arbitration or other dispute resolution costs) incurred or sustained 
by District correcting the Defective Work will be charged against Contractor, 
and a Change Order will be issued incorporating the necessary revisions into 
the Contract Documents with respect to the Work; and District shall be 
entitled to an appropriate decrease in the Contract Price. 

4. Such claims, costs, losses and damages will include, but not be limited to, all 
costs of repair, or replacement of work of others destroyed or damaged by 
correction, removal, or replacement of Defective Work. 

5. If the Change Order is executed after all payments under the Contract have 
been paid by District and the Project Retention is held in an escrow account 
as permitted by the Contract Documents, Contractor will promptly alert the 
escrow holder, in writing, of the amount of Retention to be paid to District. 

6. If the Change Order is executed after release of the Project Retention, an 
appropriate amount will be paid by Contractor to District. 

7. Contractor shall not be allowed an extension of the Contract Times because 
of any delay in the performance of the Work attributable to District correcting 
Defective work. 
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J. Nothing in the Warranty or in the Contract Documents shall be construed to limit 
the rights and remedies available to District at law or in equity, including, but not 
limited to, Code of Civil Procedure section 337.15. 

ARTICLE 51 DOCUMENT RETENTION & EXAMINATION 

A. In accordance with Government Code section 8546.7, records of both the 
District and the Contractor shall be subject to examination and audit by the State 
Auditor General for a period of three (3) years after final payment. 

B. Contractor shall make available to the District any of the Contractor’s other 
documents related to the Project immediately upon request of the District. 

C. In addition to the State Auditor rights above, the District shall have the right to 
examine and audit all books, estimates, records, contracts, documents, bid 
documents, subcontracts, and other data of the Contractor (including 
computations and projections) related to negotiating, pricing, or performing the 
modification in order to evaluate the accuracy and completeness of the cost or 
pricing data at no additional cost to the District, for a period of four (4) years 
after final payment. 

ARTICLE 52 SEPARATE CONTRACTS 

A. The District reserves the right to let other contracts in connection with this Work 
or on the Project site.  Contractor shall permit other contractors reasonable 
access and storage of their materials and execution of their work and shall 
properly connect and coordinate its Work with theirs. 

B. To ensure proper execution of its subsequent Work, Contractor shall 
immediately inspect work already in place and shall at once report to the 
Engineer any problems with the Work in place or discrepancies with the 
Contract Documents. 

C. Contractor shall ascertain to its own satisfaction the scope of the Project and 
nature of any other contracts that have been or may be awarded by the District 
in prosecution of the Project to the end that Contractor may perform this 
Contract in the light of such other contracts, if any.  Nothing herein contained 
shall be interpreted as granting to Contractor exclusive occupancy at site of the 
Project.  Contractor shall not cause any unnecessary hindrance or delay to any 
other contractor working on the Project.  If simultaneous execution of any 
contract for the Project is likely to cause interference with performance of some 
other contract or contracts, the Engineer shall decide which Contractor shall 
cease Work temporarily and which contractor shall continue or whether work 
can be coordinated so that contractors may proceed simultaneously.  The 
District shall not be responsible for any damages suffered or for extra costs 
incurred by Contractor resulting directly or indirectly from award, performance, 
or attempted performance of any other contract or contracts on the Project site. 
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ARTICLE 53 NOTICE AND SERVICE THEREOF 

All notices shall be in writing and either served by personal delivery or mailed to the other party 
as designated in the Bid Forms.  Written notice to the Contractor shall be addressed to 
Contractor’s principal place of business unless Contractor designates another address in writing 
for service of notice.  Notice to District shall be addressed to the District as designated in the 
Notice Inviting Bids unless District designates another address in writing for service of notice.  
Notice shall be effective upon receipt or five (5) calendar days after being sent by first class 
mail, whichever is earlier.  Notice given by facsimile shall not be effective unless acknowledged 
in writing by the receiving party. 

ARTICLE 54 NOTICE OF THIRD PARTY CLAIMS 

Pursuant to Public Contract Code section 9201, the District shall provide the Contractor with 
timely notification of the receipt of any third-party claims relating to the Contract.  The District is 
entitled to recover reasonable costs incurred in providing such notification. 

ARTICLE 55 STATE LICENSE BOARD NOTICE 

Contractors are required by law to be licensed and regulated by the Contractors’ State License 
Board which has jurisdiction to investigate complaints against contractors if a complaint 
regarding a patent act or omission is filed within four (4) years of the date of the alleged 
violation.  A complaint regarding a latent act or omission pertaining to structural defects must be 
filed within ten (10) years of the date of the alleged violation.  Any questions concerning a 
contractor may be referred to the Registrar, Contractors’ State License Board, P.O. Box 26000, 
Sacramento, California 95826. 

ARTICLE 56 INTEGRATION 

A. Oral Modifications Ineffective.  No oral order, objection, direction, claim or 
notice by any party or person shall affect or modify any of the terms or 
obligations contained in the Contract Documents. 

B. Contract Documents Represent Entire Contract.  The Contract Documents 
represent the entire agreement of the District and Contractor. 

ARTICLE 57 ASSIGNMENT OF CONTRACT 

Contractor shall not assign, transfer, convey, sublet or otherwise dispose of the rights or title of 
interest of any or all of this contract without the prior written consent of the District.  Any 
assignment or change of Contractor’s name of legal entity without the written consent of the 
District shall be void. Any assignment of money due or to become due under this Contract shall 
be subject to a prior lien for services rendered or Material supplied for performance of Work 
called for under the Contract Documents in favor of all persons, firms, or corporations rendering 
such services or supplying such Materials to the extent that claims are filed pursuant to the Civil 
Code, the Code of Civil Procedure or the Government Code. 
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ARTICLE 58 CHANGE IN NAME AND NATURE OF CONTRACTOR’S LEGAL ENTITY 

Should a change be contemplated in the name or nature of the Contractor’s legal entity, the 
Contractor shall first notify the District in order that proper steps may be taken to have the 
change reflected on the Contract and all related documents.  No change of Contractor’s name 
or nature will affect District’s rights under the Contract, including but not limited to the bonds. 

ARTICLE 59 ASSIGNMENT OF ANTITRUST ACTIONS 

Pursuant to Public Contract Code section 7103.5, in entering into a public works contract or 
subcontract to supply goods, services, or materials pursuant to a public works contract, 
Contractor or subcontractor offers and agrees to assign to the District all rights, title, and interest 
in and to all causes of action it may have under Section 4 of the Clayton Act (15 USC, Section 
15) or under the Cartwright Act (Chapter 2 (commencing with Section 16700) of Part 2 of 
Division 7 of the Business and Professions Code), arising from the purchase of goods, services, 
or materials pursuant to this contract or any subcontract. This assignment shall be made and 
become effective at the time the District tenders final payment to the Contractor, without further 
acknowledgment by the parties. 

ARTICLE 60 PROHIBITED INTERESTS 

No District official or representative who is authorized in such capacity and on behalf of the 
District to negotiate, supervise, make, accept, or approve, or to take part in negotiating, 
supervising, making, accepting or approving any engineering, inspection, construction or 
material supply contract or any subcontract in connection with construction of the project, shall 
ARTICLE 11 be or become directly or indirectly interested financially in the Contract. 

ARTICLE 61 CONTROLLING LAW 

Notwithstanding any subcontract or other contract with any subcontractor, supplier, or other 
person or organization performing any part of the Work, this Contract shall be governed by the 
law of the State of California excluding any choice of law provisions. 

ARTICLE 62 JURISDICTION; VENUE 

Contractor and any subcontractor, supplier, or other person or organization performing any part 
of the Work agrees that any action or suits at law or in equity arising out of or related to the 
bidding, award, or performance of the Work shall be maintained in the Superior Court of 
Riverside County, California, and expressly consent to the jurisdiction of said court, regardless 
of residence or domicile, and agree that said court shall be a proper venue for any such action. 

ARTICLE 63 LAWS AND REGULATIONS 

A. Contractor shall give all notices and comply with all laws, ordinances, rules and 
regulations bearing on conduct of work as indicated and specified. If Contractor 
observes that drawings and specifications are at variance therewith, it shall 
promptly notify the Engineer in writing and any necessary changes shall be 
adjusted as provided for in this Contract for changes in work. If Contractor 
performs any work knowing it to be contrary to such laws, ordinances, rules and 
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regulations, and without such notice to the Engineer, it shall bear all costs 
arising therefrom. 

B. Contractor shall be responsible for familiarity with the Americans with Disabilities 
Act (“ADA”) (42 U.S.C. § 12101 et seq.). The Work will be performed in 
ARTICLE 11 compliance with ADA regulations. 

ARTICLE 64 PATENTS 

Contractor shall hold and save the District, officials, officers, employees, and authorized 
volunteers harmless from liability of any nature or kind of claim therefrom including costs and 
expenses for or on account of any patented or unpatented invention, article or appliance 
manufactured, furnished or used by Contractor in the performance of this contract. 

ARTICLE 65 OWNERSHIP OF CONTRACT DOCUMENTS 

All Contract Documents furnished by the District are District property. They are not to be used 
by Contractor or any subcontractor on other work nor shall Contractor claim any right to such 
documents. With exception of one complete set of Contract Documents, all documents shall be 
returned to the District on request at completion of the Work. 

ARTICLE 66 NOTICE OF TAXABLE POSSESSORY INTEREST 

In accordance with Revenue and Taxation Code section 107.6, the Contract Documents may 
create a possessory interest subject to personal property taxation for which Contractor will be 
ARTICLE 11 responsible. 

ARTICLE 67 SURVIVAL OF OBLIGATIONS 

All representations, indemnifications, warranties, and guarantees made in, required by, or given 
in accordance with the Contract Documents, as well as all continuing obligations indicated in the 
Contract Documents, will survive final payment, completion, and acceptance of the Work or 
termination or completion of the Contract or termination of the services of Contractor. 
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SECTION 00100 SC-SPECIAL CONDITIONS 

SPECIAL PROVISIONS 

SC-01.  SCOPE OF WORK 

Work will primarily consist of furnishing all labor, equipment and materials necessary for 
recycled water on-site retrofits to convert irrigation systems currently using potable water to 
recycled water as shown in the drawings and specifications. 
 
General 

1. All work shall comply with District standards and specifications. 
 

2. Contractors shall provide submittals sheets of all proposed material prior to pre-job 
meeting. 
 

3. All work shall be inspected by District.  No trenches are permitted to be covered until 
approval by the District is obtained. 
 

4. Contractor shall provide a detailed project schedule with durations of all scope of work. 
 

5. Contractor shall be responsible for traffic control throughout the duration of all work.     
Traffic control must be provided per County of Riverside requirements including but not 
limited to an approved traffic control plan. 
 

6. Contractor shall provide an encroachment permit for work within County of Riverside 
public Right-of-Way. 
 

7. Contractor shall clean the project daily. 
 

8. Contractor shall submit daily reports each day to District’s representative. 
 

9. Contractor shall maintain all new landscape areas for a period not less than  30  days  
from  project  installation  completion  acceptance  by  the District.  Maintenance period 
does not commence until written approval is provided by the District. 
 

10. Contractor acknowledges that roots and other organic material is present within all 
areas of work and no additional compensation will be given for time required to 
complete scope of work within said conditions. 
 

11. Retention   shall   be   withheld   per   contract   requirements   until   final acceptance 
has been provided by the District. 
 

12. Contractor shall mobilize and begin work at Abelia Park and Brookfield Park (POC’s 24 
and 62) prior to the remaining POC’s. 
 
 

SC-02.  SAFETY PROGRAM 
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Safety of all activities in connection with the work is of paramount and overriding importance. 

Please note that the District reserves the right to suspend the work wholly or in part, for any 
time period as the district representative deems necessary, due to unresolved safety disputes. 

No additional compensation or contract time will be allowed for the period the work is wholly or 
in part suspended. 

Should the contract continue with the disputed work after having received a written notice of 
suspension, any work performed by the contractor during the suspension shall be considered 
as having been done by the contractor at the contractor’s own risk as a volunteer, and shall 
not entitle the contractor to compensation or any other rights under the contract. 

The  Contractor  shall  conform  to  all  applicable  occupational  safety and health standards, 
rules, regulations and orders established by local agencies, State of California, and California 
Division of Occupational Safety and Health Construction Safety Regulations (Cal Osha), 
including obtaining permits required by California Code of Regulations, Title 8, Sections 341 
and 341 (a). 

SC-03.  PERFORMANCE AND PAYMENT BONDS 

Pursuant to Section 995.660(a) of the Code of Civil Procedure, the Contractor shall submit the 
following documents with performance and payment bonds: 

1. The original, or certified copy of the unrevoked appointment, power of attorney, 
bylaws, or other instrument entitling or authorizing their person who executed the bond 
to do so; and 

 

2. A certified copy of the certificate of authority of the insurer issued by the State of 
California’s Insurance Commissioner. 
 

NO PAYMENT SHALL BE MADE UNTIL THE BONDS ARE APPROVED. 

SC-04.  LOCATION OF CONTRACT WORK SITE 

Various locations throughout Winchester, CA in Riverside County along Pourroy Road from 
Winchester Road/Highway 79 to Benton Road, and adjacent areas. 

SC-05.  LIQUIDATED DAMAGES 

The fixed liquidated damages amount for each calendar day of unauthorized delay in 
completion of the work is hereby established at one thousand dollars ($250) per calendar day. 

SC-06.  INSURANCE 

At the times during the life of this contract, Contractor and his subcontractors shall procure 
and maintain Commercial Liability, Automobile Liability and Workers Compensation. 

SC-07.  PRECONSTRUCTION CONFERENCE 

A Pre-job Conference shall be scheduled prior to the start of the project. Valley-Wide 
Recreation and Park District, Eastern Municipal Water District and Contractor representative 
shall be present. 

SC-08.  TRAFFIC CONTROL PLAN 

It shall be the Contractor’s responsibility to implement the approved traffic control plans. 
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Contractor shall purchase or rent and maintain traffic warning signs, barricades, flagmen and 
other traffic control devices as required and to maintain traffic flow, as required by agencies 
having jurisdiction over the roadways in the work area. The cost for this work shall be included 
in Bid Prices. No additional compensation and time extension will be provided. 

SC-09.  EQUIPMENT AND MATERIAL STORAGE 

It is the Contractor’s responsibility to legally store equipment and material associated with the 
performance of the work. If the Contractor has arranged for temporary storage on private 
property outside of the public-right-of-way, the Contractor shall provide to the District a copy of 
the written agreement between the landowner and the Contractor. 

SC-10.   NOISE RESTRICTIONS 

A. Contractor shall use only such equipment on the Work and in such state of repair so 
that the emission of sound therefrom is within the noise tolerance level of that 
equipment as established by Cal/OSHA. 

B. Contractor shall comply with the most restrictive of the following: (1) local sound 
control and noise level rules, regulations and ordinances and (2) the requirements 
contained in these Contract Documents, including hours of operation requirements. 

C. No internal combustion engine shall be operated on the Project without a muffler of 
the type recommended by the manufacturer.  Should any muffler or other control 
device sustain damage or be determined to be ineffective or defective, the 
Contractor shall promptly remove the equipment and shall not return said equipment 
to the job until the device is repaired or replaced.  Said noise and vibration level 
requirements shall apply to all equipment on the job or related to the job, including 
but not limited to, trucks, transit mixers or transit equipment that may or may not be 
owned by the Contractor. 

SC-11.  COORDINATION WITH OTHER CONTRACTORS 

[NOT USED] 

SC-12.   MODIFICATION OF HOURS OF WORK 

[NOT USED] 

SC-13.  DESIGNATION OF DISTRICT’S REPRESENTATIVE 

Unless otherwise modified by District, Districts’ Representative shall be Justin Schweitzer and 
can be contacted at (951) 654-1505 or Justin@GoRecreation.org  

SC-14.  ENGINEER OF RECORD. 

For purposes of this Project, the Engineer of Record or Engineer shall be:   

Zeru Aman, Eastern Municipal Water District  

END OF SPECIAL CONDITIONS 

mailto:Justin@GoRecreation.org
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SECTION 00100 SC-SPECIAL CONDITIONS 

SPECIAL PROVISIONS 

SC-01.  SCOPE OF WORK 

Work will primarily consist of furnishing all labor, equipment and materials necessary for 
recycled water on-site retrofits to convert irrigation systems currently using potable water to 
recycled water as shown in the drawings and specifications. 
 
General 

1. All work shall comply with District standards and specifications. 
 

2. Contractor   shall   schedule   a   pre-job   meeting   7   days   prior   to commencement 
of work. 
 

3. Contractors shall provide submittals sheets of all proposed material prior to pre-job 
meeting. 
 

4. All work shall be inspected by District.  No trenches are permitted to be covered until 
approval by the District is obtained. 
 

5. Contractor shall provide a detailed project schedule with durations of all scope of work. 
 

6. Contractor shall be responsible for traffic control throughout the duration of all   work.     
Traffic control   must   be provided   per City of San Jacinto requirements including but 
not limited to an approved traffic control plan. 
 

7. Contractor shall provide an encroachment permit for work within City of San Jacinto 
public right-of-way. 
 

8. Contractor shall clean the project daily. 
 

9. Contractor shall submit daily reports each day to District’s representative. 
 

10. Contractor shall maintain all new landscape areas for a period not less than  30  days  
from  project  installation  completion  acceptance  by  the District.  Maintenance period 
does not commence until written approval is provided by the District. 
 

11. Contractor acknowledges that roots and other organic material is present within all 
areas of work and no additional compensation will be given for time required to 
complete scope of work within said conditions. 
 

12. Retention   shall   be   withheld   per   contract   requirements   until   final acceptance 
has been provided by the District. 

SC-02.  SAFETY PROGRAM 
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Safety of all activities in connection with the work is of paramount and overriding importance. 

Please note that the District reserves the right to suspend the work wholly or in part, for any 
time period as the district representative deems necessary, due to unresolved safety disputes. 

No additional compensation or contract time will be allowed for the period the work is wholly or 
in part suspended. 

Should the contract continue with the disputed work after having received a written notice of 
suspension, any work performed by the contractor during the suspension shall be considered 
as having been done by the contractor at the contractor’s own risk as a volunteer, and shall 
not entitle the contractor to compensation or any other rights under the contract. 

The  Contractor  shall  conform  to  all  applicable  occupational  safety and health standards, 
rules, regulations and orders established by local agencies, State of California, and California 
Division of Occupational Safety and Health Construction Safety Regulations (Cal Osha), 
including obtaining permits reuir4ed by California Code of Regulations, Title 8, Sections 341 
and 341 (a). 

SC-03.  PERFORMANCE AND PAYMENT BONDS 

Pursuant to Section 995.660(a) of the Code of Civil Procedure, the Contractor shall submit the 
following documents with performance and payment bonds: 

1. The original, or certified copy of the unrevoked appointment, power of attorney, 
bylaws, or other instrument entitling or authorizing their person who executed the bond 
to do so; and 

 

2. A certified copy of the certificate of authority of the insurer issued by the State of 
California’s Insurance Commissioner. 
 

NO PAYMENT SHALL BE MADE UNTIL THE BONDS ARE APPROVED. 

SC-04.  LOCATION OF CONTRACT WORK SITE 

Various locations throughout Winchester, CA primarily along Pourroy Road.  

SC-05.  LIQUIDATED DAMAGES 

The fixed liquidated damages amount for each calendar day of unauthorized delay in 
completion of the work is hereby established at one thousand dollars ($250) per calendar day. 

SC-06.  INSURANCE 

At the times during the life of this contract, Contractor and his subcontractors shall procure 
and maintain Commercial Liability, Automobile Liability and Workers Compensation. 

SC-07.  PRECONSTRUCTION CONFERENCE 

A Pre-job Conference shall be scheduled prior to the start of the project.  District and 
Contractor representative shall be present. 

 

SC-08.  TRAFFIC CONTROL PLAN 
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It shall be the Contractor’s responsibility to implement the approved traffic control plans. 
Contractor shall purchase or rent and maintain traffic warning signs, barricades, flagmen and 
other traffic control devices as required and to maintain traffic flow, as required by agencies 
having jurisdiction over the roadways in the work area. The cost for this work shall be included 
in Bid Prices. No additional compensation and time extension will be provided. 

SC-09.  EQUIPMENT AND MATERIAL STORAGE 

It is the Contractor’s responsibility to legally store equipment and material associated with the 
performance of the work. If the Contractor has arranged for temporary storage on private 
property outside of the public-right-of-way, the Contractor shall provide to the District a copy of 
the written agreement between the landowner and the Contractor. 

SC-10.   NOISE RESTRICTIONS 

A. Contractor shall use only such equipment on the Work and in such state of repair so 
that the emission of sound therefrom is within the noise tolerance level of that 
equipment as established by Cal/OSHA. 

B. Contractor shall comply with the most restrictive of the following: (1) local sound 
control and noise level rules, regulations and ordinances and (2) the requirements 
contained in these Contract Documents, including hours of operation requirements. 

C. No internal combustion engine shall be operated on the Project without a muffler of 
the type recommended by the manufacturer.  Should any muffler or other control 
device sustain damage or be determined to be ineffective or defective, the 
Contractor shall promptly remove the equipment and shall not return said equipment 
to the job until the device is repaired or replaced.  Said noise and vibration level 
requirements shall apply to all equipment on the job or related to the job, including 
but not limited to, trucks, transit mixers or transit equipment that may or may not be 
owned by the Contractor. 

SC-11.  COORDINATION WITH OTHER CONTRACTORS 

[NOT USED] 

SC-12.   MODIFICATION OF HOURS OF WORK 

[NOT USED] 

SC-13.  DESIGNATION OF DISTRICT’S REPRESENTATIVE 

Unless otherwise modified by District, Districts’ Representative shall be James Salvador and 
can be contacted at (951) 654-1505 or Justin@GoRecreation.org  

SC-14.  ENGINEER OF RECORD. 

For purposes of this Project, the Engineer of Record or Engineer shall be:   

Zeru Aman, Eastern Municipal Water District  

 

mailto:Justin@GoRecreation.org
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END OF SPECIAL CONDITIONS 
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SECTION P - CONTRACT DRAWINGS 

P-01. General. The location of the work, its general nature and extent, the outline of the land 
owned or controlled by the District and the form and general dimensions of the facilities (ie. 
pipelines, appurtenances, etc.) are as shown on the drawings attached and made a part of this 
Specification as listed below. 

 

P-02. Construction Drawings 

 Drawing Title 

 POC 24 
 POC 28 
 POC 35 

POC 38 
POC 47 
POC 49 
POC 52 
POC 58 
POC 62 
POC 67 
POC 70 
POC 73 
POC 75 
POC 76 
POC 82 
POC 85 

 
 General 
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IRRIGATION SYSTEMS 
 
 
PART 1-IRRIGATION SPECIFICATIONS:  GENERAL 
 
1. General Requirements: 

 a. Permits: Contractor shall obtain and pay for any permits required. 

 
2. Scope Of Work: 

 a. The intent of the drawings and specifications is to indicate the processes   

  required for the installation of a complete operating irrigation system   

  without additional cost in labor and material to the Owner.  

 

b. The work consists of furnishing all tools, equipment, material, labor and any 

processes required to provide a complete operating irrigation system as 

specified in the drawings and specifications. 

 

c. Drawings are diagrammatic and must be field verified.  Contractor to notify 

Engineer immediately of any discrepancies prior to starting work. 

 

 d. Due to the scale of the drawings it is not possible to show all offsets,   

  assemblies, fittings, etc. for a complete irrigation system. 

 

 e. Under this section the contractor shall provide all necessary assemblies,    

  fittings, etc. to provide a complete fully automatic irrigation system as   

  listed in drawings and specifications with no additional cost to the owner. 

 

 f. Any extra work performed shall be approved in writing by the Owner or   

  Owner's representative prior to the start of such work.  

 

 g. Any unapproved work may be at the contractor's expense. 

 

h. If reclaimed water is used, contractor shall provide all necessary reclaimed water 

signage and equipment.  The entire irrigation system must be in accordance to 

the local reclaimed water specifications and as listed in drawings.   

 
3. Record Drawings: 

 a. Record accurately on one set of black and white prints denoting variation   

  in work from original drawings.   

 

 b. Dimension from two permanent points of reference (sidewalks, pavement,  

  curbs, street lights, buildings)  Record on as-builts daily or as work is   

  performed.  All drafting must be clearly legible and dimensions shall be no  

  smaller the 1/4" in size 

   

 c. Show dimensions from the following locations and depths: 

 

  i. Point of connection (P.O.C.). 
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  ii. Backflow prevention assembly, master valve and flow sensor. 

 

iii. Routing of irrigation pressure mainlines and all directional changes. 

 

  iv. Ball and butterfly isolation valves. 

 

  v. Irrigation control valves. 

 

  vi. Automatic controller. rain sensors and electrical conduits. 

 

  vii. Sleeves and pull boxes. 

 

  viii. Other related equipment (as directed by the Engineer). 

 

 c. Upon completion and approval of record drawing prints, transfer all   

  information to reproducible mylars and provide two additional blueline   

  copies. 

 

d. Maintain as-built drawings on site at all times.  These drawings are subject to 

inspection at any time. 

 

 e. Make changes to reproducible drawings in ink (no ball-point pen).  Erase   

  or use eradicating fluid when revising drawings.  Make changes in a   

  manner equal to the original drawings. 

 

f. Contractor must submit as-built drawings (sepia mylars and two sets of 

bluelines) to the Engineer inspecting the site seven days prior to the start of the 

maintenance period for approval. 

 
4. Controller Charts: 

 a. As-built drawings shall be approved in writing prior to preparing charts. 

 

 b. Provide two controller charts for each controller supplied, showing the   

  area covered by the automatic controller. 

 

 c. The chart shall be a reduced reproduction of the as-built system.  If the   

  controller sequence is not legible when reduced, enlarge it to a size that   

  will be legible when reduced. 

 

 d. Charts shall be blackline print with a different transparent color used to   

 show area of coverage for each station. 

 

e. When completed and approved, laminate the charts with plastic 10 mil thick 

minimum. 

 

 f. Charts shall be completed and approved prior to final inspection of the   

  irrigation system. 

 

g. Controller access.  The Engineer reserves the right to have complete access to 
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the controller clocks for monitoring and controlling system failures.  The  

contractor shall provide the Engineer with two sets of all keys necessary for 

access to the controller clocks within the designated area. The keys will then 

become the property of the Owner. 

 
5. Operation and Maintenance Manuals: 

a. Prepare and deliver to the Engineer, prior to the start of maintenance, all 

required and necessary descriptive material in complete detail and sufficient 

quantity properly prepared in four individually bound copies.  Describe the 

material installed in sufficient detail to permit qualified operating personnel to 

understand, operate and maintain all equipment.  Each manual shall include the 

following: 

 

  i. Index sheet stating contractor's address and telephone number.             

  ii. Duration of guarantee period with guarantee forms. 

 

  iii. List of equipment with names and addresses of manufacture's local  

   representatives. 

  

  iv. Complete operating and maintenance instructions on all major   

   equipment. 

 

b. In addition to the maintenance manuals, provide the maintenance personnel with 

the instructions for major equipment and show written evidence to the Engineer 

at the conclusion of the work that this service has been completed. 

 
6. Spare Parts and Equipment: 

 a. Prior to the start of maintenance prepare and deliver to the Engineer, 

  all required spare parts, tools and equipment.  Spare parts, tools and   

  equipment shall include but not limited to the following: 

   

  i. Two quick coupler keys with 3/4 inch bronze hose bib with hand   

   wheel. 

 

  ii. Two quick coupler lid keys 

 

  iii. One valve box cover wrench or key 

 

  iv. Two wrenches and shrew drivers for adjustment and disassembly   

   for each type of sprinkler head used in the irrigation system 

 

  v. One 5 foot tee wrench for operating isolation valves specified 

 

vi. Six extra sprinkler heads of each type and size used in the irrigation 

system.    

   

  vii. Remote radio device for irrigation controller(s) if specified 

 
7. Guarantee: 

a. Provide written guarantee in form approved that all work with defects in 
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workmanship and materials will be repaired or replaced at no cost to the Owner 

for a period of one year from the date of acceptance by the Owner's 

representative. 

 

 b. This form shall be transferred onto the contractor's letterhead and must   

  contain the following : 

 

     **Name of Project** 

 

We hereby guarantee that the irrigation system we have furnished and installed 

for **Name of Project**  is free from defects in materials and workmanship, and 

the work has been completed in accordance with the drawings and 

specifications.  Ordinary wear and tear and unusual abuse or neglect expected.  

We agree to repair or replace any defects in material or workmanship which may 

develop during the period of one (1) year from the date of acceptance and also 

to repair or replace any damage resulting from the repairing or replacing of such 

defects at no additional cost to the Owner.  We shall make such repairs or 

replacements within a reasonable time after receipt of such written notice.  In the 

event of our failure to make such repairs or replacements within a reasonable 

time after receipt of such written notice from the Owner , we authorize the Owner 

to proceed to have said repairs or replacements made at our expense and we 

will pay for the cost and charges therefore upon demand. 

 

  Project Name:  _______________________ 

 

  Owner:  ____________________________ 

 

  Landscape Architect: __________________ 

 

  Location: ___________________________ 

 

  Signed: __________  Title: _____________ 

 

  Address: ___________________________ 

 

  Telephone : (___)______________ 

 

  Date of Signature: _____________ 

 
8. Inspections: 

 a. Site inspections and notification time. 

 

  i. Pre-construction conference  7 days 

  ii. Pressure line installation and testing 48 hours 

  iii. Controller installation   48 hours 

  iv. Lateral line and sprinkler installation 48 hours 

  v. Coverage test    48 hours 

  vi. Final Inspection    7 days 

 

b. No field inspections will commence unless record drawings are current and 
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available for observation upon request by the Owner's representative. 

 
9. Irrigation System Testing: 

 a. Owner's representative must be notified 48 hours prior to any irrigation   

  testing or inspections. 

 

 

b. Contractor shall perform a pressure test to all pressure lines in the presence of 

the Owner's representative. 

 

 c. All pressure line must be tested under hydrostatic pressure of 150 pounds  

  per square inch (PSI) and be proven water tight. 

 

d. Pressure lines must maintain pressure for as period of 2 hours.  If pressure drop 

occurs, contractor shall replace joints and repeat test until no pressure drop is 

achieved. 

 
10. Pressure Line Observation: 

 a. Prior to any backfilling of any trench(s) contractor shall call for field   

  observation for verification of material, depths, clearances and warning   

  tape by the Owner's representative. 

 

 b. Any trenching covered that was not inspected or approved shall be made   

  visible for observation at the cost of the Contractor. 

  
11. Controller Testing: 

a. Prior to final acceptance contractor shall provide certification from manufacture 

stating that controller specified on drawings has been installed per 

manufacturer's specifications. 

 

 b. Contractor shall test in the presence of the Owner's representative that all  

  control wires and extra control wires are functioning properly. 

 

c. Contractor shall provide sufficient manpower and/or radio device to complete 

such testing in a timely manner. 

 
12. Lateral Line Testing:  

 a. Prior to any backfilling of any trench(s) contractor shall call for field   

  observation for verification of material, depths and clearances by the   

  Owner's representative. 

 

b. All sprinklers and assemblies shall be made visible for observation for verification 

that all material has been installed per plans and specifications.  

 

 c. Any trenching covered that was not inspected or approved shall be made   

  visible for observation at the cost of the Contractor. 
 

13. Coverage Test: 

a. Contractor shall perform a coverage test in the presence of the Owner's 

representative. All irrigation sprinkler systems must providing 100% head to head 
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coverage.  Any areas not receiving head to head coverage shall be corrected 

and retested per the Owner's representative. 

 

 b. Contractor shall provide sufficient manpower and/or radio device to   

  complete such testing in a timely manner. 

  

 c. All heads must be adjusted to prevent overspray to buildings, walks, streets etc. 

(see adjusting the system section). 

 

d. No planting or hydroseeding shall take place until coverage test as been 

approved in writing by the Owner's representative.  Tree planting may 

commence upon approval from Owner's representative.   

 
14. Final Irrigation Inspection: 

 a. All irrigation systems shall be tested in the presence of the Owner's   

  representative and by under complete automatic operation and proven to   

  be leak free irrigating designated areas per plans and specification with   

  least amount of overspray as possible. 

 

 b. Contractor shall provide as-built record drawings and controller charts at   

  final irrigation inspection for approval prior to mylar transfer and    

  laminating. 

 

 c. All irrigation turn over items shall be turned in to the Owner's    

  representative prior to the start of maintenance. 

 

    
PART 2-IRRIGATION SPECIFICATIONS:  MATERIALS 

 
1. Backflow Prevention Devices: 

 a. Backflow prevention units shall be approved by the Foundation for Cross-  

  Connection Control and Hydraulic Research. 

 

b. Backflow assemblies shall be installed using brass ells, unions and nipples. 

 

 c. Type:  Febco 825Y,  Wilkens 975XL ,Watts 909 or approved equal. 

 

d. Backflow device enclosure shall be constructed of stainless steel #9 expanded 

metal with a angle iron frame.  Enclosure shall  have a hinge  on one end that 

allows for removal of the enclosure for backflow service. 

  Enclosure shall be bolted to a concrete pad using galvanized steel   

  hardware. 

   

  Manufactures:  LeMuer, Strong Box, All Spec or approved equal. 

 
2. Pressure Reducing Valves: 

a. Pressure reducing valves shall be of bronze and stainless steel construction and 

be adjusted from 25 P.S.I. to 125 P.S.I. 

 

  Manufactures:  Wilkens 500HLR or approved equal. 
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3. Wye Strainers: 

 a. Wye strainer shall be bronze construction with a stainless steel screen   

  element.  Wye strainer shall have a standard filtration size of 80 mesh. 

  

  Manufactures:  Wilkens 100YSBR or approved equal. 

 
4. Shut off Valves: 

 a. Ball Valve:  

    

  i. Shut off valves 2 inch and smaller shall be ball valves. 

 

  ii. Ball valves shall have a one piece body constructed of 600   

   lb. WOG Bronze material conforming with ASTM B-584    

   alloy 844.  Ball valve shall have a vented ball with a    

   blowout proof system.  Ball valves shall have a working    

   pressure of not less than 150 P.S.I. and shall conform to    

   AWWA standards. 

 

   Manufactures:  Nibco 560, Wilkens 850 or approved equal. 

 

 b. Butterfly Valves: 

 

  i. Shut off valves 21/2 inch and larger shall be butterfly valves. 

 

ii. Butterfly valves shall have a one piece body constructed of cast iron and 

stainless steel stem.  Butterfly valves shall be equipped with Vanstone 

lange adapters and a 2 inch square operating nut.  Butterfly valves shall 

have a working pressure of not less than 150 P.S.I. and shall conform to 

AWWA standards.  Butterfly valves shall have a ductile iron porcelain 

enamel coated disc. 

 

   Manufactures:  Nibco, Matco or approved equal. 

 
5. Quick Coupler Valves: 

 a. Quick coupler valves shall have a body constructed of red brass    

  with a wall thickness guaranteed to withstand normal working    

  pressure of 150 P.S.I. without leakage with female threads (pening   

  at base).  Quick coupler valve shall have a hinge cover constructed   

  of red brass with a leather like vinyl cover bonded to it on such a    

  manner that it becomes permanent type of cover.  Quick couplers    

  used with potable water shall have vinyl covers yellow in color.     

  Quick coupler valves used for reclaimed water shall have vinyl    

  covers purple in color with the appropriate reclaimed water    

  warnings in English and Spanish as well as the international "Do    

  Not Drink" symbol. 

 

  Manufactures:  Potable Water:  Rainbird 44LRC or approved equal 

  Reclaimed Water:  Rainbird 44NP or approved equal 
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6. Remote Control Valves: 

 a. The remote control valve shall be normally closed 24 VAC solenoid   

  actuated globe pattern, spring loaded diaphragm type.  The valve shall be  

  pressure rated up to 200 P.S.I. at 150 degrees F. 

 

 b. The valve shall have a 600 pound test fabric reinforced rubber diaphragm  

  assembly with self-cleaning stainless steel screen. 

 

 c. Remote control valve body and bonnet shall be brass and the valve   

  shall have a stainless steel control/ shut-off stem and manual operator.  

  

  Manufactures:  Rainbird PESB series or approved equal. 

 
7. Master Control Valves: 

 a. The master control valve shall be a switchable normally closed or open 24  

  VAC solenoid actuated globe pattern, spring loaded diaphragm type.  The  

  valve shall have up to 200 P.S.I. at 150 degrees F. pressure rating. 

 

 b. The body bonnet shall be brass or cast iron and the valve shall have a   

  stainless steel control shut-off stem and manual operator. 

 

 c. The valve shall have a 600 pound test fabric reinforced rubber diaphragm  

  assembly with self-cleaning stainless steel screen. 

 

 

Manufactures:  Griswold 2000 series, Rainmaster EV-MV or approved equal. 

 
8. Flow Meter: 

a. Flow meter shall be constructed of a schedule 80 tee with an solid state o-ring 

sealed epoxy fused sensor housing and nylon impeller.   

  

 b. Flow meter must be installed and wired per manufacturer's specifications. 

 

  Manufactures:  Data Industrial, Calsence or approved equal. 

  
9. Rain Sensor: 

 a. Rain sensor shall be a heavy duty plastic container with epoxy sealed   

  electronics installed within a 1/8 inch thick steel enclosure.  Mount sensor  

  on controller enclosure or building eave per manufacturer's specifications.  

  Sensor shall be wired per manufacturer's specification. 

 

  Manufactures:  WCS Rainguard, Rainbird Raincheck or approved equal. 

 
10. Basket Strainer: 

 a. Basket strainer shall be manufactured with a bronze body with a 80 mesh  

  filtration element with a stainless steel basket. 

 

  Manufactures:  Hayward or approved equal. 

 
11. Booster Pump: 
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 a. Booster pump shall be as manufactured by Barrett Engineered Pumps,  

  San Diego, California (619) 232-7867.  Pump shall be determined by the   

  engineer. 

  
12. Automatic Controller: 

 a. The controller shall operate on a minimum of 120 volts A.C. power input   

  and shall be capable of operating up to four 5.5 VAC 24 volt A.C. remote   

  control valves at once.  The controller shall have a reset circuit breaker to  

  protect the controller from overloading. 

 

b. The controller shall have independent programmable stations.  The controller 

programming schedule shall be capable of allowing four automatic start times 

per day on four separate programs.  Station timing shall be variable from 1 to 99 

minutes.  The controller must have a water     

budgeting function to allow increasing or degreasing of watering times for  

 all stations at once. 

 c. The controller shall have a master valve/remote pump start circuit for use  

  with a master valve to pressurize the system when the programmed cycle  

  starts to activate a remote pump start relay to run the pump during the   

  programmed cycle.  

 

 d. The controller shall have manual watering capabilities for single station   

  operation at any time with out changing programmed times. 

 

 e. The controller shall have a factory installed backup program for standby   

  operation and a backup battery to maintain the programs during power   

  loss. 

 

 f. Install one extra 11/2" inch conduit to controller for future use. 

 

  Manufactures:  Calsence ET1 or approved equal. 

 
13. Controller Enclosure: 

 a. All controllers installed outside must be mounted inside a stainless steel   

  enclosure with lockable hinged doors.  

 

 b.  The enclosure shall have one full time 120 VAC GFCI type circuit with   

  on/off switch and pigtail connection for remote control use. 

 

  Manufactures:  Lemuer, Strong Box, All Spec or approved equal. 

 
14. Control Wiring: 

 a. All control wiring for connections between remote control valves and   

  controller shall be direct burial AWG-F wire installed in accordance with   

  manufacture's specifications. 

 

 b. All splices shall be sealed with water-proof connectors and water-proof   

  sealant. 

 

Manufactures: Rainbird Pen Tite, Snap Tite, Dri-Splice or approved equal. 
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c. Wiring shall be buried adjacent to mainline wherever possible and for more than 

one wire they shall be bundled at every ten feet using black electrical tape. 

 

 d. Expansion curl shall be provided within three feet of each connection and  

  at all changes in direction.  Provide a two foot expansion loop for every   

  100 feet of run. 

 

 e. Wire size shall not be less than #14 gauge. 

 

 f. Control wires shall be black in color.  If additional controllers are installed   

  provide different color common wires for each controller. 

 

 g. Common wire shall be white in color.  If additional controllers are installed  

  provide white wire with colored stripe.  Stripe to be same color as control   

  wire color. 

 

h. Contractor shall provide one extra wire for every five valves and two extra wires 

shall be provided for every valve in any isolated area and the extra wires shall 

extend past the last valve in a group.  Extra wires shall be orange in color and 

looped in every valve box and made accessible for future use if needed. 

 

 i. No wire splices shall be permitted unless run is longer than 2500 feet or   

  approved by Owner's representative. 

 
15. Valve Boxes: 

 a. Rectangular valve boxes shall be 9 1/2 inch wide by 16 inch long and 11   

  inch high.  Round valve boxes shall be 10 inch diameter and 10 1/4 inch.   

  All valve boxes shall be constructed of rigid polyolefin.   

 

 b. Valve boxes shall be have locking covers secure with a 3/8 inch stainless   

  steel bolt and washer.   

 

 c. Rectangle valve boxes shall be used for control valves, master control   

  valves, pressure regulators, flow sensors, wye strainers, basket strainers   

  ball valves, butterfly valves and pull boxes. 

 

 d. Round valve boxes shall be used for quick coupler valves.   

 

 e. All valve boxes to be green in color unless otherwise specified for use of   

  reclaimed water. All valve boxes for reclaimed water shall be purple in   

  color and bare the reclaimed water warnings as well as the international   

  "Do Not Drink" symbol.   

 

 f. Heat brand all box lids with the appropriate two inch high identification   

  letters and/or numbers. 

 

 g. All valve boxes shall receive landscape fabric.  Landscape fabric shall be   

  constructed of 5.0 oz. weight proven polypropylene weed barrier with a   

  burst strength of 225 P.S.I.  and capable of 12 gallons per minute of water  



11 
 

  flow and a puncture strength of 60 lbs.  Dewitt Pro, Mirfy or approved   

  equal. 

 

 h. All valve boxes shall receive 2 cubic feet of 3/4 inch gravel per plan.  

 

  Manufactures:  Carson, Brooks, NDS or approved equal. 

 
16. General Piping: 

 a. Pressure line from point of connection to backflow prevention device shall  

  be brass or Type K copper 

 

 b. Pressure lines 2" and smaller after backflow prevention device shall be   

  Schedule 40 solvent weld PVC  

 

c. Pressure lines 21/2 inch to 3 inch after backflow prevention device shall be Class 

315 solvent-weld P.V.C.  

 

d. Pressure lines 11/2 inch and smaller after backflow prevention device shall be 

Schedule 40 solvent-weld P.V.C. 

 

 e. Pressure lines 4 inch and larger after backflow device shall be Class 200   

  bell and gasket P.V.C.  

 

 f. Lateral lines 11/2 inch and smaller shall be Schedule 40 solvent-weld   

  P.V.C.  

 

 g. Lateral lines 2 inch and larger shall be Class 315 solvent-weld P.V.C.    

 h. All pipe and fittings shall bear the markings of the Manufacturer's    

  name, nominal pipe size, pressure rating P.S.I., NSF, schedule or class   

  and date of extrusion. 

 
17. Plastic Pipe: 

a. Solvent weld pipe shall conform to ASTM D 1784 or D 2241 to meet the 

requirements of cell classification 12454B for pipe.  Pipe shall be extruded of an 

improved P.V.C. virgin pipe compound high impact strength.  Compound shall 

have a hydrostatic design stress rating of 2,000 P.S.I.  

  

  Manufactures:  Pacific Plastics or approved equal. 

 

 b. Rubber gasket P.V.C. pipe shall conform to ASTM D-1784 Type I, Grade   

  I 2,000 P.S.I. design stress.  All pipe shall conform to commercial    

  standards CS-256-64 and NSF testing laboratories. Rubber gaskets shall  

  conform to ASTM 1869. 

   

  Manufacturers:  Pacific Plastics or approved equal. 

 

 c. Reclaimed water pipe shall conform to ASTM D1784 or D 2241 to meet   

  the requirements of cell classification 12454B for pipe.  Pipe shall be   

  extruded of an approved P.V.C. virgin pipe compound high strength. 

  Compound shall have a hydrostatic design street rating of 2,000 P.S.I. 
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  Reclaimed water pipe shall be purple in color and bare the words    

 "CAUTION - RECLAIMED WATER" printed in black letters on two    

 sides of all pipes. 

   

  Manufacturers:  Pacific Plastics, Alertline or approved equal. 

 

 d. Ultra Violet Resistant (U.V.R.) pipe shall conform to ASTM D 1784 or   

   D 2241 to meet the requirements of cell classification 12454B for pipe.   

  Pipe shall be extruded of an approved P.V.C. virgin pipe compound high   

  strength.  Compound shall have a hydrostatic design street rating of 2,000  

  P.S.I..  U.V.R. pipe shall be manufactured using material proven to resist   

  corrosion by ultra-violet radiation.  Pipe shall be brown in color. 

   

  Manufacturers:  Pacific Plastics, Brownline, Sun Stop or approved equal. 

 
18. Fittings: 

 a. All pressure line fittings 3 inch and smaller shall be Schedule 80 solvent   

  weld P.V.C..  Fabricated pipe shall be from an NSF approved Type I,   

  Grade I, P.V.C. compound conforming to ASTM D1784 

 

  Manufacturers:  Dura, Lasco or approved equal.  

 

b. All pressure line fittings 4 inch and larger shall be iron ductile deep bell type 

constructed of grade 65-45-12 and shall be in accordance with ASTM A536. 

Rubber for gaskets in fittings shall be in accordance with ASTM-477.  All iron 

ductile fittings shall have stainless steel exterior lugs to secure a joint restraint 

system. 

  

  Manufacturers:  Leemco or approved equal.    

 

c. All lateral line fittings downstream control valve shall be Schedule 40 solvent 

weld P.V.C..  Fabricated pipe shall be from an NSF approved Type I, Grade I, 

P.V.C. compound to ATTM D1784 

 

  Manufacturers:  Dura, Lasco or approved equal.  

 

 d. Provide primer and solvent cement for PVC solvent weld pipe and fittings   

  of specified type by manufactures recommendations. 

 

  Manufacturer:  Weld-on or approved equal. 

 

 e. All fittings shall have the manufacture's name, trademark and size   

  applicable NSF or IPS approval. 

 

 f. All threaded fittings shall have 3/4 inch teflon tape. 
 

 

19. Brass Pipe and Fittings 

 a. Brass pipe shall be in accordance with American National Standard   

  Institute and be 85 percent Schedule 40 red brass. 
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 b. Brass fittings shall be threaded 125 pound class. 

 
20.  Galvanized Steel Pipe and Fittings: 

 a. Galvanized steel pipe shall be Schedule 40 hot dipped galvanized. 

 

 b. Galvanized fittings shall be Schedule 40 hot dipped galvanized. 

 
21. Irrigation Heads (General) 

 a. All irrigation heads shall be the size, type, and provide the same rate of   

  precipitation with the same radius of spray, pressure and discharge in   

  G.P.M. as listed on drawings  

 

 b. All spray head sprinklers shall have stainless steel screw adjustment for   

  radius of spray.  

 

 c. Riser and swing joint assemblies shall be as indicated on drawings. 

 

 d. All irrigation heads shall have an factory installed check valve or have an   

  after market check valve installed. 

 

 e. All other requirements for non-pressure lateral line pipe to be as specified  

  in fitting specification section.  

 

 f. In no case shall the irrigation head spacing exceed the maximum    

  manufacturer's recommendation. 

 

 g. Irrigation heads along walks, curbs, paving, etc. shall be positioned 1   

  inch above finish grade.  Irrigation in turf areas shall be positioned  2   

  inches above finish grade. 

 

 h. All sprinkler heads shall be set perpendicular to finish grades. 

 
22. Bubblers: 

a. Bubblers shall be constructed of heavy duty plastic and be pressure 

compensation full circle.  The bubbler shall have a screen to protect it from 

clogging. 

 

 b. Bubblers shall be adjustable from .25 - 1.0 GPM and operate between 20-  

  90 PSI. 

 

  Manufacturer: Rainbird 1400 Series or approved equal. 

  
23. Sprinkler Heads 

 a. The sprinkler body, nozzle, stem and screen shall be molded out of heavy  

  duty plastic. 

 

 b. Pop-up height shall be as listed in drawings and in no case shorter than 4  

  inches.   
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 c. The sprinkler shall have an adjustment screw used for regulating flow and  

  radius with matched precipitation rate (MPR) nozzle. 

 

 d. The sprinkler shall have a removable screen to protect it from clogging. 

 

 e. The sprinkler shall have a stainless steel spring for proper pop-down. 

 

 f. The sprinkler shall be equipped with a factory installed check valve   

  (seal-a-matic {SAM}) identified on the cap and capable of holding water   

  up to 10 feet of elevation change. 

  

 g. The sprinkler shall be equipped with a factory installed pressure regulating 

device constructed of stainless steel and heavy duty plastic capable of 

maintaining a pressure of 35-70 P.S.I. to 30 P.S.I. for operation of the sprinkler. 

  

  Manufacturers:  Rainbird 1800-SAM-PRS or approved equal. 
 

24. Rotor Heads (Medium Range): 

 a. All pop-up rotors shall have a rubber cover and be constructed of heavy   

  duty plastic except for wiper seal, bearing spring and bearing washers.  

  All rotors to have a reinforced rib design with flange incasement. 

 

b. Pop-up height shall be as listed in drawings and in no case be shorted than 3 1/2 

inches.  

 

 c. The rotor shall have a diffuser pin for regulating flow and radius. 

 

 d. The rotor shall have a screen to protect it from clogging and have a   

  minimum inlet of 3/4 inch. 

 

 e. The rotor shall be capable of covering 16-55 feet radius at 20-60 PSI with  

  a rate of .5 - 9.2 GPM. and be adjustable from 1-360 degrees.   

 

Manufacturers:  Hunter PGP, Hunter I-20, Rainbird T-Bird or approved equal. 

 
25. Rotor Heads (Large Range): 

 a. All pop-up rotors shall have a rubber cover and be constructed of heavy   

  duty plastic except for wiper seal, bearing spring and bearing washers.  

The riser shall be constructed of plastic encased in a stainless steel sleeve.  All 

rotors to have a reinforced rib design with flange encasement. 

 

b. Pop-up height shall be as listed in drawings and in no case be shorted than 3 1/2 

inches.  

 

 c. The rotor shall have a diffuser pin for regulating flow and radius. 

 

 d. The rotor shall have a screen to protect it from clogging and have a   

  minimum inlet of 1 inch. 

 

 e. The rotor shall be capable of covering 16-55 feet radius at 40-74 PSI with  



15 
 

  a rate of 3.8 - 27.5 GPM. and be adjustable from 1-360 degrees.  

 

Manufacturers:  Rainbird Falcon, Hunter I-25, Hunter I-40 or approved equal. 

 
26. Trenching and Backfilling: 

a.  No trenches are to be backfilled until approval from Owner's representative has 

been acquired. 

 

b. Excavate trenches straight and support pipe continuously on the bottom of 

trench per layout indicated on drawings. 

 

 c. All lines shall have a minimum clearance of 4 inches from each other and  

  24 inches from any other lines from other trades. 

 

 d. Provide the minimum covers as listed below: 

 

  i. Pressure lines 4 inch and larger  30 inches 

 

  ii. Pressure lines 3 inch and larger:  24 inches 

 

  iii. Pressure lines 2 1/2 inches and smaller: 24 inches 

 

  iv. Lateral lines     18 inches 

 

  v. Control wiring    24 inches  

 

 e. Fine granular soil not larger than 1/2 inch shall be for initial backfill and   

  compacted to a density equal to undisturbed soil.  Clean backfill soil not   

  greater than 1 inch for remaining backfill.   

 

 f. No flooding shall be performed to compact trenches unless approved by   

  the Owner's representative.   

  

 g. Sand backfill to a minimum of 3 inches shall be applied to all piping under  

  paved areas.  

 

 h. If any settlements occur and irrigation adjustments are required the   

  contractor shall make these adjustments with no additional cost to the   

  Owner. 

 

i. Contractor shall install concrete thrust blocks for all pressure lines 2 inch and 

larger.  Thrust blocks shall be a minimum size of one cubic foot.  For bell and 

gasket pipe a joint restraint system shall be used instead of thrust blocks per 

manufacture's specifications.   

 
27. Flushing the System: 

 a. Open control valve after all piping and required assemblies have been   

  completed to flush out the system. 

 

 b. Irrigation heads are to be installed after completion of flushing the system  
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  satisfactory to the Owner's representative.         
  

28. Adjusting the System: 

 a. The contractor shall flush and adjust all irrigation heads, control valves,   

  pressure regulators, etc. for optimum performance. 

 

b. All heads must be adjusted to prevent overspray to buildings, walks, streets etc. 
   

29. Sleeving: 

 a. All sleeving shall be 2 times the diameter of the pipe used.  Sleeving for   

  control wires shall be 2 inches in diameter minimum. 

 

 b. All sleeving shall have minimum a cover of 24 inches under paving  

 

 c. All trenches for sleeving must be compacted to 95% compaction using   

  manual or mechanical taping device. 

 

d. Contractor shall cap and pressure test all pressure lines under paving   prior to 

backfilling and paving. 

 

 e. Contractor shall be responsible for the installation of all sleeves required   

  for the irrigation system not listed in the drawings.  
 

30. Layout: 

 a. Contractor shall layout irrigation mainline, valves, sprinklers etc. for   

  approval from the Owner's representative. 
  

31. Additional Miscellaneous Items: 

 a. All pipe above grade are to be stabilized with j-hooks at every 10 feet. 

  J-hooks shall be #4 x 18 inch rebar painted with black epoxy paint prior to  

  installation.   

  

 b. All assemblies requiring rebar stabilizing rods per plan and details shall be with 

#4 x 30 inch rebar and supported by vandal proof clamps constructed of 

stainless steel installed with a tool specifically designed for the process. 

 

c. Contractor shall install metallic warning tape over all pressure supply line with a 

cover of 12 inches from grade.  Warning tape for potable water shall be blue in 

color and the words, "CAUTION WATER LINE" permanently attached to tape.  

Warning tape for reclaimed water shall be  

 

 

 

d. Lavender in color and the words, "CAUTION RECLAIMED WATER"  

  permanently attached to tape.  Warning tape shall be 3" wide minimum. 

 

 e. Contractor shall provide identification tags with the number labeled for   

 each valve attached the each valve.  For potable water the tags shall be   

 yellow in color with black lettering.  For reclaimed water the tags shall be   

 lavender in color with black lettering. 
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f. All utilities, valve boxes, valves, sprinklers, quick couplers, etc. shall either have 

lavender caps or lavender colored parts as provided by the manufacturer for use 

a reclaimed water. 

     
32. Water Supply: 

 a. The Irrigation system shall be connected to water supply as shown on   

 drawings.  Contractor shall notify Architect immediately of any   

 discrepancies.  

 

 b. The Contractor shall be responsible for any minor changes due to actual   

 site conditions. 
 

33. Electrical Supply: 

 a. Contractor to coordinate final location of controller with job site    

 Superintendent and Owner's representative.   

 

 b. Prior to installation of controller contractor to verify that all required   

  electrical equipment is accessible for complete installation. 

 

 c. Electrical connections and equipment must be as listed in controller   

 installation section and per manufacturer's specifications.   

 
34. Grades: 

 a. Prior to commencing any work the contractor shall carefully check all   

 grades and verify that after all irrigation work and soil preparation    

 completed, all grades will be per specified depth as per the landscape   

 contractor's scope of work with a +- 1/10. 
 

35. Maintenance: 

 a. Contractor shall have irrigation system under complete operation for a   

 period of 7 days prior to and planting or hydroseeding. 

 

 

 

 b. Contractor shall maintain entire irrigation system to an acceptable    

 condition to the Owner's representative for the period of 90 days unless   

 otherwise noted. 

 
36. Clean-Up: 

 a. Clean up shall take place on a daily basis, after each portion of work has   

 been completed and as directed by the Owner's representative.  The   

 contractor shall legally remove from site any trash or material from his   

 scope of work. 

  
37. Final Approval: 

 a. All irrigation shall be tested in it's entirety by the Owner's representative   

 and approved in writing before commencement of planting and    

 hydroseeding accept for trees as directed by the Owner's representative. 
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 b. Contractor shall provide all charts, record drawings, turn over items etc.   

 as listed in Irrigation (general) section prior to final approval. 

  

 

  

     - END OF SECTION - 
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Section 01320 
PLANTING 

  

PART 1-PLANTING SPECIFICATIONS:  GENERAL 
 
1. General Requirements: 
 a. Permits: Contractor shall obtain and pay for any permits required. 
 

b. All irrigation shall be completed, approved and under automatic operation 
for a minimum of 7 days prior to any planting. 

 
2. Scope Of Work: 

a. The intent of the drawings and specifications is to indicate the processes 
required for the installation of a complete planting without additional cost 
in labor and material to the Owner.  

  
3. Inspections: 
 a. Request for inspections must have 48 hour notice in advance. 
 
 b. Contractor must be on site for all inspections. 
 

c. Any work not completed when inspector arrives which was requested for, 
shall be billed to the contractor at the current inspector's rate. 

 
d. Any work completed without inspection or approval shall be removed, 

exposed or replaced at the cost of the contractor. 
 
 e. Contractor shall call for inspection for the following items: 
 
  i. Final grading 
  ii. Weed Abatement Observation 
  iii Tree and shrub layout 
  iv Tree and shrub planting pits 
  v. Finish grade prior to hydroseeding 
  vi. Final Inspection 
 
4. Submittals: 

a. All submittals shall be submitted within 15 days after receipt of executed 
contract. 

 
 b. Contract shall submit the follow items but not limited to: 
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i. Plant material proof of purchase with listed nurseries and material 
sizes for approval 

  ii. All soil amendments 
  iii. Bark mulch 
  iv. Soil report 
  v. Labels for all herbicide and fertilizers used 
  vi. Hydroseed mix    
 
  

PART 2-PLANTING SPECIFICATIONS:  MATERIALS 
 
1. Plant Material: 
 a. All plant material shall be the same as specified in the drawings. 
 

b. Contractor shall tag one plant from each bundle or lot with the plant name 
in accordance with the recommendations of the American Association of 
Nurserymen.   

 
c. All plant material shall be free of pest, plant diseases abrasions or any 

other objectionable disfigurations. 
 

d. Plant material must show vigorous habit of growth that is normal for that 
particular species. 

 
2. Tree Stakes: 

a. Tree stakes shall be copper maphthanate, green color impregnated lodge 
pole pine. 

 
 b. Tree stake shall be 2" in diameter 10 feet long 
 

c. Tree ties shall be V.I.T. cinch ties or approved equal four per tree typ.  
 

d. tree ties shall be attached to lodge poles with galvanized nails per detail. 
 
3. Vine Ties: 
 a. Vine ties shall be as specified in details 
 
4. Herbicides:  

a. Contractor shall submit labels of all herbicides used prior to application for 
approval. 

 
b. Contractor shall apply pre-emergent herbicide to all areas possible as 

recommended by a licensed pest control consultant. 
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5. Concrete Mow Curb: 
a. Concrete mow curb shall be 2500 psi concrete and as specified in detail. 

 
6. Redwood Headerboard: 

a. Redwood headerboard shall be grade A fine redwood and as specified in 
detail. 

 
7. Plant Tablets: 
 a. Planting tablets shall be as specified in detail. 
 
8. Soil Conditioners: 

a. All soil conditioner material shall be approved prior to ordering under this 
section. 

 
 b. Soil conditioners shall be based on soil report recommendations.   
 
 

PART 3-PLANTING SPECIFICATIONS:  EXECUTION 
 
1. Installation: 

a. Contractor shall clean, remove legally dispose of all weeds, grasses 
including roots and construction debris under this section. 

 
 b. Contractor shall be responsible for the protection and storage of all   
  material for the project. 
 

c. All grades shall be as indicated on the drawings and must be +-10%. 
 
2. Landscape Grading: 

a. The contractor shall complete grading and filling as needed or remove 
additional dirt, rock and debris over 3/4 inch in diameter within the top 3 
inches in all turf and planter areas less than 3:1.   

 
 b. Contractor shall bring all landscaped areas to finish grade.   
 
 c. Flow lines shall be established to existing curbs and/or sidewalks. 
 
 d. All landscape areas shall be sloped to provide positive drainage. 
 
3. Soil Preparation:  

a. Contractor shall rototill amendments into all turf and planter areas 3:1 or 
less throughout the first 6 inches.   
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b. The following application rate is for bidding purposed only and is per 1000 
square feet of planting area.  

 
  i. 4 cubic yards of soil conditioner  
   
  ii. 30 lbs. of commercial fertilizer approved by the Owner's   
   representative 
 
  iii. 50 lbs. of agriculture grade gypsum 
 
  iv. 25 lbs. soil sulfur 
 
 c. Actual soil preparation shall be based on the soil report. 
 

d. Soil samples shall be taken in the presence of the Owner's representative. 
 

e. Contractor shall submit soil samples to an approved laboratory testing 
facility. 

 
f. Contractor shall provide one soil report for every 50,000 square feet. 

 
g. Soil recommendations must be separated for turf, planter, slope and plant 

material backfill mix. 
 
4. Weed Abatement: 

a. Weed abatement shall not commence until complete irrigation system is 
under complete automatic irrigation and has been approved. 

 
b. Upon completion of soil preparation the contractor shall complete the 

following: 
 

i. Irrigate all areas to be planted, sodded or seeded for a period of 
seven days to germinate all weed seeds. 

 
ii. Cut watering and apply approved weed killer per manufacture's 

recommendations and allow adequate time to complete kill. 
 
  iii. Repeat step one and two. 
 

iv. Obtain approval of completed weed abatement prior to any 
planting.   Trees may be planted prior to weed abatement process 
with the approval of the Owner's representative in writing. 
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5. Layout: 
a. Contractor shall layout all tree and shrubs for approval from the Owner's 

representative prior to excavating any planting pits. 
 

b. Contractor shall no willfully layout any planting material where 
obstructions  exist.  The contractor shall notify the engineer to obtain 
direction. 

 
6. Planting: 
 a. Planting shall be as shown in detail and as follows: 
 

i. Excavate all planting pits to a diameter twice the size of container 
to be planted and 11/2 times the depth of container to be planted.  

    
ii. Contractor shall scarify the side of planting pits if an auger is used 

with shovel or digging bar. 
 

iii. Plant material shall be placed in planting pit in a manner as not to 
disrupt the root ball and the crown shall be set aligned flush to 
grade. 

 
  iv. Provide 21 gram fertilizer tablets per detail. 
 
  v. Backfill all plant material with approved backfill mix.  
 
  vi. Contractor shall provide 5 gram fertilizer tablets to all rooted   
   cuttings. 
 
7. Percolation Test 

a. Contractor shall flood planting pits with water to test water penetration 
through the soil, if no penetration occurs the contractor shall auger 6 
inches in diameter and 36 inches long and backfill with pea gravel, repeat 
water test and if water still does not penetrate the contractor shall notify 
the Owner's representative prior to planting. 

 
8. Sodded Turf: 

a. All sodded areas shall be semi dwarf fescue unless otherwise noted. 
 

b. Contractor shall evenly rake all sodded areas to level and remove all 
rocks 3/4 inch in diameter and larger. 

 
c. Contractor shall spread 16-20-0 commercial fertilizer to all sodded areas. 
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 d. Contractor shall lay sod immediately upon arrival. 
 

e. Sod must be laid along a straight line staggering each row like laying 
bricks and must be butted tightly together preventing any air pockets.  Do 
not overlap edges. 

 
 f. Sod shall be cut with a sharp knife and never pulled apart. 
 
 g. Sod shall be rolled immediately after sod is installed. 
 
 h. Sod must be watered thoroughly to a depth of 12 inches. 
 
 i. Contractor shall monitor watering to prevent browning and fungus. 
 

j. Contractor shall take every measure possible to protect sod by providing 
temporary fencing if necessary at no additional cost. 

 
9. Turf Hydroseeding: 
 a. Hydroseed seed mix shall be as indicated on the drawings. 
 

b. Contractor shall evenly rake all sodded areas to level and remove all 
rocks 3/4 inch in diameter and larger. 

 
 c. Hydromix slurry shall be as follows: 
 
  i. Seed    as specified 
  ii. Fiber    2,000 lbs. per acre 
  iii. M-Binder   100 lbs. acre  
  iv. Water    3,000 gal per acre or as required 
  v. Fertilizer/Soil Conditioner 1,100 lbs per acre 
 
 d. Contractor shall monitor watering to prevent browning and fungus. 
 

e. Contractor shall take every measure possible to protect sod by providing 
temporary fencing if necessary at no additional cost. 

 
f. Hydromulch slurry shall be applied under high pressure evenly and 

provide a uniform coat an all areas specified. 
 

g. Overspray shall be removed immediately from sidewalks, walls or any 
structures. 

 
h. Contractor shall provide 98 percent germination to all hydroseeded areas 
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prior to turn over. 
 
10. Root Barriers: 

a. Root barrier shall be "Deep Root" control barrier panels # UB 24-2 or 
approved equal.  No cylinder root barriers shall be approved. 

 
b. Root barriers shall be install for all trees planted within 5 feet of any 

hardscaping. 
 
 c. Contractor shall install root barriers per detail. 
 
11. Jute Netting: 

a. Jute netting shall be uniform plain weave, flame-retardant mesh.  Geojute 
smolder resistant or approved equal.  The mesh shall be green in color. 

 
b. Jute shall be 48 inches wide with a weight of .97 pounds per linear yard. 

 
12. Grades: 

a. Prior to commencing any work the contractor shall carefully check all 
grades and verify that after all irrigation work and soil preparation 
completed, all grades will be per specified depth as per the landscape 
contractor's scope of work with a +- 1/10. 

13. Guarantee: 
a. All trees 15 gallon and larger the contractor shall guaranteed for a period 

of one year. 
 
 b. All trees smaller than 15 gallon and all other plant material shall be   
  guaranteed for a period of 90 days. 
 

c. All plant material which is dead or dying or as directed by the engineer 
within the guarantee period shall be replaced at the cost of the contractor 
with 7 days of written notice. 

 
d. All replacement plant material shall be exact as specified in species and 

size.  No substitutions shall be allowed unless written approval from the 
engineer is obtained. 

   

PART 4-PLANTING SPECIFICATIONS:  MAINTENANCE 
 
1. Maintenance Duration: 

a. Contractor shall maintain entire project within the contractor's scope of 
work until final approval for all work has been obtained to start the 90 
calendar day maintenance at the contractor's expense. 
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 b. Contractor shall maintain all landscaped areas for a period of  90   
  calendar days unless otherwise noted. 
 
2. Turf Maintenance: 

a. Contractor shall mow weekly or more if needed all turf areas to a height 
between 3/4 inch and 21/2 inch depending on variety of turf. 

 
 b. Contractor shall edge all turf areas biweekly or more if needed. 
 
 c. All clippings must be removed from sidewalks or adjacent areas. 
 
 d. Contractor shall remove all excess clipping from turf areas. 
 

e. Contractor shall monitor watering to all turf areas and provide sufficient 
moisture levels to all turf area. 

 
3. Tree and Shrub Maintenance: 

a. Contractor shall remove any dead growth on all trees and shrubs as 
needed. 

 
b. No stripping of lower branches from any tree or shrub unless directed by 

the engineer. 
 
 c. Trees and shrubs shall be pruned as directed by the engineer.  
 
 d. No topping of any tree is allowed unless directed by the engineer. 
 

e. Contractor shall remove tree stakes when stakes are no longer needed. 
 
4. Weed Control: 
 a. All tree and shrub basins and all areas must be weed free. 
 

b. Contractor shall apply pre-emergent herbicide where possible to prevent 
weeds as directed by a licensed pest control consultant.   

 
c. Contractor shall remove all weeds from site manually or chemically. 

 
5. Rodent Control: 

a. Contractor shall be responsible for maintaining a rodent free project. 
  
 b. All measures to eradicate rodents must be as directed by a licensed pest 

control consultant. 
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c. Contractor shall repair/replace all damaged caused by rodents under this 

section. 
 
6. Fertilization: 

a. Contractor shall fertilize turf, slope and planter areas every 30 calendar 
days with approved fertilizer at the manufacture's recommended 
application  rate. 

 
b. Approved fertilizers are 15-15-15, 16-6-8 and 21-7-14. 
 

7. Maintenance General:  
a. Edge groundcover as needed to maintain no growth over sidewalks, 

around tree and shrub basins or up walls or fences.  
 
 b. Remove all trash weekly 
 
 c. Test complete irrigation system biweekly. 
 
 8. Clean-Up: 

a. Clean up shall take place on a daily basis, after each portion of work has 
been completed and as directed by the Owner's representative.  The 
contractor shall legally remove from site any trash or material from his 
scope of work. 

 
9. Final Approval: 

a. All landscaped shall be inspected in it's entirety by the Owner's 
representative upon completion of 90 calendar day maintenance and 
have project turn over approved in writing. 

 
b. Contractor shall provide all charts, record drawings, turn over items etc. 

prior to final turn over. 
 
 
 

      - END OF SECTION - 



EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON  AT (951) 654-1505  OR AFTER

HOURS,         

CONTACT GREGG WORTHINGTON AT (951) 306-2965

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX
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IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

629,500 120 50.59 4" 3"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #24

120 50.59629,500

85+74.00 D-60497
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CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 24 (BROOKFIELD PARK AND ABELIA SPORTS PARK) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

9

IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19.  ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

INDEX MAP

IRRIGATION PLAN
IRRIGATION PLAN

4
5

IRRIGATION PLAN

11
10

12

IRRIGATION PLAN
IRRIGATION PLAN

13
14

INDEX MAP

IRRIGATION PLAN
IRRIGATION PLAN

IRRIGATION PLAN
IRRIGATION PLAN

IRRIGATION PLAN
IRRIGATION PLAN

15
16
17
18
19
20
21
22

IRRIGATION PLAN
IRRIGATION PLAN

IRRIGATION SPECIFICATIONS23
IRRIGATION DETAILS

LDC-PC3-APP (02-06-23)

APPROVED AS NOTED IN BLUE ON PAGES 17 & 18.

2-23-23

Dean Wetter

General Manager

2-23-23
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2

1

LOCATION OF POTABLE MAINLINE
TO BE FIELD VERIFIED

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

EXISTING EXISTING IRRIGATION
CONTROLLER AND ENCLOSURE TO
REMAIN. PROTECT IN PLACE.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

EXISTING DRINKING FOUNTAIN
AND PIPE TO BE REMOVED.

EXISTING 1" POTABLE METER
AND BACKFLOW PREVENTER

TO REMAIN PROTECT IN PLACE.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING DRINKING FOUNTAIN TO
REMAIN PROTECT IN PLACE.

CUT AND CAP EXISTING POTABLE WATER
METER MAINLINE. REMOVE WATER

METER, BACKFLOW PREVENTER,
BOOSTER PUMP AND POC EQUIPMENT.

CUT AND CAP EXISTING POTABLE WATER
METER MAINLINE. REMOVE WATER

METER, BACKFLOW PREVENTER AND POC
EQUIPMENT.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER

TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3"
IRRIGATION MAINLINE
TO REMAIN. PROTECT
IN PLACE.

EXISTING 3"
IRRIGATION MAINLINE
TO REMAIN. PROTECT

IN PLACE.

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL

IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER

EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION PER
EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

Si

Si

Si

Si

Si

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY

EMWD INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY
EMWD INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY

EMWD INSPECTOR. TYPICAL. PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY

EMWD INSPECTOR. TYPICAL.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

B
2

B
AB

1

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.
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ABELIA ST.

ABELIA SPORTS PARK

RELOCATE EXISTING BOOSTER PUMP
TO NEW LOCATION ON POURROY

ROAD. SEE INDEX MAP SHEET 4.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

24
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(629,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

Si

TURF AREA TO BE REMOVED AND REPLACED

WITH SHRUBS/GROUNDCOVER.

(~98,300 SF)

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #24

14-A-3,

98

34

19-C-59

MATCHLINE SEE INDEX MAP SHEET 3
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

2
INDEX MAP

PROPOSE NEW RECYCLED WATER POC #24 WILL SERVE EXISTING POTABLE WATER POC #24, #1
AND #2.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 250 GPM.
COMBINED FLOW FOR ABELIA SPORTS PARK NOT TO EXCEED 100 GPM.
SCHEDULING PROGRAM MUST BE APPROVED/CONFIRMED BY VALLEY-WIDE RECREATION AND
PARK DISTRICT SITE SUPERVISOR

IRRIGATION SCHEDULING RUN TIME NOTE:

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #1: SR-YAGI-9
CONTROLLER #2: HARDWIRE TO CONT. #1
CONTROLLER #3: HARDWIRE TO CONT. #1
CONTROLLER #24A: SR-YAGI-9
CONTROLLER #24B: HARDWIRE TO CONT. #24A

CONTROLLER UPGRADE NOTES:
ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

SR-YAGI-9 UPGRADE INCLUDES GALVANIZED POLE AND FOOTING
AND NECESSARY HARDWIRING FROM CONTROLLER LOCATIONS TO
YAGI ANTENNA.  CONTROLLER #1 IS LOCATED INSIDE BUILDING.
CONTRACTOR TO INSTALL WIRING INCLUDING ALL MOUNTING AND
WATERPROOFING.  CONTROLLER #24A IS A PEDESTAL ENCLOSURE.
CONTRACTOR SHALL PROVIDE CONDUIT THROUGH PEDESTAL
FOOTING AS NEEDED.

CONTROLLER UPGRADE NOTES (CONTD.):

LDC-PC3-APP (02-06-23)

2-23-23



PROPOSED 4" RECYCLED WATER
MAINLINE PVC CLASS 315 PURPLE PIPE

TO BE CONNECTED TO EXISTING
IRRIGATION MAINLINE

CONNECT PROPOSED RECYCLED
WATER MAINLINE TO EXISTING

POCs 1 AND 24

PROVIDE AND INSTALL IRRIGATION
MAINLINE SLEEVE ALONG BRIDGE
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TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING DRINKING FOUNTAIN TO
REMAIN PROTECT IN PLACE.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER

TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

SPRAY VALVES TO BE
CONVERTED TO DRIP
VALVE ASSEMBLY.
REFER TO SEPARATE
PLANTING PLAN
DEVELOPED BY LDC.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

CONNECT PROPOSED RECYCLED
WATER MAINLINE TO EXISTING
POCs 2 AND 24

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3"
IRRIGATION MAINLINE
TO REMAIN. PROTECT
IN PLACE.

EXISTING 3"
IRRIGATION MAINLINE
TO REMAIN. PROTECT
IN PLACE.

EXISTING 3"
IRRIGATION MAINLINE
TO REMAIN. PROTECT
IN PLACE.

EXISTING 12" POTABLE
WATER LINE PER D-29467

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL
IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER
EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL
IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER
EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL

IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER

EMWD STANDARDS, TYPICAL.EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL

IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER

EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

PROPOSED 4" RECYCLED WATER
MAINLINE PVC CLASS 315 PURPLE PIPE

TO BE CONNECTED TO EXISTING
IRRIGATION MAINLINE

PROPOSED 4" RECYCLED WATER
MAINLINE PVC CLASS 315 PURPLE PIPE

TO BE CONNECTED TO EXISTING
IRRIGATION MAINLINE

Si

Si

Si

Si

Si

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY

EMWD INSPECTOR. TYPICAL.

SPRAY VALVES TO BE CONVERTED TO DRIP
VALVE ASSEMBLY. REFER TO SEPARATE

PLANTING PLAN DEVELOPED BY LDC.
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PROPOSED 4" SCH.40 PURPLE
MAINLINE FOR ABELIA SPORTS PARK

IRRIGATION SYSTEM.

EXISTING CALIFORNIA WATER AND
TELEPHONE EASEMENTS WITHIN

ACCESS ROAD / TRAIL. CONTRACTOR
TO NOTIFY DIG ALERT PRIOR TO ANY

EXCAVATION.

PROPOSED 4" ISOLATION GATE
VALVES

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

24
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(629,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

Si

TURF AREA TO BE REMOVED AND REPLACED

WITH SHRUBS/GROUNDCOVER.

(~98,300 SF)

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #24

14-A-3,

98

34

19-C-59

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

3
INDEX MAP

MATCHLINE SEE INDEX MAP SHEET 2

MATCHLINE SEE INDEX MAP SHEET 4
PROPOSE NEW RECYCLED WATER POC #24 WILL SERVE EXISTING POTABLE WATER POC #24, #1
AND #2.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 250 GPM.
COMBINED FLOW FOR ABELIA SPORTS PARK NOT TO EXCEED 100 GPM.
SCHEDULING PROGRAM MUST BE APPROVED/CONFIRMED BY VALLEY-WIDE RECREATION AND
PARK DISTRICT SITE SUPERVISOR

IRRIGATION SCHEDULING RUN TIME NOTE:
CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #1: SR-YAGI-9
CONTROLLER #2: HARDWIRE TO CONT. #1
CONTROLLER #3: HARDWIRE TO CONT. #1
CONTROLLER #24A: SR-YAGI-9
CONTROLLER #24B: HARDWIRE TO CONT. #24A

CONTROLLER UPGRADE NOTES:
ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:
SR-YAGI-9 UPGRADE INCLUDES GALVANIZED POLE AND FOOTING
AND NECESSARY HARDWIRING FROM CONTROLLER LOCATIONS TO
YAGI ANTENNA.  CONTROLLER #1 IS LOCATED INSIDE BUILDING.
CONTRACTOR TO INSTALL WIRING INCLUDING ALL MOUNTING AND
WATERPROOFING.  CONTROLLER #24A IS A PEDESTAL ENCLOSURE.
CONTRACTOR SHALL PROVIDE CONDUIT THROUGH PEDESTAL
FOOTING AS NEEDED.

CONTROLLER UPGRADE NOTES (CONTD.):

LDC-PC3-APP (02-06-23)

2-23-23
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IRRIGATION SHEET 18

24
24

PROPOSED 12" RECYCLED
WATER LINE PER D-60497

EXISTING 12" POTABLE
WATER LINE PER D-22554

EXISTING 2" POTABLE METER
AND BACKFLOW PREVENTER
TO REMAIN PROTECT IN PLACE.

EXISTING 12" POTABLE
WATER LINE PER D-22563

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

EXISTING 12" POTABLE
WATER LINE PER D-29467

SPRAY VALVES TO BE CONVERTED TO DRIP
VALVE ASSEMBLY. REFER TO SEPARATE

PLANTING PLAN DEVELOPED BY LDC.

CUT AND CAP EXISTING POTABLE IRRIGATION
WATER LINE. PROVIDE 4 FT. MINIMUM SEPARATION.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING EXISTING IRRIGATION
CONTROLLER AND ENCLOSURE TO
REMAIN. PROTECT IN PLACE.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER

TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

POC 24 STA 85+ 74 POURROY RD. PROPOSED 4"
RECYCLED WATER SERVICE PER PB-1. INSTALL 3"

RECYCLED WATER METER PER PB-13.

PROPOSED RECYCLED WATER POC (STRAINER, BOOSTER
PUMP, MASTER VALVE, FLOW SENSOR, BALL VALVE AND
QUICK COUPLER). INSTALL PER DETAIL. CONNECT NEW
RECYCLED WATER SYSTEM TO EXISTING IRRIGATION
SYSTEM.

CUT AND CAP EXISTING POTABLE WATER
METER MAINLINE. REMOVE WATER
METER, BACKFLOW PREVENTER AND POC
EQUIPMENT.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.

PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

EXISTING POTABLE WATER MAINLINE
TO REMAIN PROTECT IN PLACE.

EXISTING DRINKING FOUNTAIN TO
REMAIN PROTECT IN PLACE.

EXISTING DRINKING FOUNTAIN TO
REMAIN PROTECT IN PLACE.

EXISTING POTABLE WATER MAINLINE
TO REMAIN PROTECT IN PLACE.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

IRRIGATION SHEET 19

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL
IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER
EMWD STANDARDS, TYPICAL.

Si

Si

Si

Si

Si

Si

Si

Si

Si

Si

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY

EMWD INSPECTOR. TYPICAL.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

B
24

B
A SPRAY VALVES TO BE CONVERTED

TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN

DEVELOPED BY LDC.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER

TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED
AND REPLACED WITH

SHRUB/GROUND COVER
AND CONVERTED TO DRIP

IRRIGATION SYSTEM.
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BROOKFIELD

PARK

PROPOSED 4" SCH.40 PURPLE
MAINLINE FOR ABELIA SPORTS PARK
IRRIGATION SYSTEM.

PROPOSED 4" SCH.40 PURPLE
MAINLINE FOR ABELIA SPORTS PARK

IRRIGATION SYSTEM.

FSMVP

BOOSTER PUMP NOTE:
USE EXISTING BOOSTER PUMP FOR BROOKFIELD PARK. INSTALL

NEW BOOSTER PUMP FOR ABELIA PARK PER THE SPECS. UPGRADE
EXISTING ELECTRICAL PANEL TO ACOMMODATE BOTH BOOSTER

PUMP ELECTRICAL REQUIREMENTS.

EXISTING BOOSTER PUMP TO BE REUSED.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

24
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(629,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

Si

TURF AREA TO BE REMOVED AND REPLACED

WITH SHRUBS/GROUNDCOVER.

(~98,300 SF)

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #24

14-A-3,

98

34

19-C-59

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

4
INDEX MAP

MATCHLINE SEE INDEX MAP SHEET 3

PROPOSE NEW RECYCLED WATER POC #24 WILL SERVE EXISTING POTABLE WATER POC #24, #1
AND #2.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 250 GPM.
COMBINED FLOW FOR ABELIA SPORTS PARK NOT TO EXCEED 100 GPM.
SCHEDULING PROGRAM MUST BE APPROVED/CONFIRMED BY VALLEY-WIDE RECREATION AND
PARK DISTRICT SITE SUPERVISOR

IRRIGATION SCHEDULING RUN TIME NOTE:
CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #1: SR-YAGI-9
CONTROLLER #2: HARDWIRE TO CONT. #1
CONTROLLER #3: HARDWIRE TO CONT. #1
CONTROLLER #24A: SR-YAGI-9
CONTROLLER #24B: HARDWIRE TO CONT. #24A

CONTROLLER UPGRADE NOTES:
ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:
SR-YAGI-9 UPGRADE INCLUDES GALVANIZED POLE AND FOOTING
AND NECESSARY HARDWIRING FROM CONTROLLER LOCATIONS TO
YAGI ANTENNA.  CONTROLLER #1 IS LOCATED INSIDE BUILDING.
CONTRACTOR TO INSTALL WIRING INCLUDING ALL MOUNTING AND
WATERPROOFING.  CONTROLLER #24A IS A PEDESTAL ENCLOSURE.
CONTRACTOR SHALL PROVIDE CONDUIT THROUGH PEDESTAL
FOOTING AS NEEDED.

CONTROLLER UPGRADE NOTES (CONTD.):

LDC-PC3-APP (02-06-23)

2-23-23
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EXISTING 18" POTABLE WATER
LINE PER D-24501

EXISTING 1" POTABLE WATER METER
AND BACKFLOW PREVENTER TO
REMAIN. PROTECT IN PLACE.

LOCATION OF POTABLE WATER MAINLINE
TO BE FIELD VERIFIED.
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ABELIA ST.

ABELIA SPORTS PARK

10

13

14

18

18

13

14

18

18

Si

9

Si

9

12

20

12

11

10

11
12

12

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

11

12
12

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

BASKETBALL

COURT

20

21

22

RELOCATE BOOSTER PUMP TO NEW
LOCATION (POURROY ROAD) - SEE

LINE ITEM #19.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #24

14-A-3,

98

34

19-C-59

MATCHLINE SEE SHEET 06

05
IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)
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20

Si

9

Si

9

EXISTING DRINKING FOUNTAIN
TO REMAIN PROTECT IN PLACE.

12

12

11

11

12

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

TENNIS

COURT

20
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #24

14-A-3,

98

34

19-C-59

06
IRRIGATION PLAN

MATCHLINE SEE SHEET 07

MATCHLINE SEE SHEET 05

MATCHLINE SEE SHEET 08
POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)

2-23-23



W
I
N

C
H

E
S

T
E

R
 
R

D
.

Si

9

11

12

12

12

11

12

12

11

12

12

11

11

12

12

12

12

11

11

12

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

BASEBALL

COURT

23

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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07
IRRIGATION PLAN

MATCHLINE SEE SHEET 06

MATCHLINE SEE SHEET 09 SEE SHEET 10
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)

2-23-23
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)
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MATCHLINE SEE SHEET 18POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)

2-23-23
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)
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EXISTING IRRIGATION
CONTROLLER TO REMAIN.

PROTECT IN PLACE.
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EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING POTABLE MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING POTABLE MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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REUSE EXISTING BOOSTER PUMP

USE EXISTING BOOSTER PUMP
FOR BROOKFIELD PARK

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 
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RWUP:
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WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)

CONNECT POC 62 PUMP TO EXISTING
METER PEDESTAL LOCATED AT
POC 24 AT BROOKFIELD PARK PER
POC 62 PLANS.
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EXISTING 12" POTABLE
WATER LINE PER D-22563

EXISTING 12" POTABLE WATER
LINE PER D-29467
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EXISTING DRINKING FOUNTAIN
TO REMAIN PROTECT IN PLACE.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.EXISTING POTABLE MAINLINE TO

REMAIN. PROTECT IN PLACE.

EXISTING POTABLE MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

TOT LOT

BASKETBALL

COURT

PROPOSED 12" RECYCLED
WATER LINE PER D-60497
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EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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D-S.A. 

OPERATIONS
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POS ENGINEER
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BENCH MARK

DESCRIPTON:
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HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #24

14-A-3,

98
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19-C-59
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IRRIGATION PLAN

MATCHLINE SEE SHEET 16

M
AT

CH
LI

N
E 

SE
E 

SH
EE

T 
18

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #24

14-A-3,

98

34

19-C-59

20

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ROUND VALVE BOX, HEAT BRAND 'FV'

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

MANUAL FLUSH VALVE
A-009

SCH. 80 PVC BALL VALVE, LINE SIZE

PVC DRIP LATERAL LINE

2"

SET VALVE BOX 2" ABOVE

FINISHED GRADE OF SHRUB

AREA

12" DEPTH OF 

3

4" WASHED GRAVEL.

THE BOX SHALL REST UPON THE

ROCK BED.  DO NOT EXTEND

GRAVEL INTO BOX

18" LONG, #4 REBAR STAKE.  SECURE W/

 TWO SS CLAMPS INTO NATIVE SOIL SECURELY

1'

NOTES:

1. INSTALL VALVE BOX EXTENSIONS AS REQUIRED TO ACHIEVE

PROPER VALVE INSTALLATION AT MAIN LINE DEPTH.

2. INSTALL CHRISTY RECYCLED ID TAGS ON ALL RECYCLED

IRRIGATION SYSTEMS.

3. VALVE BOX AND LID SHALL BE PURPLE FOR RECYCLED WATER

IRRIGATION SYSTEMS

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

LDC-PC3-APP (02-06-23)
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U

L

L

C

A

B

E

F

O

RE

Y

O

D

I

G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS
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APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77450

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #24

14-A-3,

98

34

19-C-59

21

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

LDC-PC3-APP (02-06-23)
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

1.

2. 3" DEEP MULCH

GROUND COVER PLANT FROM FLAT

NOTE:

3.

4.

FINISH GRADE

PREPARED BACKFILL (SEE SPECIFICATIONS

FOR TYPE AND DEPTH.)

EDGE OF PAVING, SIDEWALK, WALL, OR CURB

LOCATE PLANTS SPACED EQUAL

DISTANCE (D) FROM EACH OTHER AS

SHOWN. D - AS NOTED ON PLAN.

NTS

GROUNDCOVER PLANTING

LEGEND:

DRIP EMISSION DEVICE (PER PLAN/LEGEND)

EMITTER CONNECTION TO SCH 40 LATERAL (PER PLAN/LEGEND)

REMOTE CONTROL VALVE/EMITTER ZONE ASSEMBLY (PER PLAN/LEGEND)

NTS

TYPICAL DRIP EMITTER PLACEMENT AND LATERAL LAYOUT

1.

7.

3.

IRRIGATION MAINLINE (SIZE AND TYPE PER PLAN/LEGEND)4.

EMITTER ZONE IRRIGATION LATERAL (3/4" UNLESS OTHERWISE NOTED)5.

2. SHRUBS PER PLANTING PLAN, REFER TO EMITTER SCHEDULE FOR SPECIFIED WATER

REQUIREMENTS AND EMITTER TO BE INSTALLED FOR SPECIFIC PLANT SPECIES

LEGEND

5

1

2

4

3

7

6

MANUAL FLUSH VALVE AT EACH END OF LATERAL LINE RUN AT THE LOWEST POINT - PER DETAIL.6.
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

23

IRRIGATION SPECIFICATIONS
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965     

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

204,180 120 13.73 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #28

120 13.73204,180

81+89.00 D-60497

6

8
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 28 (POURROY RD., WISTERIA LOOP, GERANIUM ST. AND ABELIA ST.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

9

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.
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EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

C

EXISTING IRRIGATION CONTROLLER
FOR POC #28 TO REMAIN. PROTECT
IN PLACE. SEE CONTROLLER
UPGRADE NOTE.

PROPOSED 3" PURPLE RECYCLED WATER LINE.
CONNECT TO EXISTING IRRIGATION MAINLINE. VERIFY
EXISTING MAINLINE LOCATION IN THE FIELD.
(CONNECTION FOR POC #28 AND #29)

PROPOSED 3" PURPLE RECYCLED WATER LINE.
CONNECT TO EXISTING IRRIGATION MAINLINE.
VERIFY EXISTING MAINLINE LOCATION IN THE FIELD.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

POC 28
STA 81+ 89 POURROY RD. PROPOSED 4"

RECYCLED WATER SERVICE PER PB-1. INSTALL
2" RECYCLED WATER METER PER PB-12.

PROPOSED RECYCLED WATER POC (STRAINER, BOOSTER
PUMP, MASTER VALVE, FLOW SENSOR, BALL VALVE AND
QUICK COUPLER). INSTALL PER DETAIL. CONNECT NEW
RECYCLED WATER SYSTEM TO EXISTING IRRIGATION
SYSTEM.

PROPOSED 6" PVC SCH.40
IRRIGATION SLEEVE

CONNECT PROPOSED 3" RECYCLED
WATER IRRIGATION MAINLINE TO
EXISTING IRRIGATION MAINLINE

CONNECT PROPOSED 3" RECYCLED
WATER IRRIGATION MAINLINE TO
EXISTING IRRIGATION MAINLINE

EXISTING POTABLE WATER IRRIGATION METER,
BACKFLOW PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.
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EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 12" POTABLE W
ATER

LINE PER D-22554

PROPOSED 12" RECYCLED

W
ATER LINE PER D-60497

EXISTING 12" POTABLE WATER

LINE PER D-22562

Si

Si

Si

Si

Si

Si

Si

Si

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER

DETERMINED BY EMWD INSPECTOR.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED ISOLATION
VALVE

FS
MV

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

28
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

204,180 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

Si

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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I.D.
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D-S.A. 
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ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
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HORIZONTAL DATUM:
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OR

811

RWUP:
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WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT
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ACCEPTANCE DATEDEPARTMENT
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14-A-12
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14-A-03

14-A-04

2

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #28 WILL SERVE EXISTING POTABLE WATER POC #28,
#29 AND #31.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 50 GPM.
CONTROLLER #28, #29 AND #31 MUST NOT BE RUNNING AT ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #28: SR-YAGI-9
CONTROLLER #29: SR-STICK-6
CONTROLLER #31: SR-YAGI-9

CONTROLLER UPGRADE NOTES:
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MATCHLINE SEE INDEX MAP SHEET 3
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EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.
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IRRIGATION SHEET 10

EXISTING 1.25" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTIN
G 12" PO

TABLE W
ATER

LIN
E PER D-22554

PRO
PO

SED 12" RECYCLED

W
ATER LIN

E PER D-60497

EXISTING 12" POTABLE WATER
LINE PER D-22638

Si

Si

Si

Si

Si

Si

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

28
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

204,180 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

Si

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28

14-A-12

98

34

14-A-03

14-A-04

3

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #28 WILL SERVE EXISTING POTABLE WATER POC #28,
#29 AND #31.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 50 GPM.
CONTROLLER #28, #29 AND #31 MUST NOT BE RUNNING AT ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #28: SR-YAGI-9
CONTROLLER #29: SR-STICK-6
CONTROLLER #31: SR-YAGI-9

CONTROLLER UPGRADE NOTES:

MATCHLINE SEE INDEX MAP SHEET 2

LDC-PC3-APP (01-13-23)

1-20-23



FS
MV

B
29

C

A

S
P

I
A

 
S

T
.

A

M

E

R

I

C

A

N

W

A

Y

O

R

A

N

G

E

 
B

L

O

S

S

O

M

 
D

R

.

C

EXISTING IRRIGATION CONTROLLER
FOR POC #29 TO REMAIN. PROTECT
IN PLACE. SEE CONTROLLER
UPGRADE NOTE.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING POTABLE WATER IRRIGATION METER,
BACKFLOW PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.
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EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.
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EXISTING 12" POTABLE WATER
LINE PER D-22562
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Si

Si

Si

Si

Si

Si

Si

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

28
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

204,180 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

Si

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
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REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28

14-A-12

98

34

14-A-03

14-A-04

4

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #28 WILL SERVE EXISTING POTABLE WATER POC #28,
#29 AND #31.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 50 GPM.
CONTROLLER #28, #29 AND #31 MUST NOT BE RUNNING AT ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #28: SR-YAGI-9
CONTROLLER #29: SR-STICK-6
CONTROLLER #31: SR-YAGI-9

CONTROLLER UPGRADE NOTES:
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MATCHLINE SEE INDEX MAP SHEET 5
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PROPOSED 6" PVC SCH.40
IRRIGATION SLEEVE

C

EXISTING IRRIGATION CONTROLLER
FOR POC #31 TO REMAIN. PROTECT
IN PLACE. SEE CONTROLLER
UPGRADE NOTE.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING POTABLE WATER IRRIGATION METER,
BACKFLOW PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

PROPOSED 3" PURPLE RECYCLED WATER LINE.
CONNECT TO EXISTING IRRIGATION MAINLINE.
VERIFY EXISTING MAINLINE LOCATION IN THE FIELD.

PROPOSED 3" PURPLE RECYCLED WATER
LINE. CONNECT TO EXISTING IRRIGATION
MAINLINE. VERIFY EXISTING MAINLINE
LOCATION IN THE FIELD.

CONNECT PROPOSED 3" RECYCLED
WATER IRRIGATION MAINLINE TO
EXISTING IRRIGATION MAINLINE.
CONNECT POC #29 AND #31.

CONNECT PROPOSED 3" RECYCLED
WATER IRRIGATION MAINLINE TO
EXISTING IRRIGATION MAINLINE.
CONNECT POC #29 AND #31.

EXISTING IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE
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EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL. EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROVIDE AND INSTALL 6" WIDE
CONCRETE MOWCURB.
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EXISTING 12" POTABLE W
ATER

LINE PER D-22560

EXISTING 12" POTABLE WATER

LINE PER D-29657

Si

Si

Si

Si

Si

Si

Si

Si

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED ISOLATION
VALVE

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

28
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

204,180 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE
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EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 12" PO
TABLE W

ATER

LINE PER D-22560
Si

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG

U

L

L

C

A

B

E

F

O

RE

Y

O

D

I

G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28

14-A-12

98

34

14-A-03

14-A-04

5

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #28 WILL SERVE EXISTING POTABLE WATER POC #28,
#29 AND #31.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 50 GPM.
CONTROLLER #28, #29 AND #31 MUST NOT BE RUNNING AT ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #28: SR-YAGI-9
CONTROLLER #29: SR-STICK-6
CONTROLLER #31: SR-YAGI-9

CONTROLLER UPGRADE NOTES:

MATCHLINE SEE INDEX MAP SHEET 4

MATCHLINE SEE ABOVE RIGHT

MATCHLINE SEE BELOW LEFT

MATCHLINE SEE INDEX MAP

SHEET 6

LDC-PC3-APP (01-13-23)

1-20-23



G

E

R

A

N

I
U

M

 
S

T

.

A

B

E

L

I

A

 

S

T

.

A

B

E

L

I

A

 

S

T

.

I

R

R

I

G

A

T

I

O

N

 

S

H

E

E

T

 

2

0

I

R

R

I

G

A

T

I

O

N

 

S

H

E

E

T

 

2

0

I

R

R

I

G

A

T

I

O

N

 

S

H

E

E

T

 

1

9

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.
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EXISTING 18" POTABLE W
ATER

LINE PER D-30453

Si

Si

Si

Si

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

28
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

204,180 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE
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REMOVE EXISTING IRRIGATION
VALVE AND VALVE BOX.
ABANDONED IRRIGATION MAINLINE.

REMOVE EXISTING IRRIGATION
VALVES AND VALVE BOXES

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.
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EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 18" POTABLE W
ATER

LINE PER D-30454

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28

14-A-12

98

34

14-A-03

14-A-04

6

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #28 WILL SERVE EXISTING POTABLE WATER POC #28,
#29 AND #31.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 50 GPM.
CONTROLLER #28, #29 AND #31 MUST NOT BE RUNNING AT ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #28: SR-YAGI-9
CONTROLLER #29: SR-STICK-6
CONTROLLER #31: SR-YAGI-9

CONTROLLER UPGRADE NOTES:
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28 14-A-12

98

34

14-A-03
14-A-04

7IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28 14-A-12

98

34

14-A-03
14-A-04

8IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG

U

L L

C
A

BEFORE YO

D
I G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28 14-A-12

98

34

14-A-03
14-A-04

9IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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SENIOR CIVIL ENGINEER DATE
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EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28 14-A-12

98

34

14-A-03
14-A-04

10IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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PCWO:

WO:

WINCHESTER, CA.
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS
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11IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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VALLEY-WIDE RECREATION AND PARK DISTRICT
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RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT
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14-A-03
14-A-04

12IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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VALLEY-WIDE RECREATION AND PARK DISTRICT
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13IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:
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RWUE:

PCWO:

WO:

WINCHESTER, CA.
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28 14-A-12
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34

14-A-03
14-A-04

14IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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VALLEY-WIDE RECREATION AND PARK DISTRICT
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15IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE TOP RIGHT

MATCHLINE SEE SHEET 14
MATCHLINE SEE BOTTOM LEFT

MATCHLINE SEE SHEET 16

LDC-PC3-APP (01-13-23)

1-20-23



FS
MV

B
31

GERANIUM

ST.

W
ISTERIA LO

O
P

Si

9

Si

9

9

Si

9

C

EXISTING IRRIGATION
CONTROLLER #31 TO REMAIN.
PROTECT IN PLACE.

13
14

18

7

7

7

7 17

7

10

17
7

16

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

12

12

11

12

12

11

12

12

12

12
12

11

12

12

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

12
12

EXISTING 12" POTABLE W
ATER LINE

PER D-22560

W
ISTERIA LO

O
P

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

12

12

12

11

12

11

EXISTING 12" POTABLE W
ATER LINE

PER D-22560

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG

U

L L

C
A

BEFORE YO

D
I G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451
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16IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE TOP RIGHT

MATCHLINE SEE SHEET 15 MATCHLINE SEE BOTTOM LEFT

MATCHLINE SEE SHEET 17

M
ATCHLINE SEE SHEET 18

LDC-PC3-APP (01-13-23)

1-20-23



W
ISTERIA LO

O
P

Si

9

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

12

12

12

11

12

12

12

11

EXISTING 12" POTABLE W
ATER LINE

PER D-22560

CHEROKEE ROSE ST.

W
IS

TE
RI

A 
LO

O
P

Si

9

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EX
IS

TI
N

G 
12

" P
O

TA
BL

E 
W

AT
ER

 L
IN

E
PE

R 
D-

22
55

9

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG

U

L L

C
A

BEFORE YO

D
I G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:
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VALLEY-WIDE RECREATION AND PARK DISTRICT
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17IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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VALLEY-WIDE RECREATION AND PARK DISTRICT
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18IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:
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IMPROVEMENTS
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19IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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HORIZONTAL DATUM:
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PCWO:
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WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT
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ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT
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20IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND V.W.R.P.D. STANDARDS AND SPECIFICATIONS. IF

CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN

STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL
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"
 
M
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TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

21

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.

LDC-PC3-APP (01-13-23)

1-20-23



1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28

14-A-12

98

34

14-A-03

14-A-04

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND V.W.R.P.D. STANDARDS AND SPECIFICATIONS. IF

CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN

STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

22
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

23

77451

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #28

14-A-12

98

34

14-A-03

14-A-04

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND V.W.R.P.D. STANDARDS AND SPECIFICATIONS. IF

CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN

STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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IRRIGATION SPECIFICATIONS
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON  AT (951) 654-1505  OR AFTER

HOURS,         

CONTACT GREGG WORTHINGTON  AT (951) 306-2965     

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.
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SENIOR CIVIL ENGINEER DATE
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REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 
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POS ENGINEER
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DATE:

BENCH MARK

DESCRIPTON:
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811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35

14-A-93,

98

34

14-A-11

LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

134,500 100 6.17 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #35

100 6.17134,500

62+05 D-60495

6

8
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 35 (PRIMROSE ST., POURROY RD. AND WISTERIA LOOP) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

9

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19.  ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

INDEX MAP

IRRIGATION PLAN
IRRIGATION PLAN
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IRRIGATION SHEET 4

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.
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EXISTING 8" POTABLE WATER
LINE PER D-22638

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

NEW PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.
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IRRIGATION SHEET 5
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EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

P
C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

52
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(134,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

FS
MV

B35

35

P
FS
MV
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PROPOSED 3" PURPLE RECYCLED WATER LINE.
CONNECT TO EXISTING IRRIGATION MAINLINE.
VERIFY EXISTING MAINLINE LOCATION IN THE
FIELD.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING 12" POTABLE WATER
LINE PER D-22557

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED 6" PURPLE RECYCLED WATER SLEEVE
TO BE INSTALLED 36" BELOW FINISH GRADE OR
PER THE CITY STANDARDS.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.
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CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.
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CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

PROPOSED NEW RECYCLED WATER POC
(STRAINER, BOOSTER PUMP, MASTER
VALVE, FLOW SENSOR, BALL VALVE AND
QUICK COUPLER). INSTALL PER DETAIL.
CONNECT NEW RECYCLED WATER SYSTEM
TO EXISTING IRRIGATION SYSTEM.

IRRIGATION SHEET 5

IRRIGATION SHEET 6
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35

14-A-93,

98

34

14-A-11

2

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #35 WILL SERVE EXISTING POTABLE WATER POC #35
AND #36.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 50 GPM.
CONTROLLER #35 AND #36 MUST NOT BE RUNNING AT ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE ABOVE RIGHT

MATCHLINE SEE BELOW LEFT

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #35: SR-STICK-6
CONTROLLER #36: SR-YAGI-9

CONTROLLER UPGRADE NOTES:
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EXISTING 12" POTABLE WATER
LINE PER D-22558

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED 3" PURPLE RECYCLED WATER LINE.
CONNECT TO EXISTING IRRIGATION MAINLINE.
VERIFY EXISTING MAINLINE LOCATION IN THE
FIELD.

PROPOSED 6" PURPLE RECYCLED WATER SLEEVE
TO BE INSTALLED 36" BELOW FINISH GRADE OR
PER THE COUNTY STANDARDS. EXISTING IRRIGATED AREA TO BE

CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

IRRIGATION WATER LINE. PROVIDE 4 FT.

IRRIGATION SHEET 7 IRRIGATION SHEET 8
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FERN ST.
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EMWD STANDARD NOTE

CONSTRUCTION NOTE
EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION
CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE
EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT
(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES
· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS
SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF
THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS
FOR DEVELOPER'S PROJECTS.
· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION
SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE
RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES
·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,
BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH
PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,
ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED
IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE
SURFACE.
· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT
AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER
IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR
STICKERS.
· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED
WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.
THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY
FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE
MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM
ALL POTABLE WATERLINES AND FIRE LINES.
· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE
LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.
· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE
INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL
CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION
MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE
MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE
WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

P
C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

52 RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA
(134,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSORFS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR
POTABLE WATER MASTER VALVE

FSMVB
36
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EXISTING 12" POTABLE WATER
LINE PER D-22559

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING 1.5" POTABLE WATER IRRIGATION
METER, BACKFLOW PREVENTER AND POC
EQUIPMENT TO BE REMOVED.

EXISTING IRRIGATION CONTROLLER FOR POC #36
TO REMAIN. PROTECT IN PLACE. SEE
CONTROLLER UPGRADE NOTE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

IRRIGATION SHEET 8

IRRIGATION SHEET 9

IRRIGATION SHEET 10
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EXISTING 12" POTABLE WATER
LINE PER D-22560

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING POTABLE POC #31 TO
BE REMOVED. REFER TO POC 28 -
WO# 77451.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

IRRIGATION SHEET 10

IRRIGATION SHEET 11

W
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GERANIUM ST.

MOUNTAIN BLUE
CT.

PINK CARNATION
CT.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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PROPOSE NEW RECYCLED WATER POC #35 WILL SERVE EXISTING POTABLE WATER POC #35
AND #36.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 50 GPM.
CONTROLLER #35 AND #36 MUST NOT BE RUNNING AT ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:
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MATCHLINE SEE 'B' SEE BELOW RIGHT

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #35: SR-STICK-6
CONTROLLER #36: SR-YAGI-9

CONTROLLER UPGRADE NOTES:

MATCHLINE SEE 'B' SEE ABOVE LEFT
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MATCHLINE SEE SHEET 5

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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5IRRIGATION PLAN

MATCHLINE 'A' SEE ABOVE RIGHT

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE SHEET 4

MATCHLINE 'A' SEE BELOW LEFT

MATCHLINE 'B' SEE ABOVE RIGHT

MATCHLINE 'B' SEE BELOW LEFT

MATCHLINE SEE SHEET 6
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APPR. DATEDATE BY MARK
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DOPP.
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OPERATIONS

ENGINEERING
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ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
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RWUE:

PCWO:
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WINCHESTER, CA.
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VALLEY-WIDE RECREATION AND PARK DISTRICT
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RECYCLED WATER IRRIGATION RETROFIT
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6IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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WINCHESTER, CA.
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VALLEY-WIDE RECREATION AND PARK DISTRICT
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7IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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WISTERIA LOOP

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

13
14

18

10
EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

C

EXISTING IRRIGATION
CONTROLLER #36 TO REMAIN.
PROTECT IN PLACE.

Si
Si

Si

Si

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

9

9

9

9

EXISTING 12" POTABLE WATER LINE
PER D-22558

11

12

12
12

12

12

12

12

12

12

11

12

12
12

12

12
12

12

12

12

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.
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DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35
14-A-93,

98

34

14-A-11

8IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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WISTERIA LOOP

WOOD VIOLET CT.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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L L

CA

BEFORE YO

D
I G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35
14-A-93,

98

34

14-A-11

9IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
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WATER SYSTEM, TYPICAL.
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1-800-227-2600
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35
14-A-93,

98

34

14-A-11

10IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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WATER SYSTEM, TYPICAL.
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WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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PROTECT IN PLACE.
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11

12

GERANIUM ST.

W
ISTERIA LO

O
P

EXISTING POTABLE IRRIGATION POC
#31 TO BE REMOVED. REFER TO POC
#28 IRRIGATION PLANS WO#77451

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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PER D-22560
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35
14-A-93,

98

34

14-A-11

11IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35

14-A-93,

98

34

14-A-11

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND V.W.R.P.D. STANDARDS AND SPECIFICATIONS. IF

CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN

STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

12

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.

LDC-PC3-APP (01-03-23)

1-20-2023



1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35

14-A-93,

98

34

14-A-11

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND V.W.R.P.D. STANDARDS AND SPECIFICATIONS. IF

CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN

STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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LDC-PC3-APP (01-03-23)

1-20-2023



1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77452

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #35

14-A-93,

98

34

14-A-11

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND V.W.R.P.D. STANDARDS AND SPECIFICATIONS. IF

CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN

STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

14

IRRIGATION SPECIFICATIONS

LDC-PC3-APP (01-03-23)

1-20-2023



EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965       

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77437

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #38

14-A-11

98

34

LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

48,500 50 4.48 2" 1.5"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #38

50 4.4848,500

D-6049452+56

6
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 38 (POURROY RD. AND WISTERIA LOOP) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

4
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Dean Wetter

General Manager
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POC 38
STA 52+56 POURROY RD. PROPOSED 2"

RECYCLED WATER SERVICE PER PB-1. INSTALL
1.5" RECYCLED WATER METER PER PB-11.

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED 12"
RECYCLED WATER LINE

PER D-60495

C

EXISTING IRRIGATION CONTROLLER
FOR POC #38 TO REMAIN. PROTECT
IN PLACE.

EXISTING 1.5" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

CONNECT NEW PROPOSED 2.5" RECYCLED
WATER IRRIGATION MAINLINE TO EXISTING
IRRIGATION MAINLINE

EXISTING 12" POTABLE
WATER LINE PER

D-22556

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

P

PROPOSED STRAINER, BOOSTER PUMP,
MASTER VALVE AND FLOW SENSOR

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

P

C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

38
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(48,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

RECYCLED IRRIGATION STRAINER

s

FS
MV

POTABLE FLOW SENSOR

POTABLE MASTER VALVE

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.
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D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
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HORIZONTAL DATUM:
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PCWO:

WO:

WINCHESTER, CA.
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77437
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RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #38

14-A-11

98

34

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

2
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WATER SYSTEM, TYPICAL.
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WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
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WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION MAINLINE TO
REMAIN PROTEC IN PLACE. (TYPICAL)

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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3

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

IRRIGATION PLAN

MATCHLINE SEE ABOVE RIGHT

MATCHLINE SEE SHEET 4

MATCHLINE SEE BELOW LEFT
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4

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

IRRIGATION PLAN

MATCHLINE SEE SHEET 3
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77437

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #38

14-A-11

98

34

IRRIGATION AND DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT AND

SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST

IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

5

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77437

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #38

14-A-11

98

34

IRRIGATION AND DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT AND

SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST

IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

6
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77437

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #38

14-A-11

98

34

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT AND

SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST

IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

7

IRRIGATION SPECIFICATIONS
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

19. WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND

INCLUDE THE INTERNATIONAL SYMBOL FOR DO NOT DRINK.  THE LOCATION FOR WARNING SIGNS

SHALL BE AS CALLED OUT ON THE PLANS AND AT BOTH SIDES OF ALL DRIVEWAY AND WALKWAY

ENTRANCES, AT RECYCLED WATER METERS AND POSTED EVERY 500' ALONG THE RECYCLED

WATER USE SITE PERIMETER.  FINAL FIELD LOCATIONS SHALL BE AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT GREGG WORTHINGTON  AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965     

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.
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Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

210,600 100 7.93 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #47

100 7.93210,600

38+21.00 D-60500

6

8
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 47 - POURROY RD., YATES RD., AND JUBILEE RD.
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

IRRIGATION PLAN

4
5

INDEX MAP
INDEX MAP
INDEX MAP

9
10
11
12
13
14
15
16
17

IRRIGATION PLAN
IRRIGATION PLAN

IRRIGATION PLAN
IRRIGATION PLAN
IRRIGATION PLAN
IRRIGATION PLAN

18

IRRIGATION PLAN

LDC-PC2-APP (01-13-23)

General Manager

Dean Wetter

1-31-2022

1-31-2023
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IRRIGATION SHEET 8

C

PROPOSED 1" POTABLE
WATER METER FOR ZION
GREENBELT IRRIGATION

EXISTING 12" POTABLE
WATER LINE PER D-22556

PROPOSED 12" RECYCLED
WATER LINE PER D-60494
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EXISTING 12" POTABLE
WATER LINE PER D-9300
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CONTRACTOR TO ENSURE NO
IRRIGATION PIPE BEYOND THE

IRRIGATED AREA

EXISTING 8" POTABLE
WATER LINE PER D-25818

CUT AND CAP - VERIFY
LOCATION IN FIELD

POTABLE IRRIGATION MAIN
TO BE ABANDONED

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EX
IS

TI
N

G 
2"

 IR
RI

GA
TI

O
N

 M
AI

N
LI

N
E

TO
 R

EM
AI

N
. P

RO
TE

CT
 IN

 P
LA

CE
.

PROVIDE AND INSTALL 6" WIDE
CONCRETE MOW CURB.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
REMAIN POTABLE WATER SYSTEM,
TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN
POTABLE WATER SYSTEM. PROTECT IN

PLACE, TYPICAL.

PROPOSED NEW IRRIGATION
CONTROLLER. SEE CONTROLLER NOTE.
CONTRACTOR TO CONNECT NEW
CONTROLLER TO EXISTING ELECTRICAL
PEDESTAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

47
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(210,600 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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CHECKED BY:
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WO:

WINCHESTER, CA.
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #47

14-A-19

98

34

2

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #47 WILL SERVE EXISTING POTABLE WATER
POC #46 AND #47.
COMBINED FLOW FOR POC #47 AND #46 NOT TO EXCEED 100 GPM.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE RECREATION AND PARK
DISTRICT SUPERVISOR.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE INDEX MAP SHEET 3

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTROLLER #46: SR-STICK-6.
CONTROLLER #47: SR-STUBBY
NEW PROPOSED CONTROLLER FOR ZION GREENBELT:
CS3-8-S-CS3-GR-BUNDLE2-FM-1.5B-SR-YAGI-6.
CONTACT NOLAN MOXLEY (562) 682-2380 -
NOLANM@CALSENSE.COM FOR PURCHASE AND INSTALLATION.

CONTROLLER UPGRADE NOTES:

LDC-PC2-APP (01-13-23)

1-31-2023
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IRRIGATION SHEET 11 IRRIGATION SHEET 12

IRRIGATION SHEET 8

P

PROPOSED 12" RECYCLED
WATER LINE PER D-60493

D-
60

49
4 

N
O

RT
H 

O
F 

TH
IS

 P
O

IN
T;

D-
60

49
3 

SO
U

TH
 O

F 
TH

IS
 P

O
IN

T

EXISTING 12" POTABLE
WATER LINE PER D-9299

PROPOSED 3" CLASS 315 PURPLE PVC
RECYCLED IRRIGATION MAINLINE

CONNECT POC 46 AND 47
EXISTING 12" POTABLE WATER

LINE PER D-25816

D-25816 WEST OF THIS POINT;
D-25817 EAST OF THIS POINT

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATION CONTROLLER FOR POC
#47 TO REMAIN. PROTECT IN PLACE. SEE
CONTROLLER UPGRADE NOTE.

EXISTING IRRIGATION CONTROLLER FOR POC
#46 TO REMAIN. PROTECT IN PLACE. SEE
CONTROLLER UPGRADE NOTE.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING 8" POTABLE
WATER LINE PER

D-25821

PROVIDE AND INSTALL
6" WIDE CONCRETE
MOW CURB.

PROVIDE AND INSTALL
6" WIDE CONCRETE

MOW CURB.

EXISTING POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER AND POC EQUIPMENT
TO BE REMOVED.

PROPOSED NEW 2" RECYCLED WATER POC
(STRAINER, BOOSTER PUMP, MASTER
VALVE, FLOW SENSOR, BALL VALVE AND
QUICK COUPLER). INSTALL PER DETAIL.
CONNECT NEW RECYCLED WATER SYSTEM
TO EXISTING IRRIGATION SYSTEM.

PROPOSED 6" PVC SCH.40
IRRIGATION SLEEVE

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

EXISTING IRRIGATED AREA TO
REMAIN POTABLE WATER SYSTEM,
TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER AND POC EQUIPMENT
TO BE REMOVED.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN
POTABLE WATER SYSTEM. PROTECT IN

PLACE, TYPICAL.

POC 47 STA 38+ 21 POURROY RD. PROPOSED 4"
RECYCLED WATER SERVICE PER PB-1. INSTALL 2"

RECYCLED WATER METER PER PB-10.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

47
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(210,600 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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EASTERN MUNICIPAL WATER DISTRICT
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REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

18

77453

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #47

14-A-19

98

34

3

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #47 WILL SERVE EXISTING POTABLE WATER
POC #46 AND #47.
COMBINED FLOW FOR POC #47 AND #46 NOT TO EXCEED 100 GPM.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE RECREATION AND PARK
DISTRICT SUPERVISOR.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE INDEX MAP SHEET 2

MATCHLINE SEE INDEX MAP SHEET 5
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CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTROLLER #46: SR-STICK-6.
CONTROLLER #47: SR-STUBBY
NEW PROPOSED CONTROLLER FOR ZION GREENBELT:
CS3-8-S-CS3-GR-BUNDLE2-FM-1.5B-SR-YAGI-6.
CONTACT NOLAN MOXLEY (562) 682-2380 -
NOLANM@CALSENSE.COM FOR PURCHASE AND INSTALLATION.

CONTROLLER UPGRADE NOTES:

LDC-PC2-APP (01-13-23)

1-31-2023



EMWD STANDARD NOTE

CONSTRUCTION NOTE
EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION
CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE
EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT
(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES
· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS
SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF
THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS
FOR DEVELOPER'S PROJECTS.
· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION
SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE
RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES
·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,
BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH
PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,
ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED
IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE
SURFACE.
· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT
AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER
IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR
STICKERS.
· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED
WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.
THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY
FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE
MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM
ALL POTABLE WATERLINES AND FIRE LINES.
· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE
LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.
· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE
INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL
CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION
MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE
MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE
WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

47 RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA
(210,600 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSORFS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR
POTABLE WATER MASTER VALVE

YATES RD.

BANDELIER RD.
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EXISTING 12" POTABLE
WATER LINE PER D-25817

PROVIDE AND INSTALL 6" WIDE
CONCRETE MOW CURB.

PROVIDE AND INSTALL 6" WIDE
CONCRETE MOW CURB.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROVIDE AND INSTALL
6" WIDE CONCRETE
MOW CURB.

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

VALLEY-WIDE TO ENSURE
SLOPE AREA IS ACCESSIBLE.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

18

77453

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #47 14-A-19

98

34

4INDEX MAP

PROPOSE NEW RECYCLED WATER POC #47 WILL SERVE EXISTING POTABLE WATER
POC #46 AND #47.
COMBINED FLOW FOR POC #47 AND #46 NOT TO EXCEED 100 GPM.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE RECREATION AND PARK
DISTRICT SUPERVISOR.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:
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CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTROLLER #46: SR-STICK-6.
CONTROLLER #47: SR-STUBBY
NEW PROPOSED CONTROLLER FOR ZION GREENBELT:
CS3-8-S-CS3-GR-BUNDLE2-FM-1.5B-SR-YAGI-6.
CONTACT NOLAN MOXLEY (562) 682-2380 -
NOLANM@CALSENSE.COM FOR PURCHASE AND INSTALLATION.

CONTROLLER UPGRADE NOTES:

LDC-PC2-APP (01-13-23)

1-31-2023
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RELOCATE ISOLATION
VALVE TO BE WITHIN

ROW
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IS
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92
99

EXISTING 8" POTABLE
WATER LINE PER D-23150

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN PROTEC IN
PLACE. (TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

47
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(210,600 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

18

77453

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #47

14-A-19

98
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5

INDEX MAP

PROPOSE NEW RECYCLED WATER POC #47 WILL SERVE EXISTING POTABLE WATER
POC #46 AND #47.
COMBINED FLOW FOR POC #47 AND #46 NOT TO EXCEED 100 GPM.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE RECREATION AND PARK
DISTRICT SUPERVISOR.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE INDEX MAP SHEET 3

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTROLLER #46: SR-STICK-6.
CONTROLLER #47: SR-STUBBY
NEW PROPOSED CONTROLLER FOR ZION GREENBELT:
CS3-8-S-CS3-GR-BUNDLE2-FM-1.5B-SR-YAGI-6.
CONTACT NOLAN MOXLEY (562) 682-2380 -
NOLANM@CALSENSE.COM FOR PURCHASE AND INSTALLATION.

CONTROLLER UPGRADE NOTES:

LDC-PC2-APP (01-13-23)

1-31-2023



CONTRACTOR TO ENSURE NO
IRRIGATION PIPE BEYOND THE
IRRIGATED AREA. CUT AND
CAP ALL IRRIGATION PIPE
OUTSIDE THE IRRIGATED AREA.

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.
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EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 12" POTABLE
WATER LINE PER D-22556
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EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.MATCHLINE SEE ABOVE RIGHT
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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MATCHLINE SEE BELOW LEFT
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

LDC-PC2-APP (01-13-23)

1-31-2023



YATES RD.

Si

9

12

12

11

12

11

12

11

EXISTING 2" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING 12" POTABLE
WATER LINE PER D-25817

Si

9

12

11

12

11

12

EXISTING 2" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE ABOVE LEFT

MATCHLINE SEE BELOW RIGHT

LDC-PC2-APP (01-13-23)

1-31-2023
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IRRIGATION AND DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

16

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.

LDC-PC2-APP (01-13-23)
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DRAWN BY:

CHECKED BY:
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SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING
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OR

811
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PCWO:
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WINCHESTER, CA.

18

77453
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ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #47

14-A-19

98

34

IRRIGATION AND DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON  AT (951) 654-1505  OR AFTER

HOURS,         

CONTACT GREGG WORTHINGTON  AT (951) 306-2965     

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

18,750 50 1.36 2" 1"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #49

5018,750 1.36

31+56 D-60493

6
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 49 (POURROY RD., THOMPSON RD. AND JUBILEE RD.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

4
5

LDC-PC3-APP (01-13-23)

1-20-2023

Dean Wetter

General Manager

1-20-2023
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THOMPSON RD.

JUBILEE RD.

EXISTING 12" POTABLE WATER
LINE PER D-23150

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

POC 49
STA 31+ 56 POURROY RD. PROPOSED 2"

RECYCLED WATER SERVICE PER PB-1. INSTALL
1" RECYCLED WATER METER PER PB-12.

PROPOSED NEW RECYCLED WATER POC
(STRAINER, BOOSTER PUMP, MASTER
VALVE, FLOW SENSOR, BALL VALVE AND
QUICK COUPLER). INSTALL PER DETAIL.
CONNECT NEW RECYCLED WATER SYSTEM
TO EXISTING IRRIGATION SYSTEM.

EXISTING IRRIGATION CONTROLLER
FOR POC #49 TO REMAIN. PROTECT
IN PLACE.

EXISTING 1" POTABLE WATER IRRIGATION METER,
BACKFLOW PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

INSTALL 6" WIDE CONCRETE
MOW CURB

C

BMVFS

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 12" POTABLE WATER
LINE PER D-9298

EXISTING 12" POTABLE WATER
LINE PER D-28188

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

Si

Si

Si
Si

Si

Si

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED 12" RECYCLED
WATER LINE PER D-60492

PROPOSED 12" RECYCLED
WATER LINE PER D-60493

EXISTING 12" POTABLE WATER
LINE PER D-9298

PROPOSED NEW 2" PURPLE SCH.40 RECYCLED
WATER IRRIGATION MAINLINE TO BE CONNECTED
TO EXISTING MAINLINE.

PROPOSED NEW GATE VALVES.

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

P

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

P

C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

49
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(18,750 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

MV

FS
POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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INDEX MAP

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

LDC-PC3-APP (01-13-23)

1-20-2023
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EXISTING IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 12" POTABLE WATER LINE
PER D-23150

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 12" POTABLE WATER LINE
PER D-23150

PR
O

PO
SE

D 
12

" R
EC

YC
LE

D 
W

AT
ER

 L
IN

E
PE

R 
D-

60
49

3

9

9

9

999

1

8 15

16

16

3

4

5

6

2

7

10

13

17 14

12
11

12 12 11
12

1212

12

12

Si

9

P
19

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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IRRIGATION PLAN

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE SHEET 4

LDC-PC3-APP (01-13-23)
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77438

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #49

14-A-19

98

34

4

IRRIGATION PLAN

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE SHEET 3
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POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77438

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #49

14-A-19

98

34

IRRIGATION AND DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS

PLAN SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK

DISTRICT STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY

INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL

IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

5

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.
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REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77438

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #49

14-A-19

98

34

IRRIGATION AND DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS

PLAN SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK

DISTRICT STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY

INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL

IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

6
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CHECKED BY:
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SHT.           OF

D-S.A. 
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ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
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LOCATION:
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RWUE:
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WO:

WINCHESTER, CA.
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS

PLAN SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK

DISTRICT STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY

INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL

IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

7

IRRIGATION SPECIFICATIONS
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

19. WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND

INCLUDE THE INTERNATIONAL SYMBOL FOR DO NOT DRINK.  THE LOCATION FOR WARNING SIGNS

SHALL BE AS CALLED OUT ON THE PLANS AND AT BOTH SIDES OF ALL DRIVEWAY AND WALKWAY

ENTRANCES, AT RECYCLED WATER METERS AND POSTED EVERY 500' ALONG THE RECYCLED

WATER USE SITE PERIMETER.  FINAL FIELD LOCATIONS SHALL BE AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965        

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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14-A-26,-27
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

191,500 100 10.3 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #52

100 10.3191,500

24+85 D-60492

6

8
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1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 52 (POURROY RD. AND THOMPSON RD.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

9

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.
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Dean Wetter

General Manager
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IRRIGATION SHEET 4

EXISTING 12" POTABLE WATER
LINE PER D-25217

EXISTING 12" POTABLE WATER
LINE PER D-25217

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

NEW PROPOSED 3" PURPLE RECYCLED WATER
LINE. CONNECT TO EXISTING IRRIGATION
MAINLINE. VERIFY EXISTING MAINLINE LOCATION
IN THE FIELD.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING 1" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER AND POC EQUIPMENT
TO BE REMOVED.

EXISTING IRRIGATION CONTROLLER FOR POC
#90 TO REMAIN. PROTECT IN PLACE. SEE
CONTROLLER UPGRADE NOTE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

Si

Si

Si

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.
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IRRIGATION SHEET 5

EXISTING 12" POTABLE WATER
LINE PER D-25217

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATION CONTROLLER
FOR POC #92 TO REMAIN. PROTECT
IN PLACE. SEE CONTROLLER
UPGRADE NOTE.

EXISTING 1" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE, FLOW
SENSOR AND FERTILIZER INJECTOR
TO BE REMOVED.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

Si

Si

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.
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IRRIGATION SHEET 6

EXISTING 12" POTABLE WATER
LINE PER D-25217

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

Si

Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

P
C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

52
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(191,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

CI IRRIGATION FERTILIZER INJECTOR

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

1-800-227-2600
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Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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PROPOSE NEW RECYCLED WATER POC #52 WILL SERVE EXISTING POTABLE WATER POC #52,
#90 AND #92.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 100 GPM.
COMBINED FLOW FOR POC #90 AND #92 NOT TO EXCEED 50 GPM
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:
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CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #52: SR-YAGI-9
CONTROLLER #92:SR-STICK-6
CONTROLLER #90: SR-YAGI-9

CONTROLLER UPGRADE NOTES:

LDC-PC3-APP (01-13-23)

1-20-2023
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POC 52
STA 24+ 85 POURROY RD. PROPOSED 4"

RECYCLED WATER SERVICE PER PB-1. INSTALL
2" RECYCLED WATER METER PER PB-12.

EXISTING 12" POTABLE WATER
LINE PER D-25217

PROPOSED NEW RECYCLED WATER POC
(STRAINER, BOOSTER PUMP, MASTER
VALVE, FLOW SENSOR, BALL VALVE AND
QUICK COUPLER). INSTALL PER DETAIL.
CONNECT NEW RECYCLED WATER SYSTEM
TO EXISTING IRRIGATION SYSTEM.

CONNECT PROPOSED 3" RECYCLED WATER
IRRIGATION MAINLINE TO EXISTING
IRRIGATION MAINLINE

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING IRRIGATION CONTROLLER
FOR POC #52 TO REMAIN. PROTECT
IN PLACE. SEE CONTROLLER
UPGRADE NOTE.

EXISTING 1" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE, FLOW
SENSOR AND GATE VALVE TO BE
REMOVED.

PROPOSED 6" PVC SCH.40
IRRIGATION SLEEVE

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)
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EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)
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EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER

SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL. EXISTING IRRIGATED AREA TO BE

CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION MAINLINE
STREET CROSSING. VERIFY EXACT
LOCATION IN THE FIELD.

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN PROTEC IN PLACE.
(TYPICAL)

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL

IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER

EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL

IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER

EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL

IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER

EMWD STANDARDS, TYPICAL.

EX
IS

TI
N

G 
IR

RI
GA

TI
O

N
 V

AL
VE

S 
TO

 R
EM

AI
N

.
PR

O
TE

CT
 IN

 P
LA

CE
. A

LL
 IR

RI
GA

TI
O

N
 E

Q
U

IP
M

EN
T

M
U

ST
 H

AV
E 

RE
CY

CL
ED

 W
AT

ER
 ID

EN
TI

FI
CA

TI
O

N
PE

R 
EM

W
D 

ST
AN

DA
RD

S,
 T

YP
IC

AL
.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

IRRIGATION

SHEET 6

IRRIGATION SHEET 12

IRRIGATION SHEET 8
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Si

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.
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PROPOSED 12" RECYCLED
WATER LINE PER D-60492
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EXISTING IRRIGATION MAINLINE
STREET CROSSING. VERIFY EXACT

LOCATION IN THE FIELD.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

P
C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

52
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(191,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

CI IRRIGATION FERTILIZER INJECTOR

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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PROPOSE NEW RECYCLED WATER POC #52 WILL SERVE EXISTING POTABLE WATER POC #52,
#90 AND #92.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 100 GPM.
COMBINED FLOW FOR POC #90 AND #92 NOT TO EXCEED 50 GPM
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:
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CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #52: SR-YAGI-9
CONTROLLER #92:SR-STICK-6
CONTROLLER #90: SR-YAGI-9

CONTROLLER UPGRADE NOTES:

LDC-PC3-APP (01-13-23)

1-20-2023
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MAINLINE TO REMAIN.
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U

L

L

C

A

B

E

F

O

RE

Y

O

D

I

G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77454

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #52

14-A-26,-27

98

34

4

IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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MATCHLINE SEE SHEET 6 MATCHLINE SEE SHEET 7 MATCHLINE SEE BELOW LEFT

MATCHLINE SEE ABOVE RIGHT
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ENGINEERING

POS ENGINEER
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DATE:

BENCH MARK

DESCRIPTON:
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HORIZONTAL DATUM:
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OR
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RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.
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77454

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #52

14-A-26,-27
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77454

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #52

14-A-26,-27
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34
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IRRIGATION PLAN
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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DOPP.
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D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77454

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE SHEET 8
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POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
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HORIZONTAL DATUM:
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811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77454

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #52

14-A-26,-27
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

13

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE
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3
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LEGEND:

NOTE:

WHERE POSSIBLE.
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

14

LDC-PC3-APP (01-13-23)
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

15
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED
IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION
GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE
CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF
EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY
CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,
EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO
WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK
PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND
REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION
SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL
BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE
UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION
DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.
DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN
ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION
INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD
FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE
APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS
AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE
PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A
TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT
AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH
POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY
POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A
T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW
DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE
CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY
AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON
REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE
STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE
THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO
MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE
FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE
LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,
OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,
WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,
WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY
PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK
COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH
BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING
AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF
FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR
WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN
COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES
AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,
WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.
IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED
CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

19. WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND
INCLUDE THE INTERNATIONAL SYMBOL FOR DO NOT DRINK.  THE LOCATION FOR WARNING SIGNS
SHALL BE AS CALLED OUT ON THE PLANS AND AT BOTH SIDES OF ALL DRIVEWAY AND WALKWAY
ENTRANCES, AT RECYCLED WATER METERS AND POSTED EVERY 500' ALONG THE RECYCLED
WATER USE SITE PERIMETER.  FINAL FIELD LOCATIONS SHALL BE AS DIRECTED BY THE DISTRICT
REPRESENTATIVE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A
SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT
LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE
SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING
THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL
MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,
AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE
INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL
OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED
WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.
AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF
RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR
IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,
CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,
    

CONTACT GREGG WORTHINGTON AT (951) 306-2965      

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE
FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF
BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND
REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID
PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND
APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE
NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION
AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS
HAVE BEEN TAKEN.
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:
VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER
IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN
APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES
DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED
TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND
STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES
THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN
ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT
STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES
1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE
MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED
WATER DECALS OR STICKERS.
2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID
TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE
LABEL.
3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.
CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR
APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES
ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES
AND FIRE LINES.
2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE
WATERLINES AND FIRE LINES.
3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE
WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER
IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)
WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

145,000 100 7.53 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #58

100145,000 7.53

219+34 D-60503

6
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 58 (MADDALENA RD., BENTON RD. AND MOSER RD.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19.  ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.
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EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

49
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION
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PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION
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WATER LINE PER D-60503

EXISTING 8" POTABLE
WATER LINE PER D-24806

EXISTING 8" POTABLE
WATER LINE PER D-24798

EXISTING IRRIGATION CONTROLLER
FOR POC #58A & 58B TO REMAIN.
PROTECT IN PLACE.

EXISTING 2" POTABLE WATER IRRIGATION METER,
BACKFLOW PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.
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POC 58
STA 219+ 34 BENTON RD. PROPOSED 4"

RECYCLED WATER SERVICE PER PB-1. INSTALL
2" RECYCLED WATER METER PER PB-10. CUT AND CAP EXISTING POTABLE

IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.

PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.

PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE INDEX MAP SHEET 3 MATCHLINE SEE INDEX MAP SHEET 3

14-C-36

* REUSE EXISTING BOOSTER PUMP

LDC-PC2-APP (01-13-23)

1-20-2023



EMWD STANDARD NOTE

CONSTRUCTION NOTE
EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION
CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE
EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT
(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES
· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS
SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF
THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS
FOR DEVELOPER'S PROJECTS.
· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION
SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE
RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES
·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,
BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH
PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,
ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED
IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE
SURFACE.
· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT
AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER
IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR
STICKERS.
· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED
WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.
THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY
FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE
MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM
ALL POTABLE WATERLINES AND FIRE LINES.
· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE
LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.
· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE
INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL
CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION
MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE
MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE
WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

49 RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA
(145,000 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSORFS
MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION
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ARMOISE DR.ARMOISE DR.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.
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CONVERTED TO RECYCLED WATER SYSTEM,
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EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.
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IRRIGATION SHEET 7 PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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BRETON DR.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

11

12

9

1211

12

1211

1212

12
12

12

11

12

12

12

12

9

12

11

12

EXISTING 12" POTABLE WATER
LINE PER D-24125
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE  BELOW LEFT

MATCHLINE SEE  ABOVE RIGHT

MATCHLINE SEE  SHEET 10
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77439

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #58

14-A-18

98

34

10

IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE  SHEET 4

MATCHLINE SEE  SHEET 9
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I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77439

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #58

14-A-18

98

34

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND CITY OF WINCHESTER STANDARDS AND

SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST

IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

11

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.
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EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77439

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #58

14-A-18

98

34

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND CITY OF WINCHESTER STANDARDS AND

SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST

IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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POS ENGINEER

ACCEPTANCE DATEDEPARTMENT
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BENCH MARK
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WINCHESTER, CA.
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND CITY OF WINCHESTER STANDARDS AND

SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST

IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

13

IRRIGATION SPECIFICATIONS
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

19. WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND

INCLUDE THE INTERNATIONAL SYMBOL FOR DO NOT DRINK.  THE LOCATION FOR WARNING SIGNS

SHALL BE AS CALLED OUT ON THE PLANS AND AT BOTH SIDES OF ALL DRIVEWAY AND WALKWAY

ENTRANCES, AT RECYCLED WATER METERS AND POSTED EVERY 500' ALONG THE RECYCLED

WATER USE SITE PERIMETER.  FINAL FIELD LOCATIONS SHALL BE AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965     

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. EMWD IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

181,000 120 17.30 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #10

170243,500 24.62

31+06 14884

WO#

7.32ADDITIONAL POC #59 62,500 5077440

6
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 59 (MADDALENA RD., BENTON RD.)
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.
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IRRIGATION PLAN
IRRIGATION PLAN
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IRRIGATION PLAN
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CONNECT POC 59 TO
EXISTING BUTTERFIELD PARK
PUMP

D-22220 WEST OF THIS POINT,
D-22221 EAST OF THIS POINT

PROPOSED 12" RECYCLED
WATER LINE PER D-60502

EXISTING 12" POTABLE
WATER LINE PER D-22221

EXISTING 12" POTABLE
WATER LINE PER D-22222

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED 3" PURPLE CLASS 315 RECYCLED WATER
IRRIGATION MAINLINE TO BE CONNECTED TO
EXISTING MAINLINE.

CONNECT PROPOSED 3" PURPLE PVC MAINLINE TO
EXISTING IRRIGATION MAINLINE (POC#59).

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.
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EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM
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EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.
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REPLACE EXISTING BOOSTER
PUMP WITH NEW PER THE
SPECIFICATIONS.

10 SEE IRRIGATION PLANS

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

59
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(62,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

MV

FS
POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

P

Si

Si

Si

Si

10
FSMVs12
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BUTTERFIELD

PARK

EXISTING POC 10 FOR BUTTERFIELD
PARK - REFER TO EMWD WO 14884
STA. 31+06
4" RW SERVICE
2" RW METER
SO 249430

PROPOSED 12" RECYCLED
WATER LINE PER D-60502

EXISTING 12" POTABLE
WATER LINE PER D-22220

EXISTING POC 12 FOR
FRENCH VALLEY ES

NOT A PART

EXISTING 12" RECYCLED
WATER LINE PER D-53402

1-800-227-2600
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1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE: MATCHLINE SEE INDEX MAP SHEET 3
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CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTROLLER #59: SR-YAGI-6
CONTROLLER #10: SR-STICK-6
CONTACT NOLAN MOXLEY (562) 682-2380 -
NOLANM@CALSENSE.COM FOR PURCHASE AND INSTALLATION.

CONTROLLER UPGRADE NOTES:

EXISTING IRRIGATION BOOSTER PUMP IS LOCATED IN BUTTERFIELD PARK (POC #10)

PROPOSE NEW RECYCLED WATER POC #59 CONNECTION WILL BE COMING FROM
POC #10 BUTTERFIELD PARK. COMBINED FLOW FOR POC #59 AND #10 NOT TO
EXCEED 200 GPM. EXISTING LOCATION OF CONTROLLER #10 FOR BUTTERFIELD PARK
IS LOCATED INSIDE  BUILDING.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE RECREATION AND PARK
DISTRICT SUPERVISOR.

IRRIGATION SCHEDULING RUN TIME NOTE:
SR-YAGI-9 UPGRADE INCLUDES GALVANIZED POLE AND FOOTING
AND NECESSARY HARDWIRING FROM CONTROLLER LOCATIONS TO
YAGI ANTENNA.  CONTROLLER #10 IS LOCATED INSIDE BUILDING.
CONTRACTOR TO INSTALL WIRING INCLUDING ALL MOUNTING AND
WATERPROOFING.  CONTROLLER #59 IS A PEDESTAL ENCLOSURE.
CONTRACTOR SHALL PROVIDE CONDUIT THROUGH PEDESTAL
FOOTING AS NEEDED.

CONTROLLER UPGRADE NOTES (CONTD.):
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EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

59
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B
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RECYCLED WATER IRRIGATED AREA

(62,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE
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RECYCLED IRRIGATION FLOW SENSOR
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PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

MV

FS
POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE
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NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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INDEX MAP

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE ABOVE LEFT

MATCHLINE SEE INDEX MAP SHEET 2MATCHLINE SEE BELOW RIGHT
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EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

59
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(62,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

MV

FS
POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

P

AULD RD.

PERIGOLD RD.

Si

Si

INSTALL 6" WIDW
CONCRETE MOWCURB

NEW PROPOSED RECYCLED
WATER SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.
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INDEX MAP

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:
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CONNECT POC 59 TO EXISTING
BUTTERFIELD PARK PUMP

D-22220 WEST OF THIS POINT,
D-22221 EAST OF THIS POINT

CONNECT PROPOSED 3" PURPLE PVC MAINLINE
TO EXISTING IRRIGATION MAINLINE (POC#59).

BENTON RD.

BUTTERFIELD

PARK

EXISTING BUTTERFIELD PARK
BOOSTER PUMP TO REMAIN.
PROTECT IN PLACE.

EXISTING RECYCLED WATER SIGNAGE
TO REMAIN. PROTECT IN PLACE.

SEE INDEX MAP FOR EXISTING
POC LOCATION

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.
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IRRIGATION PLAN
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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VALLEY-WIDE RECREATION AND PARK DISTRICT
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IRRIGATION PLAN
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

MATCHLINE SEE SHEET 8

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

12

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.
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REVISIONS
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ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

14

77440

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #59

14-A-18

98

34

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

13
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POS ENGINEER
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965       

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

96,500 100 7.3 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #62

100 7.396,500

88+55.00 D-60498

6

8
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 62 (WINCHESTER RD. AND ABELIA ST.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

9

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

INDEX MAP

IRRIGATION PLAN
IRRIGATION PLAN

4
5

IRRIGATION PLAN

11
10

12

IRRIGATION PLAN
IRRIGATION PLAN

13

LDC-PC4-APP (02-06-23)

APPROVED AS NOTED IN BLUE ON PAGES 2 & 5.

Dean Wetter

General Manager

2-23-23

2-23-23



EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

IRRIGATION SHEET 6

IRRIGATION SHEET 7

IRRIGATION SHEET 8

PROVIDE AND INSTALL 3" CLASS 315 PVC
PURPLE RECYCLED WATER IRRIGATION
MAINLINE. CONNECT AND COMBINE
EXISTING MAINLINE (POC #62 AND POC #4)

EXISTING (2.5") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE,
TYPICAL.

EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING 18" POTABLE WATER
LINE PER D-44501

WINCHESTER RD.

A
B

E
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I
A

 
S

T
.

ABELIA SPORTS PARK.

Si

Si

Si

FS
MV B 62

FS
MV

62

IRRIGATION SHEET 4

IRRIGATION SHEET 5

IRRIGATION SHEET 6

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING IRRIGATION CONTROLLER FOR POC
#62 TO REMAIN. PROTECT IN PLACE. SEE
CONTROLLER UPGRADE NOTE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROVIDE AND INSTALL 3" CLASS 315
PVC PURPLE RECYCLED WATER
IRRIGATION MAINLINE.

PROPOSED NEW RECYCLED WATER POC (STRAINER, BOOSTER PUMP, MASTER
VALVE, FLOW SENSOR, BALL VALVE AND QUICK COUPLER). INSTALL PER DETAIL.
CONNECT NEW RECYCLED WATER SYSTEM TO EXISTING IRRIGATION SYSTEM.
CONTRACTOR TO COORDINATE AND PROVIDE ELECTRICAL POWER FOR
IRRIGATION BOOSTER PUMP.

CONNECT PROPOSED MAINLINE TO
EXISTING 2" MAINLINE. VERIFY SIZE
AND LOCATION IN THE FIELD.

EXISTING (2") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE,
TYPICAL.

POC 62
STA 88+55 POURROY RD. PROPOSED 4"

RECYCLED WATER SERVICE PER PB-1. INSTALL
2" RECYCLED WATER METER PER PB-12.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY
EMWD INSPECTOR. TYPICAL.

INSTALL 6" CONCRETE
MOW CURB.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING 2" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE, FLOW
SENSOR AND GATE VALVE TO BE
REMOVED.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING (2") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE,
TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY
EMWD INSPECTOR. TYPICAL.

EXISTING 12" POTABLE WATER
LINE PER D-22553

PROPOSED 12"
RECYCLED WATER LINE

PER D-60498

WINCHESTER RD.

P
O
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R

R
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R

D
.

BROOKFIELD PARK

C

s

Si

Si

Si

Si

Si

Si

PROPOSED 6" PVC SCH.40
IRRIGATION SLEEVE

P

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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PROPOSE NEW RECYCLED WATER POC #62 WILL SERVE EXISTING POTABLE WATER POC #62
AND #4.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 100 GPM.
CONTROLLER #62 AND CONTROLLER #4 CAN NOT BE SCHEDULED TO RUN ON THE SAME DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #62: SR-YAGI-9
CONTROLLER #4: SR-YAGI-9

CONTROLLER UPGRADE NOTES:

LDC-PC4-APP (02-06-23)

PROVIDE CONDUIT AND WIRING AND CONNECT
PUMP TO EXISTING METER PEDESTAL LOCATED
AT POC 24 AT BROOKFIELD PARK.  ELECTRICAL
LINE IS APPROX. 200 FEET FROM POC 62.  SEE
POC 24 FOR PLAN VIEW OF AREA.  CONTRACTOR
SHALL PROVIDE ELECTRICAL PERMIT AND
COORDINATE ELECTRICAL WORK WITH
VALLEY-WIDE.
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EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

P

C

RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

62
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(96,500 SF)

RECYCLED IRRIGATION MAINLINE

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSORFS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

Si

s
RECYCLED IRRIGATION STRAINER

RECYCLED WATER SIGNAGE

FS
MV

B
4

IRRIGATION SHEET 8

IRRIGATION SHEET 9

EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATION CONTROLLER FOR POC #4
TO REMAIN. PROTECT IN PLACE. SEE
CONTROLLER UPGRADE NOTE.

EXISTING 2" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING 18" POTABLE WATER
LINE PER D-24501

IRRIGATION SHEET 8

A
B

E
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I
A

 
S

T
.

S

A

F

F

L

O

W

E

R

 
S

T

.

C

Si

Si

Si

IRRIGATION SHEET 10

IRRIGATION SHEET 9

IRRIGATION SHEET 10

INSTALL 6" CONCRETE
MOW CURB.

EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.

EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

EXISTING 18" POTABLE WATER
LINE PER D-24502

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

3

INDEX MAP

MATCHLINE SEE INDEX MAP SHEET 2 MATCHLINE SEE BELOW LEFT

MATCHLINE SEE ABOVE RIGHT

PROPOSE NEW RECYCLED WATER POC #62 WILL SERVE EXISTING POTABLE WATER POC #62
AND #4.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 100 GPM.
CONTROLLER #62 AND CONTROLLER #4 CAN NOT BE SCHEDULED TO RUN ON THE SAME DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL

BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #62: SR-YAGI-9
CONTROLLER #4: SR-YAGI-9

CONTROLLER UPGRADE NOTES:

LDC-PC4-APP (02-06-23)

2-23-23
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B 62

EXISTING 12" POTABLE WATER LINE
PER D-22553

WINCHESTER RD.
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18

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

4

IRRIGATION PLAN
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

LDC-PC4-APP (02-06-23)

2-23-23



62

EXISTING IRRIGATION CONTROLLER FOR POC #62 TO REMAIN.
PROTECT IN PLACE. SEE CONTROLLER UPGRADE NOTE.

EXISTING (2") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

WINCHESTER RD.
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R
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Y
 
R

D
.

BROOKFIELD PARK

PROPOSED 12" RECYCLED WATER LINE
PER D-60498

1
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2
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Si

Si

Si

16

9

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.12

12

11

11

12

12

12

11 11

12

C

19

SEE PRESSURE LOSS CALCULATION ON
INDEX MAP SHEET 2 FOR NEW
RECYCLED POC #62
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DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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EASTERN MUNICIPAL WATER DISTRICT
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REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

5

IRRIGATION PLAN
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

M
AT

CH
LI

N
E 

SE
E 

SH
EE

T 
4

CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #62: SR-YAGI-9
CONTROLLER #4: SR-YAGI-9

CONTROLLER UPGRADE NOTES:

LDC-PC4-APP (02-06-23)

CONNECT PUMP TO EXISTING METER PEDESTAL LOCATED AT
POC 24 AT BROOKFIELD PARK.  ELECTRICAL LINE IS APPROX. 
200 FEET FROM POC 62.  SEE POC 24 FOR PLAN VIEW OF AREA.

E

E
E

E
E

E
E

E
E

E
E

PROVIDE CONDUIT AND WIRING AND CONNECT
PUMP TO EXISTING METER PEDESTAL LOCATED
AT POC 24 AT BROOKFIELD PARK.  ELECTRICAL
LINE IS APPROX. 200 FEET FROM POC 62.  SEE
POC 24 FOR PLAN VIEW OF AREA.  CONTRACTOR
SHALL PROVIDE ELECTRICAL PERMIT AND
COORDINATE ELECTRICAL WORK WITH
VALLEY-WIDE.

2-23-23



WINCHESTER RD.

EXISTING (2") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

11
11

11
12

12

11

12

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

PROVIDE AND INSTALL 3" CLASS 315 PVC PURPLE
RECYCLED WATER IRRIGATION MAINLINE. CONNECT AND
COMBINE EXISTING MAINLINE (POC #62 AND POC #4)

WINCHESTER RD.

Si

9

77

EXISTING (2") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING (2.5") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.
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11
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

6

IRRIGATION PLAN
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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2-23-23



ABELIA SPORTS PARK.

WINCHESTER RD.

Si

9

EXISTING (2.5") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.
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12 12
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EXISTING (2.5") IRRIGATION MAINLINE TO
REMAIN PROTECT IN PLACE, TYPICAL.

WINCHESTER RD.
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9

EXISTING (2.5") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL. EXISTING IRRIGATED AREA TO BE

CONVERTED TO RECYCLED WATER
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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EXISTING (2.5") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING 18" POTABLE WATER LINE
PER D-24501

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER
SYSTEM, TYPICAL.
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TO REMAIN PROTECT IN PLACE, TYPICAL.
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EXISTING 18" POTABLE
WATER LINE PER D-24501

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.
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I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

8

IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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EXISTING (2.5") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING 18" POTABLE
WATER LINE PER D-24502

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.
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POC #4 TO REMAIN. PROTECT IN PLACE.
SEE CONTROLLER UPGRADE NOTE.
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EXISTING (2.5") IRRIGATION
MAINLINE TO REMAIN
PROTECT IN PLACE, TYPICAL.

EXISTING 18" POTABLE
WATER LINE PER D-24502

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

9

IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #62: SR-YAGI-9
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CONTROLLER UPGRADE NOTES:
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EXISTING (2.5") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING 18" POTABLE
WATER LINE PER D-24502

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.
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EXISTING (2.5") IRRIGATION MAINLINE
TO REMAIN PROTECT IN PLACE, TYPICAL.

EXISTING 18" POTABLE
WATER LINE PER D-24502

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.
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DIG ALERT
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TWO FULL WORKING DAYS BEFORE YOU DIG
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EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS
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ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

10

IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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WO:
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77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST
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"
 
 
/
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TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

11

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.

LDC-PC4-APP (02-06-23)

2-23-23



1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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LDC-PC4-APP (02-06-23)
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

13

77441

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #62

19-C-59,

98

34

14-A-03,

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

13

IRRIGATION SPECIFICATIONS

LDC-PC4-APP (02-06-23)

2-23-23



EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

19. WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND

INCLUDE THE INTERNATIONAL SYMBOL FOR DO NOT DRINK.  THE LOCATION FOR WARNING SIGNS

SHALL BE AS CALLED OUT ON THE PLANS AND AT BOTH SIDES OF ALL DRIVEWAY AND WALKWAY

ENTRANCES, AT RECYCLED WATER METERS AND POSTED EVERY 500' ALONG THE RECYCLED

WATER USE SITE PERIMETER.  FINAL FIELD LOCATIONS SHALL BE AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREG ODEN  AT (951) 654-1505  OR AFTER HOURS,     

CONTACT GREG ODEN AT (951) 306-5016     

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600
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POC #67

14-A-11

98

34

14-A-03

LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.
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2 
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3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

382,500 120 15.0 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #67

120 15.0

68+55 D-60496

382,500

6

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

POC # 67 (POURROY FIELDS) 
FOR

INDEX MAP

IRRIGATION PLAN

IRRIGATION DETAILS
IRRIGATION PLAN

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

4
5

COVER SHEET

1

IRRIGATION PLAN
IRRIGATION PLAN

7
8

IRRIGATION DETAILS9
IRRIGATION SPECIFICATIONS10

LDC-PC3-APP (02-06-23)

APPROVED AS NOTED IN BLUE ON SHEETS 4 & 5.

2-23-23

Dean Wetter

General Manager

2-23-23
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IRRIGATION SHEET 5

IRRIGATION SHEET 6

EXISTING 12" POTABLE
WATER LINE PER D-22555

PROPOSED 12" RECYCLED
WATER LINE PER D-60496

EXISTING 12" POTABLE
WATER LINE PER D-22555

PROPOSED 12" RECYCLED
WATER LINE PER D-60496

PRIMROSE ST.
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R
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.

POURROY

FIELDS

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL
IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER
EMWD STANDARDS, TYPICAL.

POC 67 STA 68+ 55 POURROY RD. PROPOSED 4"
RECYCLED WATER SERVICE PER PB-1. INSTALL 2"
RECYCLED WATER METER PER PB-10.

EXISTING 2" POTABLE WATER IRRIGATION METER,
BACKFLOW PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED. CUT AND CAP
MAINLINE.

EXISTING 2" POTABLE WATER IRRIGATION
METER, BACKFLOW PREVENTER, MASTER
VALVE AND FLOW SENSOR TO BE REMOVED.
CUT AND CAP MAINLINE.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE TO
REMAIN. PROTECT IN PLACE.

68

67

EXISTING IRRIGATION
CONTROLLER(S) TO REMAIN
PROTECT IN PLACE.

P

PROPOSED STRAINER, BOOSTER PUMP, MASTER
VALVE AND FLOW SENSOR.

Si

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

67
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

67

RECYCLED WATER IRRIGATED AREA

(382,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

68

Si

IRRIGATION SHEET 7

D-60496 NORTH OF THIS POINT;
D-60495 SOUTH OF THIS POINT

EXISTING 12" POTABLE
WATER LINE PER D-22555

PROPOSED 12" RECYCLED
WATER LINE PER D-60495

P
O

U
R

R
O

Y
 
R

D
.

VIA SANTA ELENA

EXISTING 12" POTABLE
WATER LINE PER D-22555

PROPOSED 12" RECYCLED
WATER LINE PER D-60496

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING IRRIGATION MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE TO
REMAIN. PROTECT IN PLACE.

POURROY

FIELDS

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

10

77443

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #67

14-A-11

98

34

14-A-03

INDEX MAP

2

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE BELOW LEFT

MATCHLINE SEE TOP RIGHT

MATCHLINE SEE INDEX MAP SHEET 3

LDC-PC3-APP (02-06-23)
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D-60497 NORTH OF THIS POINT;
D-60496 SOUTH OF THIS POINT

EXISTING 12" POTABLE
WATER LINE PER D-22554

PROPOSED 12" RECYCLED
WATER LINE PER D-60497

D-22554 NORTH OF THIS POINT;
D-22555 SOUTH OF THIS POINT

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

Si

EXISTING IRRIGATION MAINLINE TO
REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION CONTROLLER TO
REMAIN. PROTECT IN PLACE.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

66

IRRIGATION SHEET 4

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

67
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

67

RECYCLED WATER IRRIGATED AREA

(382,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

68

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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EXISTING 12" POTABLE WATER
LINE PER D-22554

PROPOSED 12" RECYCLED
WATER LINE PER D-60497

Si

Si

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATION CONTROLLER TO
REMAIN. PROTECT IN PLACE.
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.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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66

D-60497 NORTH OF THIS POINT;
D-60496 SOUTH OF THIS POINT

D-22554 NORTH OF THIS POINT;
D-22555 SOUTH OF THIS POINT

Si

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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CHECKED BY:

DOPP.
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IRRIGATION PLAN

4

MATCHLINE SEE TOP RIGHT

MATCHLINE SEE LEFT BELOW

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE SHEET 5

LDC-PC3-APP (02-06-23)

CONTRACTOR SHALL ENSURE
CONTROLLER 66 CONNECTS TO
CONTROLLER 67 AND 68 FOR
MASTER VALVE AND FLOW METER
MONITORING FROM POC 67.
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PROPOSED 12" RECYCLED
WATER LINE PER D-60496

EXISTING 12" POTABLE
WATER LINE PER D-22555
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EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.
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PROTECT IN PLACE.
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EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 12" POTABLE WATER
LINE PER D-22555

PROPOSED 12" RECYCLED
WATER LINE PER D-60496
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EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

10

77443

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #67

14-A-11

98

34

14-A-03

IRRIGATION PLAN

5

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE SHEET 6

MATCHLINE SEE SHEET 4

LDC-PC3-APP (02-06-23)

CONTRACTOR SHALL ENSURE
CONTROLLER 66 CONNECTS TO
CONTROLLER 67 AND 68 FOR
MASTER VALVE AND FLOW METER
MONITORING FROM POC 67.

2-23-23
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LINE PER D-22555

PROPOSED 12" RECYCLED
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9

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 12" POTABLE WATER
LINE PER D-22555

PROPOSED 12" RECYCLED
WATER LINE PER D-60496
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LOCATE AND CONNECT TO
EXISTING MASTER VALVE AND

FLOW SENSOR WIRES.
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TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

10

77443

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #67

14-A-11

98

34

14-A-03

IRRIGATION PLAN

6

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE SHEET 7

MATCHLINE SEE SHEET 5

LDC-PC3-APP (02-06-23)
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D-60496 NORTH OF THIS POINT;
D-60495 SOUTH OF THIS POINT

EXISTING 12" POTABLE WATER
LINE PER D-22555

PROPOSED 12" RECYCLED
WATER LINE PER D-60495
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EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.
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EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO BE CONVERTED
TO RECYCLED WATER SYSTEM, TYPICAL.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 12" POTABLE WATER
LINE PER D-22555

PROPOSED 12" RECYCLED
WATER LINE PER D-60496
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TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.
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TO REMAIN. PROTECT IN PLACE.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

10

77443

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #67

14-A-11

98

34

14-A-03

IRRIGATION PLAN

7

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE SHEET 6

LDC-PC3-APP (02-06-23)
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

10

77443

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #67

14-A-11

98

34

14-A-03

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D
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R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

8

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.

LDC-PC3-APP (02-06-23)
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

9

LDC-PC3-APP (02-06-23)
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

10

IRRIGATION SPECIFICATIONS

LDC-PC3-APP (02-06-23)
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREG WORTHINGTON  AT (951) 654-1505  OR AFTER

HOURS,         

CONTACT GREG WORTHINGTON AT (951) 306-2965     

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

75,500 50 6.61 2" 1.5"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #70

50 6.6175,500

59+30.00 D-60495

6

8
7
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CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 70 (POURROY RD. AND SKYVIEW RD.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS9

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

INDEX MAP

IRRIGATION PLAN
IRRIGATION PLAN

4
5

IRRIGATION PLAN

11
10
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1-20-2023

Dean Wetter

General Manager

1-20-2023
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EXISTING IRRIGATION VALVES TO
REMAIN. PROTECT IN PLACE. ALL
IRRIGATION EQUIPMENT MUST HAVE
RECYCLED WATER IDENTIFICATION PER
EMWD STANDARDS, TYPICAL.

EXISTING 18" POTABLE WATER
LINE PER D-30521

EXISTING 18" POTABLE WATER
LINE PER D-24126

PROPOSED 8" RECYCLED
WATER LINE PER D-60501

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

70
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(75,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

Si

Si
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IRRIGATION SHEET 6
IRRIGATION SHEET 7

EXISTING 18" POTABLE WATER
LINE PER D-24126

PROPOSED 8" RECYCLED
WATER LINE PER D-60501

EXISTING 12" POTABLE WATER
LINE PER D-24122

EXISTING 12" POTABLE WATER
LINE PER D-22556

PROPOSED 12" RECYCLED
WATER LINE PER D-60495

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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I.D.
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POS ENGINEER
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BENCH MARK
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HORIZONTAL DATUM:
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811
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WINCHESTER, CA.
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77444
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ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
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VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #70
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98

34

14-A-10

2

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE INDEX MAP SHEET 3
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EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

70
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(75,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

FS
MV

B
70

70

FS
MV
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Si
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PROPOSED 12" RECYCLED
WATER LINE PER D-60495

PROPOSED 12" RECYCLED
WATER LINE PER D-60495
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EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

POC 70 STA 59+ 30 POURROY RD. PROPOSED
2" RECYCLED WATER SERVICE PER PB-1.
INSTALL 1.5" RECYCLED WATER METER PER
PB-11.

EXISTING 12" POTABLE WATER
LINE PER D-22556

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATION CONTROLLER FOR
POC #70 TO REMAIN. PROTECT IN PLACE.

EXISTING 2" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING 1.5" POTABLE WATER IRRIGATION
METER, BACKFLOW PREVENTER, MASTER VALVE
AND FLOW SENSOR TO BE REMOVED.

EXISTING 12" POTABLE WATER
LINE PER D-22556

P

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE INDEX MAP SHEET 2
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EXISTING 2" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 18" POTABLE WATER LINE
PER D-30521

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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APPR. DATEDATE BY MARK
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CHECKED BY:
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ENGINEERING
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ACCEPTANCE DATEDEPARTMENT
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BENCH MARK

DESCRIPTON:
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PCWO:

WO:

WINCHESTER, CA.

11

77444

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
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VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #70
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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EXISTING 2" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 12" POTABLE WATER LINE
PER D-24126

PROPOSED 8" RECYCLED WATER
LINE PER D-60501

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

11

77444
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IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

11

77444

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #70

14-A-11

98

34

14-A-10

6

IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

11

77444

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #70

14-A-11

98

34

14-A-10

7

IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

11

77444

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #70

14-A-11

98

34

14-A-10

8

IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE BELOW RIGHT

MATCHLINE SEE ABOVE LEFTMATCHLINE SEE SHEET 7
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

11

77444

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #70

14-A-11

98

34

14-A-10

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

9

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.

LDC-PC2-APP (01-13-23)

1-20-2023
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REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

11

77444

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #70

14-A-11

98

34

14-A-10

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

10

LDC-PC2-APP (01-13-23)

1-20-2023
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DRAWN BY:

CHECKED BY:
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ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT
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BENCH MARK
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WO:
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

11

IRRIGATION SPECIFICATIONS
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965         

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN

E
M

W
D

 
W

O
#
 
7
7
4
4
5

HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

156,750 100 7.15 4" 2"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #73

100 7.15156,750

108+33.00 D-60500

6

8
7

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 73 (ALGARVE AVE., VIA DEL PASO AND WINCHESTER RD.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

9

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19.  ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

IRRIGATION PLAN

4
5

INDEX MAP
INDEX MAP

IRRIGATION PLAN
IRRIGATION PLAN

IRRIGATION PLAN
IRRIGATION PLAN
IRRIGATION PLAN

10
11
12
13
14
15

LDC-PC2-APP (01-13-23)

1-20-2023

Dean Wetter

General Manager

1-20-2023



79

CUT AND CAP
REMOVE POC EQUIPMENT

FS
MV

B

78

CUT AND CAP
REMOVE POC EQUIPMENT FS MV B

EXISTING 8" POTABLE
WATER LINE PER D-30524

EXISTING 8" POTABLE
WATER LINE PER D-30529

EXISTING 8" POTABLE
WATER LINE PER D-30526

EXISTING 8" POTABLE
WATER LINE PER D-30527

CONNECT POC 78 AND 79
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IRRIGATION SHEET 09

IRRIGATION SHEET 09
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EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED 3" CLASS
315 PURPLE RECYCLED
WATER PIPE

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED 6" SCH.40
PURPLE RECYCLED
WATER SLEEVE

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

Si

Si

Si

Si

Si

Si

Si

Si

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT

IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING 2" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

C

EXISTING IRRIGATION CONTROLLER
FOR POC #78 TO REMAIN. PROTECT
IN PLACE. SEE CONTROLLER
UPGRADE NOTE.

C

EXISTING IRRIGATION CONTROLLER FOR
POC #79 TO REMAIN. PROTECT IN PLACE.
SEE CONTROLLER UPGRADE NOTE.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

73
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(156,750 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77445

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #73

14-A-18

98

34

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

2
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PROPOSE NEW RECYCLED WATER POC #73 WILL SERVE EXISTING POTABLE WATER POC #73,
#78 AND #79.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 100 GPM.
CONTROLLER #73, #78 AND #79 MUST NOT BE RUNNING ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #73: SR-YAGI-9
CONTROLLER #78: SR-YAGI-9
CONTROLLER #79: SR-STICK-6

CONTROLLER UPGRADE NOTES:

LDC-PC2-APP (01-13-23)

1-20-2023



EXISTING 8" POTABLE
WATER LINE PER D-30514

EXISTING 8" POTABLE
WATER LINE PER D-30528

IRRIGATION SHEET 10

IRRIGATION SHEET 11
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EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.EXISTING IRRIGATION VALVES TO REMAIN.

PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION

PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

Si

Si

Si

Si

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT
IN PLACE.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

73
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(156,750 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77445

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #73

14-A-18

98

34

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

3
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PROPOSE NEW RECYCLED WATER POC #73 WILL SERVE EXISTING POTABLE WATER POC #73,
#78 AND #79.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 100 GPM.
CONTROLLER #73, #78 AND #79 MUST NOT BE RUNNING ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #73: SR-YAGI-9
CONTROLLER #78: SR-YAGI-9
CONTROLLER #79: SR-STICK-6

CONTROLLER UPGRADE NOTES:

LDC-PC2-APP (01-13-23)

1-20-2023
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CUT AND CAP
REMOVE POC EQUIPMENT

POC 73 STA.108+33 ALGARVE AVE.
PROPOSED 4" RW SERVICE PER PB-1. INSTALL 2"
RW METER PER PB-10

D-30521 SOUTHEAST OF
THIS POINT,
D-34942A NORTHWEST OF
THIS POINT

EXISTING 18" POTABLE
WATER LINE PER D-30521

EXISTING 18" POTABLE
WATER LINE PER
D-34942A

EXISTING 8" POTABLE
WATER LINE PER D-31770

PROPOSED 8" RECYCLED
WATER LINE PER D-60500

EXISTING 8" POTABLE
WATER LINE PER D-24125

CONNECT PROPOSED
RECYCLED WATER PIPE TO POC 73

CONNECT PROPOSED
RW PIPE TO POC 79

PROPOSED 4" CLASS
315 PURPLE RECYCLED
WATER PIPE

PROPOSED 4" CLASS
315 PURPLE RECYCLED

WATER PIPE

PROPOSED 3" CLASS
315 PURPLE RECYCLED

WATER PIPE

PROPOSED 6" SCH.40
PURPLE RECYCLED

WATER SLEEVE

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

PROPOSED RECYCLED WATER POC (STRAINER, BALL VALVE
AND QUICK COUPLER). INSTALL PER DETAIL. CONNECT
NEW RECYCLED WATER SYSTEM TO EXISTING IRRIGATION
SYSTEM.

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

EXISTING IRRIGATION CONTROLLER FOR
POC #73 TO REMAIN. PROTECT IN PLACE.
SEE CONTROLLER UPGRADE NOTE.

PROPOSED 8" SCH.40
PURPLE RECYCLED
WATER SLEEVE

Si

LOT 75EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN. PROTECT

IN PLACE.

PROPOSED WIRE CONDUIT (FOR MASTER VALVE
AND FLOW SENSOR)

PROPOSED 4" CLASS
315 PURPLE RECYCLED

WATER PIPE

PROPOSED RECYCLED WATER POC (BOOSTER
PUMP, MASTER VALVE, FLOW SENSOR AND
GATE VALVE.

EXISTING ELECTRICAL PEDESTAL. CONTRACTOR TO PROVIDE ELECTRICAL
PERMIT AND COORDINATE ELECTRICAL WORK WITH VALLEY-WIDE TO
CONNECT NEW BOOSTER PUMP TO EXISTING ELECTRICAL METER PEDESTAL
AT VIA DEL PASO. CONDUIT MUST BE BACKFILLED TO 905 COMPACTION AND
HAVE 3" DEEP 2 SACK SLURRY OVER CONDUIT WITH METALLIC DETECTOR
TAPE 6" ABOVE SLURRY. CONDUIT MUST HAVE 24" MINIMUM COVER.

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

73
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(156,750 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP
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POTABLE WATER MASTER VALVE
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1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

4
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PROPOSE NEW RECYCLED WATER POC #73 WILL SERVE EXISTING POTABLE WATER POC #73,
#78 AND #79.
COMBINED FLOW FROM ALL POC's NOT TO EXCEED 100 GPM.
CONTROLLER #73, #78 AND #79 MUST NOT BE RUNNING ON THE SAME TIME/DAY.
PROGRAMMING MUST BE CONFIRMED BY VALLEY-WIDE SITE SUPERVISORS.

IRRIGATION SCHEDULING RUN TIME NOTE:
CONTROLLER UPGRADE MUST BE PURCHASED FROM CALSENSE.
CONTACT NOLAN MOXLEY (562) 682-2380
CONTROLLER #73: SR-YAGI-9
CONTROLLER #78: SR-YAGI-9
CONTROLLER #79: SR-STICK-6

CONTROLLER UPGRADE NOTES:

LDC-PC2-APP (01-13-23)
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

LDC-PC2-APP (01-13-23)
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PROTECT IN PLACE.
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PROTECT IN PLACE.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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MAINLINE TO REMAIN.
PROTECT IN PLACE.
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07
IRRIGATION PLAN

MATCHLINE SEE SHEET 06

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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MAINLINE TO REMAIN.
PROTECT IN PLACE.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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9

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #73

14-A-18

98

34

09
IRRIGATION PLAN

M
AT

CH
LI

N
E 

SE
E 

SH
EE

T 
10

M
AT

CH
LI

N
E 

SE
E 

SH
EE

T 
08

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

LDC-PC2-APP (01-13-23)

1-20-2023



D

Y

L

A

N

 
R

D

.

12
12

12
11

11

12
12

12

12 12

EXISTING IRRIGATED AREA TO
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EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77445

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #73
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

LDC-PC2-APP (01-13-23)

1-20-2023
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D-30521 SOUTHEAST OF THIS POINT,
D-34942A NORTHWEST OF THIS POINT

EXISTING 8" POTABLE WATER LINE
PER D-31770

EXISTING 18" POTABLE WATER LINE
PER D-34942A

CONNECT PROPOSED
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EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING 18" POTABLE WATER LINE
PER D-30521
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EXISTING IRRIGATION CONTROLLER FOR POC #73 TO
REMAIN. PROTECT IN PLACE. SEE CONTROLLER

UPGRADE NOTE.
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EXISTING ELECTRICAL PEDESTAL.
SEE NOTES ON INDEX MAP.
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I.D.
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CHECKED BY:

DOPP.

SHT.           OF
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OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
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RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.
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77445

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
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MATCHLINE SEE SHEET 12

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

LDC-PC2-APP (01-13-23)

1-20-2023
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EXISTING 18" POTABLE WATER LINE
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PROPOSED 8" RECYCLED
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POC 73 STA.108+33 ALGARVE AVE.
PROPOSED 4" RW SERVICE PER PB-1.

INSTALL 2" RW METER PER PB-10
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ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.
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CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77445

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #73

14-A-18
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34

12
IRRIGATION PLAN

MATCHLINE SEE SHEET 11

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

LDC-PC2-APP (01-13-23)

1-20-2023
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
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6
"
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TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
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E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ROUND VALVE BOX, HEAT BRAND 'FV'

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

MANUAL FLUSH VALVE
A-009

SCH. 80 PVC BALL VALVE, LINE SIZE

PVC DRIP LATERAL LINE

2"

SET VALVE BOX 2" ABOVE

FINISHED GRADE OF SHRUB

AREA

12" DEPTH OF 

3

4" WASHED GRAVEL.

THE BOX SHALL REST UPON THE

ROCK BED.  DO NOT EXTEND

GRAVEL INTO BOX

18" LONG, #4 REBAR STAKE.  SECURE W/

 TWO SS CLAMPS INTO NATIVE SOIL SECURELY

1'

NOTES:

1. INSTALL VALVE BOX EXTENSIONS AS REQUIRED TO ACHIEVE

PROPER VALVE INSTALLATION AT MAIN LINE DEPTH.

2. INSTALL CHRISTY RECYCLED ID TAGS ON ALL RECYCLED

IRRIGATION SYSTEMS.

3. VALVE BOX AND LID SHALL BE PURPLE FOR RECYCLED WATER

IRRIGATION SYSTEMS

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

LDC-PC2-APP (01-13-23)

1-20-2023



1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER
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DATE:

BENCH MARK
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HORIZONTAL DATUM:
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OR

811
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RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77445

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #73

14-A-18

98

34

14

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

LDC-PC2-APP (01-13-23)

1-20-2023
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EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:
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811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

15

77445

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #73

14-A-18

98

34

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

15

IRRIGATION SPECIFICATIONS

LDC-PC2-APP (01-13-23)

1-20-2023



EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965         

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

39,600 50 2.31 2" 1.5"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #75

50 2.3139,600

117+62 D-60501

6

8
7
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CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 75 (POURROY RD. AND SKYVIEW RD.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

9 IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

IRRIGATION PLAN
IRRIGATION PLAN

4
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14-A-11

LDC-PC2-APP (01-13-23)

12-20-2023

Dean Wetter

General Manager

1-20-2023
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SHEET 5

POC 75 STA 117+ 62 SKYVIEW RD. PROPOSED 2"
RECYCLED WATER SERVICE PER PB-1. INSTALL 1.5"

RECYCLED WATER METER PER PB-11.

EXISTING IRRIGATION CONTROLLER FOR
POC #75 TO REMAIN. PROTECT IN PLACE. PROPOSED RECYCLED WATER

SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING 1.5" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING 12" POTABLE
WATER LINE PER D-24122

PROPOSED 8" RECYCLED
WATER LINE PER D-60501

EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.
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EXISTING 2.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.
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EMWD STANDARD NOTE

CONSTRUCTION NOTE
EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION
CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE
EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT
(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES
· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS
SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF
THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS
FOR DEVELOPER'S PROJECTS.
· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION
SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE
RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES
·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,
BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH
PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,
ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED
IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE
SURFACE.
· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT
AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER
IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR
STICKERS.
· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED
WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.
THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY
FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE
MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM
ALL POTABLE WATERLINES AND FIRE LINES.
· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE
LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.
· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE
INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL
CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION
MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE
MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE
WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

75 RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA
(39,600 SF)

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSORFS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

FS

MV

POTABLE WATER FLOW SENSOR
POTABLE WATER MASTER VALVE

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP
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2INDEX MAP

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE: MATCHLINE SEE ABOVE RIGHT

MATCHLINE SEE BELOW LEFT

14-A-19

14-A-11

LDC-PC2-APP (01-13-23)

12-20-2023
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PROPOSED 8" RECYCLED WATER
LINE PER D-60501

EXISTING 12" POTABLE WATER LINE
PER D-24126

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS
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APPR. DATEDATE BY MARK
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COORD.

DRAWN BY:

CHECKED BY:

DOPP.
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OPERATIONS

ENGINEERING
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ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #75 14-A-XX
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3IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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PROPOSED 12" RECYCLED
WATER LINE PER D-60494

EXISTING 12" POTABLE WATER LINE
PER D-24122

EXISTING 12" POTABLE WATER LINE
PER D-22556

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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PROPOSED 12" RECYCLED
WATER LINE PER D-60494

EXISTING 12" POTABLE WATER LINE
PER D-9300

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
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RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #75 14-A-XX
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4IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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WATER LINE PER D-60494

EXISTING 12" POTABLE WATER LINE
PER D-9300

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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PER D-9300
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BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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5IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE BELOW LEFT

MATCHLINE SEE ABOVE RIGHT MATCHLINE SEE SHEET 5

MATCHLINE SEE SHEET 4
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EXISTING 12" POTABLE WATER LINE
PER D-9300

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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WATER LINE PER D-60493

EXISTING 12" POTABLE WATER LINE
PER D-9300

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 2.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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WINCHESTER, CA.
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6IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

7

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.
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WINCHESTER, CA.
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ACCEPTED BY:
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RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #75

14-A-XX

98
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED
IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION
GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE
CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF
EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY
CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,
EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO
WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK
PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND
REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION
SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL
BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE
UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION
DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.
DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN
ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION
INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD
FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE
APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS
AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE
PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A
TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT
AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH
POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY
POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A
T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW
DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE
CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY
AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON
REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE
STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE
THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO
MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE
FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE
LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,
OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,
WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,
WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY
PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK
COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH
BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING
AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF
FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR
WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN
COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES
AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,
WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.
IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED
CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

19. WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND
INCLUDE THE INTERNATIONAL SYMBOL FOR DO NOT DRINK.  THE LOCATION FOR WARNING SIGNS
SHALL BE AS CALLED OUT ON THE PLANS AND AT BOTH SIDES OF ALL DRIVEWAY AND WALKWAY
ENTRANCES, AT RECYCLED WATER METERS AND POSTED EVERY 500' ALONG THE RECYCLED
WATER USE SITE PERIMETER.  FINAL FIELD LOCATIONS SHALL BE AS DIRECTED BY THE DISTRICT
REPRESENTATIVE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A
SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT
LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE
SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING
THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL
MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,
AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE
INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL
OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED
WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.
AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF
RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR
IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,
CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,
    

CONTACT GREGG WORTHINGTON AT (951) 306-2965        

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE
FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF
BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND
REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID
PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND
APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE
NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION
AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS
HAVE BEEN TAKEN.

1-800-227-2600
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:
VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER
IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN
APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES
DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED
TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND
STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES
THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN
ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT
STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES
1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE
MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED
WATER DECALS OR STICKERS.
2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID
TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE
LABEL.
3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.
CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR
APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES
ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES
AND FIRE LINES.
2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE
WATERLINES AND FIRE LINES.
3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE
WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER
IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)
WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
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CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

66,500 50 4.82 2" 1.5"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #76

50 4.8266,500

103+77 D-60501

6
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CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 76 (ALGARVE AVE. AND SKYVIEW RD.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS
9

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

IRRIGATION PLAN
IRRIGATION PLAN

4
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IRRIGATION PLAN
IRRIGATION PLAN
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Dean Wetter

General Manager
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ALGARVE AVE.

SHEET 5
EXISTING 8" POTABLE
WATER LINE PER D-30529

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EMWD STANDARD NOTE

CONSTRUCTION NOTE
EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION
CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE
EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT
(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES
· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS
SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF
THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS
FOR DEVELOPER'S PROJECTS.
· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION
SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE
RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES
·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,
BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH
PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,
ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED
IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE
SURFACE.
· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT
AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER
IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR
STICKERS.
· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED
WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.
THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY
FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE
MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM
ALL POTABLE WATERLINES AND FIRE LINES.
· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE
LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.
· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE
INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL
CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION
MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE
MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE
WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

76 RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA
(66,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSORFS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR
POTABLE WATER MASTER VALVE

SiSi

Si
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ALGARVE AVE.
SHEET 7

SHEET 6

EXISTING 8" POTABLE
WATER LINE PER D-24124

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:
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EMWD STANDARD NOTE

CONSTRUCTION NOTE
EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION
CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE
EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT
(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES
· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS
SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF
THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS
FOR DEVELOPER'S PROJECTS.
· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION
SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE
RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES
·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,
BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH
PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,
ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED
IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE
SURFACE.
· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT
AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER
IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR
STICKERS.
· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED
WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.
THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY
FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE
MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM
ALL POTABLE WATERLINES AND FIRE LINES.
· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE
LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.
· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE
INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL
CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION
MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE
MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE
WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

76 RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA
(66,500 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSORFS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR
POTABLE WATER MASTER VALVE

FS
MV

B76

76

FS
MV

s

C

Si

Si

Si

LENNON DR.

AL
GAR

VE
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VE
.
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VE
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SHEET 8
P

D-24125 NORTHEAST OF THIS
POINT UNTIL SKYVIEW RD.;
D-24124 SOUTHWEST OF
THIS POINT UNTIL EMERALD
RD.

PROPOSED 8" RECYCLED
WATER LINE PER D-60500

POC 76 STA 103+ 77 ALGARVE AVE. PROPOSED 2"
RECYCLED WATER SERVICE PER PB-1. INSTALL 1.5"
RECYCLED WATER METER PER PB-11.

EXISTING IRRIGATION CONTROLLER FOR
POC #76 TO REMAIN. PROTECT IN PLACE.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

EXISTING 1.5" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

VI
A 

SA
NT

IA
GO

Si

Si

VI
A 

SA
NT
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O

AL
G
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VE
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.

SKYVIEW RD.

SHEET 9

EXISTING 18" POTABLE
WATER LINE PER D-30521

EXISTING 8" POTABLE
WATER LINE PER D-24125

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,

TYPICAL.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.
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1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

MATCHLINE SEE BELOW LEFT

MATCHLINE SEE ABOVE RIGHT

MATCHLINE SEE INDEX MAP SHEET 2
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EXISTING 8" POTABLE
WATER LINE PER D-30529

ALGARVE AVE.
M

cC
AR
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EY

 D
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12

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

McCARTNEY DR.

Si

Si

Si

12

11

11

12

12

12

12

9

9

9

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG

U

L L

CA

BEFORE YO

D
I G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

12

77447

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #76 14-A-XX

98

34

4IRRIGATION PLAN

M
AT

CH
LI

N
E 

SE
E 

 S
HE

ET
 5

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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ALGARVE AVE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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ALGARVE AVE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED
WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

Si

12

11

11
12

12

1212

11

9

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG

U

L L

CA

BEFORE YO

D
I G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

12

77447

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #76 14-A-XX

98

34

6IRRIGATION PLAN

M
AT

CH
LI

N
E 

SE
E 

SH
EE

T 
7

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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EMERALD DR.

ALGARVE AVE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 1.5" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

McCARTNEY DR.

Si

EXISTING 8" POTABLE
WATER LINE PER D-24124

PROPOSED 8" RECYCLED
WATER LINE PER D-60500
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MATCHLINE SEE SHEET 8

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

M
AT

CH
LI

N
E 

SE
E 

SH
EE

T 
6

14-A-18

14-A-10

LDC-PC2-APP (01-13-23)

1-20-2023



FS
MV

B76

76

FS

MV

s

LENNON DR.

AL
GA

RV
E 

AV
E.

C

EXISTING IRRIGATION CONTROLLER
FOR POC #76 TO REMAIN. PROTECT
IN PLACE.

LENNON DR.

EXISTING IRRIGATED AREA TO
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MAINLINE TO REMAIN.
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MAINLINE TO REMAIN.
PROTECT IN PLACE.
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DOPP.
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D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER
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DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

12

77447

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #76 14-A-XX
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8IRRIGATION PLAN

MATCHLINE SEE BELOW RIGHT

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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MATCHLINE SEE SHEET 9
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EASTERN MUNICIPAL WATER DISTRICT
ACCEPTED BY:REVISIONS

DESCRIPTIONENGINEER EMWD

APPR. DATEDATE BY MARK
I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK
DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR
811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

12

77447

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT
IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #76 14-A-XX

98

34

9IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.
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ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

12

77447

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #76

14-A-XX
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34

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

10

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.
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POS ENGINEER
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LOCATION:
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VERTICAL DATUM:
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RWUE:

PCWO:

WO:

WINCHESTER, CA.

12

77447

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:
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IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #76
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IRRIGATION DETAILS
11

14-A-18

14-A-10

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

LDC-PC2-APP (01-13-23)
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SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

19. WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND

INCLUDE THE INTERNATIONAL SYMBOL FOR DO NOT DRINK.  THE LOCATION FOR WARNING SIGNS

SHALL BE AS CALLED OUT ON THE PLANS AND AT BOTH SIDES OF ALL DRIVEWAY AND WALKWAY

ENTRANCES, AT RECYCLED WATER METERS AND POSTED EVERY 500' ALONG THE RECYCLED

WATER USE SITE PERIMETER.  FINAL FIELD LOCATIONS SHALL BE AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965       

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.
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LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

187,000 100 21.12 4" "

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #82

100 21.12187,000

100+05 D-60500

6

8
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 82 EMERALD PARK (ALGARVE AVE. AND EMERALD DR.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

IRRIGATION PLAN
4
5

9 IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

14-A-19

14-A-18

2"

LDC-PC3-APP (02-06-23)

Dean Wetter

General Manager

2-23-23

2-23-23



FS

MV
B

82

B
A82

PROPOSED 8" RECYCLED
WATER LINE PER D-60500

D-60500 NORTHEAST OF THIS
POINT UNTIL SKYVIEW RD.;

D-60499 SOUTHWEST OF THIS
POINT UNTIL END OF MAINLINE

PROPOSED 8" RECYCLED
WATER LINE PER D-60499

EXISTING 8" POTABLE
WATER LINE PER D-24124

EXISTING 8" POTABLE
WATER LINE PER D-24124

EXISTING 8" POTABLE
WATER LINE PER D-24127

EXISTING 8" POTABLE
WATER LINE PER D-24127

DRINKING FOUNTAINS
SOURCED FROM RESTROOMS

POC 82 STA 100+ 05 ALGARVE AVE. PROPOSED 4"
RECYCLED WATER SERVICE PER PB-1. INSTALL 2"

RECYCLED WATER METER PER PB-10. CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

C

Si

EXISTING IRRIGATION CONTROLLER FOR
POC #82 TO REMAIN. PROTECT IN PLACE.

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING 3" POTABLE WATER
IRRIGATION METER, BACKFLOW
PREVENTER, MASTER VALVE AND
FLOW SENSOR TO BE REMOVED.

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE
DETERMINED BY EMWD INSPECTOR.
TYPICAL.

Si

PROPOSED RECYCLED WATER
SIGNAGE. LOCATION TO BE

DETERMINED BY EMWD INSPECTOR.
TYPICAL.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM,
TYPICAL.

EXISTING 3" IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING DRINKING FOUNTAIN TO
REMAIN PROTECT IN PLACE.
TYPICAL.

EXISTING POTABLE WATER LINE TO
REMAIN PROTECT IN PLACE.
TYPICAL.

EXISTING 1" POTABLE WATER METER
AND BACKFLOW PREVENTER TO REMAIN

PROTECT IN PLACE. (FOR RESTROOM AND
DRINKING FOUNTAINS)

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

AL
GAR

VE
 A

VE
.

EMERALD DR.

C
A

PR
I D

R
.

EMERALD PARK

CRIM
SON DR.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

IRRIGATION
SHEET 3

IRRIGATION
SHEET 4

IRRIGATION
SHEET 5

Si

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

TURF TO BE REMOVED AND
REPLACED WITH SHRUB/GROUND
COVER AND CONVERTED TO DRIP

IRRIGATION SYSTEM.

ADJUST IRRIGATION SYSTEM TO
PREVENT OVERSPRAY TO

EXISTING DRINKING FOUNTAIN.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER
TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

SPRAY VALVES TO BE CONVERTED
TO DRIP VALVE ASSEMBLY. REFER

TO SEPARATE PLANTING PLAN
DEVELOPED BY LDC.

FS
MV

s

P

CONTRACTOR TO INSTALL ELECTRICAL
FROM BUILDING TO NEW BOOSTER

PUMP. CONTRACTOR SHALL BE
RESPONSIBLE FOR ELECTRICAL PERMIT.

EMWD STANDARD NOTE

CONSTRUCTION NOTE
EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION
CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE
EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT
(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES
· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS
SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF
THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS
FOR DEVELOPER'S PROJECTS.
· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION
SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE
RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES
·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,
BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH
PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,
ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED
IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE
SURFACE.
· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT
AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER
IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR
STICKERS.
· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED
WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.
THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE
THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY
FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE
MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM
ALL POTABLE WATERLINES AND FIRE LINES.
· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE
LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.
· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE
INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL
CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION
MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE
MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE
WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

C RECYCLED IRRIGATION CONTROLLER

82 RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA
(187,000 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSORFS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

P RECYCLED IRRIGATION BOOSTER PUMP

FS

MV

POTABLE WATER FLOW SENSOR
POTABLE WATER MASTER VALVE

POTABLE WATER DRINKING FOUNTAIN

TURF AREA TO BE REMOVED AND
REPLACED WITH SHRUBS/GROUNDCOVER.
(~14,500 SF)
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1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:
ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)

2-23-23



FS

MV

B

82

B

A

FS
MV

s82

PROPOSED 8" RECYCLED
WATER LINE PER D-60500

D-60500 NORTHEAST OF THIS POINT UNTIL SKYVIEW RD.;
D-60499 SOUTHWEST OF THIS POINT UNTIL END OF MAINLINE

PROPOSED 8" RECYCLED
WATER LINE PER D-60499

EXISTING 8" POTABLE
WATER LINE PER D-24124

EXISTING 8" POTABLE WATER
LINE PER D-24124

DRINKING FOUNTAINS
SOURCED FROM RESTROOMS

ALG
ARVE

 A
VE

.

EMERALD DR.

C

EXISTING IRRIGATION CONTROLLER FOR
POC #82 TO REMAIN. PROTECT IN PLACE.

Si

Si

EXISTING DRINKING FOUNTAIN TO
REMAIN. PROTECT IN PLACE.

EMERALD PARK

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING POTABLE WATER LINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING POTABLE WATER LINE
TO REMAIN. PROTECT IN PLACE.

5
4

3
6

7

8

10

14

15

13
EXISTING (1") POTABLE WATER

METER AND BACKFLOW
PREVENTER TO REMAIN PROTECT

IN PLACE.

9

9

Si

9
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12

12
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11

EXISTING DRINKING FOUNTAIN
SHUT-OFF VALVE TO REMAIN.
PROTECT IN PLACE.

12

12

17
18

18
17
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19

19

12

12
EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.
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POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE  SHEET 4
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ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)

2-23-23



EXISTING 8" POTABLE WATER
LINE PER D-24127

EMERALD PARK
CRIM

SON DR.

Si

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EMERALD DR.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.

EXISTING IRRIGATED AREA TO
BE CONVERTED TO RECYCLED

WATER SYSTEM, TYPICAL.
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4IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

MATCHLINE SEE  SHEET 3
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ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)

2-23-23
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EMERALD PARK
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WATER SYSTEM, TYPICAL.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
MAINLINE TO REMAIN.
PROTECT IN PLACE.

EXISTING 3" IRRIGATION
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PROTECT IN PLACE.

EMERALD DR.

EXISTING IRRIGATED AREA TO
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WATER SYSTEM, TYPICAL.
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5IRRIGATION PLAN

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.
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ALL WORKS RELATED TO TURF CONVERSION, REPLACING DRIP VALVE,
NEW PLANT MATERIALS AND DRIP IRRIGATION SYSTEM WILL BE ON A
SEPARATE BID ITEMS

TURF CONVERSION NOTE:

LDC-PC3-APP (02-06-23)

2-23-23
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IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
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T
E

 
/
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R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

6

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.

14-A-19

14-A-18

LDC-PC3-APP (02-06-23)

2-23-23



1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

9

77448

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #82 - EMERALD PARK

14-A-XX

98

34

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

7

14-A-19

14-A-18

LDC-PC3-APP (02-06-23)

2-23-23



1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG

U

L

L

C

A

B

E

F

O

RE

Y

O

D

I

G

SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

9

77448

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #82 - EMERALD PARK

14-A-XX

98

34

IRRIGATION DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

8

14-A-19

14-A-18

1.

2. 3" DEEP MULCH

GROUND COVER PLANT FROM FLAT

NOTE:

3.

4.

FINISH GRADE

PREPARED BACKFILL (SEE SPECIFICATIONS

FOR TYPE AND DEPTH.)

EDGE OF PAVING, SIDEWALK, WALL, OR CURB

LOCATE PLANTS SPACED EQUAL

DISTANCE (D) FROM EACH OTHER AS

SHOWN. D - AS NOTED ON PLAN.

NTS

GROUNDCOVER PLANTING

LEGEND:

DRIP EMISSION DEVICE (PER PLAN/LEGEND)

EMITTER CONNECTION TO SCH 40 LATERAL (PER PLAN/LEGEND)

REMOTE CONTROL VALVE/EMITTER ZONE ASSEMBLY (PER PLAN/LEGEND)

NTS

TYPICAL DRIP EMITTER PLACEMENT AND LATERAL LAYOUT

1.

7.

3.

IRRIGATION MAINLINE (SIZE AND TYPE PER PLAN/LEGEND)4.

EMITTER ZONE IRRIGATION LATERAL (3/4" UNLESS OTHERWISE NOTED)5.

2. SHRUBS PER PLANTING PLAN, REFER TO EMITTER SCHEDULE FOR SPECIFIED WATER

REQUIREMENTS AND EMITTER TO BE INSTALLED FOR SPECIFIC PLANT SPECIES

LEGEND

5

1

2

4

3

7

6

MANUAL FLUSH VALVE AT EACH END OF LATERAL LINE RUN AT THE LOWEST POINT - PER DETAIL.6.

1

1

LDC-PC3-APP (02-06-23)

2-23-23



1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG

U

L

L
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A

B
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

9

77448

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #82 - EMERALD PARK

14-A-XX

98

34

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

9

IRRIGATION SPECIFICATIONS

14-A-19

14-A-18

LDC-PC3-APP (02-06-23)

2-23-23



EMWD STANDARD RECYCLED WATER IRRIGATION PLAN NOTES

1. THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED

IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE EMWD RECYCLED WATER IRRIGATION

GUIDELINES, AND EMWD STANDARDS AND SPECIFICATIONS.

2. THE USE OF RECYCLED WATER SHALL ADHERE TO CDPH TITLE 22, DIVISION 4, CHAPTER 3 OF THE

CALIFORNIA CODE OF REGULATIONS AND THE CURRENT RULES, ORDINANCES, REGULATIONS OF

EMWD.

3. EMWD REQUIRES THAT A PRE-CONSTRUCTION CONFERENCE BE SCHEDULED PRIOR TO ANY

CONSTRUCTION BY CALLING THE EMWD FIELD ENGINEERING DEPARTMENT AT (951) 928-3777,

EXTENSION 4830.

4. THE EASTERN MUNICIPAL WATER DISTRICT OPERATION DEPARTMENT SHALL BE NOTIFIED TWO

WORKING DAYS PRIOR TO THE START OF CONSTRUCTION AT (951) 679-3222.  ALL WORK

PERFORMED WITHOUT BENEFIT OF INSPECTION SHALL BE SUBJECT TO REJECTION AND

REMOVAL.

5. WHEN POTABLE WATER IS ONSITE, THE CDPH TITLE 22 REQUIRES A CROSS CONNECTION

SHUTDOWN TEST TO PRECEDE THE FINAL RELEASE OF THE IRRIGATION SYSTEM. THIS TEST WILL

BE CONDUCTED BY EMWD.

6. THE RECYCLED WATER IRRIGATION PLAN IS A “LIVING” DOCUMENT OF RECORD THAT SHALL BE

UPDATED IF THE PROJECT CONDITIONS, THE SITE PLAN, FACILITIES, IRRIGATED AREA, IRRIGATION

DEMAND, OR DATA RELATIVE TO THE SITE CHANGES ONCE IT VARIES FROM THE ACCEPTED PLAN.

DELTA REVISIONS OF THE PLAN SHALL BE AS DEEMED NECESSARY BY EMWD TO MAINTAIN

ACCURATE DOCUMENT RECORDS OF THE PROJECT SITE AND LANDSCAPE IRRIGATION

INSTALLATION.

7. ANY PROPOSED CHANGES TO A SYSTEM DURING CONSTRUCTION MUST BE SUBMITTED TO EMWD

FOR AUTHORIZATION OF THE CHANGES PRIOR TO THE CHANGE BEING MADE IN THE FIELD.

8. UPON FINAL ACCEPTANCE OF AN IRRIGATION SYSTEM ANY FUTURE MODIFICATIONS MUST BE

APPROVED THROUGH EMWD PRIOR TO THE START OF CONSTRUCTION.

9. ALL PUBLIC AND PRIVATE POTABLE WATER MAINS INCLUDING FIRE MAINS,  ANY WATER WELLS

AND/OR  WATER COURSES WITHIN THE RECYCLED WATER PROJECT SHALL BE SHOWN ON THE

PLANS.

10. DURING CONSTRUCTION, ALL RECYCLED IRRIGATION SYSTEMS SHALL BE CONNECTED TO A

TEMPORARY POTABLE WATER SOURCE AT A T-METER CONNECTION TO A PUBLIC FIRE HYDRANT

AS APPROVED BY EMWD.  THIS CONNECTION WILL SERVE THE IRRIGATION SYSTEM WITH

POTABLE WATER UNTIL THE METER IS RELEASED AT PROJECT APPROVAL. ALL TEMPORARY

POTABLE CONNECTIONS FOR CONSTRUCTION OR IRRIGATION MUST BE HI-LINED THROUGH A

T-METER AND AN APPROVED ABOVE GROUND REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW

DEVICE WITHIN 3 FEET OF METER.  NO PURPLE COLORED PIPING OR APPURTENANCES SHALL BE

CONNECTED TO ANY POTABLE WATER SOURCE.

11. REDUCED PRESSURE (RP) PRINCIPAL BACKFLOW DEVICES MUST BE  APPROVED AND TESTED BY

AN EMWD APPROVED BACKFLOW TESTER (A LIST OF APPROVED TESTERS ARE AVAILABLE UPON

REQUEST).

12. CROSS CONNECTIONS BETWEEN RECYCLED WATER LINES AND POTABLE WATER LINES ARE

STRICTLY PROHIBITED. FINES MAY BE LEVIED.

13. INTERCONNECTION OF IRRIGATION PRESSURE SUPPLY MAINLINES ORIGINATING FROM MORE

THAN ONE METER IS STRICTLY PROHIBITED.

14. NO PONDING, RUNOFF OR OVERSPRAY IS PERMITTED. ADJUST ALL SPRINKLER HEADS TO

MINIMIZE OVERSPRAY ONTO SIDEWALKS, STREETS, DRINKING FOUNTAINS, DECORATIVE

FOUNTAINS, COMFORT STATIONS, PLAYGROUND EQUIPMENT, PICNIC TABLES, BBQ, PRIVATE

LOTS, POTABLE WATER AREAS AND EQUIPMENT, FOOD PREPARATION, OUTDOOR EATING AREAS,

OR NON-DESIGNATED USE AREAS MUST NOT BE SUBJECTED TO RECYCLED WATER OVERSPRAY,

WINDBLOWN SPRAY, RUNOFF, PONDING, OR UNAUTHORIZED USE. LACK OF PREVENTION,

WHETHER BY DESIGN, CONSTRUCTION PRACTICE, OR SYSTEM OPERATION, IS STRICTLY

PROHIBITED.

15. HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER SYSTEMS. POTABLE QUICK

COUPLERS ARE NOT ALLOWED WITHIN THE RECYCLED WATER IRRIGATED AREA.

16. QUICK COUPLING VALVES SHALL BE OF A TYPE APPROVED FOR RECYCLED WATER USE WITH

BRASS CONSTRUCTION, A SPECIAL QUICK COUPLER KEY WITH AN ACME THREAD FOR OPENING

AND CLOSING THE VALVE. QUICK COUPLER VALVES CANNOT BE LOCATED WITHIN 50 FEET OF

FOOD PREPARATION, OUTDOOR EATING AREAS, OR DESIGNATED CHILDREN PLAY EQUIPMENT OR

WITHIN THE FENCED PERIMETER SURROUNDING SWIMMING POOLS.

17. ALL NEW ON-SITE RECYCLED WATER PIPING INSTALLED ON THIS PROJECT SHALL BE PURPLE IN

COLOR, PANTONE 522C AND IDENTIFIED IN ACCORDANCE WITH THE CURRENT CDPH GUIDELINES

AND EASTERN MUNICIPAL WATER DISTRICTS STANDARDS AND SPECIFICATIONS.

18. WARNING TAPE FOR THE RECYCLED WATER PIPING SHALL BE PURPLE IN COLOR, PANTONE 522C,

WITH THE WORDS “CAUTION: RECYCLED WATER” IMPRINTED IN MINIMUM 1 INCH HIGH LETTERS.

IMPRINTING SHALL BE CONTINUOUS AND PERMANENT. THE WARNING TAPE SHALL BE INSTALLED

CONTINUOUSLY ABOVE THE NEW RECYCLED WATER IRRIGATION MAINLINE.

WARNING SIGNS AND LABELS SHALL READ “CAUTION: RECYCLED WATER DO NOT DRINK” AND

20. EACH AUTOMATIC CONTROLLER AND ITS ASSOCIATED EQUIPMENT SHALL BE IDENTIFIED WITH A

SIGN BEARING THE WORDS “CAUTION: RECYCLED WATER DO NOT DRINK”, WITH LETTERS AT

LEAST 1 INCH HIGH ON A PURPLE BACKGROUND AND WITH A “DO NOT DRINK” SYMBOL SIGN.  THE

SIGNS SHALL BE PLACED AS TO BE READILY SEEN BY ANY OPERATIONS PERSONNEL UTILIZING

THE EQUIPMENT.

21. SIGNS OR DECALS WITH “RECYCLED WATER, DO NOT DRINK” AND THE DO NOT DRINK SYMBOL

MUST BE POSTED ON PUMP CABINETS, AND ALL ENCLOSURES.

22. RECYCLED WATER SPRINKLERS / SPRAY HEADS MUST HAVE PURPLE CAPS, PURPLE COLLARS,

AND THE RISERS HAVE A RECYCLED WATER DECAL. LARGE THROW HEADS MUST HAVE PURPLE

INSERTS.  PURPLE CAPS AND COLLARS MUST BE FIRMLY AFFIXED TO SPRINKLER HEADS. ALL

OTHER ABOVE GROUND EQUIPMENTS MUST BE COLORED PURPLE OR HAVE A “RECYCLED

WATER, DO NOT DRINK” DECAL OR SIGN.

23. ALL AUTOMATIC CONTROLLERS MUST BE SET TO OPERATE BETWEEN THE HOURS OF 9:00 P.M.

AND 6:00 A.M. UNLESS OTHERWISE PERMITTED BY EMWD.

24. EDUCATE ALL MAINTENANCE PERSONNEL ON A CONTINUOUS BASIS OF THE PRESENCE OF

RECYCLED WATER. PERSONNEL MUST BE INFORMED THAT RECYCLED WATER IS MEANT FOR

IRRIGATION PURPOSES ONLY, AND IS NOT APPROVED FOR DRINKING PURPOSES, HAND WASHING,

CLEANING OF TOOLS, ETC.

IN CASE OF EMERGENCY, CONTACT  GREGG WORTHINGTON AT (951) 654-1505  OR AFTER HOURS,

    

CONTACT GREGG WORTHINGTON AT (951) 306-2965        

25. AN ON-SITE USER/SUPERVISOR SHALL BE DESIGNATED IN WRITING.  THIS INDIVIDUAL SHALL BE

FAMILIAR WITH PLUMBING SYSTEMS WITHIN THE PROPERTY, WITH THE BASIC CONCEPTS OF

BACKFLOW/CROSS CONNECTION PROTECTION, THE RECYCLED PURVEYOR'S RULES AND

REGULATIONS, AND THE SPECIFIC REQUIREMENTS OF A RECYCLED WATER SYSTEM. SAID

PERSON IS REQUIRED TO PROVIDE A 24 HOUR CONTACT PHONE NUMBER AND ATTEND

APPROVED SITE SUPERVISOR CLASS.   COPIES OF THE DESIGNATION, WITH CONTACT PHONE

NUMBERS SHALL BE PROVIDED TO EASTERN MUNICIPAL WATER DISTRICT.

26. FAILURE TO COMPLY WITH THESE NOTES AND EMWD'S RULES AND REGULATIONS IS A VIOLATION

AND COULD RESULT IN SUSPENSION OF SERVICE UNTIL THE APPROPRIATE CORRECTIVE STEPS

HAVE BEEN TAKEN.

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77449

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #85

14-A-18

98

34

LANDSCAPE MAINTENANCE RESPONSIBILITY NOTE

IT SHALL BE THE RESPONSIBILITY OF:

VALLEY-WIDE RECREATION AND PARK DISTRICT  TO MAINTAIN ALL ON SITE RECYCLED WATER

IRRIGATION IN ACCORDANCE WITH EMWD ORDINANCE 68 LATEST EDITION.

EMWD TIME LIMITATION NOTE

THE TIME LIMIT ON DRAWING APPROVAL SHALL BE SIX (6) MONTHS FROM THE DATE OF PLAN

APPROVAL. IF CONSTRUCTION HAS NOT COMMENCED WITHIN THE STATED TIME, EMWD REQUIRES

DRAWING(S) TO BE REVIEWED BY THE DESIGN ENGINEER AND/OR ARCHITECT AND RESUBMITTED

TO EMWD FOR POSSIBLE CHANGES IN MASTER PLANNED FACILITIES, SPECIFICATIONS AND

STANDARDS.

EMWD STANDARD NOTE

INSTALLATION NOTES

THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE MOST RECENT EDITION OF THE EASTERN MUNICIPAL WATER DISTRICT

STANDARDS AND SPECIFICATIONS.

COLOR CODING NOTES

1.   ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT AVAILABLE FROM THE

MANUFACTURE WITH PURPLE RECYCLED WATER IDENTIFICATION SHALL BE LABELED WITH RECYCLED

WATER DECALS OR STICKERS.

2.   ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED WATER ID TAG AND A VALVE ID

TAG IN A VALVE BOX WITH A PURPLE LID. THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE

LABEL.

3. ROTOR HEADS MAY BE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT AVAILABLE.

CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE HEAD TO EMWD FOR

APPROVAL.

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY FOR CLARITY PURPOSES

ONLY. THE RECYCLED WATER IRRIGATION MAINLINE MUST;

1.   BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM ALL POTABLE WATERLINES

AND FIRE LINES.

2.   BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE LOCATED UNDER ALL POTABLE

WATERLINES AND FIRE LINES.

3.   WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE INSTALLED ABOVE THE POTABLE

WATERLINE, A 4” (INCH) MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER

IRRIGATION MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE MINIMUM)

WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE WATERLINE OR FIRE LINE.

SHEET INDEX

2 

IRRIGATION PLAN

1 COVER SHEET

3
INDEX MAP

CITY OF WINCHESTER, CALIFORNIA

VALLEY-WIDE RECREATION AND PARK DISTRICT
RECYCLED WATER RETROFIT PLAN
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HOLD HARMLESS AND INDEMNIFICATION CLAUSE

CONTRACTOR AGREES TO ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE CONTRACTOR
SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, THE CSA, COUNTY OF LOCAL JURISDICTION, THE CITY OF
WINCHESTER, VALLEY-WIDE RECREATION AND PARK DISTRICT AND EASTERN MUNICIPAL WATER DISTRICT HARMLESS
FROM ANY AND ALL LIABILITY REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER, THE CSA, AND COUNTY OF
LOCAL JURISDICTION.

RECYCLED METER INFORMATION TABLE

POC ID POC STA. DWG # IRRIGATED
AREA

DEMAND ANNUAL
USAGE

LATERAL
SIZE

METER
SIZE

TOTAL

28,100 50 1.63 2" 1.5"

(IN.)ACRE FEET(GPM)(SF) (IN.)

POC #85

5028,100 1.63

97+97.00 D-60499

6
7

1

CUSTOMER ACKNOWLEDGES AND AGREES THAT THIS DESIGN AND PLAN IS CONSISTENT WITH CUSTOMER'S OWN STANDARDS
AND FIT FOR ITS INTENDED PURPOSE.

NAME_______________________________________________

TITLE _______________________________________________

SIGNATURE _________________________________________ DATE_________________________

COVER SHEET

POC # 85 (CLOCHE DR. AND ALGARVE AVE.) 
FOR

IRRIGATION PLAN

IRRIGATION DETAILS

IRRIGATION SPECIFICATIONS
IRRIGATION DETAILS

IRRIGATION NOTES
1. CONTRACTOR SHALL CAREFULLY PERFORM WORK TO INSURE THAT NO SERVICE

INTERRUPTION OF DOMESTIC WATER OCCURS DURING OPERATION HOURS. CONTRACTOR
SHALL NOTIFY THE DISTRICT 24 HOURS PRIOR TO ANY SCHEDULED SHUTDOWN OF
DOMESTIC OR IRRIGATION WATER.

2. IRRIGATION WATER SUPPLY SHALL NOT BE TERMINATED FOR ANY PERIOD LONGER THAN 24
HOURS. IN THE EVENT THAT WATER IS TERMINATED LONGER THAN 24 HOURS,
CONTRACTOR SHALL  BE RESPONSIBLE FOR ANY DAMAGES TO ANY LANDSCAPE RELATED TO
LACK OF WATER.

3. CONTRACTOR SHALL DISCONNECT AND CAP ALL EXISTING MAINLINE AT LOCATIONS AS
SHOWN ON THE PLANS. ALL FITTINGS (INCLUDING CAPS) 3" AND SMALLER SHALL BE SCH 80
PVC AND ALL FITTINGS LARGER THAN 3" SHALL BE LEEMCO IRON DUCTILE RESTRAINTS.

4. ALL NEW WORK SHALL COMPLY WITH CURRENT DISTRICT STANDARDS AND SPECIFICATIONS.
5. ALL NEW PRESSURE LINE PIPING SHALL BE PRESSURE TESTED PER EMWD REQUIREMENTS

BEFORE CONNECTING TO ANY EXISTING MAINLINE. ANY EXISTING MAINLINE WILL NOT BE
REQUIRED TO BE PRESSURED TESTED.

6. CONTRACTOR SHALL SLEEVE ALL EXISTING POTABLE PRESSURE LINE PIPING WITHIN 4 FEET
OF ANY NEW RECYCLED WATER LINE AS REQUIRED BY EMWD. LOCATIONS OF DOMESTIC
WATER PIPING IS SHOWN ON PLANS TO BE THE BEST KNOWLEDGE OF EMWD. IN THE EVENT
ANY DISCREPANCY BETWEEN FIELD CONDITIONS AND PLANS, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING SEPARATIONS SLEEVING AS REQUIRED BY EMWD WITHOUT
ADDITIONAL COMPENSATION.

7. ALL EXISTING VALVE BOXES THAT ARE UNEVEN, OUT OF PLUMB, ABOVE OR BELOW GRADE
SHALL BE ADJUSTED TO GRADE PER DISTRICT DETAILS.

8. ALL NEW VALVES AND PIPING SHALL BE MEASURED AND AS-BUILT PER  EMWD
REQUIREMENTS  PRIOR TO BACKFILLING. ALL EXISTING PIPING LOCATED DURING
CONSTRUCTION SHALL BE IDENTIFIED, MEASURED AND INCLUDED WITH THE AS-BUILTS.

9. ALL NEW PURPLE VALVE BOX LID SHALL BE HEAT BRANDED TO INDICATE THE
CORRESPONDING CONTROLLER AND STATION NUMBER PER DISTRICT DETAIL.

10.INSTALL PURPLE CAPS FOR ALL SPRAY HEADS AND ROTORS THAT ARE CONNECTED TO
RECYCLED WATER SYSTEM.

11.CONTRACTOR TO LOCATE AND REDLINE (DOCUMENT) ALL POTABLE AND FIRE WATER LINE
ON-SITE FACILITIES WITHIN CLOSE PROXIMITY OF NEW RECYCLED WATER LINES.

12.ALL WORK SHALL CONFORM TO EASTERN MUNICIPAL WATER DISTRICT'S CURRENT
STANDARDS, SPECIFICATIONS AND GUIDELINES FOR RECYCLED WATER.

13.IN THE EVENT OF ANY DISCREPANCY BETWEEN PLANS AND EMWD STANDARD GUIDELINES /
SPECIFICATIONS. THE SPECIFICATIONS SHALL TAKE PRECEDENCE OVER PLANS AS
DETERMINED BY THE DISTRICT.

14.CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT PRIOR TO ANY DIGGING
AND SHALL BE RESPONSIBLE FOR ANY DAMAGED UTILITIES.

15.CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR REPAIRING AND OR REPLACING ANY
DAMAGE TO EXISTING LANDSCAPE AND IRRIGATION REQUIRED TO RETROFIT PROJECT TO
RECYCLED WATER.

16.CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIM / HERSELF WITH EXISTING SITE
CONDITIONS PRIOR TO SUBMITTAL OF BID.

17.IF FIELD CONDITIONS ARE DIFFERENT FROM WHAT IS SHOWN ON THE PLANS, THE
CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO CONTINUING WITH SITE IMPROVEMENTS.

18.ANY COMPONENTS OF THE IRRIGATION SYSTEM WHICH ARE REPLACED / REPAIRED MUST BE
REPLACED WITH PURPLE RECYCLED WATER COMPONENTS PER EMWD STANDARDS.

19. ALL WORK MUST CONFORM TO VALLEY-WIDE RECREATION AND PARK DISTRICT
STANDARDS AND SPECIFICATIONS. IN THE EVENT OF ANY CONFLICT BETWEEN STANDARDS,
THE MORE STRINGENT STANDARD SHALL PREVAIL, UNLESS OTHERWISE APPROVED BY BOTH
EMWD AND VALLEY-WIDE.

4
5

LDC-PC2-APP (01-13-23)

1-20-2023

Dean Wetter

General Manager

1-20-2023
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EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT
MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

PROPOSED 12" RECYCLED
WATER LINE PER D-60499

PROPOSED 2.5" PURPLE CLASS 315 RECYCLED
WATER IRRIGATION MAINLINE TO BE CONNECTED

TO EXISTING MAINLINE.
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CRIMSON DR.
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EXISTING IRRIGATION CONTROLLER
FOR POC #85 TO REMAIN. PROTECT
IN PLACE.

EXISTING 1.5" POTABLE WATER IRRIGATION
METER, BACKFLOW PREVENTER, MASTER VALVE
AND FLOW SENSOR TO BE REMOVED.

CUT AND CAP EXISTING POTABLE
IRRIGATION WATER LINE. PROVIDE 4 FT.
MINIMUM SEPARATION.

C

POC 85
STA 97+ 97.00 ALGARVE AVE. PROPOSED 2"

RECYCLED WATER SERVICE PER PB-1. INSTALL
1.5" RECYCLED WATER METER PER PB-11.

EXISTING IRRIGATION VALVES TO REMAIN.
PROTECT IN PLACE. ALL IRRIGATION EQUIPMENT

MUST HAVE RECYCLED WATER IDENTIFICATION
PER EMWD STANDARDS, TYPICAL.

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM

Si

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

PROPOSED RECYCLED WATER POC (STRAINER, BOOSTER
PUMP, MASTER VALVE, FLOW SENSOR, BALL VALVE AND
QUICK COUPLER). INSTALL PER DETAIL. CONNECT NEW
RECYCLED WATER SYSTEM TO EXISTING IRRIGATION
SYSTEM.

Si

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

Si

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD

INSPECTOR. TYPICAL.

Si

PROPOSED RECYCLED WATER SIGNAGE.
LOCATION TO BE DETERMINED BY EMWD
INSPECTOR. TYPICAL.

PROPOSED 6" WIDE CONCRETE
MOW CURB. TYPICAL.

PROPOSED 6" WIDE CONCRETE
MOW CURB. TYPICAL.

PROPOSED 6" WIDE CONCRETE
MOW CURB. TYPICAL.

P

EMWD STANDARD NOTE

CONSTRUCTION NOTE

EASTERN MUNICIPAL WATER DISTRICT REQUIRES THAT A PRE-CONSTRUCTION

CONFERENCE BE SCHEDULED PRIOR TO ANY CONSTRUCTION BY CALLING THE

EASTERN MUNICIPAL WATER DISTRICT FIELD ENGINEERING DEPARTMENT AT

(951) 928-3777, EXTENSION 4830.

INSTALLATION NOTES

· THE RECYCLED WATER IRRIGATION SYSTEM SHOWN ON THESE PLANS

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT EDITION OF

THE EASTERN MUNICIPAL WATER DISTRICT STANDARDS AND SPECIFICATIONS

FOR DEVELOPER'S PROJECTS.

· HOSE BIBS ARE STRICTLY PROHIBITED ON RECYCLED WATER IRRIGATION

SYSTEMS. POTABLE QUICK COUPLERS ARE NOT ALLOWED WITHIN THE

RECYCLED WATER IRRIGATION AREA.

COLOR CODING NOTES

·  ALL IRRIGATION EMISSION DEVICES, SUCH AS SPRAY HEADS, ROTORS,

BUBBLERS, DRIP EMITTERS, OR DRIP ASSEMBLIES SHALL BE IDENTIFIED WITH

PURPLE IDENTIFICATION BODIES, COLLARS, CAPS, CONNECTORS, ADAPTERS,

ETC. TO PERMANENTLY LABEL THE COMPONENTS AS EMITTING RECYCLED

IRRIGATION WATER. THE PURPLE IDENTIFICATION SHALL BE EXPOSED TO THE

SURFACE.

· ALL IRRIGATION RISERS, DRIP LINE, AND COMPONENTS THAT ARE NOT

AVAILABLE FROM THE MANUFACTURE WITH PURPLE RECYCLED WATER

IDENTIFICATION SHALL BE LABELED WITH RECYCLED WATER DECALS OR

STICKERS.

· ALL IRRIGATION COMPONENTS AND VALVES MUST HAVE A RECYCLED

WATER ID TAG AND A VALVE ID TAG IN A PURPLE VALVE BOX WITH A PURPLE LID.

THE PURPLE LID SHALL BE HEAT BRANDED WITH THE VALVE LABEL.

FOR NEW PROPOSE PIPE INSTALLATION:

RECYCLED WATER AND POTABLE WATER SEPARATION CLEARANCE NOTE

THE RECYCLED WATER IRRIGATION MAINLINE IS SHOWN DIAGRAMMATICALLY

FOR CLARITY PURPOSES ONLY. THE RECYCLED WATER IRRIGATION MAINLINE

MUST:

· BE INSTALLED WITH A 4' (FOOT) MINIMUM HORIZONTAL CLEARANCE FROM

ALL POTABLE WATERLINES AND FIRE LINES.

· BE INSTALLED WITH A 1' (FOOT) OF VERTICAL CLEARANCE AND BE

LOCATED UNDER ALL POTABLE WATERLINES AND FIRE LINES.

· WHERE THE RECYCLED WATER IRRIGATION MAINLINES MUST BE

INSTALLED ABOVE THE POTABLE WATERLINE, A 4” (INCH) MINIMUM VERTICAL

CLEARANCE MUST BE MAINTAINED AND THE RECYCLED WATER IRRIGATION

MAINLINE MUST BE INSTALLED IN A CONTINUOUS SLEEVE (PVC CLASS 200 PIPE

MINIMUM) WHICH EXTENDS A MINIMUM OF 10' (FEET) EACH SIDE OF THE POTABLE

WATERLINE OR FIRE LINE.

RECYCLED ISOLATION VALVE

RECYCLED QUICK COUPLER VALVE

P

C RECYCLED IRRIGATION CONTROLLER

RECYCLED IRRIGATION BOOSTER PUMP

85
RECYCLED IRRIGATION WATER METER

POTABLE WATER LEGEND:

POTABLE WATER METER

POTABLE BACKFLOW PREVENTER

IRRIGATION MAINLINE

EXISTING RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION

RECYCLED REMOTE CONTROL VALVE

B

A

RECYCLED WATER IRRIGATED AREA

(28,100 SF)

RECYCLED WATER SIGNAGE

RECYCLED IRRIGATION MAINLINE

Si

RECYCLED IRRIGATION MASTER VALVE

RECYCLED IRRIGATION FLOW SENSOR

FS

MV

PROPOSED RECYCLED WATER IRRIGATION LEGEND:

SYMBOL DESCRIPTION

RECYCLED IRRIGATION BALL VALVE

FS

MV

POTABLE WATER FLOW SENSOR

POTABLE WATER MASTER VALVE

s
RECYCLED WATER STRAINER

1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77449

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #85

14-A-18

98

34

2

INDEX MAP

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

LDC-PC2-APP (01-13-23)

1-20-2023
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LINE PER D-60499
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EXISTING IRRIGATION CONTROLLER FOR
POC #85 TO REMAIN. PROTECT IN PLACE.

C
EXISTING IRRIGATED AREA TO BE CONVERTED TO
RECYCLED WATER SYSTEM

Si

12

EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE CONVERTED TO
RECYCLED WATER SYSTEM
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1-800-227-2600

DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77449

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #85

14-A-18

98

34

3

1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

IRRIGATION PLAN
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CRIMSON DR.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM
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EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.

EXISTING IRRIGATED AREA TO BE
CONVERTED TO RECYCLED WATER SYSTEM
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EXISTING IRRIGATION MAINLINE
TO REMAIN. PROTECT IN PLACE.
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DIG ALERT

Call: TOLL FREE

TWO FULL WORKING DAYS BEFORE YOU DIG
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ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:
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HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.
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VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT
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VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #85

14-A-18
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34
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1. CONTRACTOR TO REPLACE EXISTING LIDS OF IRRIGATION VALVE BOXES. VALVE BOX LID SHALL
BE PURPLE AND HEAT BRANDED WITH REMOTE CONTROL VALVE STATION AND COMPONENT
IDENTIFICATION.

2. CONTRACTOR TO ADJUST EXISTING VALVE BOXES TO GRADE PER VALLEY-WIDE STANDARD
AND INSTALL RECYCLED WATER ID TAG.

3. ALL DAMAGED VALVE BOXES SHALL BE REPLACED WITH NEW PURPLE COLOR VALVE BOXES
AND HEAT BRANDED LID AND INSTALL RECYCLED WATER ID TAG WITHIN EACH BOX.

VALVE BOX NOTE:

POTABLE AND RECYCLED WATER SEPARATION NOTE

RECYCLED MAINLINE (CONSTANT PRESSURE) SHOWN DIAGRAMMATICALLY FOR CLARITY ONLY.
ACTUAL LOCATION MUST PROVIDE A MINIMUM FOUR (4) FEET HORIZONTAL CLEARANCE BETWEEN
ALL POTABLE AND CONSTANT PRESSURE RECYCLED WATERLINES. RECYCLED WATER MAINLINE
SHOULD BE INSTALLED UNDER POTABLE WATERLINES AND MAINTAIN ONE (1) FOOT OF VERTICAL
CLEARANCE. WHERE THE RECYCLED WATER CONSTANT PRESSURE LINE MUST BE INSTALLED ABOVE
THE POTABLE WATERLINE, A FOUR (4) INCH MINIMUM VERTICAL CLEARANCE MUST BE MAINTAINED
AND THE RECYCLED WATER PRESSURE LINE MUST BE INSTALLED IN A CONTINUOUS PVC CLASS 200
PIPE SLEEVE WHICH EXTENDS A MINIMUM OF TEN (10) FEET EACH SIDE OF THE POTABLE WATERLINE.

COLOR CODING

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE EXPOSED
SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED THROUGH THE USE OF
INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY ATTACHED PURPLE PLASTIC RING OR DISC.
VALVE BOX LIDS SHALL BE PURPLE PER INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING
"RECYCLED: DO NOT DRINK" IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK"
ON ONE SIDE AND "PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS
SHALL HAVE PURPLE CAPS.
ROTOR HEADS MAYBE PAINTED PURPLE WHEN REPLACEMENT CAPS OR COLLARS ARE NOT
AVAILABLE. CONTRACTOR TO SUBMIT QUANTITIES, MANUFACTURER AND MODEL NUMBER OF THE
HEAD TO EMWD FOR APPROVAL.

INSTALLATION NOTES

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN SHALL
MEET THE LATEST EMWD STANDARDS AND SPECIFICATIONS AT COMMENCEMENT OF WORK. IF
CONTRACTOR NOTICES ANY INCONSISTENCIES WITH THE LATEST IRRIGATION DESIGN STANDARDS,
ONE SHALL IMMEDIATELY NOTIFY ALL PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED WATER.

IRRIGATION DRAWING NOTE:

THIS RETROFIT PLANS ARE BASED ON IRRIGATION PLANS NOT PREPARED BY EMWD / EMWD
REPRESENTATIVE.
EMWD AND OR EMWD REPRESENTATIVES ARE NOT RESPONSIBLE FOR THE ACCURACY OF THE
INFORMATION PROVIDED HEREIN. IT ULTIMATELY THE RESPONSIBILITY OF THE CONTRACTOR
TO FAMILIARIZE THEMSELVES WITH ALL EXISTING CONDITIONS, EQUIPMENT, UTILITIES AND
REQUIREMENTS.

IRRIGATION PLAN
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77449

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #85

14-A-18

98

34

IRRIGATION AND DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER IRRIGATION ADVBISORY SIGN A-008

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

RECYCLED

  WATER

DO NOT DRINK

   NO BEBER

EASTERN
MUNICIPAL

W A T E R   D I S T R I C T

SECURE SIGN TO POST

WITH 2 DRIVE RIVETS

SQUARE SIGN POST

FINISH GRADE

POST ANCHOR

4"

RIVET LOCATIONS

(SEE NOTE 3)

STREET SIDE OF POST

SECTION  'A - A'

A A

RIVET DETAIL

0.5"

0.375"

0.75"

2" SQ SIGN POST

3
0
"
 
 
/
 
 
3

6
"

C
O

N
C

R
E

T
E

 
/
 
D

I
R

T

TYPICAL INSTALL

THROUGH CONCRETE

ANCHOR POST WITH

2 1/2" SQUARE

PERFORATED SLEEVE

TYPICAL INSTALL

THROUGH DIRT

6
"
 
M

I
N

TYPICAL SECTION'

NOTES:

1. SQUARE POST SHALL BE PERFORATED STEEL TUBE POSTS WITH TWO PIECE ANCHOR AND 'TELESPAR' SLEEVE. THE ANCHOR AND SLEEVE

ASSEMBLY SHALL CONSIST OF A 2 1/2" SQUARE BY (30" THROUGH SIDEWALK) OR (36" THROUGH SOIL). ANCHOR WITH A 2 1/4" BY 18" SLEEVE.

2.  THE NUMBER OF SIGNS, THEIR LOCATIONS, AND HEIGHTS SHALL BE PER EMWD REQUIREMENTS AND AS DIRECTED BY THE DISTRICT

REPRESENTATIVE.  AT A MINIMUM SIGNS SHALL BE LOCATED AT ALL PROJECT ENTRIES AND AT EACH METER CONNECTION.

3.  ANCHOR AND SLEEVE ASSEMBLIES SHALL BE DRIVEN SIMULTANEOUSLY UNTIL 4" REMAINS ABOVE GROUND LEVEL.  INSTALL THE 2"

GALVANIZED SQUARE SIGN POST MINIMUM 6" INTO THE ANCHOR ASSEMBLY AND SECURE IN PLACE WITH TWO 3/8" DRIVE RIVETS AS SHOWN.

THE RIVETS SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF APPROACHING TRAFFIC AS SHOWN.

4.  ANCHOR ASSEMBLY SHALL NEVER BE SECURED IN CONCRETE FOOTING

5.  ADVISORY SIGN CAN BE PURCHASED FROM EMWD AT (951) 928-3777 EXT. 4412

V
A

R
I
E

S

4" ABOVE GRADE

HARDSCAPE WHERE OCCURS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

QUICK COUPLING VALVE A-007

FINISH GRADE

NOTES:

1. INSTALL VALVE BOX EXTENSIONS

AS REQUIRED TO ACHIEVE PROPER

VALVE INSTALLATION AT MAIN LINE

DEPTH.

2. INSTALL CHRISTY RECYCLED ID

TAGS ON ALL RECYCLED IRRIGATION

SYSTEMS.

3. VALVE BOX LID SHALL BE PURPLE

FOR RECYCLED WATER IRRIGATION

SYSTEMS

4. QUICK COUPLERS SHALL BE OF A

TYPE APPROVED FOR RECYCLED

WATER USE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PURPLE VALVE BOX WITH LOCKING

LID AND HEAT BRAND 'QC'

QUICK COUPLING VALVE

WITH LOCKING PURPLE

COVER AND ACME THREAD

BRASS NIPPLE

BRICK

6"

MIN

3

4" CRUSHED

AGGREGATE (WASHED)

BRASS NIPPLE

BRASS 90 STREET ELL FITTING

PER AGENCY REQUIREMENTS

PRESSURE MAIN LINE

BRASS 90 STREET ELL FITTING

BRASS 90 ELL

#4 REBAR STAKE (24" MIN)

STAINLESS STEEL

SCREW CLAMP

9"

RECYCLED I.D. TAG

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

STRAINER
A-005

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

STRAINER ENCLOSURE, LOCKABLE

FLANGE (2 REQUIRED) (SIZE VARIES)

STRAINER (PURPLE)

BRASS UNION

BRASS NIPPLES (LENGTH

VARIES, 5 REQUIRED, LINE SIZE)

BRASS / BRONZE

BALL VALVE

6" THICK CONCRETE PAD

FINISH GRADE

BRASS / COPPER MAINLINE TO

 MASTER VALVE AND FLOW SENSOR

BRASS ELBOWS (TxT, THREE

REQUIRED, LINE SIZE)

BRASS / COPPER

MAINLINE FROM WATER

SOURCE

RECYCLED WATER I.D. TAG

NOTE:  COMPONENT SHOWN IS A SAMPLE.  EACH STRAINER

TYPE SHALL BE DETAILED TO MEET MANUFACTURER SPECS.

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

PIPE TRENCH A-004

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

PRESSURE MAINLINE

FINISH GRADE

3" WIDE RECYCLED I.D. TAPE, SEE SPECS

CONTROL WIRE

LATERAL LINES PER LEGEND

B

A

CLEAN COMPACTED BACKFILL

CCCCCC

UNDISTURBED SOIL

DIMENSION A B C

1/2" - 2 1/2" 18" 12" 6"

3" - 4"

6"

24" 6"

36" 6"

NOTE:

1.  ALL PIPE UNDER PAVING, SHALL BE INSTALLED IN A PURPLE PVC CL 200 SLEEVE TWICE THE

DIAMETER OF THE CARRIER PIPE AND LOCATED AT A DEPTH OF 36" TO TOP OF SLEEVE.

C

5

EASTERN MUNICIPAL WATER DISTRICT

REVISIONS

DESCRIPTION

APPR. DATE

DATE BY MARK

RECYCLED WATER POC SEQUENCE A-002

NOTES:

1. STRAINER SHALL BE AT LEAST THE SAME NOMINAL SIZE AS THE METER SIZE.

2. BACKFLOW PREVENTER SHALL BE THE SAME NOMINAL SIZE AS THE METER SIZE.

3. DOUBLE CHECK BACKFLOW PREVENTER REQUIRED ON USER SITES USING A FERTIGATION /

CHEMIGATION SYSTEM OR AS REQUIRED BY THE DISTRICT.  A REDUCED PRESSURE BACKFLOW

PREVENTER IS REQUIRED ON TEMPORARY POTABLE SYSTEMS PER DETAIL B-597.

4. STRAINER AND BACKFLOW PREVENTER SHALL BE LOCATED ABOVE GROUND IN A PROTECTED

ENCLOSURE.

5.  BOOSTER PUMP, IF REQUIRED, NEEDS TO HAVE A LOW FLOW/PRESSURE SWITCH.

6.  MAINLINE SHALL BE BRASS THROUGH TO THE MASTER VALVE.

SCALE: 1" = 1'-0"DATE PREPARED: 10-22-10

APPROVED: DATE:

SEE NOTE 3 BELOW

BACKFLOW

PREVENTION

ASSEMBLY

METER

QUICK

COUPLING

VALVE

STRAINER

MASTER

VALVE

(NORMALLY

OPEN/CLOSED)

PRESSURE

REGULATOR

BOOSTER

PUMP

FLOW

SENSOR

END OF EMWD

MAINTENANCE

RESPONSIBILITY

INSTALL POC

PER EMWD

STD. SPEC

DIRECTION OF FLOW

BALL VALVE

ALL VALVES TO BE

INSTALLED IN SHRUB AREAS

SxT MAINLINE FITTING (TYP.)

3/4" CRUSHED ROCK. 6" DEEP.

SCH. 80 PVC NIPPLE

SCH. 80 PVC UNION (MAY

BE A PART OF VALVE)

W/ LOCKING TOP (HEAT BRAND

FINISH GRADE

GATE VALVE (REFER TO

ROUND PLASTIC VALVE BOX

PLASTIC PIPE SLEEVE (MIN.

CURB, SIDEWALK, ETC.

'GV' ON LID IN 2" LETTERS)

4" DIA.)

LEGEND)

5.

4.

2.

3.

1.

7.

8.

9.

6.

GATE VALVE

1

2

3

4

5

6

7

8

9

8

LEGEND:

NOTE:

WHERE POSSIBLE.

10

BRICK (1 OF 3)10.

11

WOVEN WIRE MESH11.
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77449

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #85

14-A-18

98

34

IRRIGATION AND DETAILS

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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SENIOR CIVIL ENGINEER DATE

NEW BUSINESS P.C.

EASTERN MUNICIPAL WATER DISTRICT

ACCEPTED BY:

REVISIONS

DESCRIPTION
ENGINEER EMWD

APPR. DATEDATE BY MARK

I.D.

COORD.

DRAWN BY:

CHECKED BY:

DOPP.

SHT.           OF

D-S.A. 

OPERATIONS

ENGINEERING

POS ENGINEER

ACCEPTANCE DATEDEPARTMENT

DATE:

BENCH MARK

DESCRIPTON:

LOCATION:

HORIZONTAL DATUM:

VERTICAL DATUM:

OR

811

RWUP:

RWUE:

PCWO:

WO:

WINCHESTER, CA.

7

77449

VALLEY-WIDE RECREATION AND PARK DISTRICT

ACCEPTED BY:

ACCEPTANCE DATEDEPARTMENT

RECYCLED WATER IRRIGATION RETROFIT

IMPROVEMENTS

VALLEY-WIDE RECREATION AND PARK DISTRICT

POC #85

14-A-18

98

34

SPRINKLERS, ROTOR HEADS AND OTHER TYPES OF DISPERSION HEADS SHALL HAVE THE

EXPOSED SURFACE COLORED PURPLE. THE EXPOSED SURFACE SHALL BE COLORED

THROUGH THE USE OF INTEGRALLY MOLDED PURPLE PLASTIC OR PERMANENTLY

ATTACHED PURPLE PLASTIC RING OR DISC. VALVE BOXES AND LIDS SHALL BE PURPLE PER

INDUSTRY STANDARDS. THE LIDS SHALL HAVE THE WARNING "RECYCLED: DO NOT DRINK"

IN ENGLISH AND SPANISH AND THE INTERNATIONAL "DO NOT DRINK" ON ONE SIDE AND

"PELIGRO: AGUA IMPURA-NO BEBER" ON THE OPPOSITE SIDE. ALL SHRUB HEADS SHALL

HAVE PURPLE CAPS.

COLOR CODING

THE MATERIALS AND THE INSTALLATION OF THE IRRIGATION SYSTEM SHOWN ON THIS PLAN

SHALL MEET THE LATEST EMWD AND VALLEY-WIDE RECREATION AND PARK DISTRICT

STANDARDS AND SPECIFICATIONS. IF CONTRACTOR NOTICES ANY INCONSISTENCIES WITH

THE LATEST IRRIGATION DESIGN STANDARDS, HE SHALL IMMEDIATELY NOTIFY ALL

PARTIES.

NO HOSE BIBS WILL BE ALLOWED FOR INSTALLATION ON SYSTEMS USING RECYCLED

WATER.

INSTALLATION NOTES
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